
Model Stroke  
mm [in]

Grip Force
N [lbs]

Operating 
Environment

Special 
Features

Page 
#

2P
10-50 

[0.39-1.97]
432-11,475 
[97-2579]

IP 54
Spring assist. Double force  

tandem cylinder option. Large 
choice of configurable options.

3

DGC 20-40 
[0.79-1.57]

474-796 
[106-179]

IP54  
Using Purge Port

Rugged applications.  
Spring assist.

TM

15

GC 50-60 
[1.968-2.362]

1481-2318 
[333-521]

IP54  
Using Scavenge  

Port

Rugged applications.  
Spring assist.

15

DPL 40-140 
[1.575-5.512]

618-2035 
[138- 457]

IP54  
Using Purge Port

Longest strokes in compact  
length. Long finger lengths.

TM

23

DPP 6.35-50.8 
[0.25-2]

111-934 
[25-210]

IP43  
Using Purge Port. 
Clean Room Class 

10,000 ISO 7 Using 
Scavenge Port

Highest precision, low pressure 
applications. Zero side play with 

Dual-V bearing design.  

TM

33

RP-P 12.7-76.2 
[0.5-3.0 ]

107-2224 
[24-500]

IP33
Highest precision.  

Long finger lengths.  
Delicate parts handling.

39

RPL 6.4 -25.4 
[0.25-1.0]

116-160 
[26-36]

IP33

Low pressure applications,  
zero side play, Excellent 
repeatability, long finger 

lengths. Delicate parts Handling.

47

RPLC 6.4-25.4
[0.25-1.0]

116-160
[26-36]

IP64 Using Purge  
Port. Clean Room  
Class 10, ISO 4  

Using Scavenge Port

Shielded for Clean or Harsh 
Environments. Low Pressure 
Applications, Zero Side Play. 

Excellent Repeatability

47
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Mounting Compatibility ChartTM

DLT Thruster Slide to  
DPL Parallel Gripper

 Slide to Gripper

DLT Thruster Slide to  
DGC Parallel Gripper

 Slide to Gripper

DRF Rotary Actuator to  
DPL Parallel Gripper

Rotary to Gripper

DLM Thruster Slide to  
DPL Parallel Gripper

 Slide to Gripper

Modular DIRECTCONNECT Mounting Style Examples:
Products can be mounted in multiple positions. Refer to datasheet for complete info.

DLB Base Slide to  
DPP Parallel Gripper

 Slide to Gripper

DLT Thruster Slide to  
DPP Parallel Gripper

 Slide to Gripper

DRF Rotary Actuator to  
DPP Parallel Gripper

Rotary to Gripper

DLM Thruster Slide to  
DPP Parallel Gripper

 Slide to Gripper

Catalog Models

2 Jaw Precision Parallel Grippers

DGC DPL- 
25XX

DPL-32XX,  
40XX

DPP-10 
&14 DPP-20 DPP-28

Base Slides

DLB-06,08 3R

DLB-10,12,16 5R 5R 5R 5R

DLB-20,25 10R 10R

Thruster Slides

DLT-06,08 3R

DLT-10,12,16 5R 5R 3R 5R 5R

DLT-20,25 5R 5R 10R 5R 10R

DLM-07 3R

DLM-9,12 5R 5R 3R 5R 5R

Rotary Actuators

DRF-075,094 5R 5R 3R 5R 5R

DRF-106 5R 5R 3R 5R 5R

DRF-131 5R 5R 10R 5R 10R

DESTACO’s DIRECTCONNECT™ technology, allows all components of the 
system–grippers, rotaries and slides—to be mounted together directly. Look  
for matching icons on product datasheets for mounting compatibility.
Note: The numbers in the cell represent the metric screw size and basic mounting pattern.  

S=Square, R=Rectangle. ie; 5S = M5 Screw with square mounting pattern. 5R5S
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2-Jaw Parallel Grippers | DIRECTCONNECT™ Modular Connectivity Chart

precision parallel grippers



 -  -  -  -  -  -  -  -  - 

How To Order

Power Description

P Pneumatic
H Hydraulic

Spring Description

“Blank” No Spring
RE External Gripping
RI Internal Gripping

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Base Model

6002P
8002P
11002P
14002P
16502P
16502PGR

Sensor Accessories Model Numbers Part Number Qty/Unit
M8 Inductive Sensor PNP with M8 Connector 6002P, 8002P, 11002P OISP-011-C 1-4

M8 Inductive Sensor NPN with M8 Connector 6002P, 8002P, 11002P OISN-011-C 1-4

M8 Inductive Sensor PNP with M12 Connector 14002P, 16502P OISP-017-C 1-4

M8 Inductive Sensor NPN with M12 Connector 14002P, 16502P OISN-017-C 1-4

M8 Quick Disconnect 2 Meter Cable Length* 6002P, 8002P, 11002P CABL-010 1-4

M12 Quick Disconnect 2 Meter Cable Length* 14002P, 16502P CABL-014 1-4

Inductive Sensor Mounting Kit (1 holder + 1 flag) 6002P, 8002P SD60-80P 1-2

Inductive Sensor Mounting Kit (1 holder + 1 flag) 11002P SD110P 1-2

Inductive Sensor Mounting Kit (1 holder + 1 flag) 14002P OSMK-114 1-2

Inductive Sensor Mounting Kit (1 holder + 1 flag) 16502P OSMK-115 1-2
*Sensor and cable sold separately.

Features:
•  Robust and powerful precision multi-purpose gripper
•  Pneumatic or hydraulic powered operation
•  Optional tandem cylinder doubles grip force
•  Protective boot and shielded design  

for harsh environments
•  Spring assist option maintains grip  

in case of air pressure loss

Applications:
•  Hydraulic powered gripping applications
•  Confined spaces in harsh environment applications
•  Welding applications with protective boot option

Accessories

16502P

14002P

11002P8002P

6002P

(USB key shown 
for scale)

Target Flag Description

“Blank” No Target Flag
T Sensor Target Flag

Sensor Unit Description

“Blank” No Sensors
KT1 Integral Sensor

(See page GR-PPC-12 
for detection zones and 
mounting positions)

KT2
KX1
KX2

Inductive  
Sensor Mount Description

“Blank” No Sensor Mount
SD Inductive Sensor Mount

Stroke Description
“Blank” Standard Stoke

C Extended Stroke Protective 
Boot Description

“Blank” None
E PVC Boot
E3 Fireproof Kevlar Boot

Tandem 
Cylinder Description
“Blank” No Cylinder

M For Use with  
Pneumatic Power only
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Specifications Units 6002P-P 6002P-P-C 8002P-P 8002P-P-C 11002P-P 11002P-P-C
Grip Force (F6+R)1, 6 bar [87 psi],  
Springs Mid-Way, L=0

N  
[lb]

694
[156]

432 
[97]

1946  
[437]

1256 
[282]

3043
[684]

2030 
[456]

Grip Force (F0+R)2, 0 bars,  
Springs Mid-Way, L=0 

N  
[lb]

176
[40]

109  
[24]

635 
[143]

410
[92]

965
[217]

644
[145]

Total Stroke
mm 
[in]

10
[0.39]

16  
[0.63]

13  
[0.51]

20
[0.79]

20 
[0.79]

30
[1.18]

Weight kg [lbs] 0.51 [1.12] 0.84  [1.85] 2.04 [4.50]

Pressure Range w/o Spring bar [psi] 2-7 [30-100]

Pressure Range with Spring bar [psi] 4-7 [60-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 12 [0.73] 35 [2.14] 87 [5.31]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec 0.07 0.08 0.10

Repeatability mm [in] ±0.02 [±0.001]

Specifications Units 14002P-P 14002P-P-C 16502P-P 16502P-P-C 1650PGR-P
Grip Force (F6+R)1, 6 bar [87 psi],  
Springs Mid-Way, L=0

N  
[lb]

6232
[1400]

4031
[906]

11475
[2579]

6878 
[1546]

11475
[2579]

Grip Force (F0+R)2, 0 bars,  
Springs Mid-Way, L=0 

N  
[lb]

2305
[518]

1490
[335]

3825
[860]

2292
[515]

3825
[860]

Total Stroke
mm 
[in]

26
[1.02]

40
[1.57]

30
[1.18 ]

50
[1.97]

30
[0.39]

Weight kg [lbs] 4.2 [9.26] 8.74 [19.26] 2.04 [4.50]

Pressure Range w/o Spring bar [psi] 2-7 Bar [30-100 psi]

Pressure Range with Spring bar [psi] 4-7 Bar [60-100 psi]

Ingress Protection Class (IP) IP54

Displacement
cm3 
[in3]

220 
[13.43]

494 
[30.15]

494  
[30.15]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec 0.16 0.29 0.29

Repeatability ±0.02 [±0.001]
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20°
20°

Ø50.8
[Ø2.000]

45°

Ø50.8
[Ø2.000]

20°

30°

20°

1
3

 ±
0

.0
2

5
[0

.5
1

±
0

.0
0

1
0

]

A B

C

1
3

 [
0

.5
1

]

CL

24
[0.94]

4X Ø4.3 [0.17]

36
[1.42]

4X M4

4X

Ø5 [0.20] H9

Ø
6

0
 [

2
.3

6
]

63
[2.48]

2
8

[1
.1

0
]

6
.5

 [
0

.2
6

]

Ø
3

8
.1

 H
7

[Ø
1

.5
0

0
0

]

20
[0.79]

35
[1.38]

68
[2.68]

3
[0.12]

5.5
[0.22]

16
[0.63]

6
[0.24]

13
[0.51]

9
[0.35]

ST
RO

K
E

JA
W

S 
O

PE
N

JA
W

S 
O

PE
N

SCREW CHC M4
FITTINGS

NOT
SUPPLIED

AIR PORT
G1/8 5 [0.20] DP

CLOSE

AIR PORT
G1/8 5 [0.20] DP

OPEN

PORT
M4 5 [0.20] DP

OPENING
(SEALS INCLUDED)

PORT
M4 5 [0.20] DP

CLOSING
(SEALS INCLUDED)

Ø3
[Ø0.12]

Ø7
[Ø0.28] O-RING

Ø1.5 X Ø4

GRIPPERS TOP
AIR PORT

OUR GRIPPERS ARE SUPPLIED
WITH OPEN SIDE AIR PORTS AND

TOP AIR PORTS PLUGGED.
WHEN OPERATING TOP AIR

PORTS, PRODUCES MANIFOLD
SEALING AS SHOWN.

1.
2

[0
.0

5]

Ø 0.1181 -0.0004
0.0000

Ø 3 -0.010
0

0.7086 g6

18 g6

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

6002P Static Dynamic
 Maximum Tensile T 410 N [92 lbs] 95 N [21 lbs] 
 Maximum Compressive C 780 N [175 lbs] 95 N [21 lbs] 
 Maximum Moment Mx 21 Nm [186 in-lbs] 3 Nm [27 in-lbs]
 Maximum Moment My 16 Nm [142 in-lbs] 3 Nm [27 in-lbs]
 Maximum Moment Mx [239 in-lbs] 27 Nm 3 Nm [27 in-lbs] 
†Capacities are per set of jaws and are not simultaneous

6002P-C Static Dynamic
 Maximum Tensile T 546 N [123 lbs] 140 N [31 lbs]
 Maximum Compressive C 1037 N [233 lbs] 140 N [31 lbs]
 Maximum Moment Mx 28 Nm [248 in-lbs] 4 Nm [35 in-lbs]
 Maximum Moment My 22 Nm [195 in-lbs] 4 Nm [35 in-lbs]
 Maximum Moment Mx 36 Nm [319 in-lbs] 4 Nm [35 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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0

N lbs.

FINGER LENGTH - L
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G
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E 
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2

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

0 10 20 30 40 50 60 70 80
0 0.4 0.8 1.2 1.6 2.0 2.4 2.8 3.1

73 PSI [5 bar]

0 PSI [0 bar]

102 PSI [7 bar]
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N

G
ER
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O
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- 
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2

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

0 10 20 30 40 50 60 70 80
0 0.4 0.8 1.2 1.6 2.0 2.4 2.8 3.1

73 PSI [5 bar]

0 PSI [0 bar]

102 PSI [7 bar]

Seal Repair Kits 6002P
Buna-N Seal Repair Kit  SLKT-156

Viton® Seal Repair Kit SLKT-156V

Hydraulic Seal Repair Kit SLKT-330

Protective Boots 6002P
PVC Protective Boot, Brown or Black ER62P

Fireproof KEVLAR Protective Boot, Red E3R62P

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

GR-PRC  |  5 Dimensions and technical information are subject to change without notice

2-Jaw Precision Parallel Grippers | Dimensions and Technical Specifications

6002P, 6002P-C   



20° 20°

Ø69.85
[Ø2.7500]

15°
15°

Ø69.85
[Ø2.750]

B

C

A

45°
30°

CL

4X M5

4X Ø5.5
SCREW CHC M5

Ø
8

0
[Ø

3
.1

5
]

64
[2.52]44

[1.73]

31
[1.22]

Ø
5

0
.8

 H
7

[Ø
2

.0
0

0
0

]

13
[0.51]

ST
RO

K
E

JA
W

S 
O

PE
N

JA
W

S 
O

PE
N

FITTINGS
NOT

SUPPLIED

AIR PORT
G1/8 5 DP

CLOSE

8
 [

0
.3

1
]

1
6

 [
0

.6
3

]

1
6

 ±
0

.0
2

5
[0

.6
3

±
0

.0
0

1
0

]

3
[0.12]

69
[2.72]

19
[0.75]

3
5

[1
.3

8
]

34
[1.34]
5

[0.20]
16

[0.63]

10
[0.39]

6
[0.24]

Ø3
[Ø0.12]

Ø7
[Ø0.28] O-RING

Ø1.5 X Ø4

GRIPPERS TOP
AIR PORT

OUR GRIPPERS ARE SUPPLIED
WITH OPEN SIDE AIR PORTS AND

TOP AIR PORTS PLUGGED.
WHEN OPERATING TOP AIR

PORTS, PRODUCES MANIFOLD
SEALING AS SHOWN.

1.
2

[0
.0

5]

4X Ø 0.1181 -0.0004
0.0000

Ø 3 -0.010
0

0.8661 g6

22 g6

AIR PORT
G1/8 5 [0.20] DP

OPEN

PORT
M4 5 [0.20] DP

OPENING
(SEALS

INCLUDED)

PORT
M4 5 [0.20] DP

CLOSING
(SEALS

INCLUDED)

Ø5 [0.20] H9

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

8002P Static Dynamic
 Maximum Tensile T 819 N [184 lbs] 348 N [78 lbs]
 Maximum Compressive C 1383 N [311 lbs] 348 N [78 lbs]
 Maximum Moment Mx 40 Nm [354 in-lbs] 13 Nm [115 in-lbs]
 Maximum Moment My 45 Nm [398 in-lbs] 15 Nm [133 in-lbs]
 Maximum Moment Mx 25 Nm [221in-lbs] 15 Nm [133 in-lbs]
†Capacities are per set of jaws and are not simultaneous

8002P-C Static Dynamic
 Maximum Tensile T 615 N [138 lbs] 236 N [53 lbs]
 Maximum Compressive C 1040 N [234 lbs] 236 N [53 lbs]
 Maximum Moment Mx 30 Nm [266 in-lbs] 9 Nm [80 in-lbs]
 Maximum Moment My 33 Nm [292 in-lbs] 10 Nm [89 in-lbs]
 Maximum Moment Mx 18 Nm [159 in-lbs] 10 Nm [89 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)
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0 PSI [0 bar]
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FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

0 20 40 60 80 100 110
0 0.8 1.6 2.4 3.1 3.9 4.3

102 PSI [7 bar]

73 PSI [5 bar]

0 PSI [0 bar]

Seal Repair Kits 8002P
Buna-N Seal Repair Kit  S80

Viton® Seal Repair Kit S80V

Hydraulic Seal Repair Kit S80H

Protective Boots 8002P
PVC Protective Boot, Brown or Black ER82P

Fireproof KEVLAR Protective Boot, Red E3R82P

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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16
[0.63]

16
[0.63]

15
[0.59]

Ø4
[Ø0.16]

Ø8
[Ø0.31] O-RING

Ø1.5 X Ø5

GRIPPERS TOP
AIR PORT

OUR GRIPPERS ARE SUPPLIED WITH OPEN 
SIDE AIR PORTS AND TOP AIR PORTS PLUGGED.
WHEN OPERATING TOP AIR PORTS, PRODUCES 

MANIFOLD SEALING AS SHOWN.
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0.0000
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0

1.0236 g6

26 g6

4X Ø9 [0.35]
SCREW CHC M8

AIR PORT
G1/8 8 [0.31] DP
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M4 5 [0.20] DP
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11002P Static Dynamic
 Maximum Tensile T 1040 N [234 lbs] 556 N [125 lbs]
 Maximum Compressive C 1768 N [397 lbs] 556 N [125 lbs]
 Maximum Moment Mx 39 Nm [345 in-lbs] 25 Nm [221 in-lbs]
 Maximum Moment My 53 Nm [469 in-lbs] 33 Nm [292 in-lbs]
 Maximum Moment Mx 63 Nm [558 in-lbs] 33 Nm [292 in-lbs]
†Capacities are per set of jaws and are not simultaneous

11002P-C Static Dynamic
 Maximum Tensile T 945 N [212 lbs] 370 N [83 lbs]
 Maximum Compressive C 1607 N [361 lbs] 370 N [83 lbs]
 Maximum Moment Mx 35 Nm [310 in-lbs] 18 Nm [159 in-lbs]
 Maximum Moment My 47 Nm [416 in-lbs] 24 Nm [212 in-lbs]
 Maximum Moment Mx 56 Nm [496 in-lbs] 24 Nm [212 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits 11002P
Buna-N Seal Repair Kit  S110

Viton® Seal Repair Kit S110V

Hydraulic Seal Repair Kit S110H

Protective Boots 11002P
PVC Protective Boot, Brown or Black ER112P

Fireproof KEVLAR Protective Boot, Red E3R112P

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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14002P Static Dynamic
 Maximum Tensile T 1600 N [360 lbs] 550 N [124 lbs]
 Maximum Compressive C 1820 N [409 lbs] 550 N [124 lbs]
 Maximum Moment Mx 55 Nm [487 in-lbs] 18 Nm [159 in-lbs]
 Maximum Moment My 90 Nm [797 in-lbs] 30 Nm [266 in-lbs]
 Maximum Moment Mx 90 Nm [797 in-lbs] 30 Nm [266 in-lbs]
†Capacities are per set of jaws and are not simultaneous

14002P-C Static Dynamic
 Maximum Tensile T 1450 N [326 lbs] 400 N [90 lbs]
 Maximum Compressive C 1450 N [326 lbs] 400 N [90 lbs]
 Maximum Moment Mx 50 Nm [443 in-lbs] 15 Nm [133 in-lbs]
 Maximum Moment My 75 Nm [664 in-lbs] 25 Nm [221 in-lbs]
 Maximum Moment Mx 75 Nm [664 in-lbs] 25 Nm [221 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits 14002P
Buna-N Seal Repair Kit  SLKT-333

Viton® Seal Repair Kit SLKT-333V

Hydraulic Seal Repair Kit SLKT-334

Protective Boots 14002P
PVC Protective Boot, Brown or Black KP-311

Fireproof KEVLAR Protective Boot, Red KP-313

Loading Information
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16502P Static Dynamic
 Maximum Tensile T 1720 N [387 lbs] 650 N [146 lbs]
 Maximum Compressive C 2160 N [485 lbs] 650 N [146 lbs]
 Maximum Moment Mx 70 Nm [620 in-lbs] 17 Nm [150 in-lbs]
 Maximum Moment My 100 Nm [885 in-lbs] 30 Nm [266 in-lbs]
 Maximum Moment Mx 100 Nm [885 in-lbs] 30 Nm [266 in-lbs]
†Capacities are per set of jaws and are not simultaneous

16502P-C Static Dynamic
 Maximum Tensile T 1550 N [348 lbs] 580 N [130 lbs]
 Maximum Compressive C 1950 N [438 lbs] 580 N [130 lbs]
 Maximum Moment Mx 60 Nm [531 in-lbs] 20 Nm [177 in-lbs]
 Maximum Moment My 80 Nm [708 in-lbs] 25 Nm [221 in-lbs]
 Maximum Moment Mx 90 Nm [797 in-lbs] 25 Nm [221in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 16502P
Buna-N Seal Repair Kit  SLKT-335

Viton® Seal Repair Kit SLKT-335V

Hydraulic Seal Repair Kit SLKT-336

Protective Boots 16502P
PVC Protective Boot, Brown or Black KP-314

Fireproof KEVLAR Protective Boot, Red KP-316

Loading Information

THIRD ANGLE
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FIRST ANGLE
PROJECTION

mm [INCH]
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16502PGR Static
 Maximum Tensile T 5200 N [1169 lbs]
 Maximum Compressive C 6400 N [1438 lbs]
 Maximum Moment Mx 270 Nm [2390 in-lbs]
 Maximum Moment My 350 Nm [3098 in-lbs]
 Maximum Moment Mx 300 Nm [2655 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 16502PGR
Buna-N Seal Repair Kit  SLKT-335

Viton® Seal Repair Kit SLKT-335V

Hydraulic Seal Repair Kit SLKT-336

Protective Boots 16502PGR

Fireproof KEVLAR Protective Boot, Red KENVE2-21384

Loading Information
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SUPPLY: (P) Pneumatic (H) Hydraulic
As standard, the clamp is supplied with air to a pressure of 7 bar. On request (contact us) the gripper can be 
supplied with hydraulic fluid. The clamp is fitted with seals Viton Quad-Ring. 

-  Choice (H) allows a hydraulic power to a pressure of 20 bar max. In this case the overall dimensions  
do not change. For better security the gripper must  be fixed on their support before being fired.  
CAUTION: Hydraulic cycle times are longer. 

The hydraulic power is incompatible with the option tandem (M).

Option (RE) or (RI): Spring Assist
The internal springs of the gripper ensures grip force is maintained by retaining the component during pressure 
loss, to increase the gripforce, or allows the usage of the gripper in single acting operation.
Option (RE) for external gripping. Option (RI) for internal gripping. 
The (RE) is incompatible with the option (RI).

Option (T): Sensor Rod
Option (T) is a steel rod which comes out on the rear side of the gripper. The rod is fixed with the piston and 
has the same stroke movement. The open end of the rod allows for mounting a cam which allows to control the 
position of the jaws by using inductive sensors, micro switches,etc 
WARNING: when screwing on cam rod, make sure the sensor rod does not rotate to prevent twisting of the 
springs of options (RE) or (RI). 
Option (T) is incompatible with option (K).

Option (M): Tandem Cylinder
The (M) is a cylinder light-alloy that fits behind the bottom plate. This actuator’s integral action allows to double 
the gripforce by using the same pressure. The combination of tandem option tandem (M) and Option (RE) or (RI) 
can double the clamping forces of the spring assist option. For cycle times of the tandem option, apply a factor of 
3 to the actuation time. 
The (M) is incompatible with the option (H).

Model A B C D E F

6002P & 6002P-C 35 5 30 15 M6 10

8002P & 8002P-C 35 6.5 28.5 15 M6 10

11002P & 11002P-C 35 10 25 15 M6 15

14002P & 14002P-C 55 13 42 20 M8 15

16502P & 16502P-C 53 23 30 20 M8 15

Model Ay ØC ØD W Weight 
(kg)

6002P & 6002P-C 28.5 38.1 60 3 0.200

8002P & 8002P-C 27 50.8 80 3 0.300

11002P & 11002P-C 34 76.2 110 3 0.750

14002P & 14002P-C 49 107.95 140 5 2.100

16502P & 16502P-C 65 127 165 6 3.600

2-Jaw Parallel Grippers | Dimensions and Technical Specifications
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Option (KT1), (KX1), (KT2), (KX2): Sensor Unit
The (K) is a lightweight alloy housing that fits on the back of the 
gripper. An integrated shaft follows the movement of the piston 
to provide information to the sensor attached to the side of the 
unit. It can control two positions of the grippers jaws. 2 types 
of inductive sensors (KT, KX) and 2 detection zones (1, 2) are 
possible to allow for the combination of 2 to 4 possible positions 
(KT1, KX1, KT2, KX2). For KT, KX sensor specifications.

Model Ax Bx ØC ØD W Weight  
(k(g)

No. of Sensing  
Postions 

(please specify  
when ordering)

Information area  
from the open grip 

position (green LED)
X (mm) 

Area information  
relative to the closed  

grip position (yellow LED)
X (mm)

6002P 23 30° 38.1 60 3 0.180
1 0 or 1 +0,5

 -0 4 +0,5
 -0 or  5

2 0 or 2 +0,5
 -0 3 +0,5

 -0 or  5

6002P-C 23 30° 38.1 60 3 0.180
1 0 or 1.6 +0,8

 -0 7 +0,8
 -0 or  8

2 0 or 3.2 +0,8
 -0 4.8 +0,8

 -0 or  8

8002P 28 30° 50.8 80 3 0.400
1 0 or 1 +0,5

 -0 5.5 +0,5
 -0 or  6,5

2 0 or 2 +0,5
 -0 4.5 +0,5

 -0 or  6,5

8002P-C 28 30° 50.8 80 3 0.400
1 0 or 1.5 +0,8

 -0 8.5 +0,8
 -0 or  10

2 0 or 3.1 +0,8
 -0 6.9 +0,8

 -0 or  10

11002P 36 30° 76.2 110 3 0.900
1 0 or 1 +0,5

 -0 9 +0,5
 -0 or  10

2 0 or 3 +0,5
 -0 7 +0,5

 -0 or  10

11002P-C 36 30° 76.2 110 3 0.900
1 0 or 1.5 +0,8

 -0 13.5 +0,8
 -0 or  15

2 0 or 4.5 +0,8
 -0 10.5 +0,8

 -0 or  15

14002P 45.5 165° 107.95 140 5 1.670
1 0 or 2 +0,5

 -0 11 +0,5
 -0 or  13

2 0 or 4 +0,5
 -0 9 +0,5

 -0 or  13

14002P-C 45.5 165° 107.95 140 5 1.670
1 0 or 3 +0,8

 -0 17 +0,8
 -0 or  20

2 0 or 6.2 +0,8
 -0 13.8 +0,8

 -0 or  20

16002P 65.5 165° 127 165 6 2.670
1 0 or 2 +0,5

 -0 13 +0,5
 -0 or  15

2 0 or 4 +0,5
 -0 11 +0,5

 -0 or  15

16002P-C 65.5 165° 127 165 6 2.670
1 0 or 3.3 +0,8

 -0 21.7 +0,8
 -0 or  25

2 0 or 7 +0,8
 -0 18 +0,8

 -0 or  25

2-Jaw Parallel Grippers | Dimensions and Technical Specifications
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Option (V): Viton® Seals
Gripper with Viton® seals allows for use in high temperature environments  [-30 ° C or 150 ° C].

6002P & 8002P

Accessory (E): Protective Boot
The accessory (E) is a protective boot that fits over the gripper. It protects the mechanism and thus improves the 
life of the gripper in hostile environments. The accessory (E) causes a different location of the fingers on the jaws 
as compared to the standard installation. Before attaching the boot, perform the following steps:

1. Mount gripper to machine.
2. Slip boot over gripper and secure in place.
3. Attached fingers to jaws using finger adapter.

Depending on the environment 2 types of envelopes are available: 
(E) Envelope of black or brown PVC for environmental grinding with emery presence. 
(E3) red envelope containing KEVLAR fireproof silicone environment for hot chips and weld spatter. 

The accessory (E) is incompatible with the accessory (SD)

Model Code Order # Model A B C D E F G H J K S T TX V Y

E ER62P 6002P &  
6002P-C 88 98 35 13.5 8 29 29 17.5 13 – 3 M4 9 13 6

E3 E3R62P

E ER82P 8002P &  
8002P-C 89 110 34 13.5 10 33 30 22.3 16 – 3 M5 10 16 6

E3 E3R82P

E ER112P 11002P &  
11002P-C See Drawing

E3 E3R112P

E KP-311 14002P &  
14002P-C 143 185 50 18 12 55 34 19.5 24 18 5 M8 14 – 8

E3 KP-313

E KP-314 16002P &  
16002P-C 172 220 70 16 14 67 37 24 

19 28 23 6 M10 19 – 8
E3 KP-316

2-Jaw Parallel Grippers | Dimensions and Technical Specifications
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11002P

14002P & 16502P

Accessory (SD): Inductive Sensor Mounting Kit
Allows for sensing of two positions: open and closed jaw. The accessory kit (SD) includes: 1 sensor bracket, 1 flag 
and screws. Sensors are not provided. 

NOTES: To be usable, the cylindrical inductive sensors selected by the customer must have tapped their bodies to 
a minimum depth H (see table below). 

Depending on their length, the cylindrical inductive sensors can extend below the clamp, requiring provision 
of suitable housing in the surrounding parts. It is possible to control more than 2 positions using a second 
attachment (SD).

Order # Model A B C E F H

SD60-80P 6002P & 6002P-C 20 35 67 32 8 35

SD60-80P 8002P & 8002P-C 19 34 77 32 8 35

SD110P 11002P & 11002P-C 19.5 45 97 32 8 35

OSMK-114 14002P & 14002P-C 15 83 129 48 12 28.5

OSMK-115 16502P & 16502P-C 29 96 147 48 12 33

2-Jaw Parallel Grippers | Dimensions and Technical Specifications
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How To Order

Features:
•  Rugged, high precision long stroke gripper 
•  High impact resistant with double wedge design
•  Versatile mounting on top or sides of gripper
•  Spring assist option maintains grip  

in case of air pressure loss
•  Two end of stroke inductive sensing  

positions supported
•  DIRECTCONNECT™ mounting (DGC only)
•  Shielded design to repel chips and particulates

Applications:
•  Machining and harsh environment applications
•  High vibration and impact applications
•  Pick and Place applications

Sensor Accessories Model Numbers Part Number Qty/Unit
4mm NPN Inductive Sensor with Quick Disconnect* 25, 45 OHSN-014 1-2

4mm PNP Inductive Sensor with Quick Disconnect* 25, 45 OHSP-014 1-2

8mm NPN Inductive Sensor with Quick Disconnect* 65, 85 OHSN-011 1-2

8mm PNP Inductive Sensor with Quick Disconnect* 65, 85 OHSP-011 1-2

12mm NPN Inductive Sensor with Quick Disconnect* 105 OHSN-017 1-2

12mm PNP Inductive Sensor with Quick Disconnect* 105 OHSP-017 1-2

Quick Disconnect 2 Meter Cable Length* 24, 45, 65, 85 CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* 24, 45, 65, 85 CABL-013 1-2

Quick Disconnect 2 Meter Cable Length* 105 CABL-014 1-2

Quick Disconnect 5 Meter Cable Length* 105 CABL-018 1-2
*Sensor and cable sold separately.

 - 

Base Model

DGC-25 GC-85
DGC-45 GC-105
DGC-65

Accessories

Seals Description

“Blank” Buna-N
V Viton® High Temperature

(USB key shown 
for scale)

RPS-17

DGC-25

DGC-45

GC-105

GC-85

DGC-65
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Specifications Units 25 45 65 85 105

Total Rated Grip Force F @ 100 psi [7 bar] N [lb] 474 [106] 481 [108] 796 [179] 1480 [333] 2318 [521]

Total Stroke mm [in] 20 [0.787] 30 [1.181] 40 [1.575] 50 [1.968] 60 [2.362]

Weight kg [lbs] 0.35 [0.77] 0.60 [1.32] 1.30 [2.87] 2.20 [4.85] 4.31 [9.50]

Pressure Range bar [psi] 3-7 [45-100]

Ingress Protection Class (IP) IP54

Displacement
cm3 
[in3]

16 
[0.98]

29  
[1.77]

62 
[3.78]

136 
[8.30]

261  
[15.93]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec 0.20 0.25 0.35 0.50 0.70

Accuracy mm [in] ±0.02 [±0.0009]

Repeatability mm [in] ±0.01 [±0.0004]

Valve to Required Actuate Single Acting 3-way, 2-position

Valve to Required Actuate Double Acting 4-way, 2-position
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Ø3
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Ø5
[Ø0.2] O-RING

Ø1 X Ø3

GRIPPERS TOP
AIR PORT

OUR GRIPPERS ARE SUPPLIED
WITH OPEN SIDE AIR PORTS AND

TOP AIR PORTS PLUGGED.
WHEN OPERATING TOP AIR

PORTS, PRODUCES MANIFOLD
SEALING AS SHOWN.
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(SUPPLIED PLUGGED)
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

3.0
76

2.0
51

GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

100 PSI [6 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

0 PSI [0 bar]

NOTE: 

To benefit from safety springs power, on open or on 
close, gripper must always be operated with “S” for 
GRIPPING and with “D” for RELEASE.

Drawing hereafter shows gripper gripping at the end of 
stroke (inlet through “S”)

Seal Repair Kits DGC-25
Buna-N Seal Repair Kit  SLKT-319

Viton® Seal Repair Kit SLKT-319V

DGC-25 Static Dynamic
 Maximum Tensile T 125 N [28 lbs] 25 N [6 lbs]

 Maximum Compressive C 145 N [33 lbs] 29 N [7 lbs]

 Maximum Moment Mx 2 Nm [18 in-lbs] 0.5 Nm [4 in-lbs]

 Maximum Moment My 4 Nm [35 in-lbs] 1 Nm [9 in-lbs]

 Maximum Moment Mx 6 Nm [53 in-lbs] 1.5 Nm [13 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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SENSORS Ø4 [0.16]
NOT INCLUDED
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2X Ø5H7 X 8DP

38.10
[1.50]

4X M5 X 6 DP

19.05
[0.75]

CL

Ø3
[Ø0.12]

Ø5
[Ø0.2] O-RING

Ø1 X Ø3

GRIPPERS TOP
AIR PORT

OUR GRIPPERS ARE SUPPLIED
WITH OPEN SIDE AIR PORTS AND

TOP AIR PORTS PLUGGED.
WHEN OPERATING TOP AIR

PORTS, PRODUCES MANIFOLD
SEALING AS SHOWN.
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

3.0
76

3.5
89

2.0
51

GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

100 PSI [6 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

0 PSI [0 bar]

NOTE: 

To benefit from safety springs power, on open or on 
close, gripper must always be operated with “S” for 
GRIPPING and with “D” for RELEASE.

Drawing hereafter shows gripper gripping at the end of 
stroke (inlet through “S”)

Seal Repair Kits DGC-45
Buna-N Seal Repair Kit  SLKT-321

Viton® Seal Repair Kit SLKT-321V

DGC-45 Static Dynamic
 Maximum Tensile T 205 N [46 lbs] 41 N [9 lbs]

 Maximum Compressive C 225 N [51 lbs] 45 N [10 lbs]

 Maximum Moment Mx 3 Nm [27 in-lbs] 0.75 Nm [7 in-lbs]

 Maximum Moment My 6 Nm [53 in-lbs] 1.5 Nm [13 in-lbs]

 Maximum Moment Mx 9 Nm [80 in-lbs] 2.25 Nm [20 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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SIDE AIR PORT
G 1/8 X 8 [0.31] DP

FOR RELEASE

TOP AIR PORT
M5 X 6.5 [0.25] DP
FOR RELEASE
(SUPPLIED PLUGGED)

TOP AIR PORT
M5 X 6.5 [0.25] DP
FOR GRIPPING
(SUPPLIED PLUGGED)
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G 1/8 X 8 [0.31] DP
FOR GRIPPING71 ±0.02
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Ø5
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Ø1 X Ø3

GRIPPERS TOP
AIR PORT

OUR GRIPPERS ARE SUPPLIED
WITH OPEN SIDE AIR PORTS AND

TOP AIR PORTS PLUGGED.
WHEN OPERATING TOP AIR

PORTS, PRODUCES MANIFOLD
SEALING AS SHOWN.
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MAXIMUM EFFECTIVE 
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51

GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

100 PSI [6 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

0 PSI [0 bar]

NOTE: 

To benefit from safety springs power, on open or on 
close, gripper must always be operated with “S” for 
GRIPPING and with “D” for RELEASE.

Drawing hereafter shows gripper gripping at the end of 
stroke (inlet through “S”)

Seal Repair Kits DGC-65
Buna-N Seal Repair Kit  SLKT-323

Viton® Seal Repair Kit SLKT-323V

DGC-65 Static Dynamic
 Maximum Tensile T 270 N [61 lbs] 54 N [12 lbs]

 Maximum Compressive C 305 N [69 lbs] 61 N [14 lbs]

 Maximum Moment Mx 4 Nm [35 in-lbs] 1 Nm [9 in-lbs]

 Maximum Moment My 10 Nm [89 in-lbs] 2.5 Nm [22 in-lbs]

 Maximum Moment Mx 17 Nm [150 in-lbs] 4.25 Nm [38 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION
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FIRST ANGLE
PROJECTION
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32

105

[1.97]

[4.13]

20
[0.79]

64

10

68
[2.52]

Side air port
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13 O-Ring 

Gripper's
top air port

Our grippers are supplied 
with open side air ports and 

top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.
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GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

100 PSI [6 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

0 PSI [0 bar]

NOTE: 

To benefit from safety springs power, on 
open or on close, gripper must always be 
operated with “S” for GRIPPING and with 
“D” for RELEASE.

Drawing hereafter shows gripper gripping 
at the end of stroke (inlet through “S”)

Seal Repair Kits GC-85
Buna-N Seal Repair Kit  SLKT-325

Viton® Seal Repair Kit SLKT-325V

GC-85 Static Dynamic
 Maximum Tensile T 370 N [83 lbs] 74 N [17 lbs]

 Maximum Compressive C 405 N [91 lbs] 81 N [18 lbs]

 Maximum Moment Mx 6 Nm [53 in-lbs] 1.5 Nm [13 in-lbs]

 Maximum Moment My 15 Nm [133 in-lbs] 3.75 Nm [33 in-lbs]

 Maximum Moment Mx 27 Nm [239 in-lbs] 6.75 Nm [60 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information
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Gripper's
top air port

Our grippers are supplied 
with open side air ports and 

top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.
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GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

100 PSI [6 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

0 PSI [0 bar]

Loading Information

NOTE: 

To benefit from safety springs power, on 
open or on close, gripper must always be 
operated with “S” for GRIPPING and with 
“D” for RELEASE.

Drawing hereafter shows gripper gripping 
at the end of stroke (inlet through “S”)

Seal Repair Kits DGC-105
Buna-N Seal Repair Kit  SLKT-27

Viton® Seal Repair Kit SLKT-327V

GC-105 Static Dynamic
 Maximum Tensile T 415 N [93 lbs] 83 N [19 lbs]

 Maximum Compressive C 455 N [102 lbs] 91 N [20 lbs]

 Maximum Moment Mx 8 Nm [71 in-lbs] 2 Nm [18 in-lbs]

 Maximum Moment My 19 Nm [168 in-lbs] 4.75 Nm [42 in-lbs]

 Maximum Moment Mx 40 Nm [354 in-lbs] 10 Nm [89 in-lbs]
†Capacities are per set of jaws and are not simultaneous

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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How To Order

Sensor Accessories Model Numbers Part Number Qty/Unit
M8 PNP Magneto Resistive Sensor with Quick Disconnect* All Models OHSP-017 1-3

M8 NPN Magneto Resistive Sensor with Quick Disconnect* All Models OHSN-017 1-3

M8 PNP Magneto Resistive Sensor (90° barrel) w/Qk. Disc.* All Models OHSP-011 1-3

M8 NPN Magneto Resistive Sensor (90° barrel) w/Qk. Disc.* All Models OHSN-011 1-3

M8 PNP Inductive Sensor with Quick Disconnect* 2520, 2535, 3230, 3250 OISP-011 1-3

M8 NPN Inductive Sensor with Quick Disconnect* 2520, 2535, 3230, 3250 OISN-011 1-3

M12 PNP Inductive Sensor with Quick Disconnect* 4040, 4070 OISP-017 1-3

M12 NPN Inductive Sensor with Quick Disconnect* 4040, 4070 OISN-017 1-3

Inductive Sensor Mounting Kit (3 Holders + 2 Flags) See Datasheet 1

M8 Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-3

M8 Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-3

M12 Quick Disconnect 2 Meter Cable Length* 4040, 4070 CABL-014 1-3

M12 Quick Disconnect 5 Meter Cable Length* 4040, 4070 CABL-018 1-3

Pneumatic Accessories Model Numbers Part Number Qty/Unit

Fitting Push-in Straight M5 - 6mm O.D. Tube 2520, 2535 PLFT-037 1-2

Fitting Push-in 90° Elbow  M5 - 6mm O.D. Tube 2520, 2535 PLFT-041 1-2

Fitting Push-in Straight G1/8 - 6mm O.D. Tube 3230, 3250, 4040, 4070 PLFT-038 1-2

Fitting Push-in 90° Elbow  G1/8 - 6mm O.D. Tube 3230, 3250, 4040, 4070 PLFT-042 1-2
*Sensor and cable sold separately.

Features:
•  Robust long stroke, high grip force precision gripper
•  Rack and pinion design with double acting pistons
•  Shielded design to repel chips and particulates
•  Synchronous or non-synchronous jaw operation
•  Spring assist option maintains grip  

in case of air pressure loss 
•  Multi-position sensing up to 3 locations

Applications:
•  Packaging, pick and place applications
•  Long finger gripping applications
•  Large and heavy part handling

Accessories

DPL-4070

DPL-4040

DPL-3250

DPL-3230

DPL-2535

DPL-2520

(USB key shown for scale)

 -  -  - 

Base Model

DPL

Spring Description

“Blank” No Spring
R Spring Assist

Jaw Synchronization Description

“Blank” Synchronous
NS Non-Synchronous Operation

Size

2520 3250
2535 4040
3230 4070
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Specifications Units 2520 2535 3230

Total Rated Grip Force F @ 100 psi N [lb] 811 [182] 768 [173] 1359 [306]

Total Stroke mm [in] 40 [1.57] 70 [2.76] 60 [2.36]

Weight kg [lbs] 1.38 [3.04] 1.80 [3.97] 2.26 [4.98]

Pressure Range (without springs) bar [psi] 2-7 [30-100]

Pressure Range (with springs) bar [psi] 4-7 [60-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 39 [2.38] 68 [4.15] 96 [5.86]

Temperature Range °C [°F] -20°~80° [-4°~180°]

Actuation sec 0.3 0.4 0.4

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.025 [±0.0010]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position

Specifications Units 3250 4040 4070

Total Rated Grip Force F @ 100 psi N [lb] 1306 [294] 2035 [457] 2029 [456]

Total Stroke mm [in] 100 [3.94] 80 [3.15] 140 [5.51]

Weight kg [lbs] 3.02 [6.66] 4.30 [9.48] 6.00 [13.23]

Pressure Range (without springs) bar [psi] 2-7 [30-100]

Pressure Range (with springs) bar [psi] 4-7 [60-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 160 [9.96] 200 [12.20] 350 [21.36]

Temperature Range °C [°F] -20°~80° [-4°~180°]

Actuation sec 0.5 0.5 0.7

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.025 [±0.0010]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position
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M5 x 8 [.31] DP
Air ports

14 [0.55]

14 [0.55]

8 [0.31] 17 [0.67]

10 [0.39] 10 [0.39]

53.5 [2.106]

Aux. Air ports
M5 x 8 [.31]DP

Supplied plugged

126 [4.96]

Jaws shown at mid stroke

CL

0.4724

8 [0.31]

54 [2.13]

21 [0.83]

+

75 [2.95]

Purge /Scavenge port

-12
0.0008-
0.0016-

67 [2.64]

-

0.015

7 [0.28]

0.020

21 [0.83]

25 [0.98]

0.041

2 x M5 x 6 [.24] DP BOTH SIDE

33 [1.30]

44 [1.73]

4 x Ø 0.1969+0.0002
+0.0006

5 +0.006

5 [0.20]

57 [2.24]

CL

CL

152 [5.98]

40 [1.575]

5
138 [5.43]

20

54 [2.13]

±0.0006]±0.016

x 12 [.47]DP4 x M

[0.7874

61 [2.40]

CL

CL

CL

0.2362
0.0012
0.0000

54 [2.13]

8 or 4 x clearance

2 x Ø6 H9 x 8 DP

2 x Ø

88.00 [3.4646]

38.10 [1.500]

2 x ManifoldAir ports

x .31 DP

x 5DP supplied plugged
Provided with 2 x O-Ring Ø 5.71.9 x

+

M

4 x M
Ø6.8 for M6 SHC Screws

5

61.00 [2.4016]

2 x Ø x.23 DP
0.0012

0.1969 0.0000

2 x Ø5 H9 x 6 DP

x 8 [0.31]DP
donotexceed

mounting hole depth

+

–

–

19.05 [0.7500]4 x M5

Ø
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

100 PSI [6 bar]80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]

0 PSI [0 bar]

4.2
 Max.[0.165]

 Ø1.9 x Ø5.7

Gripper Manifold
Air Port

Our grippers are supplied with  
open side air ports and top air 
ports plugged. When operating 
top air ports, produce manifold 

sealing as shown (seals are 
provided with your gripper in  
a sealed bag) Part# SLKT-316

Seal Repair Kits 2520
Buna-N Seal Repair Kit  SLKT-233

Rear Inlet Seal Repair Kit SLKT-316

Sensor Accessories 2520

Inductive Sensor Mounting Kit (3 holders + 2 flags) OSMK-099

Mounting Accessories 2520

In-line Jaw Mounting Kit ODPL-001

DPL-2520 Static Dynamic
 Maximum Tensile T 222 N [50 lbs] 67 N [15 lbs]

 Maximum Compressive C 222 N [50 lbs] 67 N [15 lbs]

 Maximum Moment Mx 6 Nm [50 in-lbs] 1 Nm [12 in-lbs]

 Maximum Moment My 7 Nm [60 in-lbs] 2 Nm [15 in-lbs]

 Maximum Moment Mx 6 Nm [50 in-lbs] 1 Nm [12 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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14 [0.55]

14 [0.55]

M5 X 8 [.31] DP
Air ports

17.5 [0.689] 17.5 [0.689]

17 [0.67]8 [0.31]

CL

CL

38.10
[1.5000]

54 x M
2 x ManifoldAir ports

5 x 5 [.197] DP supplied pluggedx 8 [.31]DP

133.00 [5.2362]
0.2362[2 x Ø 0.0000

 2 x Ø 6H9 x 8 DP

M

mounting hole depth

19.05 [0.7500]
donotexceed

61.00
[2.4016]

54
[2.13]

Ø6.8 [.268] for M6 SHC Screws
or 4 x clearance84 x M

76 [2.99]

Provided with 2 x O-Ring 5.7Ø1.9 x Ø

x 0.3 DP]
0.0012+

[2 x Ø 0.1969 0.0000
+

–

–
0.0012

x 0.24 DP]

 2 x Ø 5H9 x 6 DP

Aux. Air ports
M5 x 8 [0.31] DP
Supplied plugged

171 [6.73]

CL

CL

40 [1.575]

±0.016

4 x M5 x 12 [.47] DP
183 [7.20]

197 [7.76]

54 [2.13]

20 [0.7874±0.0006]

61
[2.40]

CL

Jaws shown at mid stroke

CL

0.015

2 x M5 x 6 [.24] DP BOTH SIDE
Purge /Scavenge port

21 [0.83]

21
[0.83]

33 [1.30]

75 [2.95]

57 [2.24]

67 [2.64]

7 [0.28]

54 [2.13]

-

25 [0.98]

0.4724-0.0016
-0.0008

12
0.020

8 [0.31]

- 5 [0.20]
0.041

4 x Ø0.1969+0.0002
+0.0006

5 +0.006
+

44 [1.73]
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(springs compressed at mid-stroke)
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300mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [6 bar]80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]

0 PSI [0 bar]

4.2
 Max.[0.165]

 Ø1.9 x Ø5.7

Gripper Manifold
Air Port

Our grippers are supplied with  
open side air ports and top air 
ports plugged. When operating 
top air ports, produce manifold 

sealing as shown (seals are 
provided with your gripper in  
a sealed bag) Part# SLKT-316

Seal Repair Kits 2535
Buna-N Seal Repair Kit  SLKT-233

Rear Inlet Seal Repair Kit SLKT-316

Sensor Accessories 2535

Inductive Sensor Mounting Kit (3 holders + 2 flags) OSMK-099

Mounting Accessories 2535

In-line Jaw Mounting Kit ODPL-002

DPL-2335 Static Dynamic
 Maximum Tensile T 267 N [60 lb] 89 N [20 lb]

 Maximum Compressive C 267 N [60 lb] 89 N [20 lb]

 Maximum Moment Mx 11 Nm [100 in-lb] 3 Nm [25 in-lb]

 Maximum Moment My 14 Nm [120 in-lb] 3 Nm [30 in-lb]

 Maximum Moment Mx 11 Nm [100 in-lb] 3 Nm [25 in-lb]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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15 [0.591]15 [0.591]

8 [0.31] 22.5 [0.886]

1/8" BSPP x 8 [.31] DP
Air ports

CL

CL ±0.016

4 x M6 x 12 [.47] DP
186 [7.32]

172 [6.77]

44 [1.732]

58 [2.28]

22 [0.8661±0.0006]

79 [3.11]

CL

CL

69 [2.72]

2 x Ø8H9 x 10 DP

Ø1.9 x Ø5.7

+
2 x Ø6H9x 8 DP

5

72 [2.83]

0.0000

x 5DP supplied plugged
38.1 [1.500]

M
4 x M10x

donotexceed
Provided with 2 x O-Ring

0.23622 x Ø

0.0000
+

–

–
0.0014

2 x

x.31 DP

x .39 DP
116.00 [4.5669]

2 x ManifoldAir ports

mounting hole depth

0.0012

79.00
[3.1102]

Ø 6.80 [0.27] for M6 SHC screw
4 x M8 or 4 x clearance

Jaws shown at mid stroke

CL

14
0.020

60 [2.36]

26 [1.02]

Purge /Scavenge port
2 x M5 x 6 [.24] DP BOTH SIDE

0.041
-

25
[0.98]

0.0008

66 [2.60]

7 [0.28]

63 [2.48]

8 [0.31]

-0.0016

83 [3.27]

93 [3.66]

-

44 [1.73]

5 [0.20]
0.5512-

0.015
4 x Ø0.2362 +0.0002

+0.0006
6 +0.006

+

52 [2.05]

CL

Aux. Air ports
1/8"BSPP x 8 [.31] DP

Supplied plugged

20 [0.79]

160 [6.30] 15 [0.59]

76.20
[3.0000]

x Ø8H9 x 10

x 10 [.39]DP

2 x .39 DP0.315
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

100 PSI [6 bar]80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]

0 PSI [0 bar]

4.2
 Max.[0.165]

 Ø1.9 x Ø5.7

Gripper Manifold
Air Port

Our grippers are supplied with  
open side air ports and top air 
ports plugged. When operating 
top air ports, produce manifold 

sealing as shown (seals are 
provided with your gripper in  
a sealed bag) Part# SLKT-316

Seal Repair Kits 3230
Buna-N Seal Repair Kit  SLKT-234

Rear Inlet Seal Repair Kit SLKT-316

Sensor Accessories 3230

Inductive Sensor Mounting Kit (3 holders + 2 flags) OSMK-100

Mounting Accessories 3230

In-line Jaw Mounting Kit ODPL-003

DPL-3230 Static Dynamic
 Maximum Tensile T 1525 N [343 lbs] 270 N [61 lbs]

 Maximum Compressive C 1900 N [427 lbs] 270 N [61 lbs]

 Maximum Moment Mx 76 Nm [673 in-lbs] 8 Nm [71 in-lbs]

 Maximum Moment My 227 Nm [2009 in-lbs] 22 Nm [195 in-lbs]

 Maximum Moment Mx 120 Nm [1062 in-lbs] 22 Nm [195 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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8 [0.31] 22.5 [0.886]

25 [0.984] 25 [0.984]

1/8"BSPP x 8 [.31]DP
Air ports

Jaws shown at mid stroke

CL

0.015

2 x M5 x 6 [.24] DP BOTH SIDE
Purge /Scavenge port

-

83 [3.27]

26 [1.02]

93 [3.66]

0.5512

8 [0.31]

-0.0016
-0.0008

14 -

25 [0.98]

60 [2.36]

7 [0.28]

66 [2.60]

5 [0.20]0.041
0.020

63 [2.48]

44 [1.73]

4 x Ø0.2362+0.0002
+0.0006

6 +0.006
+

52 [2.05]

CL

CL

44 [1.732]

232 [9.13]

246 [9.69]

x 12 [.47] DP64 x M

±0.01622

58 [2.28]

[0.8661±0.0006]

79 [3.11]

CL

CL

0.00002 x Ø x 0.31DP
or 4 x clearance

Ø5.7Ø1.9 x

+0.0012

M

2 x Ø6H9x 8 DP

0.2362

2 x Manifold Air ports
5

Provided with 2 x O-Ring

79.00
[3.1102]

x 5DP supplied plugged

72 [2.83]

176.00 [6.9291]

84 x M
Ø6.8 for M6 SHC Screws

99 [3.90]

CL
Aux. Air ports

1/8"BSPP x 8 [.31] DP
Supplied plugged

20 [0.79]

15 [0.59]
220 [8.66]

38.1 [1.500]

76.20
[3.0000]

x 10 [.39] DP
donot exceed

mounting hole depth

104 x M

2 x 0.315 0.0000
+

– –
0.0014

x 0.39 DP

2 x Ø8H9 x 10DP
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

100 PSI [6 bar]80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]

0 PSI [0 bar]

4.2
 Max.[0.165]

 Ø1.9 x Ø5.7

Gripper Manifold
Air Port

Our grippers are supplied with  
open side air ports and top air 
ports plugged. When operating 
top air ports, produce manifold 

sealing as shown (seals are 
provided with your gripper in  
a sealed bag) Part# SLKT-316

Seal Repair Kits 3250
Buna-N Seal Repair Kit  SLKT-234

Rear Inlet Seal Repair Kit SLKT-316

Sensor Accessories 3250

Inductive Sensor Mounting Kit (3 holders + 2 flags) OSMK-100

Mounting Accessories 3250

In-line Jaw Mounting Kit ODPL-004

DPL-3250 Static Dynamic
 Maximum Tensile T 1850 N [416 lbs] 260 N [58 lbs]

 Maximum Compressive C 2315 N [520 lbs] 260 N [58 lbs]

 Maximum Moment Mx 87 Nm [770 in-lbs] 8 Nm [71 in-lbs]

 Maximum Moment My 350 Nm [3098 in-lbs] 32 Nm [283 in-lbs]

 Maximum Moment Mx 190 Nm [1682 in-lbs] 32 Nm [283 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

GR-PRC  |  28Dimensions and technical information are subject to change without notice

2-Jaw Precision Parallel Grippers | Dimensions and Technical Specifications

DPL-3250 



20 [0.787] 20 [0.787]

8 [0.31] 30 [1.18]

1/8"BSPP x 8 [.31]DP
Air ports

CL

CL

220 [8.66]

26 ±0.016

52 [2.047]

238 [9.37]

x 17 [.66] DP84 x M

70 [2.76]

[1.0236 ±0.0006]

94 [3.70]

CL

CL

CL

x 8 [.31] DP0.31
+0.0014

x 5DP supplied plugged
Provided with 2 x O-Ring 5.7

2 x ManifoldAir ports

2 x Ø

5

0.0000

1.9 x

2 x Ø8H9x 8DP
160.00 [6.2992]

94.00 [3.7008]

76 [2.99]

8.5 [.33] for M8 SHC Screws
10 or 4 x clearance4 x M

M

89 [3.50]

Jaws shown at mid stroke

CL

-

0.015

2 x M5 x 6 [.24] DP BOTH SIDE
Purge /Scavenge port

112 [4.41]

100 [3.94]
53 [2.09]

31 [1.22]

12 [0.47]

81 [3.19]

60 [2.36]

8 [0.31]0.020
-0.04118

0.0008-
0.0016-

10 [0.39]

78 [3.07]

0.7087

34 [1.34]4 x Ø0.3150 +0.0002
+0.0006

8+0.006
+

65 [2.56]

Aux. Air ports
1/8"BSPP x 8 [.31] DP

Supplied plugged

22 [0.87]

23 [0.91]202 [7.95]

38.1 [1.500]x 10 [.39] DP10

76.20 [3.0000]

4 x M

mounting hole depth
donot exceed

2 x  Ø0.31 0.0000
+

– –
0.0014

x.39 DP

2 x Ø8H9 x 10DP

Ø

Ø Ø

4.2
 Max.[0.165]

 Ø1.9 x Ø5.7

Gripper Manifold
Air Port

Our grippers are supplied with  
open side air ports and top air 
ports plugged. When operating 
top air ports, produce manifold 

sealing as shown (seals are 
provided with your gripper in  
a sealed bag) Part# SLKT-316
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

100 PSI [6 bar]80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]

0 PSI [0 bar]

Seal Repair Kits 4040
Buna-N Seal Repair Kit  SLKT-235

Rear Inlet Seal Repair Kit SLKT-316

Sensor Accessories 4040

Inductive Sensor Mounting Kit (3 holders + 2 flags) OSMK-101

Mounting Accessories 4040

In-line Jaw Mounting Kit ODPL-005

DPL-4040 Static Dynamic
 Maximum Tensile T 2030 N [456 lbs] 400 N [90 lbs]

 Maximum Compressive C 2440 N [549 lbs] 400 N [90 lbs]

 Maximum Moment Mx 135 Nm [1195 in-lbs] 14 Nm [124 in-lbs]

 Maximum Moment My 420 Nm [3717 in-lbs] 43 Nm [381 in-lbs]

 Maximum Moment Mx 220 Nm [1947 in-lbs] 43 Nm [381 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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1/8" BSPP x 8 [.31] DP
Air ports

35 [1.378]35 [1.378]

8 [0.31] 30 [1.18]

CL

Aux. Air ports
1/8"BSPP x 8 [.31]DP

Supplied plugged

22 [0.87]

23 [0.91]292 [11.50]

CL

CL

310 [12.20]

70 [2.76]

x 17 [.66] DP4 x M8

52 [2.047]

328 [12.91]

26 ±0.016 [1.0236 ±0.0006]

94 [3.70]

CL

CL

2 x Manifold Air ports
x 5DP supplied plugged5

Provided with 2 x O-Ring Ø1.9 x Ø5.7

76 [2.99]

250.00 [9.8425]

M

94.00 [3.7008]

0.0000Ø0.31 Ø8.5 [.33] for M8 SHC Screws
4 x M or 4 x clearance10

x 8 [0.31] DP2 x
+0.0014

2 x Ø8H9 x 8DP

134 [5.28]

Jaws shown at mid stroke

CL

0.020
0.041

34 [1.34]

100 [3.94]

112 [4.41]

31 [1.22]

53 [2.09]

12 [0.47]

81 [3.19]

0.015

2 x M5 x 6 [.24] DP BOTH SIDE
Purge /Scavenge port

0.0016
-

60 [2.36]

-18
0.0008-

-

10 [0.39]

78 [3.07]

0.7087 8 [0.31]

4 x Ø0.3150+0.0002
+0.0006

Ø8+0.006
+

65 [2.56]

x 10 [.39] DP10

mounting hole depth
do not exceed

76.20 [3.0000]

4 x M

2 xØ0.31 0.0000
+

– –
0.0014

x.31DP

2 x Ø8H9 x 10DP

38.1 [1.500]

M10

4.2
 Max.[0.165]

 Ø1.9 x Ø5.7

Gripper Manifold
Air Port

Our grippers are supplied with  
open side air ports and top air 
ports plugged. When operating 
top air ports, produce manifold 

sealing as shown (seals are 
provided with your gripper in  
a sealed bag) Part# SLKT-316
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

100 PSI [6 bar]80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]

0 PSI [0 bar]

Seal Repair Kits 4070
Buna-N Seal Repair Kit  SLKT-235

Rear Inlet Seal Repair Kit SLKT-316

Sensor Accessories 4070

Inductive Sensor Mtg Kit (3 holders + 2 flags) OSMK-101

Mounting Accessories 4070

In-line Jaw Mounting Kit ODPL-006

DPL-4070 Static Dynamic
 Maximum Tensile T 2510 N [564 lbs] 400 N [90 lbs]

 Maximum Compressive C 3010 N [677 lbs] 400 N [90 lbs]

 Maximum Moment Mx 160 Nm [1416 in-lbs] 15 Nm [133 in-lbs]

 Maximum Moment My 665 Nm [5885 in-lbs] 64 Nm [566 in-lbs]

 Maximum Moment Mx 350 Nm [3098 in-lbs] 64 Nm [566 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Second direction for mounting the accessory
When used with the -R option, it allows to secure 
for internal or external clamping

Fingers can be mounted on the accessory 
from the top (using SHC screws) 
or from the bottom (using low head SHC screws)

H H

K (Stroke =L)

2 x ØG (E7)

R

Q

P P

M
M

J

J (js8)

N

A

A

Jaws shown in open position
E

D

D

B

Ø
 C

A

In-Line Jaw Adapter:
The In-Line Jaw Adapter allows for the  simplification of the finger design. It provides for “in-line” alignment of the 
finger mounting holes. The kit includes 2 interfaces, screws, and dowel kit.

Order # Use With A B C D E F G H J K L M N P Q R

ODPL-001 DPL-2520
[0.51] 

13 M6 [0.20 ]
5

[0.14] 
3.5

[0.28] 
 7 M5 [0.20] 

5

[1.46] 
37 [0.79] 

20

[1.65] 
42

[1.57] 
40 [0.30] 

7.5
[1.18] 

30
[0.24] 

6
[1.65] 

42

[3.15] 
80

ODPL-002 DPL-2535 [2.05] 
52

[2.83] 
72

[2.76] 
70

[3.44] 
87.5

ODPL-003 DPL-3230
[0.59] 

15 M8 [0.27] 
6.8

[0.12] 
3

[0.39] 
10 M6 [0.24] 

6

[1.97] 
50 [0.87] 

22

[2.44] 
62

[2.36] 
60 [0.39] 

10
[1.54] 

39
[0.31] 

8
[1.93] 

49

[3.70] 
94

ODPL-004 DPL-3250 [2.76] 
70

[4.02] 
102

[3.94] 
100

[4.09] 
104

ODPL-005 DPL-4040
[0.83] 

21 M10 [0.33] 
8.5

[0.20]
5

[0.47] 
12 M8 [0.31] 

8

[2.48] 
63 [1.02] 

26

[3.23] 
82

[3.15] 
80 [0.47] 

12
[1.87] 
47.5

[0.35] 
9

[2.24] 
57

[4.45] 
113

ODPL-006 DPL-4070 [3.66] 
93

[5.59] 
142

[5.51] 
140

[5.04] 
128
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 Model # S T

 DPL-2520-R
[0.65] 
16.5

[0.98] 
25

 DPL-2535-R [1.18] 
30

 DPL-3230-R
[0.98] 

25

[0.76] 
19.3

 DPL-3250-R [0.96] 
24.3

 DPL-4040-R [1.10] 
28

[1.69] 
42.8

 DPL-4070-R [1.16] 
29.5

[0.98] 
24.8

Optional Spring Assist (-R):
The safety spring allows the gripper to retain the part should the air supply fail or allows the gripper to be used in 
single acting mode. The -R  option is ideal for internal (ID) or external gripping (OD). The ID or OD will depend on  
the finger design. The fingers will face towards center of  gripper for OD gripping or will face outward for ID gripping.

Inductive Sensors Holder:
Sense up to 3 jaw positions; open jaws, closed jaws, and part present. The kit includes 3 sensor holders and 2 flags. 
Sensors are not included.

 Order # Use With U V W X Y

OSMK-099
DPL-2520

[0.31] 
8

[1.18] 
30

[0.95] 
24

[2.28] 
58

[1.83] 
46.5DPL-2535

OSMK-100
DPL-3230 [0.87] 

22
[0.95] 

24
[2.64] 

67
[1.97] 

50DPL-3250

OSMK-101
DPL-4040 [0.47] 

12
[0.87] 

22
[1.06] 

27
[3.23] 

82
[2.26] 
57.5DPL-4070
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Sensor Accessories Model Numbers Part Number Qty/Unit
Inductive Sensor Mounting Kit (Mounts 2 sensors) 10M, 14M OSMK-119 1-2

Inductive Sensor Mounting Kit (Mounts 2 sensors) 20M, 28M OSMK-120 1-2

NPN Inductive Sensor (with Qk. Disc.)* All Models OISN-014 1-4

PNP Inductive Sensor  (with Qk. Disc.)* All Models OISP-014 1-4

NPN Magneto Resistive Sensor (with Qk. Disc.)*† All Models OHSN-017 1-4

PNP Magneto Resistive Sensor (with Qk. Disc.)*† All Models OHSP-017 1-4

NPN Magneto Resistive Sensor 90º (with Qk. Disc.)*† All Models OHSN-011 1-4

PNP Magneto Resistive Sensor 90º (with Qk. Disc.)*† All Models OHSP-011 1-4

Quick Disconnect Cable (2 meters long)* All Models CABL-010 1-4

Quick Disconnect Cable (5 meters long)* All Models CABL-013 1-4

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Adjustable Flow Control-M3 Elbow-3MM OD Tube Push-in Style 10M, 14M VLVF-018 1-2

Adjustable Flow Control-M5 Elbow-6MM OD Tube Push-in Style 20M, 28M VLVF-008 1-2

Fail Safe Valve - M5 All Models OFSV-004 1
*Sensor and cable sold separately.   †Piston magnet standard.

Accessories

Features:
•  Highest precision gripper with  

excellent part position repeatability
•  Zero side play and smooth operation  

with shielded Dual-V roller bearing design
•  Spring assist closed option for increased  

grip force or maintain grip upon air loss.
•  Multiple air port locations simplifies air line routing
•  Supports up to four sensing positions of jaws
•  Synchronous or non-synchronous jaw operation
•  Long life supported with shielded design
•  Purge/scavenge ports for clean & harsh environments

Applications:
• Delicate part handling, low friction, low pressure applications
• Long finger gripping applications
• Non-synchronous applications requiring independent jaw motion

DPP-28M

DPP-20M

DPP-14M

DPP-10M

(USB key shown for scale)

 -  -  -  - 

Size

10M-06 20M-25
10M-12 20M-38
14M-15 28M-31
14M-25 28M-50

Base Model

DPP

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Spring Description

“Blank” No Spring
C Spring Closed

Jaw Synchronization Description

“Blank” Synchronous
NS Non-Synchronous Operation

U.S. Patent #4,874,194

How To Order
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Specifications Units 10M-6 10M-12 14M-15 14M-25

Total Rated Grip Force F @ 100 psi [7 bar]* N [lb] 120 [27] 227 [51] 214 [48]

Total Stroke mm [in] 6.4 [0.25] 12.7 [0.50] 15.9 [0.63] 25.4 [1.00]

Weight kg [lbs] 0.16 [0.35] 0.20 [0.45] 0.48 [1.05] 0.57 [1.25]

Pressure Range (without spring) bar [psi] 0.3-7 [5-100]

Pressure Range (with spring) bar [psi] 1.4-7 [20-100] 3.4-7 [50-100]

Ingress Protection Class (IP) IP43

Displacement
cm3  
[in3]

0.5 
[0.032]

1.1  
[0.065]

2.5  
[0.156]

4.1  
[0.249]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~120° [-20°~250°]

Actuation (without spring) sec 0.10 0.11 0.15 0.19 

Actuation (with spring) sec 0.11 0.12 0.16 0.20 

Accuracy mm [in] ±0.03 [±0.001]

Repeatability mm [in] ±0.01 [±0.0005]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position

*With springs

Specifications Units 20M-25 20M-38 28M-31 28M-50

Total Rated Grip Force F @ 100 psi [7 bar]* N [lb] 458 [103] 449 [101] 912 [205] 934 [210]

Total Stroke mm [in] 25.4 [1.00] 38.1 [1.50] 31.8 [1.50] 50.8 [2.00]

Weight kg [lbs] 1.02 [2.25] 1.41 [3.10] 2.06 [4.55] 2.83 [6.25]

Pressure Range (without spring) bar [psi] 0.3-7 [5-100]

Pressure Range (with spring)
bar 
[psi]

2.8-7 
[40-100]

2.1-7 
[30-100]

2.1-7 
[30-100]

2.8-7 
[40-100]

Ingress Protection Class (IP) IP43

Displacement
cm3 
[in3]

8.5   
[0.519]

12.8   
[0.779]

20.4   
[1.243]

32.6   
[1.998]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~120° [-20°~250°]

Actuation (without spring) 0.20 0.24 0.19 0.23 

Actuation (with spring) 0.22 0.29 0.25 0.30 

Accuracy mm [in] ±0.03 [±0.001]

Repeatability mm [in] ±0.01 [±0.0005]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position

*With springs

GR-PRC  |  34Dimensions and technical information are subject to change without notice

2-Jaw Precision Parallel Grippers | Technical Specifications

DPP Series



C

Z

T

Z

Mx

My

Mz

L

Y

F/2 F/2

X

C

Z

T

Z

Mx

My

Mz

L

Y

F/2 F/2

X

14

12

10

8

6

4

2

0

62

53

45

36

27

18

9

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

0
0

1.0
25

0.5
13

2.0
51

1.5
38

2.5
64

3.0 in.
76 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

80 PSI [5.5 bar]

60 PSI [4.1 bar]

40 PSI [2.7 bar]

20 PSI [1.4 bar]

0 PSI [0 bar]

GRIP FORCE PER FINGER 
(with Spring Assist Option)

14

12

10

8

6

4

2

0

62

53

45

36

27

18

9

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

0
0

1.0
25

0.5
13

2.0
51

1.5
38

2.5
64

3.0 in.
76 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]
80 PSI [5.5 bar]
60 PSI [4.1 bar]

40 PSI [2.7 bar]

20 PSI [1.4 bar]

0 PSI [0 bar]

GRIP FORCE PER FINGER
(with Spring Assist Option)

CL

CL

8.9

15.2 [.350]

[.600]

SUPPLIED PLUGGED
(CLOSED PORT)

2X MANIFOLD AIRPORTS
M3 X 3 DP

OPEN PORT
[.7500]

9.5

(DOWELS)

[.375]
3 H7 X 2.5 DP

4 X M3 X 4 DP

2X Ø

19.05

19.1
[.750]

A

25.0
[.984]

2X 

[.4720]

9.0

[.236]

[.354]12.00

[.3620]

8X M3 X 5 DP

DOWELS

6X
CENTERLINE DOWELS

[.472]
12.0

[.827]
21.0

DOWELS

Ø2 H7 X 3.6 DP 6.0

2X 

9.19

4X Ø2 H7 X 6.4 DP

CL

5.1

Ø6.35 X 3 DP C'BORE

A

BOTH SIDES

M3 X 3 DP

F

E

[.230]
5.8

[.290]
7.4

[.730]
18.5

CLEARANCE FOR M3 SHCS

(CLOSED PORT)

-A-

PURGE-SCAVENGE PORT
SUPPLIED PLUGGED

[.201]

2X 

PORT
OPEN

2X M5 X 4 DP

34.67  ±.02
[1.365 ±.001]

.001 A

.03

.0005

.013

CL

(OPEN PORT)

4.4

BOTH ENDS

15.2

[.175]

3.8
[.150]

]

[.600]

CLOSED PORT

SUPPLIED PLUGGED
AUX. PORTS 
2X M3 X 3 DP

[ [ ]CL

CL

B

D (OPEN)
C (CLOSED)

[.730]
18.5

[.333]
8.5

[.124 +.001/-.000]
2X 3.15 +.02/-.00

[.375]

19.1
[.750]

9.5

4X M3 X 4 DP

2X 1.52 +.02/-.00
[.060 +.001/-.000]

Model A B C D E F
 DPP-10M-06 62.9 [2.475] 45.7 [1.800] 47 [1.85] 53 [2.10] 31.4 [1.238] 18.7 [0.738]

 DPP-10M-12 73.7 [2.900] 53.3 [2.100] 49 [1.93] 62 [2.43] 36.8 [1.450] 24.1 [0.950]
Dimensions in mm [in]

DPP-10M-06 Static Dynamic
 Maximum Tensile T 267 N [60 lbs] 89 N [20 lbs]
 Maximum Compressive C 267 N [60 lbs] 89 N [20 lbs]
 Maximum Moment Mx 4.0 Nm [35 in-lbs] 1.4 Nm [12 in-lbs]
 Maximum Moment My 5.6 Nm [50 in-lbs] 1.9 Nm [17 in-lbs]
 Maximum Moment Mx 4.0 Nm [35 in-lbs] 1.4 Nm [12 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPP-10M-12 Static Dynamic
 Maximum Tensile T 311 N [70 lbs] 102 N [23 lbs]
 Maximum Compressive C 311 N [70 lbs] 102 N [23 lbs]
 Maximum Moment Mx 5.6 Nm [50 in-lbs] 1.9 Nm [17 in-lbs]
 Maximum Moment My 7.3 Nm [65 in-lbs] 2.5 Nm [22 in-lbs]
 Maximum Moment Mx 5.6 Nm [50 in-lbs] 1.9 Nm [17 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 10M
Buna-N Seal Repair Kit  SLKT-343

Viton® Seal Repair Kit SLKT-343V

Manifold Seal Kit (Viton® only) SLKT-241V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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MAXIMUM EFFECTIVE 
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100 PSI [7 bar]

80 PSI [5.5 bar]
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40 PSI [2.7 bar]

20 PSI [1.4 bar]

0 PSI [0 bar]

GRIP FORCE PER FINGER 
(with Spring Assist Option)

2X 

13.0
[.512]

G

[.7080]

8X M4 X 7 DP

DOWELS

6X Ø4 H7 X 3.6 DP
CENTERLINE DOWELS

D

F DOWELS

E

2X 

18.00

4X Ø2 H7 X 6.4 DP

CL

(OPEN PORT)

5.7

BOTH ENDS

17.8

[.225]

3.9
[.155]

[.700] CLOSED PORT

SUPPLIED PLUGGED
AUX. PORTS 
2X M3 X 3 DP

CL

H
PORT

 2X Ø6.35 X 3 DP C'BORE

A

J

[.230]
5.8

[.315]
8.0

[.915]
23.2

[.350]
8.9

-A-

2X M5 X 5 DP
(CLOSED PORT)

M3 X 3 DP
CLEARANCE FOR M3 SHCS

OPEN

[1.662 ±.001]
42.21 ±.02

PURGE-SCAVENGE PORT
SUPPLIED PLUGGED

BOTH SIDES

.001 .0005

CL

CL

8.9
17.8 [.350]
[.700] SUPPLIED PLUGGED

(CLOSED PORT)

2X MANIFOLD AIRPORTS
M3 X 3 DP

OPEN PORT

[.375]
2X Ø3 H7 X 2.5 DP

4 X M3 X 4 DP

9.5

19.05 [.7500]
(DOWELS)

19.1 [.750]

A

34.0
[1.339]

CL

CL

C OPEN
B CLOSED

[.373]
9.5

[.124 +.001/-.000]
2X 3.15 +.02 -.00

[.375]

19.1
[.750]

9.5

4X M3 X 5 DP

A

.03 .013

][ [ ]2X 1.52 +.02/-.00
[.060 +.001/-.000]

Model A B C D E F G H J
 DPP-14M-15 90.2 [3.550] 63 [2.47] 79 [3.10] 16.0 [0.630] 8.0 [0.315] 28 [1.102] 16.00 [0.6300] 45.1 [1.775] 32.4 [1.275]

 DPP-14M-25 118.7 [4.675] 82 [3.23] 107 [4.23] 11.0 [0.433] 5.5 [0.217] 37.5 [1.476] 11.00 [0.4330] 59.4 [2.338] 46.7 [1.838]
Dimensions in mm [in]

DPP-14M-15 Static Dynamic
 Maximum Tensile T 556 N [125 lbs] 187 N [42 lbs]
 Maximum Compressive C 556 N [125 lbs] 187 N [42 lbs]
 Maximum Moment Mx 9.0 Nm [80 in-lbs] 3.1 Nm [27 in-lbs]
 Maximum Moment My 12 Nm [105 in-lbs] 4.0 Nm [35 in-lbs]
 Maximum Moment Mx 9.0 Nm [80 in-lbs] 3.1 Nm [27 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPP-14M-25 Static Dynamic
 Maximum Tensile T 734 N [165 lbs] 245 N [55 lbs]
 Maximum Compressive C 734 N [165 lbs] 245 N [55 lbs]
 Maximum Moment Mx 11 Nm [100 in-lbs] 3.7 Nm [33 in-lbs]
 Maximum Moment My 14 Nm [125 in-lbs] 4.7 Nm [42 in-lbs]
 Maximum Moment Mx 11 Nm [100 in-lbs] 3.7 Nm [33 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 14M
Buna-N Seal Repair Kit  SLKT-344

Viton® Seal Repair Kit SLKT-344V

Manifold Seal Kit (Viton® only) SLKT-241V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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L

Y

F/2 F/2

X

4X 

17.0
[.669]G

[1.0150]

12X M5 X 10 DP

DOWELS

CENTERLINE DOWELS

D

F DOWELS

6X 5 H7 X 5.3 DP

E

4X 

25.78

4X Ø2 H7 X 6.4 DP

CL

CL

12.7

28.7

[.500]

[1.130] SUPPLIED PLUGGED (CLOSED PORT)
2X MANIFOLD AIRPORTS M5 X 5 DP

OPEN PORT
[1.5000]

19.1

(DOWELS)

[.750]
4 X M5 X 5 DP

2X Ø5 H7 X 3.0 DP

38.10

38.1
[1.500]

A

46.0
[1.811]

CL

(OPEN PORT)

7.0

BOTH ENDS

28.7

[.275]

5.8
[.230]

[1.130]
CLOSED PORT

SUPPLIED PLUGGED
AUX. PORTS 
2X M5 X 5 DP

CL

H

PORT

2X Ø9.12 X 5 DP C'BORE

A

J

[.230]
5.8 [.440]

11.2

[1.225]
31.1

[.550]
14.0

-A-

2X M5 X 5 DP
(CLOSED PORT)

M5 X 5 DP

CLEARANCE FOR M5 SHCS

OPEN

[2.190 ±.001]
55.63 ±.02

PURGE-SCAVENGE PORT
SUPPLIED PLUGGED

BOTH SIDES

.001 .0005

CL

CL

B CLOSED
C OPEN

[.375]
9.5

[.124 +.001/-.000]
2X 3.15 +.02 -.00

[.750]

38.1
[1.500]

19.1

4X M5 X 5 DP

A

.03 .013

][ [ ]
2X 1.52 +.02/-.00
[.060 +.001/-.000]

DPP-20M-25 Static Dynamic
 Maximum Tensile T 667 N [150 lbs] 222 N [50 lbs]

 Maximum Compressive C 667 N [150 lbs] 222 N [50 lbs]

 Maximum Moment Mx 34 Nm [300 in-lbs] 11 Nm [100 in-lbs]

 Maximum Moment My 40 Nm [350 in-lbs] 13 Nm [117 in-lbs]

 Maximum Moment Mx 34 Nm [300 in-lbs] 11 Nm [100 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPP-20M-38 Static Dynamic
 Maximum Tensile T 890 N [200 lbs] 298 N [67 lbs]

 Maximum Compressive C 890 N [200 lbs] 298 N [67 lbs]

 Maximum Moment Mx 45 Nm [400 in-lbs] 15 Nm [133 in-lbs]

 Maximum Moment My 51 Nm [450 in-lbs] 17 Nm [150 in-lbs]

 Maximum Moment Mx 45 Nm [400 in-lbs] 15 Nm [133 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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MAXIMUM EFFECTIVE 
FINGER LENGTHS100 PSI [7 bar]

80 PSI [5.5 bar]
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40 PSI [2.7 bar]

20 PSI [1.4 bar]
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GRIP FORCE PER FINGER
(with Spring Assist Option)

50

40

30

20

10

0

223

178

134

89

45

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

0
0

2.0
51

1.0
25

4.0
102

5.0
127

3.0
76

6.0 in.
152 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

80 PSI [5.5 bar]

60 PSI [4.1 bar]

40 PSI [2.7 bar]

20 PSI [1.4 bar]

0 PSI [0 bar]

GRIP FORCE PER FINGER 
(with Spring Assist Option)

Model A B C D E F G H J
 DPP-20M-25 129.0 [5.080] 89 [3.51] 115 [4.51] 12.5 [0.492] 6.2 [0.246] 40.0 [1.575] 12.50 [0.4920] 64.5 [2.540] 45.5 [1.790]

 DPP-20M-38 175.5 [6.910] 123 [4.85] 161 [6.35] 16.0 [0.630] 8.0 [0.315] 58.0 [2.283] 16.00 [0.6300] 87.8 [3.455] 68.7 [2.705]
Dimensions in mm [in]

Seal Repair Kits 28M
Buna-N Seal Repair Kit  SLKT-345

Viton® Seal Repair Kit SLKT-345V

Manifold Seal Kit (Viton® only) SLKT-242V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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DPP-28M-31 Static Dynamic
 Maximum Tensile T 1001 N [225 lbs] 334 N [75 lbs]

 Maximum Compressive C 1001 N [225 lbs] 334 N [75 lbs]

 Maximum Moment Mx 64 Nm [570 in-lbs] 21 Nm [190 in-lbs]

 Maximum Moment My 77 Nm [685 in-lbs] 26 Nm [228 in-lbs]

 Maximum Moment Mx 64 Nm [570 in-lbs] 21 Nm [190 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPP-28M-50 Static Dynamic
 Maximum Tensile T 1379 N [310 lbs] 458 N [103 lbs]

 Maximum Compressive C 1379 N [310 lbs] 458 N [103 lbs]

 Maximum Moment Mx 89 Nm [785 in-lbs] 30 Nm [262 in-lbs]

 Maximum Moment My 106 Nm [940 in-lbs] 35 Nm [313 in-lbs]

 Maximum Moment Mx 89 Nm [785 in-lbs] 30 Nm [262 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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40.0

(CLOSED PORT)
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2X G1/8

PURGE-SCAVENGE PORT

PORT

SUPPLIED PLUGGED
M5 X 5 DP

72.54 ±.02
[2.856 ±.001]

.001 .0005

[.709]
DOWELS

F

[1.3380]
DOWELS

4X Ø2 H7 X 6.4 DPD

G

33.99

4X 

E12X M6 X 12 DP

18.0
4X 

CENTERLINE DOWELS
6X  ØH7 X 7.1 DP

CL

(OPEN PORT)
38.1

BOTH ENDS

31.8
[1.250]

[1.500]

CLOSED PORT

SUPPLIED PLUGGED
AUX. PORTS 
2X M5 X 5 DPCL

CL38.1
[1.500]

SUPPLIED PLUGGED (CLOSED PORT)
2X MANIFOLD AIRPORTS M5 X 5 DP

OPEN PORT

76.20

2X

4 X M5 X 5 DP

Ø8 H7 X 3.8 DP

[3.000] 4 X M10 X 13 DP

76.2

(DOWELS)
[1.5000]

[.750]
19.1

[.750]
19.1

5 H7 X 3.8 DP

38.1

2X Ø

[1.500]

[3.0000]

38.10
38.1

[1.500]

58.0
[2.283]

CL

CL

B CLOSED
C OPEN

A

A

.03 .013

][ [ ]
2X 1.52 +.02/-.00

[.060 +.001/-.000]
[.249 +.001/-.000]

2X 6.32 +.02 -.00
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MAXIMUM EFFECTIVE 
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20 PSI [1.4 bar]
0 PSI [0 bar]

GRIP FORCE PER FINGER
(with Spring Assist Option)
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS100 PSI [7 bar]

80 PSI [5.5 bar]

60 PSI [4.1 bar]

40 PSI [2.7 bar]

20 PSI [1.4 bar]
0 PSI [0 bar]

GRIP FORCE PER FINGER
(with Spring Assist Option)

Model A B C D E F G H J
 DPP-28M-31 162.3 [6.390] 114 [4.47] 145 [5.72] 16.0 [0.630] 8.0 [0.315] 16.00 [0.6300] 53.0 [2.087] 81.2 [3.195] 49.4 [1.945]

 DPP-28M-50 221.5 [8.720] 153 [6.04] 204 [8.04] 25.0 [0.984] 12.5 [0.492] 25.00 [0.9840] 73.0 [2.874] 110.7 [4.360] 79.0 [3.110]
Dimensions in mm [in]

Seal Repair Kits 28M
Buna-N Seal Repair Kit  SLKT-346

Viton® Seal Repair Kit SLKT-346V

Manifold Seal Kit (Viton® only) SLKT-243V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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How To Order

Features:
•  Precision gripper with excellent part position repeatability
•  Rack and pinion design for precise jaw synchronization
•  Low friction and smooth operation  

with Dual-V roller bearings 
•  Maintenance free lubricated cylinder  

and drive mechanism 
•  Zero side play and maximum jaw support  

with preloaded bearings
•  Supports up to two sensing positions

Applications:
•  Delicate part handling applications
•  Highly repeatable and precise gripping
•  Clean application environments

RP-50P

RP-100P

RP-25P

RP-43P

RP-40P

RP-35P

(USB key shown for scale)

Sensor Accessories Model Numbers Part Number Qty/Unit
3mm NPN Inductive Sensor with Quick Disconnect* RP-50P OISN-019 1-2

3mm PNP Inductive Sensor with Quick Disconnect* RP-50P OISP-019 1-2

3mm NPN Inductive Sensor with Quick Disconnect* RP-100P, -25P, RP-50P, -110P, -25P OISN-014 1-2

3mm PNP Inductive Sensor with Quick Disconnect* RP-100P, -25P, RP-50P, -110P, -25P OISP-014 1-2

Inductive Sensor Mounting Kit for (mounts 2 sensors) See Datasheet 1

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Fail Safe Valve (Imperial) RP-50P, -110P, -25P OFSV-001 1

Fail Safe Valve (Metric) RP-50P, -110P, -25P OFSV-004 1

Fail Safe Valve (Imperial) RP-35P, -40P, -43P OFSV-002 1

Fail Safe Valve (Metric) RP-50P, -110P, -25P OFSV-005 1

Stroke Limited Opening Valve (LTD) RP-35P, -40P, -43P OLTD-001 1

Stroke Limited Opening Valve (LTD) RP-50P, -110P, -25P OLTD-002 1
*Sensor and cable sold separately.

 -   - 

Metric Description

“Blank” Imperial
M Metric

Size

50P
100P
25P
35P
40P
43P

Base Model

RP

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Accessories

GR-PRC  |  39 Dimensions and technical information are subject to change without notice

2-Jaw Precision Parallel Grippers | Features and Benefits | How To Order

RP-P Series  



Specifications Units 50P 100P 25P 35P 40P 43P
Total Rated Grip Force F  
@ 100 psi [7 bar]

N 
[lb]

107
[24]

160
[36]

356
[80]

778
[175]

890
[200]

2224
[500]

Total Stroke
mm 
[in]

12.7
[0.50]

25.4
[1.00]

28.7
[1.13]

25.4
[1.00]

50.8
[2.00]

76.2
[3.00]

Weight
kg 

[lbs]
0.14

[0.31]
0.23

[0.50]
0.45
[1.0]

1.6
[3.5]

2.7
[6.0]

7.3
[16]

Pressure Range bar [psi] 0.3-7 [5-100]

Ingress Protection Class (IP) IP 33

Displacement
cm3 
[in3]

1.64  
[0.100]

3.6  
[0.220]

8.2  
[0.500]

17.0  
[1.036]

28.0  
[1.710]

120.6  
[7.360]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~120° [-20°~250°]

Actuation (open/close) sec 0.14 0.18 0.20 0.33 0.39 0.59

Accuracy mm [in] ±0.03 [±0.001] ±0.05 [±0.002]

Repeatability mm [in] ±0.01 [±0.0005] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position
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LCLCLC

LC

LC

LC

SENSOR TARGET
STANDARD 

(REMOVABLE)

(JAW MOUNTING PATTERN 
SHOWN IN OPEN POSITION)

14.29
[.5625]

31.8
[1.250]

52.5
[2.066]

38.1
[1.500]

2X Ø 5 H7 X 7 DP
[Ø .2500 SF X .31 DP] 

2X M4 X 9 DP
[#6-32 X .38 DP]

4X M3 X 4 DP
[#5-40 X .18 DP]

4X Ø 2 H7 X 3 DP
[Ø .0625 SF X .13 DP]

5.69  ±0.03
 [.224  ±.001]

12.70
[.5000]

3.2
[.125]

6.4
[.250]

6.4
[.250]

2X M5 [#10-32]
AIR PORTS (OPEN)

CLOSE

8 [.30]

15 [.59 ]

6 [.22]

4 [.15]
22.2
[.875]

46.7
[1.840]

25.4
[1.000]

2X M3 X 4 DP
[#5-40 X .18 DP]17

[.67]

14
[.54]

2X M3 X 4 DP [#4-40 X .19 DP]
(SENSOR MNTG HOLES,
DO NOT EXCEED DEPTH)

3 [.14]

19 [.73]

31 [1.23]

57 [2.25] (OPEN)
44 [1.75] (CLOSE)
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[1.1250]

1
[.05]
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MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

GRIP FORCE PER FINGER

RP-50P Static Dynamic
 Maximum Tensile T 222 N [50 lbs] 67 N [15 lbs]
 Maximum Compressive C 222 N [50 lbs] 67 N [15 lbs]
 Maximum Moment Mx 6 Nm [50 in-lbs] 1 Nm [12 in-lbs]
 Maximum Moment My 7 Nm [60 in-lbs] 2 Nm [15 in-lbs]
 Maximum Moment Mx 6 Nm [50 in-lbs] 1 Nm [12 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RP-50P
Buna-N Seal Repair Kit  SLKT-053

Viton® Seal Repair Kit SLKT-053V

Sensor Accessories RP-50P

Inductive Sensor Mounting Kit for (mounts 2 sensors) OSMK-003

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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LC

LC LC LC

LC

LC

  JAW MOUNTING PATTERN 
(SHOWN IN OPEN POSITION)

2X Ø 5 H7 X 7 DP
[Ø .2500 SF X .31 DP]

2X  M4 X 9 DP
[#6-32 X .38 DP]

14.29
[.5625]

28.58
[1.1250]

31.8 [1.250]

38.1 [1.500]

71.4 [2.810]

CLOSE

2X  M5 [#10-32]
AIR PORTS (OPEN)

2X  M3 X 4 DP
[#5-40 X .16 DP]

59.4
[2.340]

28.6
[1.125]

2 [.06]

20
[.80]

5
[.20] 11 [.42]

12.70
[.5000]

5.69 ±0.03
[.224 ±.001]

3.2
[.125]

6.4
[.250]

6X M3 X 3 DP
[#5-40 X .15 DP]

4X Ø 2 H7 X 3 DP
[Ø .0625 SF X .13 DP]

6.4 [.250]

6.4 [.250]

25.4
[1.000]

2.4
[.094]

14
[.54]

4 [.16]
23 [.89]

44 [1.75]

83 [3.25] (OPEN)
57 [2.25] (CLOSED)

2X M3 X 4 DP [#4-40 X .19 DP]
(SENSOR MNTG HOLES)

17
[.67]

1.6
[.063]

SENSOR TARGET
STANDARD

(REMOVABLE)
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

GRIP FORCE PER FINGER

RP-100P Static Dynamic
 Maximum Tensile T 267 N [60 lb] 89 N [20 lb]
 Maximum Compressive C 267 N [60 lb] 89 N [20 lb]
 Maximum Moment Mx 11 Nm [100 in-lb] 3 Nm [25 in-lb]
 Maximum Moment My 14 Nm [120 in-lb] 3 Nm [30 in-lb]
 Maximum Moment Mx 11 Nm [100 in-lb] 3 Nm [25 in-lb]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RP-50P
Buna-N Seal Repair Kit  SLKT-037

Viton® Seal Repair Kit SLKT-037V

Sensor Accessories RP-100P

Inductive Sensor Mounting Kit for (mounts 2 sensors) OSMK-004

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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LCLC LC

LC
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JAW MOUNTING PATTERN
(SHOWN IN OPEN POSITION)

17.46
[.6875]

38.10
[1.5000]

2X Ø 5 H7 X 6 DP
 [Ø .1875 SF X .25 DP]

2X M6 X 9 DP
[1/4-20 X .38 DP]

2X M5 [#10-32]
AIR PORTS (OPEN)

CLOSE

2X Ø 4 H7 X 6 DP
[Ø .1250 SF X .25 DP]

4X M5 X 7 DP
[#10-32 X .31 DP]

12.7
[.500]

9.5
[.375]

50.8
[2.000]

76.2
[3.000]

2X M3 X 4 DP
[#4-40 X .19 DP]

(SENSOR 
MNTG HOLES)

2X M5 X 7 DP
[#10-32 X .31 DP]

4 [.14]
25 [1.00]

62 [2.45]

79 [3.13] (CLOSED)
108 [4.25] (OPEN)

11.12  ±0.03
[.438  ±.001]

26 [1.04]

5 [.21]
12 [.47]

2 [.08]

31.8
[1.250]

9.5
[.375]

19
[.73]

21
[.82]

39.7 
[1.562]

81.1
[3.192]

5 [.21]

SENSOR TARGET
STANDARD
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7.9
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

GRIP FORCE PER FINGER

RP-25P Static Dynamic
 Maximum Tensile T 445 N [100 lbs] 133 N [30 lbs]
 Maximum Compressive C 445 N [100 lbs] 133 N [30 lbs]
 Maximum Moment Mx 23 Nm [200 in-lbs] 6 Nm [50 in-lb]
 Maximum Moment My 28 Nm [250 in-lbs] 7 Nm [60 in-lbs]
 Maximum Moment Mx 23 Nm [200 in-lbs] 6 Nm [50 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RP-25P
Buna-N Seal Repair Kit  SLKT-046

Viton® Seal Repair Kit SLKT-046V

Sensor Accessories RP-25P

Inductive Sensor Mounting Kit for (mounts 2 sensors) OSMK-004

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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LC

LCLC

LC

LC

JAW MOUNTING PATTERN (SHOWN IN OPEN POSITION)

8X Ø4H7 X 6 DP
[Ø.1250SF X .25 DP]

6X M6 X 9DP
[1/4-20 X .38 DP]

2X G1/8" [1/8 NPT]
 AIR PORTS (OPEN)

CLOSE2X M3 X 6 DP [#4-40 X .25 DP]
(SENSOR MNTG HOLES, 

DO NOT EXCEED DEPTH)

2X Ø 5 H7 X 9 DP
[Ø .1875 SF X .375 DP]

4X M6 X 12 DP
[1/4-20 X .50 DP]

111.1 [4.375]

57.15
[2.2500]

69.9 [2.750]

22.2
[.875]

38.10
[1.5000]

4X M6 X 9 DP
[1/4-20 X .375 DP]

28.57
[1.1250]

19.05  ±0.03
[.750  ±.001]

9.6
[.376]

57.2
[2.250]

4.7
[.187]

50.8
[2.000]

32 [1.25]

8 [.31]

24
[.96]

48 [1.88]

10 [.37]

143 [5.62] (OPEN)
117 [4.62] (CLOSED)

12.70
[.5000]

14.3
[.562]

14.3
[.562]

103.2
[4.063]

15.9
[.625]

10 [.38]

29
[1.13]

6 [.24]

SENSOR TARGET
STANDARD

(REMOVABLE)

LC

Y

M

M
MX

Y

Z
Z

F/2F/2
TC

Z

X
L

90
80
70
60
50
40
30
20
10
0

400
356
312
267
223
178
132
89
45
0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

1
25

2
50

5 in.
127mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

4
102

3
76

100 PSI [7 bar]

40 PSI [2.7 bar]

20 PSI [1.4 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

RP-35P Static Dynamic
 Maximum Tensile T 890 N [200 lb] 334 N [75 lb]
 Maximum Compressive C 890 N [200 lb] 334 N [75 lb]
 Maximum Moment Mx 57 Nm [500 in-lb] 14 Nm [125 in-lb]
 Maximum Moment My 68 Nm [600 in-lb] 17 Nm [150 in-lb]
 Maximum Moment Mx 57 Nm [500 in-lb] 14 Nm [125 in-lb]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RP-35P
Buna-N Seal Repair Kit  SLKT-049

Viton® Seal Repair Kit SLKT-049V

Sensor Accessories RP-35P

Inductive Sensor Mounting Kit for (mounts 2 sensors) OSMK-023

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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LC

LC

LCLC

LC

JAW MOUNTING PATTERN (SHOWN IN OPEN POSITION)

8X Ø 4 H7 X 6 DP
[Ø .1250 SF X .25 DP]

6X M8 X 12 DP
[5/16-18 X .50 DP]

4X M10 X 12DP
[3/8-16 X .50 DP]

178 [7.00] (OPEN)
127 [5.00] (CLOSED)

2X Ø 5 H7 X 9 DP
 [Ø .1875 SF X .38 DP]

25.40  ±0.03
[1.000  ±.001]

4.8
[.188]

9.5
[.375]

15.9
[.625]

63.5
[2.500]

15.9
[.625]

CLOSE

2X G1/8 [1/8 NPT]
 AIR PORTS (OPEN)

2X M8 X 12 DP
[5/16-8 X .50 DP]

2X M6 X 12 DP
[1/4 X .50 DP]

57.2
[2.250]

6.4
[.250]

34.9
[1.375]

11 [.44]

38
[1.51]

2X M3 X 6 DP
 [#4-40 X .25 DP] 

(SENSOR MNTG HOLES)

18 [.72]

24
[.95]

11 [.44]

60 [2.38]

8
[.31]

125.0
[4.922]

47.62
[1.8750]

63.50
[2.5000]

60.3
[2.375]

133.4 [5.250]

76.2 [3.000]

17.46
[.6875]

41.28
[1.6250]

15.9
[.625]

SENSOR TARGET
MOUNTING SHAFT

28.6
[1.125]

LC

Y

M

M
MX

Y

Z
Z

F/2F/2
TC

Z

X
L

100

80

60

40

20

0

445

356

267

178

89

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

1
25

2
50

8 in.
203mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

4
102

5
127

6
153

7
178

3
77

100 PSI [7 bar]

40 PSI [2.7 bar]

20 PSI [1.4 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

RP-40P Static Dynamic
 Maximum Tensile T 1779 N [400 lb] 667 N [150 lb]
 Maximum Compressive C 1779 N [400 lb] 667 N [150 lb]
 Maximum Moment Mx 113 Nm [1000 in-lb] 28 Nm [250 in-lb]
 Maximum Moment My 136 Nm [1200 in-lb] 34 Nm [300 in-lb]
 Maximum Moment Mx 113 Nm [1000 in-lb] 28 Nm [250 in-lb]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RP-40P
Buna-N Seal Repair Kit  SLKT-050

Viton® Seal Repair Kit SLKT-050V

Sensor Accessories RP-40P

Inductive Sensor Mounting Kit for (mounts 2 sensors) OSMK-023

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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JAW COVER

LC

JAW MOUNTING PATTERN
(SHOWN IN OPEN POSITION)

2X Ø 8 H7 X 12 DP
[Ø .3125SF X .50 DP]

4X M12 X 25 DP
[1/2-13 X 1.00 DP]

203.2 [8.000]

114.3 [4.500]

50.80 [2.0000]

66.68 [2.6250]
95.3

[3.750]

8X Ø 5 H7 X 9 DP
[Ø.1875SF X .38 DP]

6X M12 X 25 DP
[7/16-20 X 1.00 DP]

2X M3 X 9 DP
[#4-40 X .38 DP] 

(SENSOR 
MNTG HOLES) 

2X 3/8-16 X .50 DP
[M10 X 12 DP]

CLOSE

2X G1/8 [1/8 NPT] 
AIR PORTS (OPEN)

216 [8.50] (CLOSED)
292 [11.50] (OPEN)

12 [.48]

54 [2.13]

44 [1.72]

29 [1.13]
24 [.95]

93 [3.68]

16 [.63]

38.10  ±0.03
[1.500  ±.001] 46.4 [1.825]

107.9
[4.250]

25.40 [1.0000]

38.10 [1.5000]

19.1 [.750]

175.0
 [6.890]

19.1 [.750]
19.1 [.750]

74.7
[2.940]

7 [.27] SHAFT EXTENSION
FOR SENSOR MNTG KIT

LC

LC

LC

LC

LC

Y

M

M
MX

Y

Z
Z

F/2F/2
TC

Z

X
L

250

200

150

100

50

0

1113

890

668

445

223

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

15 in.
381mm

WARNING!
DO NOT 
EXCEED 

MAXIMUM 
EFFECTIVE 

FINGER 
LENGTHS

6
153

9
229

12
305

3
77

100 PSI [7 bar]

40 PSI [2.7 bar]

20 PSI [1.4 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

RP-43P Static Dynamic
 Maximum Tensile T 4448 N [1000 lb] 1557 N [350 lb]
 Maximum Compressive C 4448 N [1000 lb] 1557 N [350 lb]
 Maximum Moment Mx 283 Nm [2500 in-lb] 57 Nm [500 in-lb]
 Maximum Moment My 339 Nm [3000 in-lb] 68 Nm [600 in-lb]
 Maximum Moment Mx 283 Nm [2500 in-lb] 57 Nm [500 in-lb]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RP-43P
Buna-N Seal Repair Kit  SLKT-051

Viton® Seal Repair Kit SLKT-051V

Sensor Accessories RP-43P

Inductive Sensor Mounting Kit for (mounts 2 sensors) OSMK-023

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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How To Order

Features:
•  Excellent part positioning and repeatability
•  Zero side play using low friction  

Dual-V roller bearings 
•  Class 10 rated clean-room (RPLC)  

fits life Sciences applications
•   Low friction for operation  

in low pressure applications, 
corrosion resistant design (RPLC)

•  Optional non-synchronous jaw operation
•  30°C to +150°C [-20°F to +300°F]  

operating environment using Viton®  
seals option

•  Purge port (RPLC) to prevent  
contaminants entering gripper

•  Scavenge port (RPLC) prevents gripper grease  
from contaminating working environment

Applications:
•  Clean room and harsh environments (RPLC)
•  Delicate part handling with valve controls
•  Long gripper finger requirements with precision
•  High temperature applications using Viton® sveals

Sensor Accessories Model Numbers Part Number Qty/Unit
Sensor Mounting Kit for Imperial & Metric Units (mounts 2 sensors) All Models OSMK-008 1

NPN Magneto Resistive Sensor with Quick Disconnect* All Models OHSN-017 1-2

PNP Magneto Resistive Sensor with Quick Disconnect* All Models OHSP-017 1-2

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Fail Safe Valve (Imperial) All Models OFSV-001 1

Fail Safe Valve (Metric) All Models OFSV-004 1
*Sensor and cable sold separately.

 -   -  - 

Metric Description

“Blank” Imperial
M Metric

Size

1
2
3
4

Base Model

RPL
RPLC

Accessories

Jaw Synchronization Description

“Blank” Synchronous
NS Non-Synchronous Operation

Seals Description

“Blank” Buna-N
V Viton® High Temperature

RPL-1

RPLC-1

RPL-2

RPLC-2

RPL-3

RPL-4

RPLC-3

RPLC-4

(USB key shown for scale)
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Specifications Units 1 2 3 4

Total Rated Grip Force F @ 100 psi [7 bar] N [lb] 116 [26] 160 [36]

Total Stroke mm [in] 6.4 [0.25] 12.7 [0.50] 19.1 [0.75] 25.4 [1.00]

Weight kg [lbs] 0.07 [0.16] 0.09 [0.20] 0.15 [0.32] 0.17 [0.38]

Pressure Range bar [psi] 0.3-7 [5-100]

Ingress Protection Class (IP) IP 33 (RPL) / IP64 (RPLC)

Displacement
cm3 
[in3]

0.6  
[0.038]

1.2  
[0.075]

2.4  
[0.147]

3.2  
[0.196]

Temperature Range (Buna-N seals) °C [°F] -35°~80° C [-30°~180° F]

Temperature Range (Viton® seals) °C [°F] -30°~120° C [-20°~250° F]

Actuation (open/close) sec 0.10 0.13 0.14 0.19

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate 4-way, 2-position
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LC

LC

LC

LC

LC

JAW MOUNTING PATTERN   
( SHOWN IN OPEN POSITION )

[.750]
19.1

[.5940]
15.09

[.750]
19.1

[1.163]
29.5

C

[.31]
8

[1.096]
27.8

[.22]
6

[.52]
13

E (OPEN)
F (CLOSED)

M3 X 3 DP [#4-40 X .11 DP]
( SENSOR MNTG HOLE,

 DO NOT EXCEED DEPTH )
 

[.44]
11

D

[.224 ±.001]
5.69 ±0.03

G

[.250]
6.4H

M5 [#10-32] 
 PURGE OR SCAVENGE  

PORT (RPLC)

A

OPEN

4X M3 X 4 DP
[#4-40 X .15 DP]

2X Ø 3 SF X 4 DP
[Ø .0938 SF X .18 DP]

2X M5 [#10-32]
 AIR PORTS (CLOSE)  

B

4X M3 X 4 DP
 [#4-40 X .18 DP]

LC

SHIELDS & 
FASTENERS

(RPLC)

Y X
L

Z Z

F/2F/2
TC

M

MMX Y

Z

Y X
L

Z Z

F/2F/2
TC

M

MMX Y

Z

100 PSI [7 bar]

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

14

12

10

8

6

4

2

0

62

53

44

35

26

18

9

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

1
25

2
50

3 in.
75mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

14

12

10

8

6

4

2

0

62

53

44

35

26

18

9

0

100 PSI [7 bar]

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

1
25

2
50

3 in.
75mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

Loading Information

RPL-1 Static Dynamic
 Maximum Tensile T 222 N [50 lbs] 67 N [15 lbs]

 Maximum Compressive C 222 N [50 lbs] 67 N [15 lbs]

 Maximum Moment Mx 3.4 Nm [30 in-lbs] 1.1 Nm [10 in-lbs]

 Maximum Moment My 4.5 Nm [40 in-lbs] 1.4 Nm [12 in-lbs]

 Maximum Moment Mx 3.4 Nm [30 in-lbs] 1.1 Nm [10 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RPL-2 Static Dynamic
 Maximum Tensile T 289 N [65 lbs] 89 N [0 lbs]

 Maximum Compressive C 289 N [65 lbs] 89 N [20 lbs]

 Maximum Moment Mx 5.1 Nm [45 in-lbs] 1.7 Nm [15 in-lbs]

 Maximum Moment My 6.8 Nm [60 in-lbs] 2.3 Nm [20 in-lbs]

 Maximum Moment Mx 5.1 Nm [45 in-lbs] 1.7 Nm [15 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 1, 2
Buna-N Seal Repair Kit  SLKT-010

Viton® Seal Repair Kit SLKT-010V

Model A B C D E F G H

 RPLC-1 48.3 [1.900] 8 [0.33] 11 [0.44] 17.3 [0.68] 44 [1.75] 38 [1.50] 6.4 [0.250] 19.1 [0.750]

 RPLC-2 62.9 [2.476] 13 [0.50] 16 [0.62] 17.3 [0.68] 59 [2.33] 46 [1.83] 8.3 [0.328] 23.2 [0.913]
Dimensions in mm [in]

Model A B C D E F G H

 RPL-1 44.5 [1.750] -- 11 [0.45] -- 44 [1.75] 38 [1.50] 6.4 [0.250] 19.1 [0.750]

 RPL-2 59.5 [2.344] -- 16 [0.62] -- 57 [2.25] 44 [1.75] 6.4 [0.250] 22.2 [0.875]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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LC

LCLC

LC

LC

[.224  ±.001]
5.69  ±0.03

[.250]
6.4H

[1.191]
30.3

[1.283]
32.6

A
25.4

[1.000]

16.66
[0.6560]

22.2
[0.875]

[#5-40 X .31 DP]
4X M3 X 8 DP

OPEN

M3 X 3 DP [#4-40 X .14 DP]
(SENSOR MNTG HOLE) 

M5 [#10-32] 
PURGE OR SCAVENGE

PORT (RPLC)

[.53]
13

D [.44]
11 8 [.31]

G

B
C

2X M5 [#10-32]
 AIR PORT (CLOSE)

4X M3 X 4 DP
 [#5-40 X .15 DP]

E (OPEN)
F (CLOSED)

14 [.55]

[Ø .1250 SF X .25 DP]
2X Ø 3 SF X 6 DP

LC

SHIELDS & 
FASTENERS

(RPLC)

RPLC JAW MOUNTING PATTERN
(SHOWN IN OPEN POSITION)

Y X
L

Z Z

F/2F/2
TC

M

MMX Y

Z

Y X
L

Z Z

F/2F/2
TC

M

MMX Y

Z

18
16
14
12
10
8
6
4
2
0

79
70
62
53
44
35
26
18
9
0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER
100 PSI [7 bar]

0
0

1
25

2
50

3
75

4 in.
102 mm

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

18
16
14
12
10
8
6
4
2
0

79
70
62
53
44
35
26
18
9
0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

100 PSI [7 bar]

0
0

1
25

2
50

3
75

4
102

5 in.
127mm

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

LC

LC

LC

LC

LC

[1.000]
25.4

A

[.875]
22.2

[.6560]
16.66

[.53]
13

[.44]
11

D (OPEN)
E (CLOSED)

[.224 ±.001]
5.69 ±0.03

F
[.250]
6.4

[.250]
6.4

[.250]
6.4

[1.125]
28.6

[1.283]
32.6

6X M3 X 4 DP
[#5-40 X .15 DP]

OPEN

C
B

2X M5 [#10-32] AIR PORTS (CLOSE)

4X M3 X 8 DP
[#5-40 X .31 DP]

M3 X 3DP [#4-40 X .15DP]
(SENSOR MNTG HOLE)

2X Ø 3 SF X 6 DP
[.1250 SF X .25 DP]

8 [.31]

LC

RPL JAW MOUNTING PATTERN
(SHOWN IN OPEN POSITION)

Loading Information

RPL-3 Static Dynamic
 Maximum Tensile T 400 N [90 lbs] 133 N [30 lbs]

 Maximum Compressive C 400 N [90 lbs] 133 N [30 lbs]

 Maximum Moment Mx 6.8 Nm [60 in-lbs] 2.3 Nm [20 in-lbs]

 Maximum Moment My 9.0 Nm [80 in-lbs] 2.8 Nm [25 in-lbs]

 Maximum Moment Mx 6.8 Nm [60 in-lbs] 2.3 Nm [20 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RPL-4 Static Dynamic
 Maximum Tensile T 534 N [120 lbs] 178 N [40 lbs]

 Maximum Compressive C 534 N [120 lbs] 178 N [40 lbs]

 Maximum Moment Mx 8.5 Nm [75 in-lbs] 2.8 Nm [25 in-lbs]

 Maximum Moment My 11.3 Nm [100 in-lbs] 4.0 Nm [35 in-lbs]

 Maximum Moment Mx 8.5 Nm [75 in-lbs] 2.8 Nm [25 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B C D E F G H

 RPLC-3 83.4 [3.282] 15 [1.58] 19 [0.76] 18 [0.74] 83 [3.25] 63 [2.50] 12.7 [0.500] 31.8 [1.250]

 RPLC-4 101.8 [4.007] 24 [0.94] 25 [1.00] 18 [0.74] 101 [4.00] 76 [3.00] 15.9 [0.625] 38.1 [1.50]
Dimensions in mm [in]

Model A B C D E F G H

 RPL-3 80 [3.150] 15 [0.58] 19 [0.76] -- 76 [3.00] 57 [2.25] -- 28.6 [1.125]

 RPL-4 98.4 [3.875] 30 [1.19] 25 [1.00] -- 92 [3.63] 66 [2.63] -- 33.3 [1.313]

Seal Repair Kits 3, 4
Buna-N Seal Repair Kit  SLKT-012

Viton® Seal Repair Kit SLKT-012V

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Model Stroke  
mm [in]

Grip Force
N [lbs]

Operating 
Environment

Special 
Features

Page 
GR-GEN-#

CP
4-32

[0.16-1.26]
60-2749
[13-618]

IP54
Compact Design  

with High Grip Force. 3

DPDL 3.2-19.1
[0.13-0.75]

62-1779
[14-400]

IP66 Using Purge Port  
& Boot Option. Clean 
Room Class 10, ISO 4 
Using Scavenge Port

Sealed Gripper. Dirty  
and Caustic Environments.  

Wide Range of Sizes.

TM

11

DPDS 4.8-50.8
[0.188-2]

62-1779
[14-400]

IP54 Using Purge  
Port. Clean Room  
Class 100, ISO 5  

Using Scavenge Port

Rugged General 
Purpose Applications. 
Wide Range of Sizes. 

TM

19

DPG 6.35-25.4
[0.25-1.0]

222-249
[50-56]

IP54. Clean Room  
Class 100, ISO 5

8 Position Sensing General 
Purpose Gripper. Multiple 
Mounting/Porting Options.

TM

27

RDH 4-70
[0.16-2.73]

361-28002
[81-6300]

IP55 Using Purge  
Port. Clean Room  
Class 100, ISO 5  

Using Scavenge Port

Highest Force vs. Size & 
Weight. Wide Range of 

Sizes. High Precision. Long 
Fingers. Rugged Applications

31

REP2 10-30
[0.39-1.181]

480-3268
[108-753]

IP55. Class 100,  
ISO 5 Using  

Scavenge Port

Spring Assist. Rugged  
and Harsh Environments. 

High Precision.
41

RP 4.0-50.8
[0.16-2]

156-3336
[35-750]

IP43

Small General Purpose. 
Rugged Applications. 
Wide Range of Sizes. 

Cost Effective

47,  
51

RPM 3.2-6.3
[0.13-0.25]

36
[8]

IP33
Smallest Gripper,  

Low Friction, Small  
Parts Handling. 

59

RPMC 3.2-6.3
[0.13-0.25]

36
[8]

IP64 Using Purge  
Port. Clean Room  
Class 10, ISO 4  

Using Scavenge Port

Smallest Shielded  
Gripper for Clean or Harsh 

Environments. Small  
Delicate Parts Handling.

59

RPS 4-43
[0.16-1.7]

222-2669
[50-600]

IP43

Spring Assist, General  
Purpose Gripper. Rugged  
Applications. Wide Range  

of Sizes. Cost Effective

63
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Pneumatic Industrial Grippers

Mounting Compatibility ChartTM

DLM Thruster Slide to  
DPDL Parallel Gripper

 Slide to Gripper

DLT Thruster Slide to  
DPDL Parallel Gripper

 Slide to Gripper

DLT Thruster Slide to  
DPDS Parallel Gripper

Slide to Gripper

DLT Thruster Slide to  
DPDS Parallel Gripper

 Slide to Gripper

DLT Thruster Slide to  
DPG Parallel Gripper

 Slide to Gripper

DLT Thruster Slide to  
DPG Parallel Gripper

 Slide to Gripper

DRF Rotary Actuator to  
DPG Parallel Gripper

Rotary to Gripper

DRF Rotary Actuator to  
DPDL Parallel Gripper

 Rotary to Gripper

Catalog Models DPDS-047, 
056

DPDS-088, 
125

DPDS-175, 
250

DPDL-047, 
056

DPDL-088, 
125

DPDL-175, 
250 DPG

Base 
Slides

DLB-06,08 3R 3R

DLB-10,12,16 5R 5R 5R 5R

DLB-20,25 10R

Thruster 
Slides

DLT-06,08 3R 3R

DLT-10,12,16 5R 3R 5R 3R 5R 5R

DLT-20,25 5R 5R 10R 5R 5R

DLM-07 3R 3R

DLM-9,12 5R 3R 5R 3R 5R 5R

Rotary 
Actuators

DRF-075,094 5R 3R 5R 3R 5R 5R

DRF-106 5R 3R 5R 3R 5R 5R

DRF-131 5R 5R 10R 5R 5R

DESTACO’s DIRECTCONNECT™ technology, allows all components of the 
system–grippers, rotaries and slides—to be mounted together directly. Look  
for matching icons on product datasheets for mounting compatibility.
Note: The numbers in the cell represent the metric screw size and basic mounting pattern.  

S=Square, R=Rectangle. ie; 5S = M5 Screw with square mounting pattern. 5R5S

TM  Modular Direct Mounting System without Adapter Plates
Products can be mounted in multiple positions. Refer to datasheet for complete info.
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How To Order

Size

1-6

Base Model

CP

Features:
•  Compact cam lever design general  

purpose square gripper
•  Two jaw styles available, parallel  

or extended finger jaw 
•  Spring assist option for part retention  

in case of air pressure loss
•  Standard and extended stroke option available
•  Shielded design for harsh environments
•  Magneto-resistive and Inductive sensing

Applications:
•  OEM pick and place machines
•  Packaging applications
•  General purpose gripping 

Accessories

CP-1

CP-4

CP-5

CP-6

CP-2

CP-3

(USB key shown for scale)

Jaw Style Description

“Blank” Parallel Jaw
Q Extended Finger Jaw

Sensor Mounts Description

“Blank” None
SD Inductive Sensor Mount

Stroke Description

“Blank” Standard Stroke
C Extended Stroke

Spring Description

RE External Gripping
RI Internal Gripping

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Sensor Accessories Model Numbers Part Number Qty/Unit
PNP Sensor with 0.3m Output Cable with 90° with M8 connector* All Models D1 1-2

NPN Sensor with 0.3m Output Cable with 90° with M8 connector* CP-2, -3, -4, -5, -6 D10 1-2

PNP Sensor with 0.3m Output Cable with M8 connector* All Models D4 1-2

NPN Sensor with 0.3m Output Cable with M8 connector* CP-2, -3, -4, -5, -6 D7 1-2

Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) See Datasheet 1

Inductive PNP Sensor with M8 Connector* CP-2, -3, -4 OISP-011-C 1-2

Inductive NPN Sensor with M8 Connector* CP-2, -3, -4 OISN-011-C 1-2

Inductive PNP Sensor with M12 Connector* CP-5, -6 OISP-017-C 1-2

Inductive NPN Sensor with M12 Connector* CP-5, -6 OISN-017-C 1-2

M8 Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

M12 Quick Disconnect 2 Meter Cable Length* All Models CABL-014 1-2
*Sensor and cable sold separately.
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Specifications Units 1 1-C 2 2-C 3 3-C
Total Rated Grip Force F  
@ 100 psi [7 bar] w/o Spring Assist

N [lbs] 89
[20]

60
[13]

238
[53]

161 
[36]

677 
[152]

407
[91]

Total Rated Grip Force F  
@ 100 psi [7 bar] with Spring Assist

N [lbs] 15
[3]

10
[2]

43
[10]

29  
[7]

161 
[36]

97
[22]

Total Stroke mm [in] 4
[0.16]

6
[0.24]

6  
[0.24]

9  
[0.35]

10 
[0.39]

16  
[0.63]

Weight kg [lbs] 0.09
[0.20]

0.09
[0.20]

0.21  
[0.46]

0.20  
[0.44]

0.45  
[0.99]

0.47
[1.04]

Pressure Range w/o Spring bar [psi] 2-10 [29-145]

Pressure Range with Spring bar [psi] 2.5-10 [36-145]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 0.7 [0.04] 2.7 [0.16] 11.7 [0.71]

Temperature Range °C [°F] -35°~80° [-30°~180°]

Actuation (open/close) sec 0.06 0.07

Repeatability mm [in] ±0.025 [±0.001]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position

Specifications Units 4 4-C 5 5-C 6 6-C
Total Rated Grip Force F  
@ 100 psi [7 bar] w/o Spring Assist

N [lbs] 1016
[228]

665
[149]

1591
[358]

1081
[243]

2749
[618]

2092
[470]

Total Rated Grip Force F  
@ 100 psi [7 bar] with Spring Assist

N [lbs] 222
[50]

145
[33]

322
[72]

219
[49]

711
[160]

541
[122]

Total Stroke mm [in] 13
[0.51]

20
[0.79]

18
[0.71]

27
[1.06]

24
[0.94]

32
[1.26]

Weight kg [lbs] 0.73
[1.61]

0.75
[1.65]

1.25
[2.76]

1.27
[2.80]

2.5
[5.51]

2.56
[5.64]

Pressure Range w/o Spring bar [psi] 2-10 [29-145]

Pressure Range with Spring bar [psi] 2.5-10 [36-145]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 24.2 [1.48] 53.5 [3.26] 114.8 [7.01]

Temperature Range °C [°F] -35°~80° [-30°~180°]

Actuation (open/close) sec 0.07 0.09 0.12

Repeatability mm [in] ±0.025 [±0.001]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position
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Grippers are supplied 
with open side air 
ports and top manifold 
air ports plugged. 
Top manifold sealing 
dimensions shown.

Ø 18 H10 1.5 DP

M3 5 DP

2 x M5 6 DP

2 x Ø 2.5 H9 5 DP
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.8
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P
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0 
(C

P
-1

-C
)

Open
Close

Shield

2 x Ø 3.3 to 180°
Screw CHc M3

Fittings 
Not 
Supplied

2 slots for  
magnetic sensors

Open

Close

2 x M3 prof 3.5
(Seals Supplied)

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

CP-1 Static Dynamic
 Maximum Tensile T 110 N [25 lbs] 10 N [2 lbs]
 Maximum Compressive C 190 N [43 lbs] 10 N [2 lbs]
 Maximum Moment Mx 1 Nm [9 in-lbs] 0.2 Nm [2 in-lbs]
 Maximum Moment My 2 Nm [18 in-lbs] 0.4 Nm [4 in-lbs]
 Maximum Moment Mx 2 Nm [18 in-lbs] 0.4 Nm [4 in-lbs]
†Capacities are per set of jaws and are not simultaneous

CP-1-C Static Dynamic
 Maximum Tensile T 110 N [25 lbs] 8 N [2 lbs]
 Maximum Compressive C 190 N [43 lbs] 8 N [2 lbs]
 Maximum Moment Mx 1 Nm [9 in-lbs] 0.2 Nm [2 in-lbs]
 Maximum Moment My 2 Nm [18 in-lbs] 0.3 Nm [3 in-lbs]
 Maximum Moment Mx 2 Nm [18 in-lbs] 0.3 Nm [3 in-lbs]
†Capacities are per set of jaws and are not simultaneous

13

11

9

7

4

2

0

60

50

40

30

20

10

0

N lbs.

0

FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(with Spring Assist Option)

0 10 20 30 40
0.4 0.8 1.2 1.6

0 PSI [0 bar]

73 PSI [5 bar]

102 PSI [7 bar]

9

7

4

2

0

40

30

20

10

0

N lbs.

0

FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(with Spring Assist Option)

0 10 20 30 40
0.4 0.8 1.2 1.6

102 PSI [7 bar]

73 PSI [5 bar]

0 PSI [0 bar]

Seal Repair Kits CP-1
Buna-N Seal Repair Kit SCP1

Viton® Seal Repair Kit SCP1V

Repair Kit (screws, springs, Buna-N seals) KSCP1

Repair Kit (screws, springs, Viton® Seals) KSCP1V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Grippers are supplied 
with open side air 
ports and top manifold 
air ports plugged. 
Top manifold sealing 
dimensions shown.

Options Q and RI

Ø 27 H10 2.8 DP

M4 6.5 DP

2 x M5 6 DP

2 x Ø 3 H9 6 DP
Open

Close

Shield

2 x Ø 4.2 to 180°
Screw CHc M4

Fittings Not 
Supplied 2 slots for  

magnetic sensors

Open

Close

2 x M5 prof 6
(Seals Supplied)

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

CP-2 Static Dynamic
 Maximum Tensile T 260 N [58 lbs] 26 N [6 lbs]
 Maximum Compressive C 375 N [84 lbs] 26 N [6 lbs]
 Maximum Moment Mx 5 Nm [44 in-lbs] 0.9 Nm [8 in-lbs]
 Maximum Moment My 8 Nm [71 in-lbs] 1.5 Nm [13 in-lbs]
 Maximum Moment Mx 8 Nm [71 in-lbs] 1.5 Nm [13 in-lbs]  
†Capacities are per set of jaws and are not simultaneous

CP-2-C Static Dynamic
 Maximum Tensile T 260 N [58 lbs] 22 N [5 lbs]
 Maximum Compressive C 375 N [84 lbs] 22 N [5 lbs]
 Maximum Moment Mx 4 Nm [35 in-lbs] 0.7 Nm [6 in-lbs]
 Maximum Moment My 8 Nm [71 in-lbs] 1.2 Nm [11 in-lbs]
 Maximum Moment Mx 8 Nm [71 in-lbs] 1.2 Nm [11 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits CP-2
Buna-N Seal Repair Kit SCP2

Viton® Seal Repair Kit SCP2V

Repair Kit (screws, springs, Buna-N seals) KSCP2

Repair Kit (screws, springs, Viton® Seals) KSCP2V

Sensor Accessories CP-2

Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP2

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Fittings 
Not 
Supplied

Options Q and RI

Ø 43 H10 3.5 DP

M5 8 DP

2 x M5 6 DP

2 x Ø 4 H9 8 DPOpen
Close

Shield

2 x Ø 5.1 to 180°
Screw CHc M3

2 slots for  
magnetic sensors

Open

Close

2 x M5 prof 6
(Seals Supplied)

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

CP-3 Static Dynamic
 Maximum Tensile T 520 N [117 lbs] 72 N [16 lbs]
 Maximum Compressive C 690 N [155 lbs] 72 N [16 lbs]
 Maximum Moment Mx 11 Nm [97 in-lbs] 3.5 Nm [31 in-lbs]
 Maximum Moment My 18 Nm [159 in-lbs] 6 Nm [53 in-lbs]
 Maximum Moment Mx 17 Nm [150 in-lbs] 6 Nm [53 in-lbs]
†Capacities are per set of jaws and are not simultaneous

CP-3-C Static Dynamic
 Maximum Tensile T 500 N [112 lbs] 55 N [12 lbs]
 Maximum Compressive C 675 N [152 lbs] 55 N [12 lbs]
 Maximum Moment Mx 9 Nm [80 in-lbs] 2.5 Nm [22 in-lbs]
 Maximum Moment My 16 Nm [142 in-lbs] 4 Nm [35 in-lbs]
 Maximum Moment Mx 17 Nm [150 in-lbs] 4 Nm [35 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits CP-3
Buna-N Seal Repair Kit SCP3

Viton® Seal Repair Kit SCP3V

Repair Kit (screws, springs, Buna-N seals) KSCP3

Repair Kit (screws, springs, Viton® Seals) KSCP3V

Sensor Accessories CP-3

Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP3

Loading Information

Grippers are supplied 
with open side air 
ports and top manifold 
air ports plugged. 
Top manifold sealing 
dimensions shown.
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Options Q and RI

Ø 53 H10 4.5 DP

M6 12 DP

2 x 1/8 BSPP 8 DP
2 x Ø 5 H9 10 DP

Open

Close
Shield

2 x Ø 6.7 to 180°
Screw CHc M6

Fittings Not 
Supplied

2 slots for  
magnetic sensors

Open

Close

2 x M5 prof 6
(Seals Supplied)

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

Z
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Y

Mx

X

F/2
My

Z
Mz
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CP-4 Static Dynamic
 Maximum Tensile T 740 N [166 lbs] 109 N [24 lbs]
 Maximum Compressive C 830 N [187 lbs] 109 N [24 lbs]
 Maximum Moment Mx 23 Nm [204 in-lbs] 6.5 Nm [58 in-lbs]
 Maximum Moment My 35 Nm [310 in-lbs] 10 Nm [89 in-lbs]
 Maximum Moment Mx 25 Nm [221 in-lbs] 8 Nm [71 in-lbs]
†Capacities are per set of jaws and are not simultaneous

CP-4-C Static Dynamic
 Maximum Tensile T 710 N [160 lbs] 89 N [20 lbs]
 Maximum Compressive C 800 N [180 lbs] 89 N [20 lbs]
 Maximum Moment Mx 18 Nm [159 in-lbs] 4.7 Nm [42 in-lbs]
 Maximum Moment My 30 Nm [266 in-lbs] 7.6 Nm [67 in-lbs]
 Maximum Moment Mx 25 Nm [221 in-lbs] 7.6 Nm [67 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits CP-4
Buna-N Seal Repair Kit SCP4

Viton® Seal Repair Kit SCP4V

Repair Kit (screws, springs, Buna-N seals) KSCP4

Repair Kit (screws, springs, Viton® Seals) KSCP4V

Sensor Accessories CP-4

Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP4

Loading Information

Grippers are supplied 
with open side air 
ports and top manifold 
air ports plugged. 
Top manifold sealing 
dimensions shown.
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2 slots for  
magnetic sensors

Open

Close

2 x M5 prof 6
(Seals Supplied)

Options Q and RI

Open
Close

Shield

2 x Ø 8.5 to 180°
Screw CHc M8

Fittings Not 
Supplied

Ø 67 H10 4.5 DP

M8 15 DP

2 x 1/8 BSPP 8 DP 2 x Ø 6 H9 12 DP

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

CP-5 Static Dynamic
 Maximum Tensile T 830 N [187 lbs] 169 N [38 lbs]
 Maximum Compressive C 940 N [211 lbs] 169 N [38 lbs]
 Maximum Moment Mx 27 Nm [6 in-lbs] 9 Nm [80 in-lbs]
 Maximum Moment My 44 Nm [10 in-lbs] 14 Nm [124 in-lbs]
 Maximum Moment Mx 30 Nm [7 in-lbs] 10 Nm [89 in-lbs]
†Capacities are per set of jaws and are not simultaneous

CP-5-C Static Dynamic
 Maximum Tensile T 820 N [184 lbs] 144 N [32 lbs]
 Maximum Compressive C 930 N [209 lbs] 144 N [32 lbs]
 Maximum Moment Mx 22 Nm [195 in-lbs] 7 Nm [62 in-lbs]
 Maximum Moment My 40 Nm [354 in-lbs] 13 Nm [115 in-lbs]
 Maximum Moment Mx 30 Nm [266 in-lbs] 10 Nm [89 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits CP-5
Buna-N Seal Repair Kit SCP5

Viton® Seal Repair Kit SCP5V

Repair Kit (screws, springs, Buna-N seals) KSCP5

Repair Kit (screws, springs, Viton® Seals) KSCP5V

Sensor Accessories CP-5

Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP5

Loading Information

Grippers are supplied 
with open side air 
ports and top manifold 
air ports plugged. 
Top manifold sealing 
dimensions shown.THIRD ANGLE
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Options Q and RI

Open
Close

Shield

2 x Ø 10.3 to 180°
Screw CHc M10

Fittings Not 
Supplied

2 slots for  
magnetic sensors

Open

Close

2 x M5 prof 6
(Seals Supplied)

Ø 85 H10 5 DP

M8 17 DP

2 x 1/8 BSPP 8 DP

2 x Ø 8 H9 16 DP

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

Z

TC

Y

Mx

X

F/2
My

Z
Mz

F/2L

CP-6 Static Dynamic
 Maximum Tensile T 1375 N [309 lbs] 209 N [47 lbs]
 Maximum Compressive C 1500 N [337 lbs] 209 N [47 lbs]
 Maximum Moment Mx 48 Nm [11 in-lbs] 16 Nm [142 in-lbs]
 Maximum Moment My 72 Nm [16 in-lbs] 24 Nm [212 in-lbs]
 Maximum Moment Mx 68 Nm [15 in-lbs] 22 Nm [195 in-lbs]
†Capacities are per set of jaws and are not simultaneous

CP-6-C Static Dynamic
 Maximum Tensile T 1340 N [301 lbs] 279 N [63 lbs]
 Maximum Compressive C 1450 N [326 lbs] 279 N [63 lbs]
 Maximum Moment Mx 42 Nm [372 in-lbs] 14 Nm [124 in-lbs]
 Maximum Moment My 70 Nm [620 in-lbs] 23 Nm [204 in-lbs]
 Maximum Moment Mx 64 Nm [566 in-lbs] 21 Nm [186 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits CP-6
Buna-N Seal Repair Kit SCP6

Viton® Seal Repair Kit SCP6V

Repair Kit (screws, springs, Buna-N seals) KSCP6

Repair Kit (screws, springs, Viton® Seals) KSCP6V

Sensor Accessories CP-6

Inductive Sensor Mounting Kit (mounts 2 sensors) (SD) SDCP6

Loading Information

Grippers are supplied 
with open side air 
ports and top manifold 
air ports plugged. 
Top manifold sealing 
dimensions shown.
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Sensor Accessories Model Numbers Part Number Qty/Unit
PNP Magneto Resistive Sensor with Quick Disconnect* 047M, 056M, 088M, 125M OHSP-017 1-2

NPN Magneto Resistive Sensor with Quick Disconnect* 047M, 056M, 088M, 125M OHSN-017 1-2

PNP Magneto Resistive Sensor with Quick Disconnect* 175M, 250M OHSP-015 1-2

NPN Magneto Resistive Sensor with Quick Disconnect* 175M, 250M OHSN-015 1-2

PNP Magneto Resistive Sensor (90° barrel) w/Qk. Disc.* 047M, 056M, 088M, 125M OHSP-011 1-2

NPN Magneto Resistive Sensor (90° barrel) w/Qk. Disc.* 047M, 056M, 088M, 125M OHSN-011 1-2

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Plumbing Fitting - M3 male to 3mm OD Tube Push-in Style 047M, 056M PLFT-021 1-2

Plumbing Fitting - M3 male to 2mm ID Tube Barb Style 047M, 056M PLFT-022 1-2

Plumbing Fitting - 1/8 NPT Male to 1/8 BSPP Female 125M, 250M PLFT-028 1-2

Adjustable Flow Control G 1/8 Elbow - 6mm OD Push-in 125M, 250M VLVF-005 1-2

Adjustable Flow Control M5 Elbow - 6mm OD Push-in 088M, 125M VLVF-008 1-2

Fail Safe Valve M5 088M, 125M OFSV-004 1

Fail Safe Valve G 1/8 (1/8 BSPP) 175M, 250M OFSV-005 1
*Sensor and cable sold separately.

Accessories

DPDL-047M

DPDL-056M

DPDL-088M

DPDL-250M

DPDL-175M

DPDL-125M

How To Order

Features:
•  Rugged general purpose modular gripper
•  High impact resistance with double wedge design
•  Harsh environments with sealed rubber boot jaw option
•  Thru-body mounting and multiple mounting  

features simplifies installation
•  Multiple air ports support manifold interface  

using O-rings
•  Purge and scavenge ports for harsh & clean environments

Applications:
•  Use in machine coolant and metal  

chip environment applications
•  High impact applications
•  Paintbooths, sandblasting applications

(USB key shown 
for scale)

 -  -   -  -  -  - 

Jaw Mounting Description

“Blank” End Jaw Mounting
B Bottom Jaw Mounting

Jaw Seal Description

E Buna-N Rubber Bellows

Size

047M 125M
056M 175M
088M 250M

Base Model

DPDL

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Stroke Stroke varies with size of gripper

047M 019, 025 or 038 125M 050, 075 or 100
056M 025, 038 or 050 175M 075, 100 or 150
088M 038, 050 or 075 250M 100, 150 or 200

Stroke dimensions
019 4.8mm [0.19] 050 12.7mm [0.50] 150 38.1mm [1.50]
025 6.4mm [0.25] 075 19.1mm [0.75] 200 50.8mm [2.00]
038 9.5mm [0.38] 100 25.4mm [1.00]

Hardware Description

“Blank” Alloy

CR
Corrosion Resistant with 
Clean Room Grade Grease

GR-GEN  |  11 Dimensions and technical information are subject to change without notice
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Specifications Units 047M 056M 088M

Total Rated Grip Force F @ 100 psi N [lbs] 62 [14] 98 [22] 222 [50]

Total Stroke mm [in] 9.5 [0.38] 12.7 [0.50] 19.1 [0.75]

Weight kg [lbs] 0.08 [0.19] 0.14 [0.32] 0.43 [0.95]

Pressure Range bar [psi] 1.5-7 [20-100]

Max. Vacuum for Scavenge Port
mm Hg 
[in. Hg]

200 [8]

Max. Pressure for Purge Port bar [psi] 1.4 [20]

                    with -E Jaw Boot bar [psi] 0.25 [4]

Ingress Protection Class (IP) IP66

Displacement cm3 [in3] 0.6 [0.038] 1.2 [0.074] 4.4 [0.269]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.20 0.25 0.30

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position

Specifications Units 125M 175M 250M

Total Rated Grip Force F @ 100 psi N [lbs] 445 [100] 890 [200] 1779 [400]

Total Stroke mm [in] 25.4 [1.00] 38.1 [1.50] 50.8 [2.00]

Weight kg [lbs] 0.90 [1.99] 2.73 [6.02] 5.46 [12.04]

Pressure Range bar [psi] 1.5-7 [20-100]

Max. Vacuum for Scavenge Port
mm Hg 
[in. Hg]

200 [8]

Max. Pressure for Purge Port bar [psi] 1.4 [20]

                    with -E Jaw Boot bar [psi] 0.25 [4]

Ingress Protection Class (IP) IP66

Displacement cm3 [in3] 12.0 [0.730] 35.2 [2.150] 95.9 [5.850]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.50 0.70 0.90

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position
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4X Ø 2.0 H7 X 3 DP

4X M3 X 4 DP

6.3 [.250]

6.3 [.250]

2.79 [.1100]

32.2
[1.268]

10.2 [.480]

22.4
[.883]

10.2 ±.03
[.400 ±.001]

5.59 ±.05
[.220 ±.002]

6.10 ±.03
[.240 ±.001]

14.86 ±.05
[.585 ±.002]

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

4X M3 X 5 DP

10.67 ±.03
[.420 ±.001]

10.2 ±.03
[.400 ±.001]

28.6 [1.125]

14.7 [.580]

20.3
[.800]

13.5
[.530]

3.6 [.140]

2X 12.7
[.500]

OPEN PORT

2X M3 X 3 DP
(CLOSED PORT)

4X Ø 2.0 H7 X 3 DP

12.7 [.501]

6.4
[.250] 4X M3 X 4 DP

22.4
[.883]

30.7
[1.209]

4.76
[.1875]

17.5
[.688]

13.5 [.530]
3.6 [.140]

24.4 [.960]

10.2 [.400]

CLOSED PORT

2X Ø7 X 4 DP C’BORE &
CLEARANCE FOR M4 SHCS

PURGE-SCAVENGE PORT SUPPLIED PLUGGED
M3 X 3 DP

2X MANIFOLD AIRPORTS: 
M3 X 3 DP

SUPPLIED PLUGGED
(OPEN PORT) 

2X MANIFOLD AIRPORTS: 
M3 X 3 DP

SUPPLIED PLUGGED
(CLOSED PORT) 

19.05 [.7500]
(DOWELS)

2X Ø3 H7 X 3 DP

4X M3 X 4 DP

2X 19.1 [.750]

45 [1.78] CLOSED

41.4 [1.630]

7.9
[.310]

22.2
[.875]

10.2
[.400]

OPEN PORT

19.05
[.7500]

(DOWELS)

9.5
[.375]

2X Ø3 H7 X 3 DP

4X M3 X 4 DP

2X 19.1
[.750]

9.5 [.375]
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MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]80 PSI [5.5 bar]60 PSI [4.1 bar]
40 PSI [2.7 bar]
20 PSI [1.4 bar]

Loading Information

DPDL-047M Static Dynamic
 Maximum Tensile T 445 N [100 lbs] 67 N [15 lbs]

 Maximum Compressive C 668 N [150 lbs] 111 N [25 lbs]

 Maximum Moment Mx 10 Nm [90 in-lbs] 2 Nm [15 in-lbs]

 Maximum Moment My 10 Nm [90 in-lbs] 2 Nm [15 in-lbs]

 Maximum Moment Mx 10 Nm [90 in-lbs] 2 Nm [15 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDL-047M-B Static Dynamic
 Maximum Tensile T 356 N [80 lbs] 53 N [12 lbs]

 Maximum Compressive C 534 N [120 lbs] 89 N [20 lbs]

 Maximum Moment Mx 8 Nm [72 in-lbs] 1 Nm [12 in-lbs]

 Maximum Moment My 8 Nm [72 in-lbs] 1 Nm [12 in-lbs]

 Maximum Moment Mx 8 Nm [72 in-lbs] 1 Nm [12 in-lbs]
†Capacities are per set of jaws and are not simultaneous

L

T C

Y

Mx

-B Option Shown

F/2 F/2

X

Z
Mz

My

Seal Repair Kits 047M
Buna-N Seal Repair Kit SLKT-185

Viton® Seal Repair Kit SLKT-185V

Manifold Seal Kit (Viton® only) SLKT-197V

Sealed Jaw Boot Replacement (1 Buna-N Boot only) SLKT-191

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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4X Ø 2.5 H7 X 3 DP

4X M4 X 5 DP

7.1 [.280]

9.5 [.375]

3.81
[.1500]

37.7
[1.483]

15.9 [.625]

26.6
[1.048]

12.7 ±.03
[.500 ±.001]

7.11 ±.05
[.280 ±.002]

7.95 ±.03
[.313 ±.001]

17.40 ±.05
[.685 ±.002]

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

4X M4 X 5 DP

CLOSED PORT

15.8 [.623]

36.2
[1.424]

26.6
[1.048]

7.1
[.280]

7.94
[.3125]

4X Ø2.5 H7 X 3 DP

15.7 [.620]

20.6
[.810]

3.6 [.140]

10.2 [.400]

31.2 [1.230]
MANIFOLD AIRPORTS: 

M3 X 3 DP
SUPPLIED PLUGGED

(OPEN PORT) 

2X MANIFOLD AIRPORTS: 
M3 X 3 DP

SUPPLIED PLUGGED
(CLOSED PORT) 

OPEN PORT

19.05 [.7500]
(DOWELS)

2X Ø3 H7 x 3 DP

9.5 [.375]

2X 19.1 [.750]

10.2
[.400]

52.6 [2.070]

56 [2.22] CLOSED

8.6
[.340]

24.1
[.950]

4X M3 X 4 DP

2X 19.1
[.750] 2X Ø3 H7 X 3 DP

9.5
[.375]

19.05
[.7500]

(DOWELS)

4X M3 X 4 DP

2X Ø7 X 4 DP C’BORE &
CLEARANCE FOR M4 SHCS

12.19 ±.03
[.480 ±.001]

12.70 ±.03
[.500 ±.001]

3.6 [.140]

34.9 [1.375]

2X 15.8
[.622]

OPEN PORT

15.7
[.620]

23.4
[.920]

17.3 [.680]

2X M3 X 3 DP
(CLOSED PORT)

PURGE-SCAVENGE PORT SUPPLIED PLUGGED
M3 X 3 DP

4X M4 X 5 DP
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]

Loading Information

L

T C

Y

Mx

-B Option Shown

F/2 F/2

X

ZMz

My

DPDL-056M Static Dynamic
 Maximum Tensile T 556 N [125 lbs] 111 N [25 lbs]

 Maximum Compressive C 1113 N [250 lbs] 111 N [25 lbs]

 Maximum Moment Mx 13 Nm [115 in-lbs] 2 Nm [20 in-lbs]

 Maximum Moment My 13 Nm [115 in-lbs] 2 Nm [20 in-lbs]

 Maximum Moment Mx 13 Nm [115 in-lbs] 2 Nm [20 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDL-056M-B Static Dynamic
 Maximum Tensile T 445 N [100 lbs] 89 N [20 lbs]

 Maximum Compressive C 890 N [200 lbs] 89 N [20 lbs]

 Maximum Moment Mx 10 Nm [92 in-lbs] 2 Nm [16 in-lbs]

 Maximum Moment My 10 Nm [92 in-lbs] 2 Nm [16 in-lbs]

 Maximum Moment Mx 10 Nm [92 in-lbs] 2 Nm [16 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 056M
Buna-N Seal Repair Kit SLKT-186

Viton® Seal Repair Kit SLKT-186V

Manifold Seal Kit (Viton® only) SLKT-197V

Sealed Jaw Boot Replacement (1 Buna-N Boot only) SLKT-192

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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4X Ø3 H7 X 5 DP

8X M4 X 6 DP

9.5 [.375]

22.2 [.875]

6.35
[.2500]

56.0
[2.206]

12.7 [.500]

35.4
[1.395]

9.5
[.375]

19.1 ±.03
[.750 ±.001]

10.67 ±.05
[.420 ±.002]

11.12 ±.03
[.438 ±.001]

25.35 ±.05
[.998 ±.002]

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

4X M5 X 8 DP

18.29 ±.03
[.720 ±.001]

19.05 ±.03
[.750 ±.001]

2X 9.5
[.375]

2X 23.8
[.937]

8X M4 X 6 DP
[#8-32 X .25 DP]

5.3 [.209]

47.6 [1.875]

3.6
[.140]

24.4
[.960]

26.7 [1.050]

2X M5 X 3 DP
(CLOSED PORT)

35.6
[1.400]

OPEN PORT

6.1 [.240]

35.4
[1.395]

9.5
[.375]

54.5
[2.147]

7.9 HEX
[.312 HEX]

2X Ø11 X 7 DP C’BORE &
CLEARANCE FOR M6 SHCS

PURGE-SCAVENGE PORT SUPPLIED
WITH A FILTERED BREATHER VENT

M5 X 4 DP

2X MANIFOLD AIRPORTS: 
M5 X 5 DP

SUPPLIED PLUGGED
(OPEN PORT) 

2X MANIFOLD AIRPORTS: 
M5 X 5 DP

SUPPLIED PLUGGED
(CLOSED PORT) 

OPEN PORT19.1
[.750]

77.2 [3.040]

36.1
[1.420]

12.7
[.500]

82 [3.22] CLOSED

2X 38.1 [1.500]

4X M5 X 6 DP

CLOSED PORT

19.1 [.750]

46.7 [1.840]

24.4 [.960]

19.1 [.750]

6.1 [.240]

28.6
[1.125]

9.53 [.3750]
(DOWELS)

4X Ø3 H7 X 5 DP

38.10 [1.5000]
(DOWELS)

2X Ø5 H7 X 5 DP

2X Ø5 H7 X 5 DP

4X M5 X 8 DP

38.1
[1.500]

38.10
[1.500]

(DOWELS)

19.1
[.750]

19.1
[.750]
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MAXIMUM EFFECTIVE 
FINGER LENGTHS

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]

Loading Information
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Mx

-B Option Shown

F/2 F/2

X

ZMz

My

Seal Repair Kits 088M
Buna-N Seal Repair Kit SLKT-187

Viton® Seal Repair Kit SLKT-187V

Manifold Seal Kit (Viton® only) SLKT-199V

Sealed Jaw Boot Replacement (1 Buna-N Boot only) SLKT-193

DPDL-088M Static Dynamic
 Maximum Tensile T 1558 N [350 lbs] 178 N [40 lbs]

 Maximum Compressive C 2893 N [650 lbs] 178 N [40 lbs]

 Maximum Moment Mx 28 Nm [250 in-lbs] 5 Nm [40 in-lbs]

 Maximum Moment My 28 Nm [250 in-lbs] 5 Nm [40 in-lbs]

 Maximum Moment Mx 28 Nm [250 in-lbs] 5 Nm [40 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDL-088M-B Static Dynamic
 Maximum Tensile T 1246 N [280 lbs] 142 N [32 lbs]

 Maximum Compressive C 2314 N [520 lbs] 142 N [32 lbs]

 Maximum Moment Mx 23 Nm [200 in-lbs] 4 Nm [32 in-lbs]

 Maximum Moment My 23 Nm [200 in-lbs] 4 Nm [32 in-lbs]

 Maximum Moment Mx 23 Nm [200 in-lbs] 4 Nm [32 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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4X Ø4 H7 X 5 DP

8X M5 X 8 DP

15.9 [.625]

28.6 [1.125]

7.94
[.3125]

68.5
[2.697]

19.1 [.750]

41.6
[1.636]

15.9
[.625] 25.4 ±.03

[1.000 ±.001]

15.24 ±.05
[.600 ±.002]

14.30 ±.03
[.563 ±.001]

31.70 ±.05
[1.248 ±.002]

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

4X M6 X 10 DP

25.40 ±.03
[1.000 ±.001]

25.40 ±.03
[1.000 ±.001]

2X 15.9
[.625]

5.3 [.209]

29.2 [1.150]

6.4 [.250]

38.1
[1.500]

22.9 [.900]

59.7 [2.350]

28.6 [1.125] 41.6
[1.636]

67.0
[2.638]

8X M5 X 8 DP

4X Ø4 H7 X 6 DP

15.9
[.625]

2X 28.6
[1.125]

57.2 [2.250]

6.4 [.250]

29.2
[1.150] 43.2

[1.700]

OPEN PORT

7.9 HEX
[.312 HEX]

35.1 [1.380]

2X M5 X 4 DP
(CLOSED PORT)

4.1
[.160]

CLOSED PORT
15.88 [.6250]

(DOWELS)

2X Ø11 X 7 DP C’BORE &
CLEARANCE FOR M6 SHCS

PURGE-SCAVENGE PORT SUPPLIED
WITH A FILTERED BREATHER VENT

M5 X 4 DP

2X MANIFOLD AIRPORTS: 
M5 X 5 DP

SUPPLIED PLUGGED
(OPEN PORT) 

2X MANIFOLD AIRPORTS: 
M5 X 5 DP

SUPPLIED PLUGGED
(CLOSED PORT) 

2X 38.1 [1.500]

22.9
[.900]

OPEN PORT

98.8 [3.890]

103 [4.05] CLOSED

16.5
[.650]

43.2
[1.700]

19.1
[.750]

38.10
[1.500]

(DOWELS)

2X 38.1
[1.500]

4X M5 X 8 DP

2X Ø5 H7 X 5 DP

4X M5 X 6 DP

38.10 [1.5000]
(DOWELS)

19.1
[.750]

2X Ø5 H7 X 5 DP

50

40

30

20

10

0

223

178

134

89

45
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EFFECTIVE FINGER LENGTH - L
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2

GRIP FORCE PER FINGER

0
0

1
25

1.5
38

2
51

2.5
64

3
76

3.5
89

4
102

4.5 in.
114 mm

.5
13

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]

Loading Information

L

T C

Y

Mx

-B Option Shown

F/2 F/2

X

ZMz

My

Seal Repair Kits 125M
Buna-N Seal Repair Kit SLKT-188

Viton® Seal Repair Kit SLKT-188V

Manifold Seal Kit (Viton® only) SLKT-199V

Sealed Jaw Boot Replacement (1 Buna-N Boot only) SLKT-194

DPDL-125M Static Dynamic
 Maximum Tensile T 3004 N [675 lbs] 401 N [90 lbs]

 Maximum Compressive C 5785 N [1300 lbs] 401 N [90 lbs]

 Maximum Moment Mx 73 Nm [650 in-lbs] 12 Nm [110 in-lbs]

 Maximum Moment My 73 Nm [650 in-lbs] 12 Nm [110 in-lbs]

 Maximum Moment Mx 73 Nm [650 in-lbs] 12 Nm [110 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDL-125M-B Static Dynamic
 Maximum Tensile T 2403 N [540 lbs] 320 N [72 lbs]

 Maximum Compressive C 4628 N [1040 lbs] 320 N [72 lbs]

 Maximum Moment Mx 59 Nm [520 in-lbs] 10 Nm [88 in-lbs]

 Maximum Moment My 59 Nm [520 in-lbs] 10 Nm [88 in-lbs]

 Maximum Moment Mx 59 Nm [520 in-lbs] 10 Nm [88 in-lbs]
†Capacities are per set of jaws and are not simultaneous

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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97.0 [3.820]

8X M6 X 11 DP

93.9
[3.697]

60.2
[2.371]

19.1
[.750]

11.4 [.448]

2X 19.1
[.750]

35.56 ±.03
[1.400 ±.001]

35.6 ±.03
[1.400 ±.001]

19.1 [.750]

60.2
[2.371]

19.1
[.750]

20.65 ±.03
[.813 ±.001]

41.3 [1.625]

100.2
[3.896]

22.2 [.875]

19.05 ±.05
[.750 ±.002]

22.86 ±.05
[1.850 ±.002]

11.43
[.4500]

34.29 ±.03
[1.350 ±.001]

4X Ø5 H7 X 7 DP

6.4 [.250]

OPEN PORT

47.8 [1.880]

111.1 [4.375]

42.9 [1.690]

11.4
[.450]

2X 38.1
[1.500]

42.9
[1.690]

65.3
[2.570]

57.2
[2.250]

11.4
[.450]

42.9
[1.690]

42.9 [1.690]

76.20 [3.000]
(DOWELS)

2X 76.2 [3.000]

38.1
[1.500]

2X Ø8 H7 X 8 DP
2X 76.2
[3.000]

76.20
[3.000]

(DOWELS)

4X M10 X 13 DP

4X M10 X 13 DP

2X Ø8 H7 X 6 DP

38.1 [1.500]

38.1 [1.500]

2X Ø20 X 13 DP C’BORE &
CLEARANCE FOR M12 SHCS

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

PURGE-SCAVENGE PORT SUPPLIED
WITH A FILTERED BREATHER VENT 1/8 NPT
(ADAPTER AVAILABLE FOR METRIC UNITS)

2X AIRPORTS SUPPLIED
WITH PLFT-028 ADAPTER

2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED

(USE PLFT-028 ADAPTER FOR
METRIC [1/8 BSPP] G1/8)

(OPEN PORT) 

2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED

(USE PLFT-028 ADAPTER FOR
METRIC [1/8 BSPP] G1/8)

(CLOSED PORT) 

2X G1/8
(CLOSED PORT)

OPEN PORT

140.5 [5.530]

43.2
[1.700]

145 [5.71] CLOSED

64.8
[2.550]

21.0
[.825]

CLOSED PORT

8X M6 X 11 DP

4X M8 X 13 DP

4X Ø5 H7 X 12 DP

19.10 [.7500]
(DOWELS) 11.1 HEX

[.437 HEX]
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152 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]

Loading Information

L

T C

Y

Mx

-B Option Shown

F/2 F/2

X

ZMz

My

Seal Repair Kits 175M
Buna-N Seal Repair Kit SLKT-189

Viton® Seal Repair Kit SLKT-189V

Manifold Seal Kit (Viton® only) SLKT-201V

Sealed Jaw Boot Replacement (1 Buna-N Boot only) SLKT-195

DPDL-175M Static Dynamic
 Maximum Tensile T 5118 N [1150 lbs] 779 N [175 lbs]

 Maximum Compressive C 10235 N [2300 lbs] 779 N [175 lbs]

 Maximum Moment Mx 130 Nm [1150 in-lbs] 22 Nm [190 in-lbs]

 Maximum Moment My 130 Nm [1150 in-lbs] 22 Nm [190 in-lbs]

 Maximum Moment Mx 130 Nm [1150 in-lbs] 22 Nm [190 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDL-175M-B Static Dynamic
 Maximum Tensile T 4094 N [920 lbs] 623 N [140 lbs]

 Maximum Compressive C 8188 N [1840 lbs] 623 N [140 lbs]

 Maximum Moment Mx 104 Nm [920 in-lbs] 17 Nm [152 in-lbs]

 Maximum Moment My 104 Nm [920 in-lbs] 17 Nm [152 in-lbs]

 Maximum Moment Mx 104 Nm [920 in-lbs] 17 Nm [152 in-lbs]
†Capacities are per set of jaws and are not simultaneous

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION
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69.9
[2.750]

109.2 [4.300]

50.8 [2.000]

115.7
[4.556]

73.2
[2.880]

25.4
[1.000]

OPEN PORT

11.4 [.448]

6.4 [.250] 2X G1/8
(CLOSED PORTS)

63.5 [2.500]
11.1 HEX
[.437 HEX]

83.8
[3.300]

2X 25.4
[1.000]

2X 50.8
[2.000]

11.4
[.450]

127.0 [5.000]

2X Ø20 X 13 DP C’BORE &
CLEARANCE FOR M12 SHCS

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

4X Ø6.4 C’BORE X 7 DP
Ø6 H7 X 13 DP

4X M10 X 13 DP

50.8
[2.000]

193 [7.59] CLOSED

79.3
[3.125]

30.0
[1.180]

187.7 [7.390]

OPEN PORT

25.4 [1.000]

25.4
[1.000]

73.1
[2.880]

8X M8 X 12 DP
(SUPPLIED PLUGGED)

25.40 ±.05
[1.000 ±.002]

60.96 ±.05
[2.400 ±.002]

123.3
[4.855]

28.58 ±.03
[1.125 ±.001]

34.9 [1.375]

57.2 [2.250]47.0 ±.03
 [1.850 ±.001]

15.88
[.6250]

50.8
[2.000]

53.3
[2.100]

PURGE-SCAVENGE PORT SUPPLIED
WITH A FILTERED BREATHER VENT 1/8 NPT
(ADAPTER AVAILABLE FOR METRIC UNITS)

25.40 [1.0000]
(DOWELS)

4X Ø6.4 C’BORE X 9 DP
Ø6 H7 X 18 DP

45.72 ±.03
[1.800 ±.001]

46.99 ±.03
[1.850 ±.001]

2X AIRPORTS SUPPLIED
WITH PLFT-028 ADAPTER
ON METRIC UNITS ONLY

CLOSED
PORT

M8 X 12 DP

2X MANIFOLD AIRPORTS: 
[1/8 NPT] SUPPLIED PLUGGED
(USE PLFT-028 ADAPTER FOR

METRIC [1/8 BSPP] G1/8)
(OPEN PORT) 

2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED

(USE PLFT-028 ADAPTER FOR
METRIC [1/8 BSPP] G1/8)

(CLOSED PORT) 

11.4
[.450]

53.3
[2.100]

48.3 [1.900]

2X 76.2 [3.000]

38.1
[1.500]

2X 76.2
[3.000]

2X Ø8 H7 X 8 DP

4X M10 X 13 DP

76.20
[3.0000]

(DOWELS)

76.20 [3.0000]
(DOWELS)

2X Ø8 H7 x 6DP

38.1 [1.500]

4X M10 X 13 DP

200

150

100
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0
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8
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10 in.
254 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]

Loading Information

L

T C

Y

Mx

-B Option Shown

F/2 F/2

X

ZMz

My

Seal Repair Kits 250M
Buna-N Seal Repair Kit SLKT-190

Viton® Seal Repair Kit SLKT-190V

Manifold Seal Kit (Viton® only) SLKT-201V

Sealed Jaw Boot Replacement (1 Buna-N Boot only) SLKT-196

DPDL-250M Static Dynamic
 Maximum Tensile T 9568 N [2150 lbs] 1224 N [275 lbs]

 Maximum Compressive C 19135 N [4300 lbs] 1224 N [275 lbs]

 Maximum Moment Mx 339 Nm [3000 in-lbs] 40 Nm [350 in-lbs]

 Maximum Moment My 339 Nm [3000 in-lbs] 40 Nm [350 in-lbs]

 Maximum Moment Mx 339 Nm [3000 in-lbs] 40 Nm [350 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDL-250M-B Static Dynamic
 Maximum Tensile T 7654 N [1720 lbs] 979 N [220 lbs]

 Maximum Compressive C 15308 N [3440 lbs] 979 N [220 lbs]

 Maximum Moment Mx 271 Nm [2400 in-lbs] 32 Nm [280 in-lbs]

 Maximum Moment My 271 Nm [2400 in-lbs] 32 Nm [280 in-lbs]

 Maximum Moment Mx 271 Nm [2400 in-lbs] 32 Nm [280 in-lbs]
†Capacities are per set of jaws and are not simultaneous

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

GR-GEN  |  18Dimensions and technical information are subject to change without notice

2-Jaw General Industrial Grippers | Dimensions and Technical Specification

DPDL-250M, 250m-B 



Sensor Accessories Model Numbers Part Number Qty/Unit
PNP Magneto Resistive Sensor with Quick Disconnect* 047M, 056M, 088M, 125M OHSP-017 1-2

NPN Magneto Resistive Sensor with Quick Disconnect* 047M, 056M, 088M, 125M OHSN-017 1-2

PNP Magneto Resistive Sensor with Quick Disconnect* 175M, 250M OHSP-015 1-2

NPN Magneto Resistive Sensor with Quick Disconnect* 175M, 250M OHSN-015 1-2

PNP Magneto Resistive Sensor (90° barrel) w/Qk. Disc.* 047M, 056M, 088M, 125M OHSP-011 1-2

NPN Magneto Resistive Sensor (90° barrel) w/Qk. Disc.* 047M, 056M, 088M, 125M OHSN-011 1-2

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Plumbing Fitting - M3 male to 3mm OD Tube Push-in Style 047M, 056M PLFT-021 1-2

Plumbing Fitting - M3 male to 2mm ID Tube Barb Style 047M, 056M PLFT-022 1-2

Plumbing Fitting - 1/8 NPT Male to 1/8 BSPP Female 125M, 250M PLFT-028 1-2

Adjustable Flow Control G 1/8 Elbow - 6mm OD Push-in 125M, 250M VLVF-005 1-2

Adjustable Flow Control M5 Elbow - 6mm OD Push-in 088M, 125M VLVF-008 1-2

Fail Safe Valve M5 088M, 125M OFSV-004 1

Fail Safe Valve G 1/8 (1/8 BSPP) 175M, 250M OFSV-005 1
*Sensor and cable sold separately.

Accessories

How To Order

Sensor Accessories Model Numbers Part Number Qty/Unit
PNP Magneto Resistive Sensor with Quick Disconnect* 047M, 056M, 088M, 125M OHSP-017 1-2

NPN Magneto Resistive Sensor with Quick Disconnect* 047M, 056M, 088M, 125M OHSN-017 1-2

PNP Magneto Resistive Sensor with Quick Disconnect* 175M, 250M OHSP-015 1-2

NPN Magneto Resistive Sensor with Quick Disconnect* 175M, 250M OHSN-015 1-2

PNP Magneto Resistive Sensor (90° barrel) w/Qk. Disc.* 047M, 056M, 088M, 125M OHSP-011 1-2

NPN Magneto Resistive Sensor (90° barrel) w/Qk. Disc.* 047M, 056M, 088M, 125M OHSN-011 1-2

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Plumbing Fitting - M3 male to 3mm OD Tube Push-in Style 047M, 056M PLFT-021 1-2

Plumbing Fitting - M3 male to 2mm ID Tube Barb Style 047M, 056M PLFT-022 1-2

Plumbing Fitting - 1/8 NPT Male to 1/8 BSPP Female 125M, 250M PLFT-028 1-2

Adjustable Flow Control G 1/8 Elbow - 6mm OD Push-in 125M, 250M VLVF-005 1-2

Adjustable Flow Control M5 Elbow - 6mm OD Push-in 088M, 125M VLVF-008 1-2

Fail Safe Valve M5 088M, 125M OFSV-004 1

Fail Safe Valve G 1/8 (1/8 BSPP) 175M, 250M OFSV-005 1
*Sensor and cable sold separately.

Features:
•  Rugged general purpose modular gripper
•  High impact resistant with double wedge design
•  Finger mounting on end or bottom of jaws
•  Thru-body mounting and multiple mounting features 

simplifies installation
•  Multiple air ports support manifold interface using O-rings 
•  Purge/scavenge ports for harsh & clean environments
•  Corrosion resistance hardware option 

Applications:
•  Compact, robust gripper for use in confined  

spaces requiring a high grip force
•  Multiple part gripping using manifold  

feature to create gripper arrays
• Long finger gripping applications

DPDS-047M

DPDS-056M

DPDS-088M

DPDS-175M

DPDS-250M

DPDS-125M

(USB key shown for scale)

 -  -   -  -  - 

Stroke Stroke varies with size of gripper

047M 006, 009 or 013 125M 019, 025 or 038
056M 009, 013 or 019 175M 025, 038 or 050
088M 013, 019 or 025 250M 038, 050 or 075

Stroke dimensions
006 1.6mm [0.06] 019 4.8mm [0.19] 050 12.7mm [0.50]
009 2.4mm [0.09] 025 6.4mm [0.25] 075 19.1mm [0.75]
013 3.2mm [0.13] 038 9.5mm [0.38]

Jaw Mounting Description

“Blank” End Jaw Mounting
B Bottom Jaw Mounting

Size

047M 125M
056M 175M
088M 250M

Base Model

DPDS

Hardware Description

“Blank” Alloy

CR
Corrosion Resistant with 
Clean Room Grade Grease

Seals Description

“Blank” Buna-N
V Viton® High Temperature
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Specifications Units 047M 056M 088M

Total Rated Grip Force F @ 100 psi N [lbs] 62 [14] 98 [22] 222 [50]

Total Stroke mm [in] 3.2 [0.13] 4.8 [0.19] 6.4 [0.25]

Weight kg [lbs] 0.086 [0.04] 0.155 [0.07] 0.23 [0.51]

Pressure Range bar [psi] 1.5-7 [20-100]

Max. Vacuum for Scavenge Port
mm Hg 
[in. Hg]

200 
[8]

Max. Pressure for Purge Port bar [psi] 1.4 [20]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 0.2 [0.013] 0.5 [0.028] 1.5 [0.090]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.13 0.16 0.20

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position

Specifications Units 125M 175M 250M

Total Rated Grip Force F @ 100 psi N [lbs] 445 [100] 890 [200] 1779 [400]

Total Stroke mm [in] 9.5 [0.38] 12.7 [0.50] 19.1 [0.75]

Weight kg [lbs] 0.46 [1.03] 1.68 [3.70] 2.76 [6.08]

Pressure Range bar [psi] 1.5-7 [20-100]

Max. Vacuum for Scavenge Port
mm Hg 
[in. Hg]

200 
[8]

Max. Pressure for Purge Port bar [psi] 1.4 [20]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 4.5 [0.274] 11.7 [0.717] 36.0 [2.194]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.30 0.40 0.50

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position
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4X Ø 2.0 H7 X 3 DP

4X M3 X 4 DP
(SUPPLIED PLUGGED)

6.4 [.250]

5.6 [.220]

2.79 [.1100]

25.9
[1.019]

9.5 [.375]

17.6
[.694]

7.11 ±.03
[.280 ±.001]

5.6 ±.05
[.220 ±.002]

4.78 ±.03
[.188 ±.001]

11.81 ±.05
[.465 ±.002]

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

4X M3 X 5 DP

10.67 ±.03
[.420 ±.001]

7.11 ±.03
[.280 ±.001]

19.1
[.750]

9.4
[.370]

14.7
[.580]

9.7
[.380]

3.6 [.140]
2X 6.7 [.263]

OPEN
PORT

2X M3 X 3 DP
(CLOSED PORT)

4X Ø 2.0 H7 X 3 DP

6.7 [.263]

6.4 [.250] 4X M3 X 4 DP

17.6
[.694]24.4

[.960]

3.81
[.1500]

11.4
[.450]

9.7 [.380]
3.6 [.140]

10.2 [.400]

CLOSED PORT

2X Ø5 X 4 DP C’BORE &
CLEARANCE FOR M2.5 SHCS

PURGE-SCAVENGE PORT SUPPLIED PLUGGED
M3 X 3 DP

2X MANIFOLD AIRPORTS: 
 M3 X 3 DP

SUPPLIED PLUGGED
(OPEN PORT) 

2X MANIFOLD AIRPORTS: 
M3 X 3 DP

SUPPLIED PLUGGED
(CLOSED PORT)

19.05 [.7500]
(DOWELS)

2X Ø3 H7 X 3 DP

4X M3 X 4 DP

2X 19.1 [.750]

28 [1.11]
CLOSED

24.4 [.960]

7.9
[.310]

22.2
[.875]

10.2 [.400]

OPEN PORT

19.05
[.7500]

(DOWELS)

9.5
[.375]

2X Ø3 H7 X 3 DP

4X M3 X 4 DP2X 19.1
[.750]

9.5 [.375]
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]80 PSI [5.5 bar]
60 PSI [4.1 bar]

40 PSI [2.7 bar]
20 PSI [1.4 bar]

L

T C

Y

Mx

-B Option Shown

F/2 F/2

X

ZMz

My

Seal Repair Kits 047M
Buna-N Seal Repair Kit SLKT-185

Viton® Seal Repair Kit SLKT-185V

Manifold Seal Kit (Viton® only) SLKT-197V

DPDS-047M Static Dynamic
 Maximum Tensile T 134 N [30 lbs] 27 N [6 lbs]

 Maximum Compressive C 223 N [50 lbs] 45 N [10 lbs]

 Maximum Moment Mx 2 Nm [20 in-lbs] 0.6 Nm [5 in-lbs]

 Maximum Moment My 2 Nm [20 in-lbs] 0.6 Nm [5 in-lbs]

 Maximum Moment Mx 2 Nm [20 in-lbs] 0.6 Nm [5 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDS-047M-B Static Dynamic
 Maximum Tensile T 107 N [24 lbs] 22 N [5 lbs]

 Maximum Compressive C 178 N [40 lbs] 36 N [8 lbs]

 Maximum Moment Mx 2 Nm [16 in-lbs] 0.5 Nm [4 in-lbs]

 Maximum Moment My 2 Nm [16 in-lbs] 0.5 Nm [4 in-lbs]

 Maximum Moment Mx 2 Nm [16 in-lbs] 0.5 Nm [4 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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4X Ø 2.5 H7 X 3 DP

4X M3 X 5 DP
(SUPPLIED PLUGGED)

7.1 [.280]

7.65 [.300]

3.81 [.1500]

28.9
[1.137]

12.7 [.500]

19.9
[0.782]

8.64 ±.03
[.340 ±.001]

7.11 ±.05
[.280 ±.002]

6.35 ±.03
[.250 ±.001]

13.34 ±.05
[.525 ±.002]

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

4X M3 X 5 DP

CLOSED PORT

8.0 [.313]

27.4
[1.078]

19.9
[.782]

7.1 [.280]

4.76
[.1875]

4X Ø2.5 H7 X 3 DP

11.2 [.440]

12.7
[.500]

3.6
[.140]

10.2 [.400]

MANIFOLD AIRPORTS: 
M3 X 3 DP

SUPPLIED PLUGGED
(OPEN PORT) 

2X MANIFOLD AIRPORTS: 
M3 X 3 DP

SUPPLIED PLUGGED
(CLOSED PORT) 

OPEN PORT

19.05 [.7500]
(DOWELS)

2X Ø3 H7 x 3 DP

9.5 [.375]

2X 19.1 [.750]

10.2 [.400]

31.2 [1.230]

35 [1.38]
CLOSED

8.6
[.340]

24.1
[.950]

4X M3 X 4 DP2X 19.1
[.750]

2X Ø3 H7 X 3 DP

9.5
[.375]

19.05
[.7500]

(DOWELS)

4X M3 X 4 DP

2X Ø5 X 3 DP C’BORE &
CLEARANCE FOR M2.5 SHCS

12.19 ±.03
[.480 ±.001]

8.64 ±.03
[.340 ±.001]

19.1
[.750]

3.6 [.140]

2X 8.0 [.313]

OPEN
PORT

11.2
[.440] 17.0

[.670]

11.7
[.460]

2X M3 X 3 DP
(CLOSED PORT)

PURGE-SCAVENGE PORT SUPPLIED PLUGGED
M3 X 3 DP

4X M4 X 5 DP
[#8-32 X .19 DP]

M3M3

M3M3
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]
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Y

Mx

-B Option Shown

F/2 F/2

X

ZMz

My

Seal Repair Kits 056M
Buna-N Seal Repair Kit SLKT-186

Viton® Seal Repair Kit SLKT-186V

Manifold Seal Kit (Viton® only) SLKT-197V

DPDS-056M Static Dynamic
 Maximum Tensile T 267 N [60 lbs] 45 N [10 lbs]

 Maximum Compressive C 401 N [90 lbs] 67 N [15 lbs]

 Maximum Moment Mx 5 Nm [40 in-lbs] 0.8 Nm [7 in-lbs]

 Maximum Moment My 5 Nm [40 in-lbs] 0.8 Nm [7 in-lbs]

 Maximum Moment Mx 5 Nm [40 in-lbs] 0.8 Nm [7 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDS-056M-B Static Dynamic
 Maximum Tensile T 214 N [48 lbs] 36 N [8 lbs]

 Maximum Compressive C 320 N [72 lbs] 53 N [12 lbs]

 Maximum Moment Mx 4 Nm [32 in-lbs] 1 Nm [6 in-lbs]

 Maximum Moment My 4 Nm [32 in-lbs] 1 Nm [6 in-lbs]

 Maximum Moment Mx 4 Nm [32 in-lbs] 1 Nm [6 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION
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FIRST ANGLE
PROJECTION
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4X Ø3 H7 X 5 DP

8X M4 X 6 DP
(SUPPLIED PLUGGED)

8.0 [.313]

15.9 [.625]

6.35
[.2500]

43.4
[1.708]

8.9 [.350]

11.4
[0.450]

26.1
[1.028]

13.97 ±.03
[.550 ±.001]

10.67 ±.05
[.420 ±.002]

7.95 ±.03
[.313 ±.001]

20.27 ±.05
[.798 ±.002]

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

4X M5 X 8 DP

18.29 ±.03
[.720 ±.001]

13.97 ±.03
[.550 ±.001]

5.3 [.210]

4X 8.0 [.313]

8X M4 X 6 DP

11.4
[.450]

38.1
[1.500]

3.6
[.140]

17.5
[.690]

17.8
[.700]

2X M5 X 4 DP
(CLOSED PORT)

25.4
[1.000]

OPEN
PORT

6.1 [.240]

2X 9.5 [.375]

26.1
[1.028]

41.9
[1.649]

7.9 HEX
[.312 HEX]

2X Ø7 X 4 DP C’BORE &
CLEARANCE FOR M4 SHCS

PURGE-SCAVENGE PORT SUPPLIED
WITH A FILTERED BREATHER VENT

M5 X 4 DP

2X MANIFOLD AIRPORTS: 
M5 X 5 DP

SUPPLIED PLUGGED
(OPEN PORT) 

2X MANIFOLD AIRPORTS: 
M5 X 5 DP

SUPPLIED PLUGGED
(CLOSED PORT) 

OPEN PORT

19.1 [.750]

46.7 [1.840]

36.1
[1.420]

12.7
[.500]

51 [2.00]
CLOSED

2X 38.1
[1.500]

4X M5 X 6 DP

CLOSED PORT

9.5
[.375]

19.1
[.750]

19.1
[.750]

6.1 [.240]

17.5 [690]

2X 7.94 [.3125]
(DOWELS)

4X Ø3 H7 X 5 DP

38.10 [1.5000]
(DOWELS)

2X Ø5 H7 X 5 DP

2X Ø5 H7 X 5 DP

4X M5 X 8 DP
2X 38.1
[1.500]

38.10 [1.500]
(DOWELS)

19.1
[.750]

19.1 [.750]
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]
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-B Option Shown

F/2 F/2
X

ZMz

My

Seal Repair Kits 088M
Buna-N Seal Repair Kit SLKT-187

Viton® Seal Repair Kit SLKT-187V

Manifold Seal Kit (Viton® only) SLKT-199V

DPDS-088M Static Dynamic
 Maximum Tensile T 614 N [138 lbs] 111 N [25 lbs]

 Maximum Compressive C 1224 N [275 lbs] 111 N [25 lbs]

 Maximum Moment Mx 14 Nm [120 in-lbs] 2 Nm [20 in-lbs]

 Maximum Moment My 14 Nm [120 in-lbs] 2 Nm [20 in-lbs]

 Maximum Moment Mx 14 Nm [120 in-lbs] 2 Nm [20 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDS-088M-B Static Dynamic
 Maximum Tensile T 490 N [110 lbs] 89 N [20 lbs]

 Maximum Compressive C 979 N [220 lbs] 89 N [20 lbs]

 Maximum Moment Mx 11 Nm [96 in-lbs] 2 Nm [16 in-lbs]

 Maximum Moment My 11 Nm [96 in-lbs] 2 Nm [16 in-lbs]

 Maximum Moment Mx 11 Nm [96 in-lbs] 2 Nm [16 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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4X Ø4 H7 X 5 DP

8X M5 X 8 DP
(SUPPLIED PLUGGED)

15.9 [.625]

11.1 [0.438]

7.94
[.3125]

52.7
[2.074]

19.1 [.750]

31.3
[1.232]

11.4 [0.450]

19.05 ±.03
[0.750 ±.001]

15.24 ±.05
[.600 ±.002]

9.53 ±.03
[.375 ±.001]

25.35 ±.05
[0.998 ±.002]

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

4X M6 X 10 DP

25.40 ±.03
[1.000 ±.001]

19.05 ±.03
[.750 ±.001]

4X 11.1 [.438]

6.4 [.250]

22.2
[.875]

22.9
[.900]

12.7
[.500]

51.2
[2.015]

31.3
[1.232]

8X M5 X 8 DP

4X Ø4 H7 X 6 DP

5.3 [.210]

15.9
[.625]

38.1
[1.500]

6.4 [.250]

2X 12.7 [.500]

19.8
[.780]

30.5
[1.200]

OPEN
PORT

7.9 HEX
[.312 HEX]

22.4
[.880]

2X M5 X 4 DP
(CLOSED PORT)

4.1
[.160]

19.8 [.780]

CLOSED PORT

2X 11.11 [.4375]
(DOWELS)

2X Ø7 X 4 DP C’BORE &
CLEARANCE FOR M4 SHCS

PURGE-SCAVENGE PORT SUPPLIED
WITH A FILTERED BREATHER VENT

M5 X 4 DP

2X MANIFOLD AIRPORTS: 
M5 X 5 DP

SUPPLIED PLUGGED
(OPEN PORT) 

2X MANIFOLD AIRPORTS: 
M5 X 5 DP

SUPPLIED PLUGGED
(CLOSED PORT) 

2X 38.1
[1.500]

22.9 [.900]

59.7 [2.350]

64 [2.51]
CLOSED

16.5
[.650]

43.2
[1.700]

OPEN PORT

19.1
[.750]

38.10 [1.500]
(DOWELS)

2X 38.1
[1.500]

4X M5 X 8 DP

2X Ø5 H7 X 5 DP

4X M5 X 6 DP

38.10 [1.5000]
(DOWELS)

19.1 [.750]

2X Ø5 H7 X 5 DP
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]
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-B Option Shown

F/2 F/2

X

ZMz

My

Seal Repair Kits 056M
Buna-N Seal Repair Kit SLKT-188

Viton® Seal Repair Kit SLKT-188V

Manifold Seal Kit (Viton® only) SLKT-199V

DPDS-125M Static Dynamic
 Maximum Tensile T 2225 N [500 lbs] 289 N [65 lbs]

 Maximum Compressive C 4228 N [950 lbs] 289 N [65 lbs]

 Maximum Moment Mx 48 Nm [425 in-lbs] 8 Nm [70 in-lbs]

 Maximum Moment My 48 Nm [425 in-lbs] 8 Nm [70 in-lbs]

 Maximum Moment Mx 48 Nm [425 in-lbs] 8 Nm [70 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDS-125M-B Static Dynamic
 Maximum Tensile T 1780 N [400 lbs] 231 N [52 lbs]

 Maximum Compressive C 3382 N [760 lbs] 231 N [52 lbs]

 Maximum Moment Mx [8 Nm [340 in-lbs] 6 Nm [56 in-lbs]

 Maximum Moment My 38 Nm [340 in-lbs] 6 Nm [56 in-lbs]

 Maximum Moment Mx 38 Nm [340 in-lbs] 6 Nm [56 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION
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FIRST ANGLE
PROJECTION
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40.4
[1.590]

21.3
[.840]

8X M6 X 11 DP

75.3
[2.966]

46.7
[1.840]

19.1
[.750]

11.4 [.448]

4X 15.9 [.625]

28.58 ±.03
[1.125 ±.001]

28.58 ±.03
[1.125 ±.001]

19.1
[.750]

46.7
[1.840]

15.9 [.625]

17.48 ±.03
[.688 ±.001]

34.9 [1.375]

80.4
[3.164]

15.9 [.625]

19.05 ±.05
[.750 ±.002]

40.0 ±.05
[1.575 ±.002]

11.43
[.4500]

34.29 ±.03
[1.350 ±.001]

4X Ø5 H7 X 7 DP

6.4 [.251] OPEN
PORT

31.8
[1.250]

76.2
[3.000]

42.9
[1.690]

11.4 [.450]

2X 21.3 [.840]

27.7
[1.090]

46.7
[1.840]

27.7
[1.090]

11.4 [.450]

42.9
[1.690]

76.20 [3.000]
(DOWELS)

2X 76.2
[3.000]

38.1
[1.500]

2X Ø8 H7 X 8 DP

2X 76.2
[3.000]

76.20 [3.000]
(DOWELS)

4X M10 X 13 DP

4X M10 X 13 DP

2X Ø8 H7 X 6 DP

38.1 [1.500]

2X Ø13 X 25 DP C’BORE &
CLEARANCE FOR M8 SHCS

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

PURGE-SCAVENGE PORT SUPPLIED
WITH A FILTERED BREATHER VENT 1/8 NPT
(ADAPTER AVAILABLE FOR METRIC UNITS)

2X AIRPORTS SUPPLIED
WITH PLFT-028 ADAPTER

2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED

(USE PLFT-028 ADAPTER FOR
METRIC [1/8 BSPP] G1/8)

(OPEN PORT) 

2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED

(USE PLFT-028 ADAPTER FOR
METRIC [1/8 BSPP] G1/8)

(CLOSED PORT) 

2X G1/8
(CLOSED PORT)

OPEN PORT

43.2 [1.700]

97.0 [3.820]

102 [4.00]
CLOSED

64.8
[2.550]

21.0
[.825]

CLOSED PORT

8X M6 X 11 DP
(SUPPLIED PLUGGED)

4X M8 X 13 DP

4X Ø5 H7 X 12 DP

2X 15.86 [.6250]
(DOWELS)

11.1 HEX
[.437 HEX]
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]

Loading Information
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-B Option Shown

F/2 F/2

X

ZMz

My

Seal Repair Kits 175M
Buna-N Seal Repair Kit SLKT-189

Viton® Seal Repair Kit SLKT-189V

Manifold Seal Kit (Viton® only) SLKT-201V

DPDS-175M Static Dynamic
 Maximum Tensile T 4450 N [1000 lbs] 668 N [150 lbs]

 Maximum Compressive C 8900 N [2000 lbs] 668 N [150 lbs]

 Maximum Moment Mx 113 Nm [1000 in-lbs] 20 Nm [175 in-lbs]

 Maximum Moment My 113 Nm [1000 in-lbs] 20 Nm [175 in-lbs]

 Maximum Moment Mx 113 Nm [1000 in-lbs] 20 Nm [175 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDS-175M-B Static Dynamic
 Maximum Tensile T 3560 N [800 lbs] 534 N [120 lbs]

 Maximum Compressive C 7120 N [1600 lbs] 534 N [120 lbs]

 Maximum Moment Mx 90 Nm [800 in-lbs] 16 Nm [140 in-lbs]

 Maximum Moment My 90 Nm [800 in-lbs] 16 Nm [140 in-lbs]

 Maximum Moment Mx 90 Nm [800 in-lbs] 16 Nm [140 in-lbs]
†Capacities are per set of jaws and are not simultaneous

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION
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41.3
[1.625]

48.3
[1.900]

22.2
[.875]

87.9
[3.461]

52.1
[2.053]

25.4
[1.000]

11.4 [.448]

4X 20.7 [.813]

6.4 [.251]
OPEN
PORT

2X G1/8
(CLOSED PORTS)

41.4
[1.630]

11.1 HEX
[.437 HEX]

49.8
[1.960]

2X 22.5 [.875]

11.4 [.450]
76.2

[3.000]

2X Ø13 X 25 DP C’BORE &
CLEARANCE FOR M8 SHCS

-B BOTTOM JAW MOUNTING OPTION SHOWN ABOVE

4X Ø6.4 C’BORE X 7 DP
Ø6 H7 X 13 DP

4X M10 X 13 DP

20.7 [.813]

50.8 [2.000]

114 [4.50]
CLOSED

79.3
[3.125]

30.0
[1.180]

109.2 [4.300]

OPEN PORT

25.4
[1.000]

52.1
[2.053]

8X M8 X 12 DP
(SUPPLIED PLUGGED)

25.40 ±.05
[1.000 ±.002]

52.07 ±.05
[2.050 ±.002]

95.5
[3.760]

20.65 ±.03
[.813 ±.001]

20.6 [.812]

41.3 [1.625]
38.10 ±.03

 [1.500 ±.001]

15.88
[.6250]

50.8
[2.000]

34.3
[1.350]

PURGE-SCAVENGE PORT SUPPLIED
WITH A FILTERED BREATHER VENT 1/8 NPT
(ADAPTER AVAILABLE FOR METRIC UNITS)

2X 20.64 [.8125]
(DOWELS) 4X Ø6.4 C’BORE X 8 DP

Ø6 H7 X 15 DP

45.72 ±.03
[1.800 ±.001]

38.10 ±.03
[1.500 ±.001]

2X AIRPORTS SUPPLIED
WITH PLFT-028 ADAPTER

CLOSED PORT

8X M8 X 12 DP

2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED

(USE PLFT-028 ADAPTER FOR
METRIC [1/8 BSPP] G1/8)

(OPEN PORT) 

2X MANIFOLD AIRPORTS: [1/8 NPT]
SUPPLIED PLUGGED

(USE PLFT-028 ADAPTER FOR
METRIC [1/8 BSPP] G1/8)

(CLOSED PORT) 

11.4
[.450]

34.3
[1.350]

2X 76.2
[3.000]

38.1
[1.500]

2X 76.2
[3.000]

2X Ø8 H7 X 8 DP

4X M10 X 13 DP

76.20 [3.0000]
(DOWELS)

76.20 [3.0000]
(DOWELS)

2X Ø8 H7 x 6DP

38.1 [1.500]

4X M10 X 13 DP
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]

Loading Information

L
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-B Option Shown

F/2 F/2

X

ZMz

My

Seal Repair Kits 250M
Buna-N Seal Repair Kit SLKT-190

Viton® Seal Repair Kit SLKT-190V

Manifold Seal Kit (Viton® only) SLKT-201V

DPDS-250M Static Dynamic
 Maximum Tensile T 5785 N [1300 lbs] 979 N [220 lbs]

 Maximum Compressive C 12015 N [2700 lbs] 979 N [220 lbs]

 Maximum Moment Mx 153 Nm [1350 in-lbs] 25 Nm [225 in-lbs]

 Maximum Moment My 153 Nm [1350 in-lbs] 25 Nm [225 in-lbs]

 Maximum Moment Mx 153 Nm [1350 in-lbs] 25 Nm [225 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPDS-250M-B Static Dynamic
 Maximum Tensile T 4628 N [1040 lbs] 783 N [176 lbs]

 Maximum Compressive C 9612 N [2160 lbs] 783 N [176 lbs]

 Maximum Moment Mx 122 Nm [1080 in-lbs] 20 Nm [180 in-lbs]

 Maximum Moment My 122 Nm [1080 in-lbs] 20 Nm [180 in-lbs]

 Maximum Moment Mx 122 Nm [1080 in-lbs] 20 Nm [180 in-lbs]
†Capacities are per set of jaws and are not simultaneous

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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How To Order

Features:
•  Rugged general purpose modular gripper
•  Multi-position sensing up to 4 locations
•  Shielded gripper to repel metal chips  

and particulates
•  Spring assist option maintains grip  

in case of air pressure loss 
•  Synchronous or non-synchronous  

jaw operation
•  Multiple air ports support manifold interface 

using O-rings
•  Two finger mounting surfaces on each jaw

Applications:
•  CNC Machining applications
•  Chip and dry particulate harsh environments 
•  Non-synchronous jaw or fixed jaw clamp operations

DPG-10M-1

DPG-10M-2

DPG-10M-3

DPG-10M-4

 -  -  -  -  - 

Size

1
2
3
4

Base Model

DPG-10M

Porting Description

“Blank” Front & Both Sides
T Top Manifold Ports

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Spring Description

“Blank” No Spring
O Spring Open
C Spring Closed

Jaw Action Description

LF Left Jaw Fixed
RF Right Jaw Fixed
NS Non-Synchronous Operation

“Blank” Synchronous

(USB key shown 
for scale)
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Specifications

Specifications Units 10M-1 10M-2 10M-3 10M-4

Total Rated Grip Force F @ 100 psi [7 bar] N [lbs] 222 [50]

Total Stroke mm [in] 6.4 [0.25] 12.7 [0.50] 19.1 [0.75] 25.4 [1.00]

Weight kg [lbs] 0.17 [0.39] 0.24 [0.53] 0.68 [0.30] 0.81 [0.36]

Pressure Range (without spring) bar [psi] 3-7 [40-100]

Pressure Range (with spring) bar [psi] 1.4-7 [20-100] 3.4-7 [50-100]

Ingress Protection Class (IP) IP54

Displacement
cm3 

[in3]
1.2 

[0.076]
2.5 

[0.153]
3.8 

[0.230]
5.0  

[0.306]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.13 0.19 0.29 0.40

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.05 [±0.002]

Valve to Actuate Double Acting 4-way, 2-position

Sensor Accessories Model Numbers Part Number Qty/Unit
Inductive Sensor Mounting Kit (Mounts 2 Sensors) All Models OSMK-097 1-2

NPN Inductive Sensor with Qk. Disconnect* All Models OISN-019 1-4

PNP Inductive Sensor with Qk. Disconnect* All Models OISP-019 1-4

NPN Magneto Resistive Sensor w/Qk. Disconnect* All Models OHSN-017 1-4

PNP Magneto Resistive Sensor w/Qk. Disconnect* All Models OHSP-017 1-4

NPN Magneto Resistive Sensor (90°) w/Qk. Disconnect* All Models OHSN-011 1-4

PNP Magneto Resistive Sensor (90°) w/Qk. Disconnect* All Models OHSP-011 1-4

Quick Disconnect Cable (2 meters long)* All Models CABL-010 1-4

Quick Disconnect Cable (5 meters long)* All Models CABL-013 1-4

Quick Disconnect Cable Extension Cord (1 meter long)* All Models CABL-015 1-4

Quick Disconnect Cable Extension Cord (2 meters long)* All Models CABL-016 1-4

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Buna-N Seal Repair Kit All Models SLKT-183 1

Viton® Seal Repair Kit All Models SLKT-183V 1

-T Plumbing Fitting - M3 male to 3mm OD Tube Push-in Style All Models PLFT-021 1-2

-T Plumbing Fitting - M3 male to 2mm ID Tube Barb Style All Models PLFT-022 1-2

Fail Safe Valve - M5 (Metric) All Models OFSV-004 1

Adjustable Flow Control (Metric) All Models VLVF-008 1-2

Top Port Manifold Seal Kit All Models SLKT-184V 1
*Sensor and cable sold separately.
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B (OPEN)
C (CLOSED)

(JAWS SHOWN CLOSED)

[.79]
20

[.23]
6

[.095]
2.4

[.092]
2.3

(CLOSED)

2X M5
AIRPORTS
(OPEN)

A

[1.375]
34.9

22.2
[.875]
(-T OPTION ONLY

[1.5000]
38.10

Ø5 H7 X 2.5 DP2X 

[.780]
(-T OPTION ONLY)

19.8

[.750]
19.1

M5 X 5 DP4X 

2X M3 X 5 [.20] DP 
C'BORE Ø6.7 [Ø.265] X 8 [.033] DP
OPEN PORT
(-T OPTION ONLY)

CLOSED PORT
(-T OPTION ONLY)

[.375]
9.5

[.3750]
9.52

[.88]
22

[.79]
20

Ø3H7 X 4 DP4X 

[.138]
3.5

[.625 +.000/-.001]
15.88 +.00/-.03

[.045]
1.1

(CLOSED)

2X M5
AUX. AIRPORTS
SUPPLIED PLUGGED
BOTH ENDS (OPEN)

2X SENSOR SLOTS
(MAGNETO RESISTIVE)

8X M3 X 5 DP

2X SENSOR SLOTS
(INDUCTIVE)

SENSOR
TARGET S
STANDARD
(REMOVABLE )
BOTH SIDES

[.375]
9.5

[.3750]
2X 9.52

[1.030]
26.2

[.282]
7.2

Ø3H7 X 6 DP4X 

8X M3 X 5 DP

DPG-10M-1 DPG-10M-2

DPG-10M-3 DPG-10M-4

[1.768]
44.9

[.651 ±.001]
16.54 ±.03

[.750]
19.1

[.625]
15.9

[.375]
9.5

[1.5000]
38.10

M5 X 5 DP4X 

Ø5 H7 X 2.5 DP2X

FIXED JAW OPTION
-LF FOR LEFT JAW FIXED
-RF FOR RIGHT JAW FIXED
(-LF SHOWN)

D

CL

CL

CL

CL

CL CL

[.375]
9.5 [.3750]

2X 9.52

[1.374]
34.9

[.532]
13.5

Ø 3H7 X 6 DP4X 

8X M3 X 5 DP

CL

[.375]
9.5

[1.780]
45.2

Ø3H7 X 6 DP6X 

[.407]
10.3

[.3750]
4X 9.52

12X M3 X 5  DP

CL

[.375]
9.5

[2.124]
53.9

Ø3H7 X 6 DP8X 

[.282]
7.2

[.3750]
6X 9.52

16X M3 X 5  DP

CL

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Model A B C D
 DPG-10M-1 50.8 [2.000] 62 [2.44] 55 [2.18] 29 [1.15]

 DPG-10M-2 68.3 [2.688] 86 [3.38] 73 [2.87] 37 [1.45]

 DPG-10M-3 88.9 [3.500] 113 [4.44] 94 [3.68] 56 [2.20]

 DPG-10M-4 106 [4.188] 137 [5.38] 111 [4.37] 62 [2.43]
Dimensions in mm [in]
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DPG-10M-1 Static Dynamic
 Maximum Tensile T 778 N [175 lbs] 89 N [20 lbs]

 Maximum Compressive C 1779 N [400 lbs] 89 N [20 lbs]

 Maximum Moment Mx 17 Nm [150 in-lbs] 2 Nm [20 in-lbs]

 Maximum Moment My 20 Nm [175 in-lbs] 3 Nm [30 in-lbs]

 Maximum Moment Mx 17 Nm [150 in-lbs] 2 Nm [20 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPG-10M-2 Static Dynamic
 Maximum Tensile T 890 N [200 lbs] 111 N [25 lbs]
 Maximum Compressive C 1890 N [425 lbs] 111 N [25 lbs]
 Maximum Moment Mx 20 Nm [175 in-lbs] 3 Nm [25 in-lbs]
 Maximum Moment My 23 Nm [200 in-lbs] 4 Nm [35 in-lbs]
 Maximum Moment Mx 20 Nm [175 in-lbs] 3 Nm [25 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPG-10M-3 Static Dynamic
 Maximum Tensile T 1001 N [225 lbs] 133 N [30 lbs]

 Maximum Compressive C 2002 N [450 lbs] 133 N [30 lbs]

 Maximum Moment Mx 23 Nm [200 in-lbs] 3 Nm [30 in-lbs]

 Maximum Moment My 25 Nm [225 in-lbs] 5 Nm [40 in-lbs]

 Maximum Moment Mx 23 Nm [200 in-lbs] 3 Nm [30 in-lbs]
†Capacities are per set of jaws and are not simultaneous

DPG-10M-4 Static Dynamic
 Maximum Tensile T 1112 N [250 lbs] 156 N [35 lbs]

 Maximum Compressive C 2113 N [475 lbs] 156 N [35 lbs]

 Maximum Moment Mx 25 Nm [225 in-lbs] 4 Nm [35 in-lbs]

 Maximum Moment My 28 Nm [250 in-lbs] 5 Nm [45 in-lbs]

 Maximum Moment Mx 25 Nm [225 in-lbs] 4 Nm [35 in-lbs]
†Capacities are per set of jaws and are not simultaneous

 Total Additional Grip Force Spring Open Spring Close
 @ Full Open 26 N [6 lbs] 40 N [9 lbs]
 @ Full Close 49 N [11 lbs] 26 N [6 lbs]

100 PSI [7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

40 PSI [2.7 bar]
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MAXIMUM EFFECTIVE 
FINGER LENGTHS

 Total Additional Grip Force Spring Open Spring Close
 @ Full Open 26 N [6 lbs] 62 N [14 lbs]
 @ Full Close 66 N [15 lbs] 26 N [6 lbs]

100 PSI [7 bar]

40 PSI [2.7 bar]

80 PSI [5.5 bar]
60 PSI [4.1 bar]

30

25

20

15

10

5

0

134

112

89

67

45

23

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

1
25

.5
13

2
51

1.5
38

3
76

2.5
64

4
102

3.5
89

4.5 in.
114 mm

WARNING!
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MAXIMUM EFFECTIVE 
FINGER LENGTHS

 Total Additional Grip Force Spring Open Spring Close
 @ Full Open 26 N [6 lbs] 66 N [15 lbs]
 @ Full Close 102 N [23 lbs] 26 N [6 lbs]

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]
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MAXIMUM EFFECTIVE 
FINGER LENGTHS
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4
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3.5
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4.5
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 Total Additional Grip Force Spring Open Spring Close
 @ Full Open 26 N [6 lbs] 66 N [15 lbs]
 @ Full Close 97 N [22 lbs] 26 N [6 lbs]
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Sensor Accessories Model Numbers Part Number Qty/Unit
8mm PNP Magneto Resistive Sensor (90° barrel) w/ M8 Qk. Disc* All Models OHSP-011 1-4

8mm NPN Magneto Resistive Sensor (90° barrel) w/ M8 Qk. Disc* All Models OHSN-011 1-4

8mm PNP Magneto Resistive Sensor Short Barrel w/ M8 Qk Disc* All Models OHSP-017 1-4

8mm NPN Magneto Resistive Sensor Short Barrel w/ M8 Qk Disc* All Models OHSN-017 1-4

8mm PNP Inductive Sensor w/ M12 Quick Disconnect* RDH-4M, -5M, -6M OISP-011 1-2

8mm NPN Inductive Sensor w/ M12 Quick Disconnect* RDH-4M, -5M, -6M OISN-011 1-2

12mm PNP Inductive Sensor w/ M12 Quick Disconnect* RDH-7M, -8M OISP-017 1-2

12mm NPN Inductive Sensor w/ M12 Quick Disconnect* RDH-7M, -8M OISN-017 1-2

M8 Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-4

M8 Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-4

M12 Quick Disconnect 2 Meter Cable Length* RDH-7M, -8M CABL-014 1-2

M12 Quick Disconnect 5 Meter Cable Length* RDH-7M, -8M CABL-018 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
M5 Adjustable Flow Control RDH-1M, -2M, -3M VLVF-008 1-2

G 1/4” Adjustable Flow Control RDH-4M, -5M, -6M, -7M VLVF-005 1-2

G 1/8” Adjustable Flow Control RDH-8M VLVF-010 1-2
*Sensor and cable sold separately.

Accessories

 -  -  -  - 

How To Order

Spring Description

“Blank” None
C Spring Closed
O Spring Open

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Size

1M-8M

Base Model

RDH

Features:
•  Rugged multi-purpose powerful gripper
•  8 sizes for small lightweight to very large  

and heavy part gripping
•  High impact resistant with double wedge design
•  Shielded gripper to repel metal chips and particulates
•  Spring assist option maintains grip  

in case of air pressure loss
•  Purge and scavenge ports for  

harsh & clean environments
•  Multi-position sensing up to 4 locations

Applications:
•  High particulate application environments
•  Automotive engine block and gantry systems 
•  Ideal for very heavy part gripping

RDH-6M

RDH-7M

RDH-8M

RDH-5M
RDH-4M

RDH-3M
RDH-2M

RDH-1M
(USB key shown for scale)

Force & 
Stroke

Description

“Blank” Standard
L Extended
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Specifications Units 1M 1M-L 2M 2M-L 3M 3M-L 4M 4M-L

Total Rated Grip Force F  
@ 100 psi [7 bar] w/o Spring Assist

N  
[lbs]

555
[125]

361
[81]

754
[170]

494
[111]

1317
[296]

854
[192]

2177
[490]

1414
[318]

Total Rated Grip Force F  
@ 100 psi [7 bar] with Spring Assist

N  
[lbs]

693
[156]

452
[102]

1006
[226]

661
[149]

1683
[379]

1094
[246]

2789
[628]

1814
[408]

Total Stroke
mm  
[in]

4  
[0.16]

8  
[0.32]

6  
[0.24]

12  
[0.47]

8 
[0.31]

16  
[0.63]

10 
[0.39]

20 
[0.79]

Weight kg [lbs] 0.19
[0.4]

0.21 
[0.5]

0.39 
[0.86]

0.42
[0.93]

0.82
[1.81]

0.88
[1.94]

1.43
[3.15]

1.51
[3.33]

Pressure Range w/o Spring bar [psi] 2-7 [30-100]

Pressure Range with Spring bar [psi] 3.5-7 [50-100]

Max. Vacuum for Scavenge Port mm Hg [in Hg] 200 [8] 

Max. Pressure for Purge Port bar [psi] 2.1 [30]

Ingress Protection Class (IP) IP55

Displacement cm3 [in3] 5 [0.31] 10.3 [0.63] 23.4 [1.43] 47.5 [2.90]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec. 0.06 0.07 0.08

Accuracy mm 
[in]

±0.04 
[±0.002]

±0.06  
[±0.0024]

Repeatability
mm 
[in]

±0.02 
[±0.001]

±0.03 
[±0.0012]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position

Specifications (cont.) Units 5M 5M-L 6M 6M-L 7M 7M-L 8M 8M-L

Total Rated Grip Force F  
@ 100 psi [7 bar] w/o Spring Assist

N  
[lbs]

3593
[808]

2333
[525]

6250
[1406]

4062
[914]

9901
[2228]

6404
[1441]

21958
[4941]

14178
[3190]

Total Rated Grip Force F  
@ 100 psi [7 bar] with Spring Assist

N  
[lbs]

4609
[1037]

2999
[675]

8640
[1944]

5623
[1265]

12542
[2822]

8135
[1830]

28002
[6300]

18115
[4076]

Total Stroke
mm  
[in]

13 
[0.51]

26  
[1.02]

16  
[0.63]

32 
[1.26]

25 
[0.98]

50 
[1.97]

35 
[1.38]

70 
[2.76]

Weight kg [lbs] 2.75
[6.06]

2.98
[6.57]

5.77
[12.72]

11.25
[24.8]

32.3
[71.1]

Pressure Range w/o Spring bar [psi] 2-7 [30-100]

Pressure Range with Spring bar [psi] 4-7 [60-100] 4.5-7 [65-100] 4-7 [60-100] 3.5-7 [50-100]

Max. Vacuum for Scavenge Port mm Hg [in Hg] 20 [8]

Max. Pressure for Purge Port bar [psi] 2.1 [30]

Ingress Protection Class (IP) IP55

Displacement cm3 [in3] 102 [6.22] 216 [13.18] 540 [32.95] 1689 [103.1]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec. 0.14 0.20 0.55 1.3

Accuracy mm 
[in]

±0.06 
[±0.0024]

±0.08 
[±0.0031]

±0.1 
[±0.0039]

Repeatability
mm 
[in]

±0.03 
[±0.0012]

±0.04 
[±0.0016]

±0.05 
[±0.002]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position
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100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.3150]
8.00

[2.480]
63.0

4X Ø3.3

[1.535]
39.0

B CLOSED

[0.315]
8.0

[0.394]
10.0

[0.984]
25.0

4X Ø6

[1.299]
33.0

M3

[1.457]
37.0

[1.437]
36.5

[0.236]
6.0

[0.728]
18.5

[0.965]
24.5

[0.394]
10.0

[1.142]
29.0

[0.059]
1.5

[0.551]
14.0

4X M4

M3 x 4 DP
 Purge/Scavenge port

M5 x 5 DP
OPEN

Ø5h7

M5 x 5 DP
CLOSE

M3 x 3 DP

Manifold air port
Supplied plugged

[0.315]
8.0

[0.394]
10.0

A CLOSED

 

 

 

   

[0.5512]
14.00

2X Ø2.5H9 x 5 DP

[1.6535]
42.00

[1.850]
47.0

[1.142]
29.0

[0.709]
18.0

3X M3 x 3 DP

CL

CL

Purge/Scavenge port

& Ø 6 x 8 DP C'bore opp. side
2X Clearance for M3 SHCS

2 x Ø2.5H9 x 4 DP

[0.9449]
24.00

[0.787]
20.0

[1.535]
39.0

M3 x 4 DP
Purge/Scavenge port

RDH-1M Static Dynamic
 Maximum Tensile T 594 N [134 lbs] 74 N [17 lbs]
 Maximum Compressive C 779 N [175 lbs] 74 N [17 lbs]
 Maximum Moment Mx 18 Nm [159 in-lbs] 2 Nm [18 in-lbs]
 Maximum Moment My 23 Nm [204 in-lbs] 2 Nm [18 in-lbs]
 Maximum Moment Mx 14 Nm [124 in-lbs] 2 Nm [18 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RDH-1M-L Static Dynamic
 Maximum Tensile T 540 N [121 lbs] 48 N [11 lbs]
 Maximum Compressive C 708 N [159 lbs] 48 N [11 lbs]
 Maximum Moment Mx 16 Nm [142 in-lbs] 1 Nm [9 in-lbs]
 Maximum Moment My 19 Nm [168 in-lbs] 1 Nm [9 in-lbs]
 Maximum Moment Mx 12 Nm [106 in-lbs] 1 Nm [9 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-1M 9.0 [0.354] 12.0 [0.472]

 RDH-1M-L 7.0 [0.276] 10.0 [0.394]
Dimensions in mm [in]

Seal Repair Kits RDH-1M
Buna-N Seal Repair Kit SLKT-416

Buna-N Rear Inlet Seal Repair Kit SLKT-363

Viton® Seal Repair Kit SLKT-416V

Viton® Rear Inlet Seal Repair Kit SLKT-363V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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2 WARNING!
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MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

80

70

60

50

40

30

20

10

0
0
0

.50
13

1.00
25

2
51

2.50
64

3.00
76

3.50
89

4.00
102

1.50
38

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.3543]
9.00

[3.268]
83.0

4X Ø 4.2

[1.850]
47.0

B CLOSED

[0.394]
10.0

[0.394]
10.0

[1.181]
30.0

[1.575]
40.0

4X Ø 7.5

M4

[1.929]
49.0

[1.909]
48.5

[0.354]
9.0

[1.004]
25.5

[1.280]
32.5

[0.591]
15.0

[1.339]
34.0

[0.059]
1.5

[0.630]
16.0

4X M5

M3 x 4 DP
 Purge/Scavenge port

M5 x 5 DP
OPEN

Ø 6 h7

M5 x 5 DP
CLOSE

M3 x 4 DP

Manifold air port
Supplied plugged

[0.433]
11.0

[0.354]
9.0

A CLOSED

 

 

 

   

[0.6299]
16.00

2X Ø3 H9 x 6 DP

[1.9685]
50.00

[2.205]
56.0

[1.339]
34.0

[0.945]
24.0

3X M3 x 4 DP

CL

CL

Purge/Scavenge port

& Ø 7.4 x 8 DP C'bore opp. side
2 x Clearance for M4 STHCS

2X Ø3 H9 x 5 DP

[1.1024]
28.00

[0.906]
23.0

[1.850]
47.0

M3 x 4 DP
Purge/Scavenge port

RDH-2M Static Dynamic
 Maximum Tensile T 849 N [191 lbs] 81 N [18 lbs]
 Maximum Compressive C 1103 N [248 lbs] 81 N [18 lbs]
 Maximum Moment Mx 36 Nm [319 in-lbs] 3 Nm [27 in-lbs]
 Maximum Moment My 51 Nm [451 in-lbs] 4 Nm [35 in-lbs]
 Maximum Moment Mx 32 Nm [283 in-lbs] 4 Nm [35 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RDH-2M-L Static Dynamic
 Maximum Tensile T 764 N [172 lbs] 53 N [12 lbs]
 Maximum Compressive C 993 N [223 lbs] 53 N [12 lbs]
 Maximum Moment Mx 32 Nm [283 in-lbs] 2 Nm [18 in-lbs]
 Maximum Moment My 41 Nm [363 in-lbs] 2 Nm [18 in-lbs]
 Maximum Moment Mx 26 Nm [230 in-lbs] 2 Nm [18 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-2M 13.0 [0.512] 16.5 [0.650]

 RDH-2M-L 10.0 [0.394] 13.5 [0.531]
Dimensions in mm [in]

Seal Repair Kits RDH-2M
Buna-N Seal Repair Kit SLKT-417

Buna-N Rear Inlet Seal Repair Kit SLKT-363

Viton® Seal Repair Kit SLKT-417V

Viton® Rear Inlet Seal Repair Kit SLKT-363V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]
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89

4.00
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4.50
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5.00
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100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.4331]
11.00

[4.094]
104.0

4X Ø 4.2

[2.441]
62.0

B CLOSED

[0.492]
12.5

[0.512]
13.0

[1.496]
38.0

4X Ø 8

[1.969]
50.0

M5

[2.520]
64.0

[2.500]
63.5

[1.319]
33.5

[1.713]
43.5

[0.787]
20.0

[1.811]
46.0

[0.079]
2.0

[0.787]
20.0

4X M5

M5 x 5 DP
 Purge/Scavenge port

M5 x 5 DP
OPEN

Ø8 h7

M5 x 5 DP
CLOSE

M4 x 5 DP

Manifold air port
Supplied plugged

[0.472]
12.0

[0.433]
11.0

[0.512]
13.0

A CLOSED

 

 

 

   

[0.7874]
20.00

2X Ø4 H9 x 8 DP

[2.5984]
66.00

[2.913]
74.0

[1.811]
46.0

[1.260]
32.0

3X M4 x 5 DP

CL

CL

Purge/Scavenge port

& Ø 9 x 10 DP C'bore opp. side
2X Clearance for M5 STHCS

2X Ø4 H9 x 6DP

[1.4961]
38.00

[1.220]
31.0

[2.441]
62.0

M5 x 5DP
Purge/Scavenge port

RDH-3M Static Dynamic
 Maximum Tensile T 1284 N [289 lbs] 196 N [44 lbs]
 Maximum Compressive C 1665 N [374 lbs] 196 N [44 lbs]
 Maximum Moment Mx 58 Nm [513 in-lbs] 7 Nm [62 in-lbs]
 Maximum Moment My 83 Nm [735 in-lbs] 11 Nm [97 in-lbs]
 Maximum Moment Mx 54 Nm [478 in-lbs] 11 Nm [97 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RDH-3M-L Static Dynamic
 Maximum Tensile T 1146 N [258 lbs] 127 N [29 lbs]
 Maximum Compressive C 1485 N [334 lbs] 127 N [29 lbs]
 Maximum Moment Mx 52 Nm [460 in-lbs] 5 Nm [44 in-lbs]
 Maximum Moment My 66 Nm [584 in-lbs] 6 Nm [53 in-lbs]
 Maximum Moment Mx 43 Nm [381 in-lbs] [53 in-lbs] 6 Nm
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-3M 16.0 [0.630] 20.5 [0.807]

 RDH-3M-L 12.0 [0.742] 16.5 [0.650]
Dimensions in mm [in]

Seal Repair Kits RDH-3M
Buna-N Seal Repair Kit SLKT-418

Buna-N Rear Inlet Seal Repair Kit SLKT-364

Viton® Seal Repair Kit SLKT-418V

Viton® Rear Inlet Seal Repair Kit SLKT-364V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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0 PSI [0 bar]
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2 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

250

200

150

100

50

0

0
0

1.00
25

2.00
51

4.00
102

5.00
127

6.00
152

3.00
76

7.00 in.
178 mm

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.5512]
14.00

[5.079]
129.0

4X Ø 5.1

[2.992]
76.0

B CLOSED

[0.630]
16.0

[0.551]
14.0

[1.811]
46.0

[2.362]
60.0

4X Ø10

M6

[2.835]
72.0

[2.795]
71.0

[1.378]
35.0

[1.850]
47.0

[0.866]
22.0

[2.283]
58.0

[0.098]
2.5

[0.984]
25.0

4X M6

M5 x 6 DP
 Purge/Scavenge port

G1/8 x 8 DP
OPEN

Ø10 h7

G1/8 x 8 DP
CLOSE

M4 x 5 DP

Manifold air port
Supplied plugged

[0.472]
12.0

[0.512]
13.0

[0.591]
15.0

A CLOSED

 

 

 

   

[0.9449]
24.00

2X Ø5 H9 x 10 DP

[3.1496]
80.00

[3.543]
90.0

[2.283]
58.0

[1.732]
44.0

3X M4 x 5 DP

[2.244]
57.0

CL

CL

Purge/Scavenge port

& Ø 11 X 12 DP C'bore opp. side
2X Clearance for M6 STHCS

2X Ø5 H9 x 8 DP

[1.8898]
48.00

[1.299]
33.0

[2.992]
76.0

M5 x 6 DP
Purge/Scavenge port

RDH-4M Static Dynamic
 Maximum Tensile T 1564 N [352 lbs] 259 N [58 lbs]
 Maximum Compressive C 2070 N [465 lbs] 259 N [58 lbs]
 Maximum Moment Mx 76 Nm [673 in-lbs] 10 Nm [89 in-lbs]
 Maximum Moment My 106 Nm [938 in-lbs] 14 Nm [124 in-lbs]
 Maximum Moment Mx 70 Nm [620 in-lbs] 14 Nm [124 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RDH-4M-L Static Dynamic
 Maximum Tensile T 1394 N [313 lbs] 168 N [38 lbs]
 Maximum Compressive C 1845 N [415 lbs] 168 N [38 lbs]
 Maximum Moment Mx 68 Nm [602 in-lbs] 6 Nm [53 in-lbs]
 Maximum Moment My 84 Nm [743 in-lbs] 8 Nm [71 in-lbs]
 Maximum Moment Mx 56 Nm [496 in-lbs] 8 Nm [71 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-4M 20.0 [0.787] 25.5 [1.004]

 RDH-4M-L 15.0 [0.591] 20.5 [0.807]
Dimensions in mm [in]

Seal Repair Kits RDH-4M
Buna-N Seal Repair Kit SLKT-419

Buna-N Rear Inlet Seal Repair Kit SLKT-364

Viton® Seal Repair Kit SLKT-419V

Viton® Rear Inlet Seal Repair Kit SLKT-364V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

1558
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223

0

lbs.N

EFFECTIVE FINGER LENGTH - L
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F/

2 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

350

300

250

200

150

100

50

0
0
0

1.00
25

2.00
51

4.00
102

5.00
127

7.00
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6.00
152

3.00
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8.00 in.
203 mm

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.7874]
20.00

[6.378]
162.0

4X Ø 7

[4.016]
102.0

B CLOSED

[0.787]
20.0

[0.669]
17.0

[2.362]
60.0

4X Ø11

[2.992]
76.0

M6

[3.465]
88.0

[3.425]
87.0

[1.654]
42.0

[2.244]
57.0

[0.984]
25.0

[2.913]
74.0

[0.098]
2.5

[1.260]
32.0

4xM8

M5 x 6 DP
 Purge/Scavenge port

G1/8 x 8 DP
OPEN

Ø10 h7

G1/8 x 8 DP
CLOSE

M5 x 6 DP

Manifold air port
Supplied plugged

[0.551]
14.0

[0.591]
15.0

[1.181]
30.0

A CLOSED

 

 

 

   

[1.2598]
32.00

2X Ø 6 H9 x 11 DP

[4.0945]
104.00

[4.646]
118.0

[2.913]
74.0

[2.165]
55.0

3X M5 x 6 DP

[2.795]
71.0

CL

CL

Purge/Scavenge port

& Ø 14 X 16 DP C'bore opp. side
2X Clearance for M8 STHCS

2X Ø 6 H9 x 9 DP

[2.4409]
62.00

[1.496]
38.0

[4.016]
102.0

M5 x 6 DP
Purge/Scavenge port

RDH-5M Static Dynamic
 Maximum Tensile T 2192 N [493 lbs] 428 N [96 lbs]
 Maximum Compressive C 2923 N [657 lbs] 428 N [96 lbs]
 Maximum Moment Mx 105 Nm [929 in-lbs] 16 Nm [142 in-lbs]
 Maximum Moment My 148 Nm [1310 in-lbs] 22 Nm [195 in-lbs]
 Maximum Moment Mx 97 Nm [859 in-lbs] 22 Nm [195 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RDH-5M-L Static Dynamic
 Maximum Tensile T 1966 N [442 lbs] 278 N [62 lbs]
 Maximum Compressive C 2621 N [589 lbs] 278 N [62 lbs]
 Maximum Moment Mx 94 Nm [832 in-lbs] 10 Nm [89 in-lbs]
 Maximum Moment My 119 Nm [1053 in-lbs] 13 Nm [115 in-lbs]
 Maximum Moment Mx 78 Nm [690 in-lbs] 13 Nm [115 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-5M 24.5 [0.965] 30.5 [1.201]

 RDH-5M-L 18.0 [0.709] 24.0 [0.945]
Dimensions in mm [in]

Seal Repair Kits RDH-5M
Buna-N Seal Repair Kit SLKT-420

Buna-N Rear Inlet Seal Repair Kit SLKT-365

Viton® Seal Repair Kit SLKT-420V

Viton® Rear Inlet Seal Repair Kit SLKT-365V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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GRIP FORCE PER FINGER
(with Spring Assist Option)
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FINGER LENGTHS
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(with Spring Assist Option)

700

600

500

400

300

200

100

0
0
0

1.00
25

2.00
51

3.00
76

4.00
102

5.00
127

6.00
152

7.00
178

8.00
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254 mm

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

[0.9843]
25.00

[8.071]
205.0

4X Ø7

[5.118]
130.0

B CLOSED

[0.984]
25.0

[0.866]
22.0

[3.307]
84.0

[3.937]
100.0

4X Ø11

M8

[4.331]
110.0

[4.291]
109.0

[2.087]
53.0

[2.835]
72.0

[1.378]
35.0

[3.740]
95.0

[0.118]
3.0

[1.575]
40.0

4X M8

M5 x 6 DP
 Purge/Scavenge port

G1/8 x 8 DP
OPEN

Ø12 h7

G1/8 x 8 DP
CLOSE

M5 x 6 DP

Manifold air port
Supplied plugged

[0.787]
20.0

[0.906]
23.0

[0.669]
17.0

A CLOSED

 

 

 

   

[1.9685]
50.00

2X Ø6 H9 x 11 DP

[5.2756]
134.00

[5.906]
150.0

[3.740]
95.0

[2.953]
75.0

3X M5 x 6 DP

[3.425]
87.0

CL

CL

Purge/Scavenge port

& Ø 14 X 16 DP C'bore opp. side
2X Clearance for M8 STHCS

2X Ø 6 H9 x 9 DP

[4.1339]
105.00

[1.890]
48.0

[5.118]
130.0

M5 x 6 DP
Purge/Scavenge port

RDH-6M Static Dynamic
 Maximum Tensile T 3463 N [779 lbs] 827 N [186 lbs]
 Maximum Compressive C 4649 N [1045 lbs] 827 N [186 lbs]
 Maximum Moment Mx 136 Nm [1204 in-lbs] 28 Nm [248 in-lbs]
 Maximum Moment My 197 Nm [1744 in-lbs] 41 Nm [363 in-lbs]
 Maximum Moment Mx 130 Nm [1151 in-lbs] 41 Nm [363 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RDH-6M-L Static Dynamic
 Maximum Tensile T 3089 N [694 lbs] 537 N [121 lbs]
 Maximum Compressive C 4146 N [932 lbs] 537 N [121 lbs]
 Maximum Moment Mx 121 Nm [1071 in-lbs] 18 Nm [159 in-lbs]
 Maximum Moment My 157 Nm [1390 in-lbs] 24 Nm [212 in-lbs]
 Maximum Moment Mx 103 Nm [912 in-lbs] 24 Nm [212 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-6M 32.0 [1.260] 39.5 [1.555]

 RDH-6M-L 24.0 [0.945] 31.5 [1.240]
Dimensions in mm [in]

Seal Repair Kits RDH-6M
Buna-N Seal Repair Kit SLKT-421

Buna-N Rear Inlet Seal Repair Kit SLKT-365

Viton® Seal Repair Kit SLKT-421V

Viton® Rear Inlet Seal Repair Kit SLKT-365V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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RDH-7M Static Dynamic
 Maximum Tensile T 4505 N [1013 lbs] 1048 N [236 lbs]
 Maximum Compressive C 5938 N [1335 lbs] 1048 N [236 lbs]
 Maximum Moment Mx 167 Nm [1478 in-lbs] 36 Nm [319 in-lbs]
 Maximum Moment My 238 Nm [2106 in-lbs] 51 Nm [451 in-lbs]
 Maximum Moment Mx 161 Nm [1425 in-lbs] 51 Nm [451 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RDH-7M-L Static Dynamic
 Maximum Tensile T 3911 N [879 lbs] 678 N [152 lbs]
 Maximum Compressive C 5155 N [1159 lbs] 678 N [152 lbs]
 Maximum Moment Mx 145 Nm [1283 in-lbs] 23 Nm [204 in-lbs]
 Maximum Moment My 179 Nm [1584 in-lbs] 29 Nm [257 in-lbs]
 Maximum Moment Mx 122 Nm [1080 in-lbs] 29 Nm [257 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-7M 42.0 [1.654] 51.0 [2.008]

 RDH-7M-L 29.5 [1.161] 38.5 [1.516]
Dimensions in mm [in]

Seal Repair Kits RDH-7M
Buna-N Seal Repair Kit SLKT-422

Buna-N Rear Inlet Seal Repair Kit SLKT-365

Viton® Seal Repair Kit SLKT-422V

Viton® Rear Inlet Seal Repair Kit SLKT-365V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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RDH-8M Static Dynamic
 Maximum Tensile T 6863 N [1543 lbs] 1743 N [392 lbs]
 Maximum Compressive C 8921 N [2006 lbs] 1743 N [392 lbs]
 Maximum Moment Mx 379 Nm [3354 in-lbs] 84 Nm [743 in-lbs]
 Maximum Moment My 481 Nm [4257 in-lbs] 107 Nm [947 in-lbs]
 Maximum Moment Mx 301 Nm [2664 in-lbs] 107 Nm [947 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RDH-8M-L Static Dynamic
 Maximum Tensile T 5906 N [1328 lbs] 1125 N [253 lbs]
 Maximum Compressive C 7678 N [1726 lbs] 1125 N [253 lbs]
 Maximum Moment Mx 326 Nm [2885 in-lbs] 54 Nm [478 in-lbs]
 Maximum Moment My 357 Nm [3160 in-lbs] 59 Nm [522 in-lbs]
 Maximum Moment Mx 223 Nm [1974 in-lbs] 59 Nm [522 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B

 RDH-8M 57.0 [2.244] 69.0 [2.717]

 RDH-8M-L 39.5 [1.555] 51.5 [2.028]
Dimensions in mm [in]

Seal Repair Kits RDH-8M
Buna-N Seal Repair Kit SLKT-423

Buna-N Rear Inlet Seal Repair Kit SLKT-366

Viton® Seal Repair Kit SLKT-423V

Viton® Rear Inlet Seal Repair Kit SLKT-366V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Features:
•  Compact cam lever design general purpose gripper
•  Pneumatic and Hydraulic operation options
•  Spring assist option for part retention in case of air 

pressure loss
•  Standard and extended stroke option available
•  Shielded design for harsh environments
•  Magneto-resistive and Inductive sensing

Applications:
•  Assembly manufacturing cells
•  Packaging applications
•  General purpose gripping 

REP- 62

REP- 82

REP-112

(USB key shown 
for scale)

How To Order

Sensor Accessories Model Numbers Part Number Qty/Unit
NPN Inductive Sensor with M8 Quick Disconnect* All Models OISN-011 1-4

PNP Inductive Sensor with M8 Quick Disconnect* All Models OISP-011 1-4

NPN Magneto Resistive Sensor with Quick Disconnect* All Models OHSN-006 1-2

PNP Magneto Resistive Sensor with Quick Disconnect* All Models OHSP-006 1-2

NPN Magneto Resistive Sensor (Short Barrel) with Qk Disconnect* All Models OHSN-008 1-2

PNP Magneto Resistive Sensor (Short Barrel) with Qk Disconnect* All Models OHSP-008 1-2

M8 Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-4

M8 Quick Disconnect 2 Meter Cable Length* All Models CABL-013 1-4

Inductive Sensor Mounting Kit (Mounts 2 Sensors) 62 SD-REP-62 1-2

Inductive Sensor Mounting Kit (Mounts 2 Sensors) 82 SD-REP-82 1-2

Inductive Sensor Mounting Kit (Mounts 2 Sensors) 112 SD-REP-112 1-2
*Sensor and cable sold separately.   †The gripper comes with adjustable slots for two magnetic sensors (to control jaw position). Must be used with the -RE or -RI option.

Accessories

 -  -  -  -  -  - 

Power Description

P Pneumatic

Spring Description

“Blank” No Spring
RE External Gripping
RI Internal Gripping

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Size

62
82
112

Stroke Description

“Blank” Standard
C Extended

Stripper Plate Description

“Blank” None
RC Stripper Plate

Base Model

REP
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Specifications Units 62 62-C 82 82-C 112 112-C

Total Rated Grip Force F  
@ 100 psi [7 bar]*

N  
[lbs]

771
[173]

480
[108]

2140
[481]

1382
[311]

3351
[753]

2233 
[502]

Total Stroke
mm  
[in]

10
[0.394]

16  
[0.630]

13  
[0.512]

20
[0.787]

20 
[0.787]

30
[1.181]

Weight kg [lbs] 0.55 [1.2] 0.9 [2.0] 2.45 [5.4]

Pressure Range w/o Spring bar [psi] 2-7 [30-100]

Pressure Range with Spring bar [psi] 3-7 [45-100] 4-7 [60-100]

Ingress Protection Class (IP) IP55

Displacement cm3 [in3] 12  [0.72] 35 [2.13] 87 [5.31]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec 0.10 0.18 0.35

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.02 [±0.0008]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position

* with springs
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and top air ports plugged.
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sealing as shown.
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Loading Information

REP-62 Static
 Maximum Tensile T 575 N [129 lbs] 
 Maximum Compressive C 760 N [171 lbs] 
 Maximum Moment Mx 13 Nm [115 in-lbs] 
 Maximum Moment My 23 Nm [204 in-lbs] 
 Maximum Moment Mx 36 Nm [319 in-lbs] 
†Capacities are per set of jaws and are not simultaneous

REP-62-C Static
 Maximum Tensile T 575 N [129 lbs] 
 Maximum Compressive C 760 N [171 lbs] 
 Maximum Moment Mx 13 Nm [115 in-lbs] 
 Maximum Moment My 23 Nm [204 in-lbs] 
 Maximum Moment Mx 36 Nm [319 in-lbs] 
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits REP-62
Buna-N Seal Repair Kit SLKT-155

Viton® Seal Repair Kit SLKT-155V

Model A B C D E F

 REP-62 64 [2.52] 16 [0.63] 1.6 [0.063] 15 [0.59] 17.5 [0.689] 5 [0.20]

 REP-62-C 68 [2.68] 20 [0.79] 5.6 [0.220] 21 [0.83] 23.5 [0.926] 8 [0.31]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
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Gripper’s
top air port

Our grippers are supplied 
with open side air ports 

and top air ports plugged.
When operating top air 
ports, produce manifold 
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Loading Information

REP-82 Static
 Maximum Tensile T 890 N [200 lbs] 
 Maximum Compressive C 1000 N [225 lbs] 
 Maximum Moment Mx 22 Nm [195 in-lbs] 
 Maximum Moment My 45 Nm [398 in-lbs] 
 Maximum Moment Mx 45 Nm [398 in-lbs] 
†Capacities are per set of jaws and are not simultaneous

REP-82-C Static
 Maximum Tensile T 810 N [182 lbs] 
 Maximum Compressive C 910 N [205 lbs] 
 Maximum Moment Mx 20 Nm [177 in-lbs] 
 Maximum Moment My 40 Nm [354 in-lbs] 
 Maximum Moment Mx 42 Nm [372 in-lbs] 
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits REP-82
Buna-N Seal Repair Kit SLKT-157

Viton® Seal Repair Kit SLKT-157V

Model A B C D E F

 REP-82 65 [2.56] 15 [0.59] 2.1 [0.083] 19 [0.75] 23 [0.91] 6.5 [0.26]

 REP-82-C 70 [2.76] 20 [0.79] 7.1 [0.280] 26 [1.02] 30 [1.18] 10 [0.39]
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(supplied plugged)

Top air port
M5 x 5 [0.20] DP

OPEN
(supplied plugged)

Top air port

Ø 0.3150

Ø 8 0
+0.036

0.0000
+0.0014

[0
.0

5
]

1
.2

[Ø0.16]
Ø4

[Ø0.31]
Ø8

O-Ring

Gripper’s
top air port

Our grippers are supplied 
with open side air ports 

and top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.

Ø1.5xØ5

Ø3.0000 -0.0012
0.0000

Ø76.2-0.03
0

0.9843 ±

±

0.0010

25 0.025

4 x [Ø0.35]
for M8 Chc Screw

Ø9

Ø0.1969 -0.0004
0.0000

Ø5 -0.001
0

0.7480 -0.0008
0.0003

19 -
-

-
0.020
0.007

L

My

F/3

Mz
Z

X

F/3

Y

C

Z

T

Mx

L

My

F/3

Mz
Z

X

F/3

Y

C

Z

T

Mx

Loading Information

REP-112 Static
 Maximum Tensile T 1320 N [297 lbs] 
 Maximum Compressive C 1430 N [321 lbs] 
 Maximum Moment Mx 44 Nm [389 in-lbs] 
 Maximum Moment My 75 Nm [664 in-lbs] 
 Maximum Moment Mx 70 Nm [620 in-lbs] 
†Capacities are per set of jaws and are not simultaneous

REP-112-C Static
 Maximum Tensile T 1320 N [297 lbs] 
 Maximum Compressive C 1430 N [321 lbs] 
 Maximum Moment Mx 38 Nm [336 in-lbs] 
 Maximum Moment My 75 Nm [664 in-lbs] 
 Maximum Moment Mx 70 Nm [620 in-lbs] 
†Capacities are per set of jaws and are not simultaneous
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4
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GRIP FORCE PER FINGER 
(springs compressed at mid-stroke)

0 PSI [0 bar]

60 PSI [4.1 bar]

100 PSI [7 bar]80 PSI [5.5 bar]

Seal Repair Kits REP-112
Buna-N Seal Repair Kit SLKT-155

Viton® Seal Repair Kit SLKT-155V

Model A B C D E

 REP-112 87 [3.43] 21 [0.83] 27.5 [1.083] 33 [1.30] 10 [0.39]

 REP-112-C 92 [3.62] 26 [1.02] 37.5 [1.476] 43 [1.69] 15 [0.59]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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U.S. Patent #5,125,708

(USB key shown for scale)

How To Order

Accessories

 -   -  - 

Unit Type Description

“Blank” Imperial
M Metric

Size

5
10

Base Model

RP

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Spring Option Description

“Blank” No Spring
FS Spring Assist Air Loss (RP-5 Only)

Sensor Accessories Model Numbers Part Number Qty/Unit
Sensor Mounting Kit for Imperial & Metric Units (mounts 2 sensors) RP-5 OSMK-001 1

Sensor Mounting Kit for Imperial & Metric Units (mounts 2 sensors) RP-10 OSMK-002 1

NPN Inductive Sensor with Quick Disconnect* All Models OISN-019 1-2

PNP Inductive Sensor with Quick Disconnect* All Models OISP-019 1-2

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Fail Safe Valve (Imperial) All Models OFSV-001 1

Fail Safe Valve (Metric) All Models OFSV-004 1
*Sensor and cable sold separately.

RP-5, 5-FS

RP-10

Features:
•  Widely used robust miniature gripper 
•  Double wedge design for high impact applications
•  Spring assist option for part retention  

in case of air pressure loss
•  Create gripper arrays with close proximity  

mounting for multiple part pick and place
•  Grip force range from 156N [35 lbs] to 178N [40 lbs]
•  Stroke Range from 4.1mm [0.16 in] to 6.4mm [0.25 in]

Applications:
•   Ideal for small part gripping solutions
•  Used with small robots
•  Packaging applications
•  Multiple part transfers using banks of grippers
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Specifications Units 5 5-FS 10

Total Rated Grip Force F @ 100 psi [7 bar] N [lbs] 156 [35] 178 [40]

Total Stroke mm [in] 4.1 [0.16] 6.4 [0.25]

Weight kg [lbs] 0.08 [0.18] 0.13 [0.28]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP43

Displacement cm3 [in3] 0.7 [0.042] 1.6 [0.098]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.14 0.13

Accuracy mm [in] ±0.03 [±0.001]

Repeatability mm [in] ±0.01 [±0.0005]

Valve to Actuate 4-way, 2-position
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(JAWS SHOWN IN 
OPEN POSITION)

LC

LCLC

2X M3 X 9 DP
[#4-40 X .38 DP]

2X  Ø 3 H7 X 6 DP
[Ø .0938 SF X .25 DP]

OPEN 2X M5 [#10-32]
 AIR PORTS

 (CLOSE)

29 ±.4 [1.14 ± .015] (OPEN)
24 [.97] (CLOSED)

6.4
[.250]

5 [.19]
13 [.50]

29.9
[1.178] 36.5

[1.437]
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FINGER LENGTHS

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

Failsafe Spring Closed - 0 PSI [0 bar]

RP-5 Static Dynamic
 Maximum Tensile T 222 N [50 lbs] 31 N [7 lbs]

 Maximum Compressive C 334 N [75 lbs] 53 N [12 lbs]

 Maximum Moment Mx 3.4 Nm [30 in-lbs] 0.6 Nm [5 in-lbs]

 Maximum Moment My 3.4 Nm [30 in-lbs] 0.6 Nm [5 in-lbs]

 Maximum Moment Mx 3.4 Nm [30 in-lbs] 0.6 Nm [5 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RP-5
Buna-N Seal Repair Kit SLKT-152

Viton® Seal Repair Kit SLKT-152V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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LC

(JAWS SHOWN IN 
OPEN POSITION)

LC LC

LC
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6.4
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4X M4
[#6-32] THRU
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2X 4 X 6 DP
[#6-32 X .25 DP]
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RP-10 Static Dynamic
 Maximum Tensile T 445 N [100 lbs] 67 N [15 lbs]

 Maximum Compressive C 667 N [150 lbs] 111 N [25 lbs]

 Maximum Moment Mx 10.2 Nm [90 in-lbs]  1.5 Nm [15 in-lbs]

 Maximum Moment My 10.2 Nm [90 in-lbs] 1.5 Nm [15 in-lbs]

 Maximum Moment Mx 10.2 Nm [90 in-lbs] 1.5 Nm [15 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RP-10
Buna-N Seal Repair Kit SLKT-136

Viton® Seal Repair Kit SLKT-136V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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 19 ± .4 [.76 ± .015] (OPEN)
12 [.50] (CLOSED)



Features:
•  Widely used robust sealed design gripper 
•  Double wedge design for high  

impact applications
•  Hardened steel bottom for  

part pressing applications
•  Inductive jaw location sensing
•  Grip force range from 178N [40 lbs]  

to 2669N [600 lbs]
•  Stroke Range from 6.4mm [0.25 in]  

to 50.8mm [2.00 in]

Applications:
•   Inline part pressing applications
•   OEM machine pick and place
•   Packaging applications
•   Automotive assembly

RP-19

RP-11

RP-12
RP-15

RP-18

RP-17

(USB key shown 
for scale)

U.S. Patent #5,125,708

How To Order

Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
Sensor Mounting Kit for Imperial & Metric Units (mounts 2 sensors) See Datasheet 1

NPN Inductive Sensor with Quick Disconnect* 11, 12, 15 OISN-019 1-2

PNP Inductive Sensor with Quick Disconnect* 11, 12, 15 OISP-019 1-2

NPN Inductive Sensor with Quick Disconnect* 17, 18, 19 OISN-011 1-2

PNP Inductive Sensor with Quick Disconnect* 17, 18, 19 OISP-011 1-2

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Fail Safe Valve (Imperial) See Datasheet 1

Fail Safe Valve (Metric) See Datasheet 1
*Sensor and cable sold separately.

 -   -  - 

Base Model

RP

Size

11 17
12 18
15 19

Stroke Description

“Blank” Standard Stroke
D Extended Stroke

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Unit Type Description

“Blank” Imperial
M Metric
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Specifications Units 11 12 15

Total Rated Grip Force F @ 100 psi [7 bar] N [lbs] 178 [40] 311 [70]

Total Stroke mm [in] 6.4 [0.25] 9.5 [0.38] 12.7 [0.50]

Weight kg [lbs] 0.12 [0.26] 0.25 [0.56] 0.57 [1.25]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP43

Displacement cm3 [in3] 1.6 [0.098] 2.5 [0.150] 4.9 [0.300]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150°  [-20°~300°]

Actuation sec 0.13 0.20

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate 4-way, 2-position

Specifications Units 17 18 19

Total Rated Grip Force F @ 100 psi [7 bar] N [lbs] 979 [220] 400 [1779] 2669 [600]

Total Stroke mm [in] 19.1 [0.75] 31.8 [1.25] 50.8 [2.00]

Weight kg [lbs] 1.0 [2.2] 3.5 [7.7] 9.5 [21]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP43

Displacement cm3 [in3] 22.9 [1.400] 72.1 [4.400] 157.3 [9.600]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.18 0.22 0.50

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate 4-way, 2-position
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LC

LC LC

(JAWS SHOWN IN 
CLOSED POSITION)

SENSOR TARGET 
   STANDARD 
(REMOVABLE)

4X Ø 2 H7 X 4 DP
[Ø .0625 SF X .18 DP]

4X M4 X 4.7 DP
[#6-32 X .188 DP]
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MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

Seal Repair Kits RP-11
Buna-N Seal Repair Kit SLKT-036

Viton® Seal Repair Kit SLKT-036V

Pneumatic Accessories RP-11
Fail Safe Valve (Imperial) OFSV-001

Fail Safe Valve (Metric) OFSV-004

Sensor Accessories RP-11

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-003

RP-11 Static Dynamic
 Maximum Tensile T 445 N    [100 lbs] 111 N [25 lbs]

 Maximum Compressive C 890 N [200 lbs] 111 N [25 lbs]

 Maximum Moment Mx 11 Nm [100 in-lbs] 2 Nm [17 in-lbs]

 Maximum Moment My 11 Nm [100 in-lbs] 2 Nm [17 in-lbs]

 Maximum Moment Mx 11 Nm [100 in-lbs] 2 Nm [17 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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(JAWS SHOWN IN 
CLOSED POSITION )

SENSOR TARGET
STANDARD

 (REMOVABLE)

LC LC
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3
76

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

Seal Repair Kits RP-12
Buna-N Seal Repair Kit SLKT-040

Viton® Seal Repair Kit SLKT-040V

Pneumatic Accessories RP-12
Fail Safe Valve (Imperial) OFSV-001

Fail Safe Valve (Metric) OFSV-004

Sensor Accessories RP-12

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-003

RP-12 Static Dynamic
 Maximum Tensile T 890 N [200 lbs] 111 N [25 lbs]

 Maximum Compressive C 1779 N [400 lbs] 111 N [25 lbs]

 Maximum Moment Mx 17 Nm [150 in-lbs] 3 Nm [25 in-lbs]

 Maximum Moment My 17 Nm [150 in-lbs] 3 Nm [25 in-lbs]

 Maximum Moment Mx 17 Nm [150 in-lbs] 3 Nm [25 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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(JAWS SHOWN IN 
CLOSED POSITION)

LC LC

LC

LC

SENSOR TARGET 
STANDARD 

(REMOVABLE)

8X M5 X 9 DP
[#10-32 X .38 DP]
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  -0.03
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50.80
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[.7500]
19.05

[1.625]
41.3

2X M6 X 12 DP
[1/4-20 X .50 DP]

2X M3 X 4 DP
[#4-40 X .19 DP]
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

2.5
64

3
76

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

Seal Repair Kits RP-15
Buna-N Seal Repair Kit SLKT-041

Viton® Seal Repair Kit SLKT-041V

Pneumatic Accessories RP-15
Fail Safe Valve (Imperial) OFSV-001

Fail Safe Valve (Metric) OFSV-004

Sensor Accessories RP-15

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-003

RP-15 Static Dynamic
 Maximum Tensile T 1779 N [400 lbs] 222 N [50 lbs]

 Maximum Compressive C 3336 N [750 lbs] 222 N [50 lbs]

 Maximum Moment Mx 34 Nm [300 in-lbs] 6 Nm [50 in-lbs]

 Maximum Moment My 34 Nm [300 in-lbs] 6 Nm [50 in-lbs]

 Maximum Moment Mx 34 Nm [300 in-lbs] 6 Nm [50 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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LCLC

LC

LC

SENSOR TARGET 
STANDARD 

(REMOVABLE)

(JAWS SHOWN IN 
CLOSED POSITION)

2X M10 X 19 DP
[3/8-16 X .75 DP]

2X Ø 6 H7 X 12 DP
[Ø .2500 SF X .50 DP]

OPEN

2X G1/8" [1/8 NPT]
 AIR PORT (CLOSE)

[2.5000]
63.50

25.40
[1.0000]

[3.529]
89.6

54.0
[2.125]

25 [.98]

19.1 [.750]

12.70
[.5000]

33.3
[1.313]

8X M6 X 12 DP
[1/4-28 X .50 DP]

1.251 +.000
  -.001 31.78 +0.00

  -0.03108 [4.25] (OPEN)
89 [3.50] (CLOSED)

25
[1.00]

61.9
[2.438]

1.001 +.000
  -.00125.43 +0.00

  -0.03

2X M3 X 6 DP
[#4-40 X .25 DP]

(SENSOR 
MNTG HOLES)

5 [.19] 27
[1.06]

4X Ø 5 H7 X 9 DP
[Ø .1875 SF  X .38 DP]

46
[1.81]

38.1
[1.500]

8 [.30]

[3.250]
82.55

XY

Z Z

C T
F/2 F/2

M

MMX
Y

Z

L

120

100

80

60

40

20

0

534

445

356

267

178

89

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

1
25

2
50

5 in.
127mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

4
102

3
76

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

Seal Repair Kits RP-17
Buna-N Seal Repair Kit SLKT-042

Viton® Seal Repair Kit SLKT-042V

Pneumatic Accessories RP-17
Fail Safe Valve (Imperial) OFSV-002

Fail Safe Valve (Metric) OFSV-005

Sensor Accessories RP-17

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-072

RP-17 Static Dynamic
 Maximum Tensile T 3336 N [750 lbs] 445 N [100 lbs]

 Maximum Compressive C 6672 N [1500 lbs] 445 N [100 lbs]

 Maximum Moment Mx 85 Nm [750 in-lbs] 14 Nm [125 in-lbs]

 Maximum Moment My 85 Nm [750 in-lbs] 14 Nm [125 in-lbs]

 Maximum Moment Mx 85 Nm [750 in-lbs] 14 Nm [125 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

GR-GEN  |  56Dimensions and technical information are subject to change without notice

2-Jaw General Industrial Parallel Grippers | Dimensions and Technical Specification

RP-17 



LCLC

LC

LC

(JAWS SHOWN IN CLOSED POSITION)

SENSOR TARGET 
STANDARD 

(REMOVABLE)

8X M 10 X 19 DP
[3/8-24 X .75 DP]

4X Ø 8 H7 X 12 DP
[Ø .2500SF X .50 DP]

22.2 [.875]

22.23
[.8750]

4X M12 X 25 DP
[1/2-13 X 1.00 DP]

2X G1/8" [1/8 NPT] AIR PORTS (OPEN)

177 [7.00] (OPEN)
146 [5.75] (CLOSED)

CLOSE

[4.0000]
101.60

[5.598]
142.2

74.9
[2.950]

50.8
[2.000]

2X M3 X 9 DP
 [#4-40 X .38 DP]

(SENSOR 
MNTG HOLES) 1.751 +.000

  -.001  44.48 +0.00
  -0.03

1.500
 +.000
  -.001

 
38.10 +0.00

-0.03

92.8
[3.655]

2X Ø 10 H8 X 12 DP
[Ø .3750 SF X .50 DP]

39
[1.54]

10
[.39]

17 [.69]
27

[1.06]

75
[2.96]

44.2
[1.741]

56.3
[2.218]67.4

[2.655]

[5.250]
133.35

19.04
[.7495]

XY

Z Z

C T
F/2 F/2

M

MMX
Y

Z

L

250

200

150

100

50

0

1112

890

667

445

222

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

1
25

2
50

8 in.
203mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

4
102

5
127

6
152

7
178

3
76

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

RP-18 Static Dynamic
 Maximum Tensile T 6672 N [1500 lbs] 1112 N [250 lbs]

 Maximum Compressive C 13345 N [3000 lbs] 1112 N [250 lbs]

 Maximum Moment Mx 170 Nm [1500 in-lbs] 28 Nm [250 in-lbs]

 Maximum Moment My 170 Nm [1500 in-lbs] 28 Nm [250 in-lbs]

 Maximum Moment Mx 170 Nm [1500 in-lbs] 28 Nm [250 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RP-18
Buna-N Seal Repair Kit SLKT-043

Viton® Seal Repair Kit SLKT-043V

Pneumatic Accessories RP-18
Fail Safe Valve (Imperial) OFSV-002

Fail Safe Valve (Metric) OFSV-005

Sensor Accessories RP-18

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-072

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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LCLC

LC

LC

(JAWS SHOWN IN CLOSED POSITION)

SENSOR
TARGET 

STANDARD 
(REMOVABLE) 

2X Ø 12 H8 X 19 DP
[Ø .5000 SF X .75 DP]

214.7
[8.453]

100.3
[3.950]

4X M20 X 38DP
[3/4-10 X 1.50DP]

69.9
[2.750]

152.40
[6.0000]

2X G1/4" [1/4 NPT]
 AIR PORTS (OPEN)

CLOSE

47
[1.87]

118.2
[4.655]

266 [10.50] (OPEN)
216 [8.50] (CLOSED)

4X Ø 6 H7 X 12 DP
[Ø .2500 SF X .50 DP]

8X M12 X 28 DP
[1/2-20 X 1.13 DP]

2.248 +.000
  -.001 57.10 +0.00

  -0.03

56.9
[2.240]

1.875 +.000
  -.001  47.63    +0.00

  -0.03   

28.57 [1.1250]

34.9 [1.375]

11[.44] 41
[1.63]

25 [1.00]
56 [2.19]

98
[3.84]

2X M3 X 9DP
[#5-40 X .38DP]

(SENSOR 
MNTG HOLES)

70.7
[2.785]

203.20
[8.000]

XY

Z Z

C T
F/2 F/2

M

MMX
Y

Z

L

300

250

200

150

100

50

0

1335

1112

890

667

445

222

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

2
50

10 in.
254mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

4
102

6
152

8
203

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

RP-19 Static Dynamic
 Maximum Tensile T 13345 N [3000 lbs] 1334 N [300 lbs]

 Maximum Compressive C 26689 N [6000 lbs] 1334 N [300 lbs]

 Maximum Moment Mx 565 Nm [5000 in-lbs] 56 Nm [500 in-lbs]

 Maximum Moment My 565 Nm [5000 in-lbs] 56 Nm [500 in-lbs]

 Maximum Moment Mx 565 Nm [5000 in-lbs] 56 Nm [500 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RP-19
Buna-N Seal Repair Kit SLKT-044

Viton® Seal Repair Kit SLKT-044V

Pneumatic Accessories RP-19
Fail Safe Valve (Imperial) OFSV-003

Fail Safe Valve (Metric) OFSV-006

Sensor Accessories RP-19

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-073

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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How To Order

Pneumatic Accessories Model Numbers Part Number Qty/Unit
M3 Plumbing Fitting Push-in for 3mm O.D. Tube All Models PLFT-021 2

M3 Plumbing Fitting Barb for 2mm I.D. Tube All Models PLFT-022 2

Buna-N Seal Repair Kit All Models SLKT-121 1

Viton® Seal Repair Kit All Models SLKT-121V 1

Top Air Ports Manifold Seal Kit (available in Viton® only) All Models (RPM) SLKT-142V 1

Top Air Ports Manifold Seal Kit (available in Viton® only) All Models (RPMC) SLKT-143V 1

 -   - 

Metric Description

M Metric

Size

1
2
3

Base Model

RPM
RPMC

Accessories

Seals Description

“Blank” Buna-N
V Viton®

RPM-1

RPMC-1

RPM-2

RPMC-2

RPM-3

(USB key shown 
for scale)

U.S. Patent #5,529,359

Features:
•  Miniature gripper for small part gripping
•  Zero side play due to Dual V bearing system 
•  Low friction and smooth operation for  

precise part position repeatability
•  Create compact gripper arrays 

with top manifold design
•  Adjustable pre-load screws eliminates  

side play over life of unit
•  Purge and scavenge ports for clean/harsh  

environment operation
•  Units are lubricated with clean-room grease
•  Class 10 rated clean-room (RPMC)

Applications:
•  Ideal for semiconductor and life sciences laboratory applications
•  Ultra small gripper for space constrained applications
•  Sealed design operates in harsh environments (RPMC)
•  Viton® seals option for High temperature applications 

-30°C to +150°C [-20°F to +300°F]
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Specifications Units 1 2 3

Total Rated Grip Force F @ 100 psi [7 bar] N [lbs] 36 [8]

Total Stroke mm [in] 3.2 [0.13] 4.8 [0.19] 6.3 [0.25]

Weight kg [lbs] 0.024 [0.052] 0.026 [0.058] 0.034 [0.074]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP 33 (RPM) / IP64 (RPMC)

Displacement cm3 [in3] 0.13 [0.008] 0.20 [0.012] 0.25 [0.015]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~120° [-20°~250°]

Actuation (open/close) sec 0.10

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate 4-way, 2-position
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2X M2
PURGE OR 
SCAVENGE

 

PORTS
WITH 

REMOVEABLE 
PLUGS

OPEN

2X M2
AUX. AIR PORT

(CLOSE)

2X Ø 2H7 X 1.5 DP
[Ø .0787 SF X .06 DP]

2X M2 X 2.2 DP

AA

VIEW A-A

2X Ø 2 H7 X 3.3 DP
[Ø .0787 SF X .13 DP]

2X M2 X 4.5 DP

CLOSE
2X M3 AIR PORT
(OPEN)

[.768]
19.5

23 [.89]

[.4724]
12.00

[.630]
16.0

[.6300]
16.00

[.945]
24.0

[.177]
4.5

[.414]
10.5

[.098]
2.5

[.224 ±.001]
5.69 ±.03

[.315]
8.0

4 X 2.8
[.112]

[.2559]
6.50

3.5 [.138]

[.528]
13.4

19.2 [.76] OPEN
16 [.63] CLOSE

CL

CL

CL

CL

[.630]
16.0

M3
PURGE OR 
SCAVENGE

PORTS

[.92]
23

2X 8 [.32]

SHIELDS & 
FASTENERS

RPM-2M/RPMC-2M Dimensions

RPM-1M/RPMC-1M Dimensions

2X M2 X 4.5 DP

2X M2
PURGE OR 
SCAVENGE

 

PORTS
WITH

REMOVEABLE
PLUGS

M3
PURGE OR 
SCAVENGE

PORT

OPEN

VIEW A-A

AA

2X M2
AUX. AIR PORT

(CLOSE)

2 X Ø 2H7 X 3.3 DP
[Ø.0787 SF X .13 DP]

CLOSE
2X M3 AIR PORT
(OPEN)

2X M2 X 2.2 DP

2 X Ø 2H7 X 1.5 DP
[Ø.0787 SF X .06 DP]

21.0 [.827]

24.0 [.94]

[.4724]
12.00

[.630]
16.0

[.528]
13.4

[.6300]
16.00

2X 3.5
[.138]

[1.005]
25.5

[.414]
10.5

[.206]
5.2

[.315]
8.0

[.112]
2.8

[.224 ±.001]
5.69 ±.03

[.098]
2.5

[.2559]
6.50

20.8 [.82] OPEN
16 [.63] CLOSE

CL

CL

CL

CL

[.669]
17.0

2X 9
[.36]

[.98]
25

SHIELDS & 
FASTENERS

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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2X M2 X 5 DP

M3
PURGE OR 
SCAVENGE

PORTS

OPEN

VIEW A-A

2X M2
AUX. AIR PORT

(CLOSE)

2X Ø3H7 X 5.0 DP
[Ø.1181SF X .20 DP]

CLOSE
2X M3 AIR PORTS
(OPEN)

2X Ø2H7 X 1.5 DP
[Ø.0787SF X .06 DP]

2X M3 X 2.2 DP

AA

26.5 [1.043]

30.0 [1.16]

[.4330]
11.00

[.630]
16.0

[.528]
13.4

[.7874]
20.00

2X 3.5
[.138]

2X 10
[.38]

25.5
[1.005] [.98]

25

[.414]
10.5

[.314]
8.0

[.394]
10.0

[.098]
2.5

[.2953]
7.50

[.224±.001]
5.69±.03

[.112]
2.8

26.4 [1.04] OPEN
20 [.79] CLOSE

CL

CL

CL

CL

18.0
[.709]

2X M2
PURGE OR 
SCAVENGE

PORTS
WITH

REMOVEABLE
PLUGS

SHIELDS & 
FASTENERS

L

Z

Y

T
C

MX

Z

X

F/2F/2

M

MY

Z

4.5
4.0
3.5
3.0
2.5
2.0
1.5
1.0
0.5

0

20
18
16
13
11
9
7
4
2
0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

.5
13

.25
6

.75
19

1
25

1.5 in.
38mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

1.25
32

40 PSI [2.7 bar]

20 PSI [1.4 bar]

80 PSI [5.5 bar]

60 PSI [4.1 bar]

100 PSI [7 bar]

Loading Information

RPM Static Dynamic
 Maximum Tensile T 89 N [20 lbs] 31 N [7 lbs]

 Maximum Compressive C 89 N [20 lbs] 31 N [7 lbs]

 Maximum Moment Mx 1 Nm [12 in-lbs] 0.5 Nm [4 in-lbs]

 Maximum Moment My 2 Nm [15 in-lbs] 0.6 Nm [5 in-lbs]

 Maximum Moment Mx 1 Nm [12 in-lbs] 0.5 Nm [4 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RPM-3M/RPMC-3M Dimensions

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Features:
•  Robust sealed design gripper 
•  Double wedge design for high impact applications
•  Spring assist option for part retention  

in case of air pressure loss
•  Inductive jaw location sensing
•  Grip force range from 222N [50 lbs]  

to 2669N [600 lbs]
•  Stroke Range from 6.4mm [0.25 in]  

to 31.8mm [1.25 in]

Applications:
•   Automotive assembly
•   Critical Part drop prevention applications 
•   General purpose spring assist gripping 
•   Packaging applications

(USB key shown 
for scale)

How To Order

Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
Sensor Mounting Kit for Imperial & Metric Units (mounts 2 sensors) See Datasheet 1

NPN Inductive Sensor with Quick Disconnect* 11, 12, 15 OISN-019 1-2

PNP Inductive Sensor with Quick Disconnect* 11, 12, 15 OISP-019 1-2

NPN Inductive Sensor with Quick Disconnect* 17, 18 OISN-011 1-2

PNP Inductive Sensor with Quick Disconnect* 17, 18 OISP-011 1-2

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Fail Safe Valve (Imperial) See Datasheet 1

Fail Safe Valve (Metric) See Datasheet 1
*Sensor and cable sold separately.

U.S. Patent #5,125,708

 -   -  -  - 

Base Model

RPS

Size

11 17
12 18
15

Spring Description

O Spring Open
C Spring Closed

Seals Description

“Blank” Buna-N
V Viton® High Temperature

RPS-11

RPS-12

RPS-15

RPS-17

RPS-18

Stroke Description

“Blank” Standard Stroke
D Extended Stroke

Unit Type Description

“Blank” Imperial
M Metric
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Specifications Units 11 12 15

Total Rated Grip Force F @ 100 psi [7 bar] N [lbs] 222 [50] 267 [60] 400 [90]

Total Stroke mm [in] 6.4 [0.25] 9.5 [0.38] 12.7 [0.50]

Weight kg [lbs] 0.16 [0.36] 0.34 [0.76] 0.65 [1.44]

Pressure Range bar [psi] 3.4-7 [50-100]

Ingress Protection Class (IP) IP43

Displacement cm3 [in3] 1.6 [0.098] 2.5 [0.150] 4.9 [0.300]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.15 0.17

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Required Actuate Single Acting 3-way, 2-position

Valve to Required Actuate Double Acting 4-way, 2-position

Specifications Units 17 18

Total Rated Grip Force F @ 100 psi [7 bar] N [lbs] 1334 [300] 2669 [600]

Total Stroke mm [in] 19.1 [0.75] 31.8 [1.25]

Weight kg [lbs] 1.4 [3.00] 5.0 [11.02]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP43

Displacement cm3 [in3] 22.9 [1.400] 72.1 [4.400]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.31 0.51

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Required Actuate Single Acting 3-way, 2-position

Valve to Required Actuate Double Acting 4-way, 2-position
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LC

LC

LC

[1.2500]
31.75

[.5000]
12.70

[1.500]
38.1

[1.250]
31.8

2X M4 X 9 DP
[#6-32 X .38 DP]

OPEN

5 [.19]

[.98]
25

48 [1.88] (OPEN)
41 [1.63] (CLOSED)

JAWS SHOWN CLOSED 
(HIDDEN LINES DENOTE OPEN POSITION)

[1.736]
44.1

2X Ø 3 H7 X 6 DP
[Ø .1250 SF  X .25 DP]

2X M3 X 4 DP
[M3 X .18 DP]

(SENSOR MNTG HOLES
 FAR SIDE)

25 [1.00]

2X M5 [#10-32]
 AIR PORTS

(CLOSE)

20 [.78]

32 [1.26]

 .375 +.000
-.0019.51 +0.00

-0.03

LC

SENSOR TARGET 
   STANDARD 
(REMOVABLE)

4X Ø 2 H7 X 4 DP
[Ø .0625 SF X .18 DP]

4X M4 X 4.7 DP
[#6-32 X .188 DP]

22.2
[.875]

[.2500]
6.35

 

[.313]
7.9

36.9
[1.454]

.625 +.000
-.00115.88 +0.00

-0.03

XY

Z Z

C T
F/2 F/2

M

M
MY

Z

X

L

100 PSI [7 bar]

0 PSI [0 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

25

20

15

10

5

0

110

90

70

45

22

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

0
0

1
25

2
50

20 PSI [1.4 bar]

3 in.
75mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER with SPRING ASSIST
(force @ 25% of stroke)

Seal Repair Kits RPS-11
Buna-N Seal Repair Kit SLKT-036

Viton® Seal Repair Kit SLKT-036V

Pneumatic Accessories RPS-11
Fail Safe Valve (Imperial) OFSV-001

Fail Safe Valve (Metric) OFSV-004

Sensor Accessories RPS-11

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-003

RPS-11 Static Dynamic
 Maximum Tensile T 445 N [100 lbs] 111 N [25 lbs]

 Maximum Compressive C 890 N [200 lbs] 111 N [25 lbs]

 Maximum Moment Mx 11 Nm [100 in-lbs] 3 Nm [25 in-lbs]

 Maximum Moment My 11 Nm [100 in-lbs] 3 Nm [25 in-lbs]

 Maximum Moment Mx 11 Nm [100 in-lbs] 3 Nm [25 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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(HIDDEN LINES DENOTE OPEN POSITION)
JAWS SHOWN IN CLOSED POSITION

SENSOR TARGET
STANDARD

 (REMOVABLE)

LC
LC

LC

LC

1.500
[38.1]

50.8
[2.000]

38.10
[1.5000]

1.0000
[25.40]

2X M6 X 12 DP
[1/4-20 x .50 DP] 

4X Ø 2.5 H7 X 4 DP
[Ø .0938 SF X .19 DP]

4X M4 X 7DP 
[#8-32 X .31 DP]

[.3125]
7.94

[1.000]
25.4

.735 +.000
-.001 18.67 +0.00

-0.03

24 [.96]

29 [1.16]

2X M5 [#10-32]
AIR PORTS

(CLOSE)

OPEN

12.7 [.500]

23 [.90]

63 [2.50] (OPEN)
54 [2.13] (CLOSED)

51.2 [2.015]

2X M3 X 4 DP 
[M3 X .18 DP]

(SENSOR 
MNTG HOLES)

6 [.25]
14 [.56]

12 [.46]

2X Ø 5 H7 X 6 DP
[Ø .1875 SF X .25 DP]

[1.652]
42.0

.485 +.000
-.001 12.32 +0.00

-0.03

XY

Z Z
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M
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

20 PSI [1.4 bar]

0 PSI [0 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

GRIP FORCE PER FINGER with SPRING ASSIST
(force @ 25% of stroke)

Seal Repair Kits RPS-12
Buna-N Seal Repair Kit SLKT-040

Viton® Seal Repair Kit SLKT-040V

Pneumatic Accessories RPS-12
Fail Safe Valve (Imperial) OFSV-001

Fail Safe Valve (Metric) OFSV-004

Sensor Accessories RPS-12

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-003

RPS-12 Static Dynamic
 Maximum Tensile T 890 N [200 lbs] 222 N [50 lbs]

 Maximum Compressive C 1779 N [400 lbs] 222 N [50 lbs]

 Maximum Moment Mx 17 Nm [150 in-lbs] 6 Nm [50 in-lbs]

 Maximum Moment My 17 Nm [150 in-lbs] 6 Nm [50 in-lbs]

 Maximum Moment Mx 17 Nm [150 in-lbs] 6 Nm [50 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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(HIDDEN LINES DENOTE OPEN POSITION)
JAWS SHOWN IN CLOSED POSITION 

LC LC

LC

LC

SENSOR TARGET 
STANDARD 

(REMOVABLE)

8X M5 X 9DP
[#10-32 X .38DP]

17.5 [.688]

14.2 [.559]

27.0
[1.063]

9.53
[.3750]

.985  +.000 
-.001  25.01 +0.00

-0.03

2X M5 [#10-32]
AIR PORTS 

(CLOSE)

81 [3.19] (OPEN)
68 [2.69] (CLOSED)

30 [1.20]

43 [1.68]

71.6
[2.821]

70.4 [2.771]

50.80
[2.0000]

19.05
[.7500]

41.3
[1.625]

2X M6 X 12 DP
[1/4-20 X .50 DP]

2X  M3 X 4 DP
[M3 X .19 DP]

(SENSOR 
MNTG HOLES)

OPEN

7 [.26]

3 [.13]

17 [.69]

.735  +.000 
-.001  18.67 +0.00

-0.03

2X Ø 5 H7 X 6 DP
[Ø .1875 SF X .25 DP]

4X Ø 4 H7 X 4 DP
[Ø .1250 SF X .19 DP]

53.0
[2.086]

XY

Z Z

C T
F/2 F/2

M

M
MY

Z

X

L

45
40
35
30
25
20
15
10
5
0

198
176
156
133
111
89
66
45
22
0

lbs .N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

0
0

1
25

2
50

3
75
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102 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

20 PSI [1.4 bar]
0 PSI [0 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

GRIP FORCE PER FINGER with SPRING ASSIST
(force @ 25% of stroke)

Seal Repair Kits RPS-15
Buna-N Seal Repair Kit SLKT-041

Viton® Seal Repair Kit SLKT-041V

Pneumatic Accessories RPS-15
Fail Safe Valve (Imperial) OFSV-001

Fail Safe Valve (Metric) OFSV-004

Sensor Accessories RPS-15

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-003

RPS-15 Static Dynamic
 Maximum Tensile T 1779 N [400 lbs] 445 N [100 lbs]

 Maximum Compressive C 3336 N [750 lbs] 445 N [100 lbs]

 Maximum Moment Mx 34 Nm [300 in-lbs] 11 Nm [100 in-lbs]

 Maximum Moment My 34 Nm [300 in-lbs] 11 Nm [100 in-lbs]

 Maximum Moment Mx 34 Nm [300 in-lbs] 11 Nm [100 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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(HIDDEN LINES DENOTE OPEN POSITION)

LCLC

LC

LC

SENSOR TARGET 
STANDARD 

(REMOVABLE)

JAWS SHOWN IN CLOSED POSITION

2X M10 X 19 DP
[3/8-16 X .75 DP] 2X Ø 6 H7X 12 DP

[Ø .2500 SF X .50 DP]

OPEN

2X G1/8" [1/8 NPT]
 AIR PO RT (CLOSE)

63.50
[2.5000]

25.40
[1.0000]

89.6
[3.529]

54.0
[2.125]

62 [2.44]

.750 [19.1]

12.70
[.5000]

1.313
[33.3]

8X M6 X 12DP
[1/4-28 X .50 DP]

1.250 +.000
-.001 31.75 +0.00

-0.03107 [4.25] (OPEN)
89 [3.50] (CLOSED)

25
[1.00]

98.7
[3.887]

1.000 +.000
-.00125.40 +0.00

-0.03

2X M3 X 6 DP
[M3 X .25 DP]

(SENSOR 
MNTG HOLES)

5 [.19] 27
[1.06]

4X Ø 5 H7 X 9 DP
[Ø.1875SF  X .38 DP]

83
[3.27]

75.1
[2.957]

8 [.30]

XY

Z Z
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F/2 F/2

M

M
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152 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER with SPRING ASSIST
(force @ 25% of stroke)

150

125

100

75

50

25

0

100 PSI [7 bar]

20 PSI [1.4 bar]

0 PSI [0 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

Seal Repair Kits RPS-17
Buna-N Seal Repair Kit SLKT-042

Viton® Seal Repair Kit SLKT-042V

Pneumatic Accessories RPS-17
Fail Safe Valve (Imperial) OFSV-002

Fail Safe Valve (Metric) OFSV-005

Sensor Accessories RPS-17

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-072

RPS-17 Static Dynamic
 Maximum Tensile T 3336 N [750 lbs] 890 N [200 lbs]

 Maximum Compressive C 6672 N [1500 lbs] 890 N [200 lbs]

 Maximum Moment Mx 85 Nm [750 in-lbs] 28 Nm [250 in-lbs]

 Maximum Moment My 85 Nm [750 in-lbs] 28 Nm [250 in-lbs]

 Maximum Moment Mx 85 Nm [750 in-lbs] 28 Nm [250 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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(HIDDEN LINES DENOTE OPEN POSITION)

LCLC

LC

LC

JAWS SHOWN IN CLOSED POSITION 

SENSOR TARGET 
STANDARD 

(REMOVABLE)

8X M10 X 19 DP
[3/8-24 X .75 DP]

4X Ø 8 H7 X 12 DP
[Ø .2500 SF X .50 DP]

22.2 [.875]

[.8750]
22.23

4X M12 X 25 DP
[1/2-13 X 1.00 DP]

2X G1/8" [1/8 NPT] AIR PORTS (OPEN)

177 [7.00] (OPEN)
146 [5.75] (CLOSED)

CLOSE

[4.0000]
101.60

[5.598]
142.2

[2.950]
74.9

[2.000]
50.8

2X M3 X 9 DP
 [M3 X .38 DP]

(SENSOR 
MNTG HOLES) 1.750 +.000

-.001 44.45 +0.00
-0.03

1.500 +.000
-.001 38.10 +0.00

-0.03

[6.080]
154.4

2X Ø 10 H8 X 12 DP
 [Ø .3750 SF X .50 DP]

[3.96]
101

[.39]
10

17 [.69]
27

[1.06]

[5.39]
137

[1.741]
44.2

[4.643]
117.9

[5.080]
129.0

[1.42]
36

[5.250]
133.35

XY

Z Z

C T
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M

M
MY
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L
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GRIP FORCE PER FINGER with SPRING ASSIST
(force @ 25% of stroke)
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6
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5
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7
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3
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8 in.
203 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

20 PSI [1.4 bar]
0 PSI [0 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

Seal Repair Kits RPS-18
Buna-N Seal Repair Kit SLKT-043

Viton® Seal Repair Kit SLKT-043V

Pneumatic Accessories RPS-18
Fail Safe Valve (Imperial) OFSV-002

Fail Safe Valve (Metric) OFSV-005

Sensor Accessories RPS-18

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-072

RPS-18 Static Dynamic
 Maximum Tensile T 6672 N [1500 lbs] 2224 N [500 lbs]

 Maximum Compressive C 13345 N [3000 lbs] 2224 N [500 lbs]

 Maximum Moment Mx 170 Nm [1500 in-lbs] 57 Nm [500 in-lbs]

 Maximum Moment My 170 Nm [1500 in-lbs] 57 Nm [500 in-lbs]

 Maximum Moment Mx 170 Nm [1500 in-lbs] 57 Nm [500 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Model Stroke  
mm [in]

Grip Force
N [lbs]

Operating 
Environment

Special 
Features

Page 
GR-HDP-#

DPW
19.05-63.5
[0.75-2.5]

222-801
[50-180]

IP66, Harsh 
Environment

High Impact Loading Gripper.   
Long Finger Lengths. Ideal for 
Long or Wide Part Handling. 

TM

3

RPB 101.6-203.2
[4.0-8.0]

2669
[600]

IP55 Using Purge 
Port & Shield 

Option, Harsh 
Environment

Gantry Systems,  
Heavy Payloads. Long  
Stroke. High Precision.  
Long Finger Lengths. 

9

RPR 150-350
[5.9-13.77]

3520
[800]

IP65, Harsh 
Environment

Gantry Systems,  
Heavy Payloads.  

Long Finger Lengths.  
Rod Lock option

13

RPW 19.1-114.3
[.75-4.5]

222-2091
[50-470]

IP54, Harsh 
Environment

High Impact Loading  
Gripper. Long Finger  

Lengths. Ideal for Long  
or Wide Part Handling.

15
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2-Jaw Heavy-Duty Parallel Grippers | DIRECTCONNECT™ Mounting Combatabilty Chart

Pneumatic Heavy Duty Grippers

DLT Thruster Slide to  
DPW Parallel Gripper

 Slide to Gripper

DLT Thruster Slide to  
DPW Parallel Gripper

 Slide to Gripper

DRF Rotary Actuator to  
DPW Parallel Gripper

Rotary to Gripper

DLM Thruster Slide to  
DPW Parallel Gripper

 Slide to Gripper

Modular DIRECTCONNECT Mounting Style Examples:
Products can be mounted in multiple positions. Refer to datasheet for complete info.

Catalog Models

Grippers

DPW-250 DPW-375, 
500

Base 
Slides

DLB-06,08 3R

DLB-10,12,16 5R

DLB-20,25

Thruster 
Slides

DLT-06,08 3R

DLT-10,12,16 3R 5R

DLT-20,25 5R

DLM-07 3R

DLM-9,12 3R 5R

Rotary 
Actuators

DRF-075,094 3R 5R

DRF-106 3R 5R

DRF-131 5R

Mounting Compatibility ChartTM

DESTACO’s DIRECTCONNECT™ technology, allows all components of the 
system–grippers, rotaries and slides—to be mounted together directly. Look  
for matching icons on product datasheets for mounting compatibility.
Note: The numbers in the cell represent the metric screw size and basic mounting pattern.  

S=Square, R=Rectangle. ie; 5S = M5 Screw with square mounting pattern. 5R5S



How To Order

Sensor Accessories Model Numbers Part Number Qty/Unit
PNP Magneto Resistive Sensor Short Barrel (with Qk. Disc.)* All Models OHSP-017 1-4†

NPN Magneto Resistive Sensor Short Barrel (with Qk. Disc.)* All Models OHSN-017 1-4†

PNP Magneto Resistive Sensor 90º Barrel (with Qk. Disc.)* All Models OHSP-011 1-4†

NPN Magneto Resistive Sensor 90º Barrel (with Qk. Disc.)* All Models OHSN-011 1-4†

PNP Inductive Sensor 3mm with Quick Disconnect* All Models OISP-019 1-2

NPN Inductive Sensor 3mm with Quick Disconnect.* All Models OISN-019 1-2

PNP Inductive Sensor 4mm with Quick Disconnect* 375M, 500M OISP-014 1-2

NPN Inductive Sensor 4mm with Quick Disconnect* 375M, 500M OISN-014 1-2

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-4†

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-4†

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Fail Safe Valve M5 All Models OFSV-004 1

Adjustable Flow Control All Models VLVF-008 1-2
*Sensor and cable sold separately.  †Except 250-1, 250-2, 1-2 only.

Features:
•  Robust wide body gripper with

DIRECTCONNECT mounting
•  Grip force ranges from 222N thru 800N
•  Strokes range from 19mm thru 63.5mm
•  Rack and pinion design for smooth operation
•  Jaws well supported to grip large and wide parts
•  Multiple air ports where top ports

can be manifolded
•  Shaft wiper seals for harsh environments
•  Optional non-synchronous jaw operation

Applications:
•  Wide part gripping
•  Gantry systems
•  Harsh gripping environment
•  Long finger applications

Accessories

DPW-250M-1

DPW-250M-2

DPW-375M-1

DPW-375M-2

DPW-500M-1

DPW-500M-2

U.S. Patent #5,163,729

- - - - - 

Base Model

DPW

Jaw Synchronization Description

“Blank” Synchronous
NS Non-Synchronous Operation

Size

250M
375M
500M

Stroke Description

1 Standard Stroke
2 Extended Stroke

Wipers Description

“Blank” None
W Shaft Wipers

Seals Description

“Blank” Buna-N
V Viton® High Temperature

(USB key shown 
for scale)
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Specifications Units 250M-1 250M-2 375M-1 375-2

Total Rated Grip Force F @ 100 psi N [lbs] 222 [50] 445 [100]

Total Stroke mm [in] 19.1 [0.75] 31.8 [1.25] 25.4 [1.00] 50.8 [2.00]

Weight kg [lbs] 0.30 [0.66] 0.39 [0.86] 0.81 [1.80] 1.20 [2.66]

Pressure Range bar [psi] 1.5-7 [20-100]

Ingress Protection Class (IP) IP66

Displacement cm3 [in3] 3.8 [0.023] 6.3 [0.383] 11.3 [0.690] 22.6 [1.382]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.12 0.14 0.16 0.20

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position

Specifications Units 500M-1 500M-2

Total Rated Grip Force F @ 100 psi N [lbs] 800 [180]

Total Stroke mm [in] 38.1 [1.50 63.5 [2.50]

Weight kg [lbs] 1.48 [3.27] 2.0 [4.39]

Pressure Range bar [psi] 1.5-7 [20-100]

Ingress Protection Class (IP) IP66

Displacement cm3 [in3] 30.2 [1.841] 50.3 [3.068]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.20 0.28

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position
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19.05 [.7500]
(DOWELS)

2X 19.1 [.750]

9.5 [.375]

M3 X 5 DP

Ø3 H7 X 5 DP

5 [.20]

M3 X 5 DP
SUPPLIED PLUGGED

(CLOSE PORT)

2X MANIFOLD AIRPORTS:

OPEN PORT

4 [.16]

CL

CL

C (CLOSED)

2X E (JAW)B

2X 4.2 [.166]
SENSOR

ENTRANCE
SLOT

2X 19.1 [.750]
SENSOR ENTRANCE

SLOT LENGTH

7.9 [.310]

2X A

2X M2 X 3 DP
(SENSOR MNTG HOLES)

CL

CL

M5 X 5 DP
(OPEN PORT)

CLOSE PORT

F

6 [.24]

CL

CL

M4 X 8DP
(C'BORE FOR
M3 OPP. SIDE)

Ø4 H7 X 5DP
30.00 [1.1811]

(DOWELS)

2X 30.0 [1.181]

30.00 [1.1811]
(DOWELS)

2X 30.0 [1.181]

4X 37.6 [1.480]
(JAW)

CL

CL

D (OPEN)

4X 37.6 [1.480]
(END CAP)

2X 38.0 [1.496]
(BODY)

OPEN STROKE POSITION PICTURED ABOVE

2X 10.0 [.394]

2X 10.0 [.394]

L

F/2F/2

T C

Mx

Z

Y

My

Z

X

Mz

Loading Information

Model A B C D E F

 DPW-250M-1 5.8 [0.227] 54.4 [2.140] 79 [3.09] 98 [3.85] 10.5 [0.414] 10 [0.40]

 DPW-250M-2 7.3 [0.289] 67.1 [2.640] 104 [4.09] 136 [5.35] 16.9 [0.664] 12 [0.47]

Seal Repair Kits 250M
Buna-N Seal Repair Kit SLKT-337

Viton® Seal Repair Kit SLKT-337V

Viton®  Manifold Seal Kit SLKT-197V

Shaft Wiper Seal Kit SLKT-338

Sensor Accessories 250M

Inductive Sensor Mtg Kit (3mm or 4mm) OSMK-116

DPW-250M Static Dynamic
 Maximum Tensile T 267 N [60 lbs] 53 N [12 lbs]

 Maximum Compressive C 267 N [60 lbs] 53 N [12 lbs]

 Maximum Moment Mx 14 Nm [120 in-lbs] 3 Nm [24 in-lbs]

 Maximum Moment My 20 Nm [180 in-lbs] 4 Nm [36 in-lbs]

 Maximum Moment Mx 14 Nm [120 in-lbs] 3 Nm [24 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

GRIP FORCE PER FINGER
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38.10 [1.5000]
(DOWELS)

2X 38.1 [1.500]

19.1 [.750]

M5 X 7 DP

Ø5 H7 X 5 DP

6 [.24]

M5 X 7 DP
SUPPLIED PLUGGED

(CLOSE PORT)

2X MANIFOLD AIRPORTS:

OPEN PORT
6 [.24]

CL

CL

C (CLOSED)

2X E (JAW)B

4X 4.2 [.166]
SENSOR

ENTRANCE
SLOT

4X 19.1 [.750]
SENSOR ENTRANCE

SLOT LENGTH

2X 17.8 [.700]

2X A

M3 X 4 DP
(SENSOR MNTG HOLES)

CL

CL

M5 X 6 DP
(OPEN PORT)

CLOSE PORTF

5 [.18]
CL

CL

M5 X 10 DP
(C'BORE FOR
M4 OPP. SIDE)

Ø5 H7 X 5 DP

42.50 [1.6732]
(DOWELS)

42.50 [1.6732]
(DOWELS)

2X 42.5 [1.67]

2X 42.5 [1.67] 4X 54.0 [2.126]
(JAW)

CL

CL

D (OPEN)

4X 54.7 [2.155]
(END CAP)

2X 55.0 [2.165]
(BODY)

OPEN STROKE POSITION PICTURED ABOVE

2X 14.0 [.551]

2X 14.0 [.551]

L

F/2F/2

T C

Mx

Z

Y

My

Z

X

Mz

Loading Information

Model A B C D E F

 DPW-375M-1 6.7 [0.262] 67.1 [2.640] 97 [3.81] 122 [4.81] 13.0 [0.512] 11 [0.43]

 DPW-375M-2 11.7 [0.462] 92.5 [3.640] 147 [5.81] 198 [7.81] 25.7 [1.012] 12 [0.47]

Seal Repair Kits 375M
Buna-N Seal Repair Kit SLKT-339

Viton® Seal Repair Kit SLKT-339V

Viton®  Manifold Seal Kit SLKT-199V

Shaft Wiper Seal Kit SLKT-340

Sensor Accessories 375M

Inductive Sensor Mtg Kit (3mm or 4mm) OSMK-117

DPW-375M Static Dynamic
 Maximum Tensile T 534 N [120 lbs] 107 N [24 lbs]

 Maximum Compressive C 534 N [120 lbs] 107 N [24 lbs]

 Maximum Moment Mx 24 Nm [210 in-lbs] 5 Nm [42 in-lbs]

 Maximum Moment My 34 Nm [300 in-lbs] 7 Nm [60 in-lbs]

 Maximum Moment Mx 24 Nm [210 in-lbs] 5 Nm [42 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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38.10 [1.5000]
(DOWELS)

2X 38.1 [1.500]

M5 X 8 DP

Ø5 H7 X 5 DP

6 [.24]

M5 X 5 DP
SUPPLIED PLUGGED

(CLOSE PORT)

2X MANIFOLD AIRPORTS:

OPEN PORT6 [.24]

19.1 [.750]

CL

CL

C (CLOSED)

D (OPEN)

E (JAW)B

4X 4.2 [.166]
SENSOR

ENTRANCE
SLOT

4X 19.1 [.750]
SENSOR ENTRANCE

SLOT LENGTH

2X 18.58 [.740]

M3 X 4 DP
(SENSOR MNTG HOLES)

A

CL

CL

M5 X 6 DP (OPEN PORT)2X

CLOSE PORT15 [.59]

5 [.20]

CL

CL

M6 X 13 DP
(C'BORE FOR 
M5 OPP. SIDE)

Ø6 H7 X 8 DP

51.00 [2.0079]
(DOWELS)

51.00 [2.0079]
(DOWELS)

2X 51.0 [2.01]

2X 51.0 [2.01]

4X 63.0 [2.480]
(JAW)

CL

CL

4X 63.7 [2.509]
(END CAP)

2X 64.0 [2.520]
(BODY)

OPEN STROKE POSITION PICTURED ABOVE

2X 18.0 [.709]

2X 18.0 [.709]

L

F/2F/2

T C

Mx

Z

Y

My

Z

X

Mz

Loading Information

Model A B C D E

 DPW-500M-1 12.1 [0.475] 82.8 [3.260] 125 [4.96] 164 [6.46] 19.2 [0.755]

 DPW-500M-2 14.9 [0.585] 108.2 [4.260] 177 [6.96] 240 [9.46] 31.9 [1.255]

Seal Repair Kits 500M
Buna-N Seal Repair Kit SLKT-341

Viton® Seal Repair Kit SLKT-341V

Viton®  Manifold Seal Kit SLKT-199V

Shaft Wiper Seal Kit SLKT-342

Sensor Accessories 500M

Inductive Sensor Mtg Kit (3mm or 4mm) OSMK-118

DPW-500M Static Dynamic
 Maximum Tensile T 2668 N [600 lbs] 267 N [60 lbs]

 Maximum Compressive C 2668 N [600 lbs] 267 N [60 lbs]

 Maximum Moment Mx 68 Nm [600 in-lbs] 7 Nm [60 in-lbs]

 Maximum Moment My 102 Nm [900 in-lbs] 10 Nm [90 in-lbs]

 Maximum Moment Mx 68 Nm [600 in-lbs] 7 Nm [60 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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RPB Series How To Order

Sensor Accessories Model Numbers Part Number Qty/Unit
12mm Sensor Mounting Kit (mounts 2 sensors) 24, 26, 28 OSMK-078 1-2

12mm Sensor Mounting Kit (mounts 2 sensors) 24-S, 26-S, 28-S OSMK-079 1-2

12mm PNP Inductive Sensor with Quick Disconnect* All Models OISP-017 1-4

12mm NPN Inductive Sensor with Quick Disconnect* All Models OISN-017 1-4

Quick Disconnect 2 Meter Cable Length* All Models CABL-014 1-4

Pneumatic Accessories Model Numbers Part Number Qty/Unit

Fail Safe Valve (Metric) All Models OFSV-006 1
*Sensor and cable sold separately. 

Features:
•  High accuracy, sealed, low friction  

roller bearing, long stroke gripper
•  Grip force of 2669N with strokes  

from 101mm to 203mm (maintains  
full grip force even at long finger lengths) 

•  Rack and pinion design for high repeatability
•  Purge ports maintain long term smooth  

operation in harsh environments. 
•  Viton® seals for extended temperature  

operating range.
•  Optional non-synchronous jaw operation 
•  Part sensing using up to 4 inductive sensors

Applications:
•  Foundry applications 
•  Gantry systems 
•  Large heavy part handling
•  Long finger lengths

RPB Series Accessories

RPB-24M

RPB-26M

RPB-28M

(USB key shown  
for scale)

 -  -  -  

Base Model

RPB

Jaw Synchronization Description

“Blank” Synchronous
NS Non-Synchronous Operation

Shielded Description

“Blank” Non-Shielded
S Shielded

Size

24M
26M
28M
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Specifications Units 24M, 24M-S 26M, 26M-S 28M, 28M-S

Total Rated Grip Force F @ 100 psi [7 bar] N [lbs] 2669 [600]

Total Stroke mm [in] 101.6 [4] 152.4 [6] 203.2 [8]

Weight kg [lbs] 10.9 [24] 14.5 [32] 19.1 [42]

Pressure Range bar [psi] 1.4-7 [20-100]

Cylinder Bore Ø mm [in] 50.8 [2.000]

Displacement cm3 [in3] 204.8 [12.5] 308.1 [18.8] 410 [25]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.5 0.75 1.00

Accuracy mm [in] ±0.13 [±0.005]

Repeatability mm[in] ±0.05 [±0.0020]

Valve to Actuate Double Acting 4-way, 2-position

GR-HDP  |  10Dimensions and technical information are subject to change without notice
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LC

LCCL

CL

CL

LC

LC

16 X  M10 X 15 DP
(MAX. DO NOT EXCEED DEPTH)

4X M5 X 10 [.40] DP
SENSOR MNTG HOLES

(CLOSE)

27 [1.08]

E

2 X G1/4 AIR PORT (ADAPTER FOR 1/4 NPT AVAILABLE)
(OPEN)

8 X M10 X 15 DP

A

4X 63.5
[2.500]

F

2 X 13.1
[.514]

18
[.70]

38
[1.498]

8 X 31.8
[1.250]

K

104.8
[4.125]

63.5
[2.500]

4 X 12 [.48]

G  OPEN
H  CLOSE

D

B

88.9
[3.500]

129
[5.06]

M

2X Ø .3125 SF X .85 DP
MARKED "B"

2X Ø 10 H7 X 12 DP
MARKED "A"

C

2X Ø .3125 SF X .50 DP

2X Ø 10 H7 x 12 DP

J

L

"A"

"A""B"

"B"

L

Z

Y

TC

MX

Z

X

M

F/2 F/2

MY

Z

Loading Information

Model A B C D E F G H J K L M

 RPB-24M 438.2  
[17.250]

152.4 
[6.000]

101.6 
[4.000]

50.8  
[2.000]

50.8  
[2.000]

98.9 
[3.90]

394 
[15.50]

292  
[11.50]

101.6 
[4.000]

38.1 
[1.500]

82.0 
[3.2284]

127.0 
[5.000]

 RPB-26M 590.5  
[23.250]

266.7 
[10.500]

177.8 
[7.000]

88.9  
[3.500]

88.9  
[3.500]

150 
[5.90]

546 
[21.50]

394 
[15.50]

133.4 
[5.250]

44.5 
[1.750]

112.0 
[1.4094]

178 
[7.00]

 RPB-28M 743.0  
[29.250]

381.0 
[15.000]

254.0 
[10.000]

127.0 
[5.000]

127.0 
[5.000]

188 
[7.39]

699 
[27.50]

495 
[19.50]

165.1 
[6.500]

50.8 
[2.000]

140.0 
[5.5118]

229 
[9.00]

Static Load -24M -26M, -28M

 Maximum Tensile T 6672 N 
[1500 lbs] 

8896 N 
[2000 lbs] 

 Maximum Compressive C 6672 N 
[1500 lbs] 

8896 N 
[2000 lbs] 

 Maximum Moment Mx
339 Nm 

[3000 in-lbs] 
396 Nm 

[3500 in-lbs] 

 Maximum Moment My
339 Nm 

[3000 in-lbs] 
396 Nm 

[3500 in-lbs] 

 Maximum Moment Mx
339 Nm 

[3000 in-lbs] 
396 Nm 

[3500 in-lbs] 
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Viton® Seal Repair Kit SLKT-123V
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CL 16 X M10 X 15DP
(MAX. DO NOT 
EXCEED DEPTH)

LC

LC

2X G1/4 AIR PORT 
(ADAPTER FOR 

1/4 NPT AVAILABLE)

(OPEN)

4X M5 X 10 [.40] DP
SENSOR MNTG HOLES

CL

(CLOSE)
LC

LC
8X M10 X 15DP

LC

2X 13.1
 [.514]

F

88.9
 [3.500]

K

38
 [1.49]

G  OPEN
H  CLOSE

18
 [.70]

104.8
 [4.125]129

 [5.06]

63.5
 [2.500]

4X 12 [.48]

4X 63.5
 [2.500]

D

B

A

M

PURGE PORT G1/4 SUPPIED PLUGGED

PURGE PORT G1/4 SUPPIED PLUGGED

2X Ø .3125 SF X .85 DP
MARKED "B"

2X Ø 10 H7 X 12 DP
MARKED "A"

C

E

2X Ø .3125 SF X .50 DP

2X Ø 10 H7 x 12 DP
L

J

"A"

"A""B"

"B"

27 [1.08]

8 X 31.8 [1.250]

L

Z

Y

TC

MX

Z

X

M

F/2 F/2

MY

Z

Loading Information

Model A B C D E F G H J K L M

 RPB-24M-S 438.2  
[17.250]

152.4 
[6.000]

101.6 
[4.000]

50.8  
[2.000]

50.8  
[2.000]

98.9 
[3.90]

427 
[16.82]

325 
[12.79]

101.6 
[4.000]

38.1 
[1.500]

82.0 
[3.2284]

124 
[4.88]

 RPB-26M-S 590.5  
[23.250]

266.7 
[10.500]

177.8 
[7.000]

88.9  
[3.500]

88.9  
[3.500]

150 
[5.90]

578 
[22.75]

425 
[16.75]

133.4 
[5.250]

44.5 
[1.750]

112.0 
[1.4094]

153 
[6.03]

 RPB-28M-S 743.0  
[29.250]

381.0 
[15.000]

254.0 
[10.000]

127.0 
[5.000]

127.0 
[5.000]

188 
[7.39]

724 
[28.50]

521 
[20.50]

165.1 
[6.500]

50.8 
[2.000]

140.0 
[5.5118]

197 
[7.77]

Static Load -24M -26M, -28M

 Maximum Tensile T 6672 N 
[1500 lbs] 

8896 N 
[2000 lbs] 

 Maximum Compressive C 6672 N 
[1500 lbs] 

8896 N 
[2000 lbs] 

 Maximum Moment Mx
339 Nm 

[3000 in-lbs] 
396 Nm 

[3500 in-lbs] 

 Maximum Moment My
339 Nm 

[3000 in-lbs] 
396 Nm 

[3500 in-lbs] 

 Maximum Moment Mx
339 Nm 

[3000 in-lbs] 
396 Nm 

[3500 in-lbs] 
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Viton® Seal Repair Kit SLKT-123V

Viton® Shield/Seal Repair Kit 24-S SLKT-152V

Viton® Shield/Seal Repair Kit 26-S SLKT-153V

Viton® Shield/Seal Repair Kit 28-S SLKT-166V
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How To Order

Sensor Accessories Part Number Qty/Unit
Sensor Mounting Kit for Imperial & Metric Units (mounts 2 sensors) OSMK-131 1

12mm PNP Inductive Sensor with Quick Disconnect* OISP-017 1-2

12mm NPN Inductive Sensor with Quick Disconnect* OISN-017 1-2

Quick Disconnect 2 Meter Cable Length* CABL-014 1-2

Quick Disconnect 5 Meter Cable Length* CABL-018 1-2

Pneumatic Accessories Part Number Qty/Unit
Fail Safe Valve 1/4 NPT (Imperial) OFSV-003 1

Fail Safe Valve 1/4 BSPP (Metric) OFSV-006 1

Buna-N Seal Repair Kit SLKT-452 1

Viton® Seal Repair Kit SLKT-453 1
*Sensor and cable sold separately. 

Features:
•  High rigidity and robust long stroke gripper
•  Grip force of 4559N with strokes from 150mm to 350mm 
•  Rack and Pinion for synchronized jaw operation 
•  Optional Integral Rod Lock that lock jaws in position  

upon air loss
•  Shaft wiper seals protects internal  

bearings from contaminants
•  Optional Viton® seals for high temp applications 
•  Customized sensing and linear encoder solutions available 

Applications:
•  Foundry applications 
•  Gantry Systems 
•  Large heavy part handling

Accessories

RPR-63M-200

(USB key shown 
for scale)

  -  -  -  -  - 

Base Model

RPR-63

Jaw Synchronization Description

“Blank” Synchronous
NS Non-Synchronous Operation

Stroke [mm]

150 300
200 350
250

Seals Description

“Blank” Buna-N
V Viton® High Temperature 

Unit Type Description

M Metric

Hardware Description

“Blank” Coated Steel

Rod Lock Description

“Blank” None
R1-RS One Lock (Right)
R1-LS One Lock (Left)

R2 Dual Rod Locks

GR-HDP  |  13 Dimensions and technical information are subject to change without notice
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CL

CL

CL

CL

75.0
[2.952]

180.0
[7.086]

80.0
[3.150]

539.8
[21.250]

88.9
[3.500]

209.8
[8.260]

159.0
[6.260]
108.2

[4.260]

60.0
[2.362]

DOWEL PIN HOLE
(3) 8MM H7 X 15 DP.

M8 X 16 DP. (12)

(8) C'BORE FOR 
 M10 3/8 SHCS

FROM FARSIDE

[5.531]

[.750]

[3.94]

[3.75] [2.88]

OPEN PORT
CLOSE PORT

2X 1/8 BSPP AIR PORTS

[.813]

[9.05] CLOSED230

430

M12 X 24 DP.

60.0
[2.362]

90.0

TYP
[3.544]

45.0

TYP
[1.772]

(2) PER JAW
DOWEL PIN HOLE
12MM H7 X 19 DP.

(4) PER JAW

OPENED[16.92]

[.787]
20.0

(3) GUIDE SHAFTS

158.8
[6.250] [6.375]

161.9

[3.500]
88.9

38
[1.50]

SENSOR BRACKET, TARGETS AND SENSORS ARE 
NOT INCLUDED WITH GRIPPER (SHOWN FOR REFERENCE ONLY)

45.0
[1.772]

140.5

19.1

100

7395

20.6

CT

LMx

My

MzMz

Loading Information

RPR-63M
 Maximum Tensile T 15570 N [3500 lbs]

 Maximum Compressive C 15570 N [3500 lbs]

 Maximum Moment Mx 825 Nm [7500 in-lbs]

 Maximum Moment My 990 N [9000 lbs]

 Maximum Moment Mx 825 Nm  [7500 in-lbs]

 Maximum Finger Length L 500mm [20 in]
†Capacities are per set of jaws and are not simultaneous

Specifications Units RPR-63-200

Total Rated Grip Force F @ 100 psi N [lbs] 3250 [800]

Total Stroke mm [in] 200 [7.87]

Weight kg [lbs] 15.8 [35]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP65

Displacement cm3 [in3] 623 [38.2]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300]

Actuation sec 1.3

Accuracy mm [in] ±0.13 [±0.005]

Repeatability mm [in] ±0.05 [±0.002]

Valve to Actuate Double Acting 4-way, 2-position

400

350

300

250

200

150

100

50

0

1760

1540

1320

1100

880

660

440

220

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

R
C

E 
- 

F/
2

GRIP FORCE PER FINGER

0
0

2
51

4
102

20 in.
508mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

8
203

10
254

12
305

6
152

14
356

16
406

18
457

100 PSI [7 bar]

60 PSI [4 bar]

87 PSI [6 bar]
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How To Order

Sensor Accessories Model Numbers Part Number Qty/Unit
Sensor Mounting Kit for Imperial & Metric Units (mounts 2 sensors) See Datasheet 1

PNP Inductive Sensor with Quick Disconnect* 250, 375, 500 OISP-014 1-2

NPN Inductive Sensor with Quick Disconnect* 250, 375, 500 OISN-014 1-2

PNP Inductive Sensor with Quick Disconnect* 625, 750 OISP-011 1-2

NPN Inductive Sensor with Quick Disconnect* 625, 750 OISN-011 1-2

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Fail Safe Valve (Imperial) 250, 375 OFSV-001 1

Fail Safe Valve (Metric) 250, 375 OFSV-004 1

Fail Safe Valve (Imperial) 500, 625, 750 OFSV-002 1

Fail Safe Valve (Metric) 500, 625, 750 OFSV-005 1
*Sensor and cable sold separately. 

Features:
•  Robust wide body gripper 
•  Grip force ranges from 222N thru 2091N
•  Strokes range from 19mm thru 114mm 
•  Rack and pinion design for smooth operation
•  Jaws well supported to grip large  

and wide parts
•  Double rod seals for extended life  

in harsh environments
•  Optional non-synchronous  

jaw operation

Applications:
•  Wide part gripping 
•  Gantry systems 
•  Harsh gripping environment

Accessories

RPW-250M-1

RPW-750M

RPW-625M-2

RPW-625M-1

RPW-375M-1
RPW-375M-2

RPW-500M-2

RPW-500M-1

(USB key shown 
for scale)

 -   -  -  - 

Base Model

RPW

Jaw Synchronization Description

“Blank” Synchronous
NS Non-Synchronous Operation

Stroke† Description

1 Standard Stroke
2 Extended Stroke

          †No stroke option for size 250 & 750

Seals Description

“Blank” Buna-N
V Viton® High Temperature 

Size

250 625
375 750
500

Unit Type Description

M Metric

GR-HDP  |  15 Dimensions and technical information are subject to change without notice
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Specifications Units 250 375-1 375M-2

Total Rated Grip Force F @ 100 psi N [lbs] 222 [50] 400 [90]

Total Stroke mm [in] 19.1 [0.75] 25.4 [1.00] 50.8 [2.00]

Weight kg [lbs] 0.30 [0.66] 0.59 [1.3] 0.91 [2.0]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 3.8 [0.023] 9.8 [0.600] 19.7 [1.200]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.16 0.20 0.25

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position

Specifications Units 500-1 500-2

Total Rated Grip Force F @ 100 psi N [lbs] 667 [150]

Total Stroke mm [in] 38.1 [1.50] 63.5 [2.50]

Weight kg [lbs] 1.4 [3.0] 1.85 [4.0]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 29.5 [1.800] 49.2 [3.000]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.25 0.33

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position

Specifications Units 625-1 625-2 750

Total Rated Grip Force F @ 100 psi N [lbs] 1068 [240] 2091 [470]

Total Stroke mm [in] 50.8 [2.00] 88.9 [3.50] 114.3 [4.50]

Weight kg [lbs] 3.0 [6.5] 3.6 [7.8] 6.4 [14]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 21.6 [1.320] 37.9 [2.310] 232.7 [14.200]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.52 0.69 1.00

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position
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LC

LC

LC

LC

LC

LC

LC

LC

8X M4 X 9DP

2X M5  
AIR PORTS
(CLOSE)

OPEN

2X M3 X 4DP
(SENSOR MNTG HOLES) 

93 [3.65] (OPEN)
74 [2.90](CLOSED)

JAWS SHOWN OPEN 

33 [1.31]

3 [.13]

19.05
[.7500]

2X Ø 3 H7 X 6 DP
(THIS FACE ONLY)

2X M4 X 7 DP
(THIS FACE ONLY)

19.05 [.7500]

2X Ø 3 H7 X 6 DP
2X M4 X 6 DP19.05 [.7500]

31.8 [1.250]

2X 40.9
[1.610] (JAW)

17.8
[.700]

31.8
[1.250]

31.8 [1.250]

2X 31.5
[1.240] (JAW)

2X 9.5 [.375]

10 [.39]

41.3 [1.625]
(BODY)

1.250 [31.8]
(BODY)

51.6 [2.030]

2X M2 X 4DP
(SENSOR TARGET

 MNTG HOLES)
4X Ø3H7 X 9DP

2 [.09]
5 [.19]

2 [.06]

RPW-250M Static Dynamic
 Maximum Tensile T [50 lb] 222 N [10 lb] 44 N

 Maximum Compressive C [50 lb] 222 N [10 lb] 44 N

 Maximum Moment Mx [100 in-lb] 11 Nm [20 in-lb] 2 Nm

 Maximum Moment My [150 in-lb] 17 Nm [30 in-lb] 3 Nm

 Maximum Moment Mx [100 in-lb] 11 Nm [20 in-lb]  2 Nm
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 250
Buna-N Seal Repair Kit SLKT-055

Viton® Seal Repair Kit SLKT-055V

Sensor Accessories 250

Inductive Sensor Mtg Kit (2 Sensors) OSMK-009

Z

XY

Z

F/2 F/2
TC

M

MMX Y

Z

L

Loading Information

25

20

15

10

5

0

111

89

67

45

22

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

0
0

1
25

2
50

3
75

4 in.
102 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

GRIP FORCE PER FINGER
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LC

LC

LC

LC

LC

LC

LC

LC

4X Ø 5 H7 X 12 DP

8X M5 X 12 DP

2X Ø 4 H7 X 6 DP
4X  C

2X 50.5
[1.990] (JAW)

50.8 [2.000] 
(BODY)

D

A

M (OPEN)
N (CLOSED)

JAWS SHOWN OPEN

2X Ø 4 H7 X 6 DP (THIS FACE ONLY)

2X  37.8
[1.490] (JAW)

2X F

E
31.8 [1.250]

19.05
[.7500]

38.1 [1.500]
(BODY)

2X M5 AIR PORTS (OPEN)

CLOSE

2X M3 X 4 DP
(SENSOR MNTG HOLES)

H

G

L

K

41.3
[1.625]

22.2
[.875]

25.40
[1.0000]

B

3 [.12] J
6 [.25]

8 [.31]2X M3 X 3 DP
(SENSOR TARGET
 MNTG HOLES)

9 [.35]

2X (4X RPW-375-2) 
M5 X 9 DP (THIS FACE ONLY)

Model A B C D E F G H J K L M N

 RPW-375M-1 19.05
[0.7500]

19.0 
[0.750]

M4 x 6 DP
[#8-32 x.25 DP]

19.05
[0.7500] -- 18.8 

[0.740]
13

[0.52]
22

[0.85]
3

[0.12]
9

[0.35]
21

[0.81]
120

[4.74]
95

[3.74]

 RPW-375M-2 50.8 
[2.000]

83.3 
[3.280]

M5 x 6 DP
[#10-32 x.25 DP]

15.88 
[0.6250]

57.2 
[2.250]

25.1
[0.990]

12
[0.49]

35
[1.39]

3
[0.13]

17
[0.65]

34
[1.35]

187
[7.38]

136
[5.38]

RPW-375M Static Dynamic
 Maximum Tensile T [100 lb] 445 N [20 lb] 89 N

 Maximum Compressive C [100 lb] 445 N [20 lb] 89 N

 Maximum Moment Mx [175 in-lb] 20 Nm [35 in-lb] 4 Nm

 Maximum Moment My [250 in-lb] 28 Nm [50 in-lb] 6 Nm

 Maximum Moment Mx [175 in-lb] 20 Nm [35 in-lb] 4 Nm
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 375
Buna-N Seal Repair Kit SLKT-056

Viton® Seal Repair Kit SLKT-056V

Sensor Accessories 375

Inductive Sensor Mtg Kit for 375-1 (2 Sensors) OSMK-010

Inductive Sensor Mtg Kit for 375-2 (2 Sensors) OSMK-011

Z

XY

Z

F/2 F/2
TC

M

MMX Y

Z

L

Loading Information

50

40

30

20

10

0

223

178

134

89

45

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

1
25

2
50

6 in.
153mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

4
102

5
127

3
76

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]
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LC

LCLC

LC

LC

LC

LC

LC

8X M6 X 19 DP

4X Ø 5 H7 X 11 DP

2X G1/8" AIR PORTS (OPEN)

CLOSE

19.05 [.7500]

25.40
[1.0000]

31.75
[1.2500]

2X Ø 5 H7 X 6 DP4X M6 X 9 DP

2X 66.4
[2.615] (JAW)

A

50.8 [2.000]66.7 [2.625]
(BODY)

2X 56.9
[2.240] (JAW)

2X B
57.2 [2.250]

(BODY) 50.8 [2.000]

(THIS FACE ONLY)

(THIS FACE ONLY)

2X M3 X 3 DP

D

E

17
[.68]

G (OPEN)
H (CLOSED)

JAWS SHOWN OPEN 

54.0
[2.125]

30.2
[1.188]

 -2 2X M3 X 6 DP
-1 2X M4 X 6 DP

(SENSOR TARGET 
MNTG HOLES)

C

6 [.25]

2 [.08]

F

(SENSOR MNTG HOLES)

2X Ø 5 H7 X 11 DP

3X M6 X 11 DP

11
[.44]

D2

Z

XY

Z

F/2 F/2
TC

M

MMX Y

Z

L

Model A B C D D2 E F G H
 RPW-500M-1 76.2 [3.000] 25.1 [.990] 2.8 [.11] 25 [1.00] -- 19 [0.75] 28 [1.11] 171 [6.73] 132 [5.23]

 RPW-500M-2 101.6 [4.000] 31.3 [1.235] 3.3 [.13] 38 [1.51] 3 [.13] -- 41 [1.61] 234 [9.23] 170 [6.73]

RPW-500M Static Dynamic
 Maximum Tensile T [500 lb] 2224 N [50 lb] 222 N

 Maximum Compressive C [500 lb] 2224 N [50 lb] 222 N

 Maximum Moment Mx [500 in-lb] 57 Nm [50 in-lb] 6 Nm

 Maximum Moment My [750 in-lb] 85 Nm [75 in-lb] 8 Nm

 Maximum Moment Mx [500 in-lb] 57 Nm [50 in-lb] 6 Nm
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 500
Buna-N Seal Repair Kit SLKT-058

Viton® Seal Repair Kit SLKT-058V

Sensor Accessories 500

Inductive Sensor Mtg Kit for 500-1 (2 Sensors) OSMK-012

Inductive Sensor Mtg Kit for 500-2 (2 Sensors) OSMK-013

Loading Information

80

70

60

50

40

30

20

10

0

356

312

267

223

178

134

89

45

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

2
51

4
102

12 in.
305mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

8
203

10
254

6
152

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]
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LC

LC

LC

LC

LC

LC LC

LC

H (OPEN)
J (CLOSED)

JAWS SHOWN OPEN 

82.6 [3.250]
(BODY)

28.6 [1.125]

2X 82.3
[3.240] (JAW)

2X Ø 5 H7 X 6 DP
6X 1/4-20 x .42 DP

63.50 [2.5000]

31.75
[1.2500]

[1.3125]
33.34

2X B

2X 66.4
[2.615] (JAW)

66.7 [2.625]
(BODY)

63.5 [2.500]

A 3X M8 X 14 DP 

(THIS FACE ONLY)

3X M3 X 3 DP

2X G1/8" AIR PORTS (OPEN)

CLOSE17
[.66] 27 [1.06] 4X Ø 5 H7 X 9 DP

8X  M8 X 25 DP
[2.250]
57.1

[1.625]
41.3

G

F

E

3 [.11]

6 [.25]

D

2X
 M3 X 7 DP
(SENSOR 
TARGET

MNTG HOLES)

C

2X Ø 5 H7 X 6 DP

(THIS FACE ONLY)

(SENSOR MNTG HOLES)

Z

XY

Z

F/2 F/2
TC

M

MMX Y

Z

L

Model A B C D E F G H J
 RPW-625M-1 98.4 [3.875] 31.4 [1.235] 14 [0.55] 17 [0.66] 2 [0.08] 24 [0.96] 36 [1.42] 219 [8.63] 168 [6.63]

 RPW-625M-2 136.5 [5.375] 44.1 [1.735] 15 [0.61] 5 [0.21] 9 [0.37] 43 [1.71] 55 [2.17] 321 [12.63] 232 [9.13]

RPW-625M Static Dynamic
 Maximum Tensile T [1200 lbs] 5338 N [125 lbs] 556 N

 Maximum Compressive C [1200 lbs] 5338 N [125 lbs] 556 N

 Maximum Moment Mx [1000 in-lbs] 113 Nm [100 in-lbs] 11 Nm

 Maximum Moment My [1500 in-lbs] 170 Nm [125 in-lbs] 14 Nm

 Maximum Moment Mx [1000 in-lbs] 113 Nm [100 in-lbs] 11 Nm
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 625
Buna-N Seal Repair Kit SLKT-071

Viton® Seal Repair Kit SLKT-071V

Sensor Accessories 625

Inductive Sensor Mtg Kit (2 Sensors) OSMK-074

Loading Information

120

100

80

60

40

20

0

534

445

356

267

178

89

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

3
76

6
152

15 in.
381mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

12
305

9
229

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]
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LC

LC

LC

LC

LC

LC LC

LC

139.70 [5.5000]

101.60 [4.0000]

[2.3750]
60.33

2X 75.0
[2.942] (JAW)

75.0 [2.952]
(BODY)

2X 99.8
[3.928] (JAW)

2X 49.8 [1.960]

100.0 [3.937]
(BODY)

180.9 [7.125]

139.7 [5.500]

63.5
[2.500]

[1.660]
42.2

410 [16.14] (OPEN)
296 [11.65] (CLOSED)
JAWS SHOWN OPEN 

[1.62]
41[1.19]

30

32 [1.25][1.00]
25

76 [3.00]

6X M8 X 12 DP

2X Ø 8 H7 X 9 DP

2X Ø Ø 8 H7 X 12 DP (THIS FACE ONLY)

4X M10 X 16 DP (THIS FACE ONLY)

2X G1/8" AIR PORTS (OPEN)

CLOSE

2X M5 X 6 DP DP (SENSOR MNTG HOLES)

4X Ø 8 H7 X 12 DP

8X M10 X 25 DP

2X M4 X 6 DP
(SENSOR 
TARGET 

MNTG HOLES)

[.19]
5

10 [.38]

38.1 [1.500]

[3.375]
85.7

5 [.19]

Z

XY

Z

F/2 F/2
TC

M

MMX Y

Z

L

Loading Information

RPW-750M Static Dynamic
 Maximum Tensile T 11121 N [2500 lb] 1112 N [250 lb]

 Maximum Compressive C 11121 N [2500 lb] 1112 N [250 lb]

 Maximum Moment Mx 226 Nm [2000 in-lb] 22 Nm [200 in-lb]

 Maximum Moment My 339 Nm [3000 in-lb] 28 Nm [250 in-lb]

 Maximum Moment Mx 226 Nm [2000 in-lb] 22 Nm [200 in-lb]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits 750
Buna-N Seal Repair Kit SLKT-060

Viton® Seal Repair Kit SLKT-060V

Sensor Accessories 750

Inductive Sensor Mtg Kit (2 Sensors) OSMK-014

250

200

150

100

50

0

1113

890

668

445

223

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

4
102

8
203

12
305

16
406

20 in.
508mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]
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3-Jaw Parallel Grippers | Dimensions and Technical Specifications

3-Jaw Parallel Gripper Series 

GR-3JP  |  1 Dimensions and technical information are subject to change without notice

Model Stroke  
mm [in]

Grip Force
N [lbs]

Operating 
Environment

Special 
Features

Page 
GR-3JP-#

3P
10-50

[0.39-1.97]
422-11190
[95-2515]

IP54

Shielded Gripper with  
Spring Assist. Ideal for  

Round Parts. Tandem Cylinder 
Option. High Precision. 

3

PPC
10-30

[0.394-
1.181]

747-4332
[168-974]

IP54

Hole Through Center.  
High Precision. Harsh 
Environments. Round  

Parts Handling.

15

REP3 10-30
[0.39-1.181]

480-3268
[108-753]

IP55. Cleanroom 
Class 100,  

ISO 5 Using 
Scavenge Port

Spring Assist.  
Rugged and Harsh  

Environments. Round Parts.  
High Precision.

21

RPC 7.6-34.9
[0.3-1.38]

445-13345
[100-3000]

IP54
Harsh & Rugged  

Applications. High Precision. 
Round Parts Handling.

27

RTH
4-70

[0.1575- 
2.756]

445-44353
[100- 
9971]

IP55 Using Purge 
Port. Cleanroom 
Class 100, ISO 5 

Using Scavenge Port

Shielded for Harsh & Rugged 
Applications. Suitable for 
Machining and Coolant 

Applications. High Precision. 
Spring Assist.

35



End E f fec tors  |  Gr ippers  |  Indexers  |  Manual  Clamps |  Power  Clamps |  Remote Handl ing

destaco.com

DESTACO’s Robohand products are engineered 
for reliability and long life to ensure maximum 
production uptime.  These products are 
designed and machined for precise repeatability 
with minimal maintenance. 

Global Automation Solutions

Consumer GoodsTransportationIndustrial Food & Packaging Logistics

Assembly Welding CNC/Machining Plastic Injection
Molding

Fixture and Testing White Goods/
Appliance

Life Sciences

GR-3JP  |  2Dimensions and technical information are subject to change without notice

Grippers, Rotates, and Linear Slide Solutions

Engineered Reliability



Sensor Accessories Model Numbers Part Number Qty/Unit
M8 Inductive Sensor PNP with M8 Connector 6003P, 8003P, 11003P OISP-011-C 1-4

M8 Inductive Sensor NPN with M8 Connector 6003P, 8003P, 11003P OISN-011-C 1-4

M8 Inductive Sensor PNP with M12 Connector 14003P, 16503P OISP-017-C 1-4

M8 Inductive Sensor NPN with M12 Connector 14003P, 16503P OISN-017-C 1-4

M8 Quick Disconnect 2 Meter Cable Length* 6003P, 8003P, 11003P CABL-010 1-4

M12 Quick Disconnect 2 Meter Cable Length* 14003P, 16503P CABL-014 1-4

Inductive Sensor Mounting Kit (1 holder, 1 flag, 2 spacers) 6003P, 8003P SD60-80P 1-2

Inductive Sensor Mounting Kit (1 holder, 1 flag, 2 spacers) 11003P SD110P 1-2

Inductive Sensor Mounting Kit (1 holder, 1 flag, 2 spacers) 14003P OSMK-114 1-2

Inductive Sensor Mounting Kit (1 holder, 1 flag, 2 spacers) 16503P OSMK-115 1-2
*Sensor and cable sold separately.

Features:
•  Robust and powerful precision multi-purpose gripper
•  Pneumatic or hydraulic powered operation
•  Optional tandem cylinder doubles grip force
•  Protective boot and shielded design for harsh 

environments
•  Spring assist option maintains grip  

in case of air pressure loss
•  Uses inductive sensors for jaw position detection 

Applications:
•  Hydraulic powered gripping applications
•  Confined spaces in harsh environment applications
•  Welding applications with protective boot option

Accessories

6003P

8003P

11003P

14003P

16503P

(USB key shown 
for scale)

Base Model

6003P
8003P
11003P
14003P
16503P

 -  -  -  -  -  -  -  -  - 

How To Order

Power Description

P Pneumatic
H Hydraulic

Spring Description

“Blank” No Spring
RE External Gripping
RI Internal Gripping

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Target Flag Description

“Blank” No Target Flag
T Sensor Target Flag

Sensor Unit Description

“Blank” No Sensors
KT1 Integral Sensor

(See page GR-3JP-11 
for detection zones and 
mounting positions)

KT2
KX1
KX2

Inductive  
Sensor Mount Description

“Blank” No Sensor Mount
SD Inductive Sensor Mount

Stroke Description
“Blank” Standard Stoke

C Extended Stroke Protective 
Boot Description

“Blank” None
E PVC Boot
E3 Fireproof Kevlar Boot

Tandem 
Cylinder Description
“Blank” No Cylinder

M For Use with  
Pneumatic Power only

GR-3JP  |  3 Dimensions and technical information are subject to change without notice
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3P Series  



Specifications Units 6003P-P 6003P-P-C 8003P-P 8003P-P-C 11003P-P 11003P-P-C
Grip Force (F6+R)1, 6 bar [87 psi], 
Springs Mid-Way, L=0

N  
[lbs]

678
[152]

422
[95]

1888
[424]

1219
[274]

1979
[445]

2030 
[456]

Grip Force (F0+R)2, 0 bars,  
Springs Mid-Way, L=0 

N  
[lbs]

172
[39]

107
[24]

617
[139]

398
[89]

628
[141]

644
[145]

Total Stroke
mm 
[in]

10
[0.39]

16  
[0.63]

13  
[0.51]

20
[0.79]

20 
[0.79]

30
[1.18]

Weight kg [lbs] 0.60 [1.32] 0.97 [2.14] 2.35 [5.18]

Pressure Range w/o Spring bar [psi] 2-7 [30-100]

Pressure Range with Spring bar [psi] 4-7 [60-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 12 [0.73] 35 [2.14] 87 [5.31]

Temp. Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temp. Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec. 0.07 0.08 0.10

Repeatability mm [in] ±0.02 [±0.001]

Specifications Units 14003P-P 14003P-P-C 16503P-P 16503P-P-C
Grip Force (F6+R)1, 6 bar [87 psi], 
Springs Mid-Way, L=0

N  
[lbs]

6077
[1366]

4031
[906]

11190
[2515]

6878 
[1546]

Grip Force (F0+R)2, 0 bars,  
Springs Mid-Way, L=0 

N  
[lbs]

2248
[508]

1490
[335]

3730
[838]

2292
[515]

Total Stroke
mm 
[in]

26
[1.02]

40
[1.57]

30
[1.18 ]

50
[1.97]

Weight kg [lbs] 4.7 [10.36] 9.04 [19.92]

Pressure Range w/o Spring bar [psi] 2-7 [30-100]

Pressure Range with Spring bar [psi] 4-7 [60-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 220 [13.43] 494 [30.15]

Temp. Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temp. Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec. 0.16 0.29

Repeatability mm [in] ±0.02 [±0.001]
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Ø1.5 X Ø4

GRIPPERS TOP
AIR PORT

OUR GRIPPERS ARE SUPPLIED
WITH OPEN SIDE AIR PORTS AND

TOP AIR PORTS PLUGGED.
WHEN OPERATING TOP AIR
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1.
2

[0
.0

5]

1
3
 ±

0
.0

2
5

[0
.5

1
] 

±
0
.0

0
1
0
]

6X

Ø3

[Ø0.12

 0
-0.01
 0
-0.0004]

0.7086 g6

18 g6

L

My

F/3

Mz
Z

X

F/3

Y

C

Z

T

Mx

L

My

F/3

Mz
Z

X

F/3

Y

C

Z

T

Mx

6003P Static Dynamic
 Maximum Tensile T 819 N [184 lbs] 175 N [39 lbs]
 Maximum Compressive C 1556 N [350 lbs] 175 N [39 lbs]
 Maximum Moment Mx 42 Nm [372 in-lbs] 5 Nm [44 in-lbs]
 Maximum Moment My 49 Nm [434 in-lbs] 6 Nm [53 in-lbs]
 Maximum Moment Mx 54 Nm [478 in-lbs] 6 Nm [53 in-lbs]
†Capacities are per set of jaws and are not simultaneous

6003P-C Static Dynamic
 Maximum Tensile T 745 N [167 lbs] 108 N [24 lbs]
 Maximum Compressive C 1415 N [318 lbs] 108 N [24 lbs]
 Maximum Moment Mx 34 Nm [301 in-lbs] 3 Nm [27 in-lbs]
 Maximum Moment My 39 Nm [345 in-lbs] 4 Nm [35 in-lbs]
 Maximum Moment Mx 49 Nm [434 in-lbs] 4 Nm [35 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits 6003P
Buna-N Seal Repair Kit SLKT-156

Viton® Seal Repair Kit SLKT-156V

Hydraulic Seal Repair Kit SLKT-330

Protective Boots 6003P
PVC Protective Boot, Brown or Black ER63P

Fireproof KEVLAR Protective Boot, Red E3R63P

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Model A B C

 6003P 5.5 [0.22] 8 [0.31] 5 [0.20]

 6003P-C 8.5 [0.33] 11 [0.43] 8 [0.31]
Dimensions in mm [in]
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AIR PORT
M4 5 [0.20] 

DP OPEN
(SEALS 

INCLUDED)

AIR PORT
M4 5 [0.20] 
DP CLOSE

(SEALS INCLUDED)

FITTINGS NOT 
SUPPLIED

AIR PORT
G1/8 5 DP

CLOSE

AIR PORT
G1/8 5 DP

OPEN

Ø3
[Ø0.12]

Ø7
[Ø0.28] O-RING

Ø1.5 X Ø4

GRIPPERS TOP
AIR PORT

OUR GRIPPERS ARE SUPPLIED
WITH OPEN SIDE AIR PORTS AND

TOP AIR PORTS PLUGGED.
WHEN OPERATING TOP AIR

PORTS, PRODUCES MANIFOLD
SEALING AS SHOWN.
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8003P Static Dynamic
 Maximum Tensile T 1229 N [276 lbs] 436 N [98 lbs]
 Maximum Compressive C 2075 N [466 lbs] 436 N [98 lbs]
 Maximum Moment Mx 60 Nm [531 in-lbs] 16 Nm [142 in-lbs]
 Maximum Moment My 68 Nm [602 in-lbs] 19 Nm [168 in-lbs]
 Maximum Moment Mx 37 Nm [327 in-lbs] 19 Nm [168 in-lbs]
†Capacities are per set of jaws and are not simultaneous

8003P-C Static Dynamic
 Maximum Tensile T 1097 N [247 lbs] 281 N [63 lbs]
 Maximum Compressive C 1853 N [416 lbs] 281 N [63 lbs]
 Maximum Moment Mx 39 Nm [345 in-lbs] 12 Nm [106 in-lbs]
 Maximum Moment My 44 Nm [389 in-lbs] 13 Nm [115 in-lbs]
 Maximum Moment Mx 34 Nm [301 in-lbs] 13 Nm [115 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits 8003P
Buna-N Seal Repair Kit S80

Viton® Seal Repair Kit S80V

Hydraulic Seal Repair Kit S80H

Protective Boots 8003P
PVC Protective Boot, Brown or Black ER83P

Fireproof KEVLAR Protective Boot, Red E3R83P

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Model A B C

 8003P 6.8 [0.27] 10.8 [0.43] 6.5 [0.26]

 8003P-C 10.2 [0.40] 14.2 [0.56] 10 [0.39]
Dimensions in mm [in]
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1.
2

[0
.0

5]

86
[3.39]

1.0236 g6

26 g6
3X Ø 0.1968 -0.0004

0.0000
Ø 5 -0.010

0

L

My

F/3

Mz
Z

X

F/3

Y

C

Z

T

Mx

L

My

F/3

Mz
Z

X

F/3

Y

C

Z

T

Mx

11003P Static Dynamic
 Maximum Tensile T 1560 N [351 lbs] 695 N [156 lbs]
 Maximum Compressive C 2652 N [596 lbs] 695 N [156 lbs]
 Maximum Moment Mx 60 Nm [531 in-lbs] 31 Nm [274 in-lbs]
 Maximum Moment My 80 Nm [708 in-lbs] 41 Nm [363 in-lbs]
 Maximum Moment Mx 90 Nm [797 in-lbs] 41 Nm [363 in-lbs]
†Capacities are per set of jaws and are not simultaneous

11003P-C Static Dynamic
 Maximum Tensile T 1418 N [319 lbs] 463 N [104 lbs]
 Maximum Compressive C 2411 N [542 lbs] 463 N [104 lbs]
 Maximum Moment Mx 50 Nm [443 in-lbs] 22 Nm [195 in-lbs]
 Maximum Moment My 66 Nm [584 in-lbs] 30 Nm [266 in-lbs]
 Maximum Moment Mx 84 Nm [743 in-lbs] 30 Nm [266 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits 11003P
Buna-N Seal Repair Kit S110

Viton® Seal Repair Kit S110V

Hydraulic Seal Repair Kit S110H

Protective Boots 11003P
PVC Protective Boot, Brown or Black ER113P

Fireproof KEVLAR Protective Boot, Red E3R113P

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Model A B C

 11003P 10.5 [0.41] 15 [0.59] 10 [0.39]

 11003P-C 15.5 [0.61] 20 [0.79] 15 [0.59]
Dimensions in mm [in]
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14003P Static Dynamic
 Maximum Tensile T 2390 N [537 lbs] 850 N [191 lbs]
 Maximum Compressive C 2700 N [607 lbs] 850 N [191 lbs]
 Maximum Moment Mx 85 Nm [752 in-lbs] 25 Nm [221 in-lbs]
 Maximum Moment My 130 Nm [1151 in-lbs] 40 Nm [354 in-lbs]
 Maximum Moment Mx 100 Nm [885 in-lbs] 40 Nm [354 in-lbs]
†Capacities are per set of jaws and are not simultaneous

14003P-C Static Dynamic
 Maximum Tensile T 2180 N [490 lbs] 590 N [133 lbs]
 Maximum Compressive C 2500 N [562 lbs] 590 N [133 lbs]
 Maximum Moment Mx 75 Nm [664 in-lbs] 20 Nm [177 in-lbs]
 Maximum Moment My 110 Nm [974 in-lbs] 32 Nm [283 in-lbs]
 Maximum Moment Mx 90 Nm [797 in-lbs] 32 Nm [283 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits 14003P
Buna-N Seal Repair Kit SLKT-333

Viton® Seal Repair Kit SLKT-333V

Hydraulic Seal Repair Kit SLKT-334

Protective Boots 14003P
PVC Protective Boot, Brown or Black KP-317

Fireproof KEVLAR Protective Boot, Red KP-319

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Model A B C

 14003P 25.5 [1.00] 32.5 [1.28] 13 [0.51]

 14003P-C 32.5 [1.28] 39.5 [1.56] 20 [0.79]
Dimensions in mm [in]
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16503P Static Dynamic
 Maximum Tensile T 2580 N [580 lbs] 980 N [220 lbs]
 Maximum Compressive C 3200 N [719 lbs] 980 N [220 lbs]
 Maximum Moment Mx 100 Nm [885 in-lbs] 32 Nm [283 in-lbs]
 Maximum Moment My 150 Nm [1328 in-lbs] 50 Nm [443 in-lbs]
 Maximum Moment Mx 140 Nm [1239 in-lbs] 50 Nm [443 in-lbs]
†Capacities are per set of jaws and are not simultaneous

16503P-C Static Dynamic
 Maximum Tensile T 2250 N [506 lbs] 810 N [182 lbs]
 Maximum Compressive C 2800 N [629 lbs] 810 N [182 lbs]
 Maximum Moment Mx 90 Nm [797 in-lbs] 28 Nm [248 in-lbs]
 Maximum Moment My 140 Nm [1239 in-lbs] 40 Nm [354 in-lbs]
 Maximum Moment Mx 130 Nm [1151 in-lbs] 40 Nm [354 in-lbs]
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits 16503P
Buna-N Seal Repair Kit SLKT-335

Viton® Seal Repair Kit SLKT-335V

Hydraulic Seal Repair Kit SLKT-336

Protective Boots 16503P
PVC Protective Boot, Brown or Black KP-320

Fireproof KEVLAR Protective Boot, Red KP-322

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Model A B C

 16503P 31 [1.22] 39 [1.54] 15 [0.59]

 16503P-C 36 [1.42] 44 [1.73] 25 [0.98]
Dimensions in mm [in]
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SUPPLY: (P) Pneumatic (H) (H80) Hydraulic
As standard, the clamp is supplied with air to a pressure of 7 bar. On request (contact us) the gripper can be 
supplied with hydraulic fluid. The clamp is fitted with seals Viton Quad-Ring. 

-  Choice (H) allows a hydraulic power to a pressure of 20 bar max. In this case the overall dimensions  
do not change. For better security the gripper must  be fixed on their support before being fired.  
CAUTION: Hydraulic cycle times are longer. 

The hydraulic power is incompatible with the option tandem (M).

Option (RE) or (RI): Spring Assist
The internal springs of the gripper ensures grip force is maintained by retaining the component during pressure 
loss, to increase the gripforce, or allows the usage of the gripper in single acting operation.
Option (RE) for external gripping. Option (RI) for internal gripping. 
The (RE) is incompatible with the option (RI).

Option (T): Sensor Rod
Option (T) is a steel rod which comes out on the rear side of the gripper. The rod is fixed with the piston and 
has the same stroke movement. The open end of the rod allows for mounting a cam which allows to control the 
position of the jaws by using inductive sensors, micro switches,etc 
WARNING: when screwing on cam rod, make sure the sensor rod does not rotate to prevent twisting of the 
springs of options (RE) or (RI). 
Option (T) is incompatible with option (K).

Option (M): Tandem Cylinder
The (M) is a cylinder light-alloy that fits behind the bottom plate. This actuator’s integral action allows to double 
the gripforce by using the same pressure. The combination of tandem option tandem (M) and Option (RE) or (RI) 
can double the clamping forces of the spring assist option. For cycle times of the tandem option, apply a factor of 
3 to the actuation time. 
The (M) is incompatible with the option (H).

Model A B C D E F

6003P & 6003P-C 35 5 30 15 M6 10

8003P & 8003P-C 35 6.5 28.5 15 M6 10

11003P & 11003P-C 35 10 25 15 M6 15

14003P & 14003P-C 55 13 42 20 M8 15

16503P & 16503P-C 53 23 30 20 M8 15

Model Ay ØC ØD W Weight 
(kg)

6003P & 6003P-C 28.5 38.1 60 3 0.200

8003P & 8003P-C 27 50.8 80 3 0.300

11003P & 11003P-C 34 76.2 110 3 0.750

14003P & 14003P-C 49 107.95 140 5 2.100

16503P & 16503P-C 65 127 165 6 3.600
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Cable attachment

Inductive sensor with M12 connector
(300mm cable order separately)

X :displacement of jaw

D

C
(h

7)

WAx

Gripper mounting pattern

Came

LED

Location is straight 
to the sensor body

Option (KT1), (KX1), (KT2), (KX2): Sensor Unit
The (K) is a lightweight alloy housing that fits on the back of the 
gripper. An integrated shaft follows the movement of the piston 
to provide information to the sensor attached to the side of the 
unit. It can control two positions of the grippers jaws. 2 types 
of inductive sensors (KT, KX) and 2 detection zones (1, 2) are 
possible to allow for the combination of 2 to 4 possible positions 
(KT1, KX1, KT2, KX2). For KT, KX sensor specifications.

Model Ax Bx ØC ØD W Weight  
(k(g)

No. of Sensing  
Postions 

(please specify  
when ordering)

Information area  
from the open grip 

position (green LED)
X (mm) 

Area information  
relative to the closed  

grip position (yellow LED)
X (mm)

6003P 23 30° 38.1 60 3 0.180
1 0 or 1 +0,5

 -0 4 +0,5
 -0 or  5

2 0 or 2 +0,5
 -0 3 +0,5

 -0 or  5

6003P-C 23 30° 38.1 60 3 0.180
1 0 or 1.6 +0,8

 -0 7 +0,8
 -0 or  8

2 0 or 3.2 +0,8
 -0 4.8 +0,8

 -0 or  8

8003P 28 30° 50.8 80 3 0.400
1 0 or 1 +0,5

 -0 5.5 +0,5
 -0 or  6,5

2 0 or 2 +0,5
 -0 4.5 +0,5

 -0 or  6,5

8003P-C 28 30° 50.8 80 3 0.400
1 0 or 1.5 +0,8

 -0 8.5 +0,8
 -0 or  10

2 0 or 3.1 +0,8
 -0 6.9 +0,8

 -0 or  10

11003P 36 30° 76.2 110 3 0.900
1 0 or 1 +0,5

 -0 9 +0,5
 -0 or  10

2 0 or 3 +0,5
 -0 7 +0,5

 -0 or  10

11003P-C 36 30° 76.2 110 3 0.900
1 0 or 1.5 +0,8

 -0 13.5 +0,8
 -0 or  15

2 0 or 4.5 +0,8
 -0 10.5 +0,8

 -0 or  15

14003P 45.5 165° 107.95 140 5 1.670
1 0 or 2 +0,5

 -0 11 +0,5
 -0 or  13

2 0 or 4 +0,5
 -0 9 +0,5

 -0 or  13

14003P-C 45.5 165° 107.95 140 5 1.670
1 0 or 3 +0,8

 -0 17 +0,8
 -0 or  20

2 0 or 6.2 +0,8
 -0 13.8 +0,8

 -0 or  20

16003P 65.5 165° 127 165 6 2.670
1 0 or 2 +0,5

 -0 13 +0,5
 -0 or  15

2 0 or 4 +0,5
 -0 11 +0,5

 -0 or  15

16003P-C 65.5 165° 127 165 6 2.670
1 0 or 3.3 +0,8

 -0 21.7 +0,8
 -0 or  25

2 0 or 7 +0,8
 -0 18 +0,8

 -0 or  25

3-Jaw Parallel Grippers | Dimensions and Technical Specifications
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Option (V): Viton® Seals
Gripper with Viton® seals allows for use in high temperature environments  [-30 ° C or 150 ° C].

6003P & 8003P

Accessory (E): Protective Boot
The accessory (E) is a protective boot that fits over the gripper. It protects the mechanism and thus improves the 
life of the gripper in hostile environments. The accessory (E) causes a different location of the fingers on the jaws 
as compared to the standard installation. Before attaching the boot, perform the following steps:

1. Mount gripper to machine.
2. Slip boot over gripper and secure in place.
3. Attached fingers to jaws using finger adapter.

Depending on the environment 2 types of envelopes are available: 
(E) Envelope of black or brown PVC for environmental grinding with emery presence. 
(E3) red envelope containing KEVLAR fireproof silicone environment for hot chips and weld spatter. 

The accessory (E) is incompatible with the accessory (SD)

Model Code Order # Model A B C D E F G H J K S T TX V Y

E ER62P 6003P &  
6003P-C 88 98 35 13.5 8 29 29 17.5 13 – 3 M4 9 13 6

E3 E3R62P

E ER82P 8003P &  
8003P-C 89 110 34 13.5 10 33 30 22.3 16 – 3 M5 10 16 6

E3 E3R82P

E ER112P 11003P &  
11003P-C See Drawing

E3 E3R112P

E KP-311 14003P &  
14003P-C 143 185 50 18 12 55 34 19.5 24 18 5 M8 14 – 8

E3 KP-313

E KP-314 16003P &  
16003P-C 172 220 70 16 14 67 37 24 

19 28 23 6 M10 19 – 8
E3 KP-316
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14003P & 16503P

Accessory (SD): Inductive Sensor Mounting Kit
Allows for sensing of two positions: open and closed jaw. The accessory kit (SD) includes: 1 sensor bracket, 1 flag 
and screws. Sensors are not provided. 

NOTES: To be usable, the cylindrical inductive sensors selected by the customer must have tapped their bodies to 
a minimum depth H (see table below). 

Depending on their length, the cylindrical inductive sensors can extend below the clamp, requiring provision 
of suitable housing in the surrounding parts. It is possible to control more than 2 positions using a second 
attachment (SD).

Order # Model A B C E F H

SD60-80P 6003P & 6003P-C 20 35 67 32 8 35

SD60-80P 8003P & 8003P-C 19 34 77 32 8 35

SD110P 11003P & 11003P-C 19.5 45 97 32 8 35

OSMK-114 14003P & 14003P-C 15 83 129 48 12 28.5

OSMK-115 16503P & 16503P-C 29 96 147 48 12 33

3-Jaw Parallel Grippers | Dimensions and Technical Specifications
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How To Order

Sensor Accessories Model Numbers Part Number Qty/Unit
Inductive Sensor Mounting Kit (1 Holder, 1 Flag, 2 Spacers) PPC-12 OSMK-105 1-2

Inductive Sensor Mounting Kit (1 Holder, 1 Flag, 2 Spacers) PPC-25 OSMK-106 1-2

Inductive Sensor Mounting Kit (1 Holder, 1 Flag, 2 Spacers) PPC-34 OSMK-107 1-2

NPN Inductive Sensor with Quick Disconnect* All Models OISN-011 1-4

PNP Inductive Sensor with Quick Disconnect* All Models OISP-011 1-4

Quick Disconnect Cable (2 meters long)* All Models CABL-010 1-4

Quick Disconnect Cable (5 meters long)* All Models CABL-013 1-4
*Sensor and cable sold separately.

Features:
•  Multipurpose robust gripper  

with high repeatability
•  Through-hole design for 3rd party tooling,  

imaging, part ejectors, hoses and sensing.   
•  Spring assist option maintains grip  

in case of air pressure loss
•  Grip force range from 1474N to 4332N
•  Repeatability of +/-0.02mm

Applications:
•  Feed thru work piece applications
• Optical workpiece inspection via center hole 
• Part feed/ejection, part cleaning, part presence 

Accessories

PPC-12

PPC-25

PPC-34

(USB key shown for scale)

 -  -  -  - 

Size

12
25
34

Base Model

PPC

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Spring Description

“Blank” No Spring
RE External Gripping
RI Internal Gripping

Stroke Description

“Blank” Standard Stroke
C Extended Stroke
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Specifications Units 12 12-C 25 25-C

Total Rated Grip Force F @ 100 psi [7 bar]* N [lbs] 1474 [331] 896 [201] 2620 [589] 1642 [369]

Total Stroke mm [in] 10 [0.394] 16 [0.630] 13 [0.512] 20 [0.787]

Weight kg [lbs] 1.0 [2.2] 1.1 [2.4] 2.2 [4.9] 2.3 [5.1]

Pressure Range (without spring) bar [psi] 2-7 [30-100]

Pressure Range (with spring) bar [psi] 3-7 [45-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 23 [1.40] 51 [3.11]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec. 0.03 0.04

Repeatability mm [in] ±0.02 [±0.0008]

*With springs

Specifications Units 34 34-C

Total Rated Grip Force F @ 100 psi [7 bar]* N [lbs] 4332 [974] 2938 [638]

Total Stroke mm [in] 20 [0.787] 30 [1.181]

Weight kg [lbs] 5.1 [11.2] 5.3 [11.7]

Pressure Range (without spring) bar [psi] 2-7 [30-100]

Pressure Range (with spring) bar [psi] 3-7 [45-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 128 [7.81]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec. 0.06

Repeatability mm [in] ±0.02 [±0.0008]

*With springs

GR-3JP  |  16Dimensions and technical information are subject to change without notice
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Rear Inlet
Operation

Grippers are supplied 
with open side air ports 
and top manifold air ports 
plugged. Top manifold 
sealing dimensions shown.
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100 PSI [7 bar]

20 PSI [1.4 bar]
0 PSI [0 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

Model A B C D E F
 PPC-12 65 [2.56] 64 [2.52] 25.5 [1.004] 23 [0.906] -- 5 [0.2]

 PPC-12-C 69 [2.72] 64 [2.52] 31.5 [1.241] 29.03 [1.143] 4 [0.16] 8 [0.31]
Dimensions in mm [in]

PPC-12 Static Dynamic
 Maximum Tensile T 850 N [191 lbs] 220 N [49 lbs]
 Maximum Compressive C 1150 N [259 lbs] 220 N [49 lbs]
 Maximum Moment Mx 20 Nm [177 in-lbs] 6 Nm [53 in-lbs]
 Maximum Moment My 20 Nm [177 in-lbs] 6 Nm [53 in-lbs]
 Maximum Moment Mx 50 Nm [443 in-lbs] 10 Nm [89 in-lbs]
†Capacities are per set of jaws and are not simultaneous

PPC-12-C Static Dynamic
 Maximum Tensile T [214 lbs] 950 N 220 N [49 lbs]
 Maximum Compressive C [281 in-lbs] 1250 N 220 N [49 lbs]
 Maximum Moment Mx [177 in-lbs] 20 Nm 6 Nm [53 in-lbs]
 Maximum Moment My [177 in-lbs] 20 Nm 6 Nm [53 in-lbs]
 Maximum Moment Mx [531 in-lbs] 60 Nm 10 Nm [89 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Rear Inlet
Operation

Grippers are supplied 
with open side air ports 
and top manifold air ports 
plugged. Top manifold 
sealing dimensions shown.
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PPC-25 Static Dynamic
 Maximum Tensile T 1300 N [292 lbs] 390 N [88 lbs]
 Maximum Compressive C 1500 N [337 lbs] 390 N [88 lbs]
 Maximum Moment Mx 30 Nm [266 in-lbs] 13 Nm [115 in-lbs]
 Maximum Moment My 30 Nm [266 in-lbs] 13 Nm [115 in-lbs]
 Maximum Moment Mx 65 Nm [575 in-lbs] 25 Nm [221 in-lbs]
†Capacities are per set of jaws and are not simultaneous

PPC-25-C Static Dynamic
 Maximum Tensile T 1300 N [292 lbs] 390 N [88 lbs]
 Maximum Compressive C 1500 N [337 lbs] 390 N [88 lbs]
 Maximum Moment Mx 30 Nm [266 in-lbs] 13 Nm [115 in-lbs]
 Maximum Moment My 30 Nm [266 in-lbs] 13 Nm [115 in-lbs]
 Maximum Moment Mx 70 Nm [620 in-lbs] 25 Nm [221 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B C D E F
 PPC-25 77 [3.03] 76 [2.99] 37.5 [1.476 ] 33.5 [1.319] -- 6.5 [0.26]

 PPC-25-C 82 [3.23] 76 [2.99] 44.5 [1.792] 40.5 [1.594] 5 [0.2] 10 [0.39]
Dimensions in mm [in]

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Rear Inlet
Operation

Grippers are supplied 
with open side air ports 
and top manifold air ports 
plugged. Top manifold 
sealing dimensions shown.
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Model A B C D E F
 PPC-34 98 [3.86] 97 [3.82] 52 [2.047] 46.5 [1.831] -- 10 [0.39]

 PPC-34-C 103 [4.06] 97 [3.82] 62 [2.441] 56.5 [2.224] 4 [0.16] 15 [0.59]
Dimensions in mm [in]

PPC-34 Static Dynamic
 Maximum Tensile T 1950 N [438 lbs] 650 N [146 lbs]
 Maximum Compressive C 2150 N [483 lbs] 650 N [146 lbs]
 Maximum Moment Mx 65 Nm [575 in-lbs] 32 Nm [283 in-lbs]
 Maximum Moment My 65 Nm [575 in-lbs] 32 Nm [283 in-lbs]
 Maximum Moment Mx 100 Nm [885 in-lbs] 55 Nm [487 in-lbs]
†Capacities are per set of jaws and are not simultaneous

PPC-34-C Static Dynamic
 Maximum Tensile T 2150 N [438 lbs] 650 N [146 lbs]
 Maximum Compressive C 2350 N [528 lbs] 650 N [146 lbs]
 Maximum Moment Mx 65 Nm [575 in-lbs] 32 Nm [283 in-lbs]
 Maximum Moment My 65 Nm [575 in-lbs] 32 Nm [283 in-lbs]
 Maximum Moment Mx 120 Nm [1062 in-lbs] 55 Nm [487 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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How To Order

Power Description

P Pneumatic

Spring Description

“Blank” No Spring
RE External Gripping
RI Internal Gripping

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Size

63
83
113

Sensor Accessories Model Numbers Part Number Qty/Unit
NPN Inductive Sensor with M8 Quick Disconnect* All Models OISN-011 1-4

PNP Inductive Sensor with M8 Quick Disconnect* All Models OISP-011 1-4

NPN Magneto Resistive Sensor with Quick Disconnect* All Models OHSN-006 1-2

PNP Magneto Resistive Sensor with Quick Disconnect* All Models OHSP-006 1-2

NPN Magneto Resistive Sensor (Short Barrel) with Qk Disconnect* All Models OHSN-008 1-2

PNP Magneto Resistive Sensor (Short Barrel) with Qk Disconnect* All Models OHSP-008 1-2

M8 Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-4

M8 Quick Disconnect 2 Meter Cable Length* All Models CABL-013 1-4

Inductive Sensor Mounting Kit (1 holder, 1 flag, 2 spacers) 63 1-2

Inductive Sensor Mounting Kit (1 holder, 1 flag, 2 spacers) 83 1-2

Inductive Sensor Mounting Kit (1 holder, 1 flag, 2 spacers) 113 1-2
*Sensor and cable sold separately.   †The gripper comes with adjustable slots for two magnetic sensors (to control jaw position). Must be used with the -RE or -RI option.

Features:
•  Multipurpose robust gripper with high repeatability
•  Spring assist option maintains grip in case

of air pressure loss
•  Uses inductive or magneto resistive sensors

for sensing jaw position 
•  Grip force range from 771N to 2235N
•  Purge and scavenge ports for

harsh & clean environments
•  Repeatability of +/-0.02mm

Applications:
•  Long cycle life requirements
•  High vibration environments
•  Pick and place, part feeds

Accessories

REP- 63

REP- 82

REP-113

(USB key shown 
for scale)

Long Stroke Description

“Blank” Standard Stroke
C Extended Stroke

Base Model

REP

Stripper Plate Description

“Blank” No Stripper Plate
RC Stripper Plate
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Specifications Units 63 63-C 83 83-C 113 113-C

Total Rated Grip Force F  
@ 100 psi [7 bar]*

N  
[lbs]

753
[169]

469
[105]

2077
[467]

1341
[301]

3268
[735]

2180 
[490]

Total Stroke
mm  
[in]

10
[0.394]

16  
[0.630]

13  
[0.512]

20
[0.787]

20 
[0.787]

30
[1.181]

Weight kg [lbs] 0.55 [1.2] 0.9 [2.0] 2.45 [5.4]

Pressure Range w/o Spring bar [psi] 2-7 [30-100]

Pressure Range with Spring bar [psi] 3-7 [45-100]

Ingress Protection Class (IP) IP55

Displacement cm3 [in3] 12  [0.72] 35 [2.13] 87 [5.31]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec. 0.10 0.18 0.35

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.02 [±0.0008]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position

* with springs
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O-Ring

Gripper’s
top air port

Our grippers are supplied 
with open side air ports 

and top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.

Ø1.5xØ4

17
[0.67]

23
[0.91]

[0.35]
9

Ø50.8
[Ø2.000]

10
°

25°

Ø60
[Ø2.36]

16
[0.63]

5.5
[2.17]

35
[1.38] B

6
[0.24]A

3
[0.12]

13
[0.51]

45
[1.77]

63
[2.48]

H

20
[0.79]

F

Open D

Open E

Stroke C

RC Stroke [0.16]
4

Ø50.8
[Ø2.000]

29° 29°

15°

40°

25°

120°

2 Slots to mount
magnetic sensors

M4 x 5 [0.20] DP
CLOSE

(supplied plugged)

Top air port
M4 x 5 [0.20] DP

OPEN
(supplied plugged)

Top air port

Ø 0.1969

Ø 5 0
+0.03

0.0000
+0.0012

OPEN

Side air port

Ø1.5000 -0.0010
0.0000

Ø38.1-0.025
0

CL

0.5906 ±

±
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15 0.025

Stripper Plate 
4 to 12 Lbs Force

(RC option)

3 x [Ø0.169]
for M4 Chc Screw

Ø4.3

Ø0.1181 -0.0004
0.0000

Ø3 -0.001
0

0.4331 -0.0007
0.0002

11 -
-

-
0.017
0.006

M5 x 9 [0.35] DP
CL

G 1/8 x 6 [0.24] DP
5 [0.20] DP -C

CLOSE

Side air port

G 1/8 x 6 [0.24] DP
5 [0.20] DP -C

M5 at 4°

M5 Purge/Scavenge Port
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Loading Information

REP-63 Static
 Maximum Tensile T 860 N [193 lbs] 
 Maximum Compressive C 1150 N [259 lbs] 
 Maximum Moment Mx 18 Nm [159 in-lbs] 
 Maximum Moment My 30 Nm [266 in-lbs] 
 Maximum Moment Mx 30 Nm [44 in-lbs] 
†Capacities are per set of jaws and are not simultaneous

REP-63-C Static
 Maximum Tensile T 860 N [193 lbs] 
 Maximum Compressive C 1150 N [259 lbs] 
 Maximum Moment Mx 15 Nm [133 in-lbs] 
 Maximum Moment My 30 Nm [266 in-lbs] 
 Maximum Moment Mx 50 Nm [443 in-lbs] 
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits REP-63
Buna-N Seal Repair Kit SLKT-155

Viton® Seal Repair Kit SLKT-155V

Model A B C D E F H

 REP-63 62 [2.52] 16 [0.63] 5 [0.20] 15 [0.59] 17.5 [0.689] 13.5 [0.531] 1.6 [0.06]

 REP-63-C 68 [2.68] 20 [0.79] 8 [0.31] 21 [0.83] 23.5 [0.926] 17.5 [0.689] 5.6 [0.22]
Dimensions in mm [in]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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magnetic sensors
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Gripper’s
top air port

Our grippers are supplied 
with open side air ports 

and top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.
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Loading Information

REP-83 Static
 Maximum Tensile T 1250 N [281 lbs] 
 Maximum Compressive C 1400 N [315 lbs] 
 Maximum Moment Mx 30 Nm [266 in-lbs] 
 Maximum Moment My 55 Nm [487 in-lbs] 
 Maximum Moment Mx 60 Nm [531 in-lbs] 
†Capacities are per set of jaws and are not simultaneous

REP-83-C Static
 Maximum Tensile T 1210 N [272 lbs] 
 Maximum Compressive C 1360 N [306 lbs] 
 Maximum Moment Mx 25 Nm [221 in-lbs] 
 Maximum Moment My 50 Nm [443 in-lbs] 
 Maximum Moment Mx 60 Nm [531 in-lbs] 
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits REP-83
Buna-N Seal Repair Kit SLKT-157

Viton® Seal Repair Kit SLKT-157V

Model A B C D E F H

 REP-83 65 [2.56] 15 [0.59] 6.5 [0.256] 19 [0.75] 23 [0.91] 14 [0.55] 2.1 [0.08]

 REP-83-C 70 [2.76] 20 [0.79] 10 [0.39] 26 [1.10] 30 [1.18] 19 [0.75] 7.1 [0.28]
Dimensions in mm [in]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Our grippers are supplied 
with open side air ports 

and top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.
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Loading Information

REP-113 Static
 Maximum Tensile T 1980 N [445 lbs] 
 Maximum Compressive C 2150 N [483 lbs] 
 Maximum Moment Mx 58 Nm [513 in-lbs] 
 Maximum Moment My 100 Nm [885 in-lbs] 
 Maximum Moment Mx 110 Nm [974 in-lbs] 
†Capacities are per set of jaws and are not simultaneous

REP-113-C Static
 Maximum Tensile T 1970 N [443 lbs] 
 Maximum Compressive C 2140 N [481 lbs] 
 Maximum Moment Mx 52 Nm [460 in-lbs] 
 Maximum Moment My 100 Nm [885 in-lbs] 
 Maximum Moment Mx 110 Nm [974 in-lbs] 
†Capacities are per set of jaws and are not simultaneous
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Seal Repair Kits REP-113
Buna-N Seal Repair Kit SLKT-158

Viton® Seal Repair Kit SLKT-158V

Model A B C D E F H

 REP-113 87 [3.43] 21 [0.83] 10 [0.39] 27.5 [1.083] 33 [1.30] 18 [0.71] --

 REP-113-C 92 [3.62] 26 [1.02] 15 [0.59] 37.5 [1.476] 43 [1.69] 23 [0.91] 5 [0.20]
Dimensions in mm [in]
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Sensor Accessories Model Numbers Part Number Qty/Unit
4mm NPN Magneto Resistive Sensor with Quick Disconnect* All Models OHSN-017 1-2

4mm PNP Magneto Resistive Sensor with Quick Disconnect* All Models OHSP-017 1-2
4mm NPN 90° Magneto Resistive Sensor with Quick Disconnect* All Models OHSN-011 1-2

4mm PNP 90° Magneto Resistive Sensor with Quick Disconnect* All Models OHSP-011 1-2

Quick Disconnect Cable (2 meters long)* All Models CABL-010 1-2

Quick Disconnect Cable (5 meters long)* All Models CABL-013 1-2

Fail Safe Valve (Imperial) 315, 320, 331 OFSV-001 1

Fail Safe Valve (Metric) 315, 320, 331 OFSV-004 1

Fail Safe Valve (Imperial) 344, 356, 368 OFSV-002 1

Fail Safe Valve (Metric) 344, 356, 368 OFSV-005 1
*Sensor and cable sold separately.

RPC-315

RPC-320

RPC-331

RPC-368

RPC-356

RPC-344

(USB key shown for scale)

How To Order

Accessories

 -    -  - 

Size

315 344
320 356
331 368

Base Model

RPC

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Metric Description

“Blank” Imperial
M Metric

Stripper Plate Description

“Blank” No Stripper Plate
SP Stripper Plate

Features:
•  Self-centering gripper with very high grip force
•  Optional stripper pate for part insertion/ejection 
•  Ideal for gripping small to very large round parts
•  Grip force range from 445N to 13345N
•  Repeatability of +/-0.03mm

Applications:
•  Part feed/ejection 
•  Lathe applications 
•  Large heavy round parts
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Specifications Units 315 320 331

Total Rated Grip Force F @ 100 psi [7 bar]* N [lbs] 445 [100] 1334 [300] 3336 [750]

Total Stroke mm [in] 7.6 [0.30] 10.2 [0.40] 15.7 [0.62]

Weight kg [lbs] 0.24 [0.53] 0.45 [1.0] 1.4 [3.0]

Pressure Range bar [psi] 1.4-7 [20-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 5.2 [0.32] 17.7 [1.08] 52.3 [3.31]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec. 0.12 0.18 0.23

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position

*With springs

Specifications Units 344 356 368

Total Rated Grip Force F @ 100 psi [7 bar]* N [lbs] 4003 [900] 6339 [1425] 13345 [3000]

Total Stroke mm [in] 22.2 [0.88] 28.4 [1.12] 34.9 [1.38]

Weight kg [lbs] 2.7 [6.0 4.4 [9.75] 7.3 [16]

Pressure Range bar [psi] 1.4-7 [20-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 120 [7.37] 253 [13.46] 424 [25.86]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec. 0.47 0.50 0.74

Accuracy mm [in] ±0.05 [±0.002]

Repeatability mm [in] ±0.03 [±0.001]

Valve to Actuate Double Acting 4-way, 2-position

*With springs
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2X M3 X 3 DP [M3 X .12 DP]
ALT. AIR PORTS ON A Ø 1.700 B.C.

2X Ø 3 H7 X 6 DP
[Ø .1250 SF X .25 DP]

3X M5 X 19 DP [#10-32 X .75 DP]
EQ SPACED ON Ø 44.45 [Ø 1.750] B.C.

A

STRIPPER PLATE
7 LBS. FORCE
(-SP OPTION)

A

JAWS SHOWN CLOSED

2X M5 [#10-32]
AIR PORTS (OPEN)

CLOSE

[Ø .30 X .58 DP C’BORE & .88 CLEARANCE LENGTH FOR #8 SHCS]
3X Ø 7.6 X 17.5 C’BORE & 22 CLEARANCE LENGTH FOR M4 SHCS

6X M4 X 6 DP
[#8-32 X .25 DP]

3X Ø 3 H7 X 6 DP
[Ø .1250 SF X .25 DP]

JAWS SHOWN OPEN
VIEW AA

B

B

9.5 [.375]

3.2 [.125]

3X 8.0 [.313]

2 [.08]

2 [.06]

37.0
[1.455]

3.2 [.125]
6 [.24]

3 [.13]

11 [.45]

9˚ 

30˚ 

50.8 [2.000]

44.45 
[1.7500]

31 [1.21] (OPEN)
27 [1.06] (CLOSED)

7.92 [.312]

10.3 [.406]

10.6 [.417]

SENSOR
MOUNTING

SLOTS

6X Ø 3 H7 X 6 DP
[Ø.0938 SF X .25 DP]

VIEW BB

6X M4 X 6 DP [#8-32 X .25 DP]

14.21 [.5595]

3.2 [.125]

4.8 [.188]

11.67
[.4595]

8.89 [.3500]

Z

C T

Y X

Z

F\3F\3

L

M

M

M
X

Y

Z

35

30

25

20

15

10

5

0

156

134

112

89

67

45

23

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

3

GRIP FORCE PER FINGER

0
0

1
25

.5
13

1.5
38

2 in.
50mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

RPC-315 Static Dynamic
 Maximum Tensile T 1334 N [300 lbs] 445 N [100 lbs]
 Maximum Compressive C 1334 N [300 lbs] 445 N [100 lbs]
 Maximum Moment Mx 28 Nm [250 in-lbs] 8 Nm [75 in-lbs]
 Maximum Moment My 28 Nm [250 in-lbs] 8 Nm [75 in-lbs]
 Maximum Moment Mx 17 Nm [150 in-lbs] 6 Nm [50 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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2X Ø.1875SF X .38DP
 [Ø5H7 X 9DP]

2X M5 [#10-32]
 AIR PORTS (OPEN)

CLOSE

5 [.19]

6 [.25]

13 [.50]

6X M4 X 9DP
[#8-32 X .38DP]2X M3 X 6DP [#5-40 X .25DP] 

ALT. AIR PORTS 
ON A Ø60.8 [Ø2.39] B.C.

60.33 [2.3750]

Ø69.9 [Ø2.750]

3X 11.2 [.440]

[Ø.34 X .69DP  C'BORE & 
1.00 CLEARANCE LENGTH FOR #10 SHCS]

 3X Ø14.3 X 16 C'BORE  
& 25 CLEARANCE LENGTH FOR M5 SHCS

41 [1.61] (OPEN)
36 [1.41] (CLOSED)

12.7 [.500]

4.8 [.188]

11.11
[.4374] 3.2

[.125]

6.4 [.250]15.86
[.6245]

18.25
[.7185]

6X Ø3H7 X 9DP
[Ø.1250SF X .38DP]

11.1
[.437]

2 [.09]

2 [.09]
STRIPPER PLATE
10 LBS. FORCE
(-SP OPTION)

18 [.71]

LC

LC

SENSOR MNTG
SLOTS

3X M6 X 16DP [1/4-20 X .63DP]
EQ SPACED ON Ø61.9 [Ø2.438] B.C.

AA

LC

46.0
[1.813]

VIEW AA

VIEW BB

B

B

LC

LC

3X Ø4H7 X 9DP
[Ø.1875SF X .38DP]

6X M4 X 9DP
[#8-32 X .38DP]

LC

30°

JAWS SHOWN CLOSED

JAWS SHOWN OPEN

14.3 [.563]

Z

C T

Y X

Z

F\3F\3

L

M

M

M
X

Y

Z

100

80

60

40

20

0

445

356

267

178

89

0

lbs.N

EFFECTIVE FINGER LENGTH - L
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- 
F/

3

GRIP FORCE PER FINGER

0
0

1
25

.5
13

1.5
38

2
50

2.5 in.
64mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

RPC-320 Static Dynamic
 Maximum Tensile T 3336 N [750 lbs] 1112 N [250 lbs]
 Maximum Compressive C 3336 N [750 lbs] 1112 N [250 lbs]
 Maximum Moment Mx 85 Nm [750 in-lbs] 28 Nm [255 in-lbs]
 Maximum Moment My 85 Nm [750 in-lbs] 28 Nm [250 in-lbs]
 Maximum Moment Mx 40 Nm [350 in-lbs] 11 Nm [100 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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A A

LC

JAWS SHOWN CLOSED

LC

LC

JAWS SHOWN OPEN

VIEW AA

LC

LC B

B

VIEW BB

LC

3X M8 X 16 DP [5/16-18 X .65 DP]
EQ SPACED ON Ø61.9 [Ø3.250] B.C.

4.8 [.187]

3X 16.2 [.637]

5 [.19]

5 [.19]

65.1 
[2.562]

CLOSE

19.1
[.750]

STRIPPER PLATE
12 LBS. FORCE
(-SP OPTION)

2X M5 [#10-32]
AIR PORTS (OPEN)25 [1.00]

21 [.84]

19.4
 [.764]5 [.19] 17.9

 [.704]

8 [.30]

2X Ø 6H7 X 13 DP
[Ø .2500 SF X .50 DP]

2X M3 X 4 DP [#5-40 X .18DP]
ALT. AIR PORTS ON 
 79.93 [3.147] B.C. 25.4

[1.000]

SENSOR MNTG SLOTS

Ø 95.3 [Ø 3.750]

82.55 [3.2500]

[Ø .53 X .94 DP C’BORE &
1.31 CLEARANCE LENGTH FOR 1/4 SHCS]

3X Ø 13 X 24 DP C’BORE &
33 CLEARANCE LENGTH FOR M6 SHCS

3X Ø 5 H7 X 8 DP
[Ø .1875 SF X .32 DP]

12X M5 X 10 DP
[#10-32 X .42 DP]

14.3 [.562]

59 [2.31] (OPEN)
51 [2.00] (CLOSED)

6X M5 X 10 DP
[#10-32 X .42 DP]

22.23
[.8750]

11.1 [.438]

5.6 [.219]

22.23
[.8750]

11.1 [.438]

Z

C T

Y X

Z

F\3F\3

L

M

M

M
X

Y

Z

250

200

150

100

50

0

1113

890

668

445

223

0

lbs.N

EFFECTIVE FINGER LENGTH - L
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N
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O
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E 

- 
F/

3

GRIP FORCE PER FINGER

0
0

1
25

2
50

3 in.
76mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

20 PSI [1.4 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

RPC-331 Static Dynamic
 Maximum Tensile T 5560 N [1250 lbs] 1779 N [400 lbs]
 Maximum Compressive C 5560 N [1250 lbs] 1779 N [400 lbs]
 Maximum Moment Mx 141 Nm [1250 in-lbs] 45 Nm [400 in-lbs]
 Maximum Moment My 141 Nm [1250 in-lbs] 45 Nm [400 in-lbs]
 Maximum Moment Mx 113 Nm [1000 in-lbs] 34 Nm [300 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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101.60
[4.0000]

[.6874]
17.46

4.8 [.188]

9.5 [.374]

[1.1250]
28.58

Ø113.5 [Ø4.470]

3X Ø6H7 X 12DP
 [Ø.2500SF  X .50DP]

[Ø.53 X 1.25DP C'BORE &
 1.50 CLEARANCE LENGTH FOR 1/4 SHCS]

3X Ø14 X 32DP C'BORE &
 38 CLEARANCE LENGTH FOR M6 SHCS

 

9 [.35]

24 [.95]

6 [.25]

6X M6 X 12DP
[1/4-28 X .50DP]

6X Ø6H7 X 9DP
[Ø.1875SF  X .38DP]

5.6 [.219]

20.6 [.812]

15.9 [.625]
3X 19.2 [.755]

70 [2.76] (OPEN)
59 [2.32] (CLOSED)

2X M3 X 4DP [#5-40  X .18DP]
ALT.  AIR PORTS ON A Ø98.4 [Ø3.88] B.C.  

3 [.13]

3 [.13]

LC

LC

STRIPPER PLATE
15 LBS. FORCE
(-SP OPTION)

CLOSE

2X G1/8" [1/8 NPT]
AIR PORTS (OPEN)

LC

AA

LC

LC

VIEW AA

B

B

LC

VIEW BB

29
[1.16]

SENSOR MNTG
SLOTS

3X M8 X 19DP [5/16-18 X .75DP]  
EQ SPACED ON Ø101.6 [Ø4.000] B.C.

76.2
[3.000]

6X M6 X 12DP
[1/4-28 X .50DP]

3X Ø6H7 X 12DP
[Ø.2500SF X .50DP]

[.8750]
22.23

30°

[1.871]
47.5

JAWS SHOWN CLOSED

JAWS SHOWN OPEN

23.8 [.937]

Z

C T

Y X

Z

F\3F\3

L

M

M

M
X
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Z
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GRIP FORCE PER FINGER

0
0

1
25

.5
12.7

1.5
38

2
50

3.5 in.
89mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

2.5
64

3
76

100 PSI [7 bar]

40 PSI [2.7 bar]

20 PSI [1.4 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

RPC-344 Static Dynamic
 Maximum Tensile T 8896 N [2000 lbs] 3336 N [750 lbs]
 Maximum Compressive C 8896 N [2000 lbs] 3336 N [750 lbs]
 Maximum Moment Mx 226 Nm [2000 in-lbs] 85 Nm [750 in-lbs]
 Maximum Moment My 226 Nm [2000 in-lbs] 85 Nm [750 in-lbs]
 Maximum Moment Mx 170 Nm [1500 in-lbs] 57 Nm [500 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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A

B

A

VIEW AA

LC

VIEW BB

LC

JAWS SHOWN CLOSED

LC

LC

LC B

LC

JAWS SHOWN OPEN

29 [1.13]

6 [.25]

3 [.13]

92.1
[3.625]

CLOSE

92 [3.62] (OPEN)

78 [3.06] (CLOSED)

3X Ø 6 H7 X 8 DP
[Ø .2500 SF X .32 DP]

36.5
[1.438]

31.8 [1.250]

STRIPPER PLATE
17 LBS. FORCE
(-SP OPTION)

6 [.25]

30 [1.17]

3X 22.5 [.885]

7.1 [.281]

23.8 [.938]

19.0 [.750]

7.9 [.313]
15.9 [.625]

15.88 [.6250]

31.75 [1.2500]

12X M8 X 13 DP [5/16-24 X .52 DP]

31.75
[1.2500] 

3X Ø 14 X 41 DP & 41 CLEARANCE FOR M8 SHCS
[Ø .56  1.63 DP & 1.62 CLEARANCE LENGTH FOR 5/16 SHCS]

6X M8 X 13 DP [5/16-24 X .52 DP]

2X M5 X 7 DP [#10-32  X .3 DP]
ALT. AIR PORTS ON A 
125.52 [4.942] B.C. 

2X Ø6 H7 X 13 DP
[Ø.2500 SF X .5 DP]

1.125
[28.6]

2X G1/8 [1/8 NPT]
AIR PORTS (OPEN)

9 [.35]

SENSOR MNTG SLOTS

3X M10 X 16 DP
[3/8-16 X .63 DP]

ON Ø133.3 [Ø5.250] B.C.

Ø 146.0 [5.750]

133.35 [5.2500]

Z

C T

Y X

Z

F\3F\3

L

M

M

M
X

Y

Z
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0
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0
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3

GRIP FORCE PER FINGER

0
0

1
25

2
50

6 in.
152mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

4
102

5
127

3
76

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

20 PSI [1.4 bar]

Loading Information

RPC-356 Static Dynamic
 Maximum Tensile T 13445 N [3000 lbs] 4448 N [1000 lbs]
 Maximum Compressive C 13445 N [3000 lbs] 4448 N [1000 lbs]
 Maximum Moment Mx 452 Nm [4000 in-lbs] 113 Nm [1000 in-lbs]
 Maximum Moment My 452 Nm [4000 in-lbs] 113 Nm [1000 in-lbs]
 Maximum Moment Mx 339 Nm [3000 in-lbs] 85 Nm [750 in-lbs]
†Capacities are per set of jaws and are not simultaneous

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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CLOSE

2X G1/4" [1/4 NPT]
 AIR PORTS (OPEN)

2X Ø8H7 X 12DP
 [Ø.3125SF X .50DP]

[5.9062]
150.02

Ø163.8 [Ø6.450]

6X Ø8H7 X 12DP
[Ø.2500SF X .50DP]

6X M8 X 19DP
[5/16-24 X .75DP]

[.8750]
22.23

7.9 [.312]

12.7 [.500]

[1.5000]
38.10

103 [4.07] (OPEN)
86 [3.38] (CLOSED)

9.5 [.375]

31.8 [1.250]
25.4 [1.000]

25.7 [1.010]

[Ø.59 X 1.75DP C'BORE &
 2.19 CLEARANCE LENGTH FOR 5/16 SHCS]

3X Ø15 X 44DP C'BORE & 
56 CLEARANCE LENGTH FOR M12 SHCS

8 [.31]

11 [.45]

38 [1.50]

2X M5 X 6DP [#10-32 X .25DP]
ALT. AIR PORTS ON A
Ø142.9 [Ø5.436] B.C.

5 [.19] 5 [.19]
STRIPPER PLATE 

20 LBS. FORCE
(-SP OPTION)

LC

[1.68]
43

A A

LC

LC

VIEW AA

LC

LC

LC

B

B

VIEW BB

[4.250]
108.0

[1.2500]
31.75

3X Ø8H7 X 12DP
[Ø.3125SF X .50DP]

6X M8 X 19DP
[5/16-24 X .75DP]

SENSOR MNTG
SLOTS

3X M10 X 25DP [7/16-14 X 1.00DP]
EQ SPACED ON Ø150.0 [Ø5.906] B.C.

30°
JAWS SHOWN CLOSED

JAWS SHOWN OPEN

34.9 [1.375]

Z

C T

Y X

Z

F\3F\3

L
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M

M
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Z
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GRIP FORCE PER FINGER

0
0
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2
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7 in.
178mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

4
102

5
127

6
152

3
76

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

20 PSI [1.4 bar]

Loading Information

RPC-368 Static Dynamic
 Maximum Tensile T 22241 N [5000 lbs] 6672 N [1500 lbs]
 Maximum Compressive C 22241 N [5000 lbs] 6672 N [1500 lbs]
 Maximum Moment Mx 791 Nm [7000 in-lbs] 170 Nm [1500 in-lbs]
 Maximum Moment My 791 Nm [7000 in-lbs] 170 Nm [1500 in-lbs]
 Maximum Moment Mx 565 Nm [5000 in-lbs] 113 Nm [1000 in-lbs]
†Capacities are per set of jaws and are not simultaneous

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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How To Order

Stripper Plate Description

“Blank” No Stripper Plate
SP Stripper Plate

Size

1M-8M

Base Model

RTH

Sensor Accessories Model Numbers Part Number Qty/Unit
8mm PNP Magneto Resistive Sensor (90° barrel) w/ M8 Qk. Disc* All Models OHSP-011 1-3†

8mm NPN Magneto Resistive Sensor (90° barrel) w/ M8 Qk. Disc* All Models OHSN-011 1-3†

8mm PNP Magneto Resistive Sensor Short Barrel w/ M8 Qk Disc* All Models OHSP-017 1-3†

8mm NPN Magneto Resistive Sensor Short Barrel w/ M8 Qk Disc* All Models OHSN-017 1-3†

8mm PNP Inductive Sensor w/ M12 Quick Disconnect* RTH-4M, -5M, -6M OISP-011 1-3

8mm NPN Inductive Sensor w/ M12 Quick Disconnect* RTH-4M, -5M, -6M OISN-011 1-3

12mm PNP Inductive Sensor w/ M12 Quick Disconnect* RTH-7M, -8M OISP-017 1-3

12mm NPN Inductive Sensor w/ M12 Quick Disconnect* RTH-7M, -8M OISN-017 1-3

M8 Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-3

M8 Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-3

M12 Quick Disconnect 2 Meter Cable Length* RTH-7M, -8M CABL-014 1-3†

M12 Quick Disconnect 5 Meter Cable Length* RTH-7M, -8M CABL-018 1-3†

Pneumatic Accessories Model Numbers Part Number Qty/Unit
M5 Adjustable Flow Control RTH-1M, -2M, -3M VLVF-008 1-2

G 1/8” 90° Adjustable Flow Control RTH-4M, -5M, -6M, -7M VLVF-005 1-2

G 1/4” Adjustable Flow Control RDH-8M VLVF-010 1-2
*Sensor and cable sold separately.  †Except RTH-1, 1-2 only.

Features:
•  Rugged multi-purpose powerful gripper
•  8 sizes for small lightweight to very  

large and heavy part gripping
•  High impact resistant with triple wedge design
•  Shielded gripper to repel metal chips/particulates
•  Spring assist option maintains grip  

in case of air pressure loss
•  Purge and scavenge ports for  

harsh & clean environments
•  Multi-position sensing up to 3 locations

Applications:
•  Large round shaped parts
•  Automotive engine block and gantry systems 
•  Ideal for very heavy part gripping

Accessories

RTH-6M

RTH-7M

RTH-8M

RTH-5M

RTH-4M

RTH-3M

RTH-2M

RTH-1M

(USB key shown for scale)

Stroke Description

“Blank” Standard
L Extended

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Spring Description

“Blank” None
C Spring Closed
O Spring Open
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Specifications Units 1M 1M-L 2M 2M-L 3M 3M-L 4M 4M-L

Total Rated Grip Force F  
@ 100 psi [7 bar] w/o Spring Assist

N  
[lbs]

682 
[153]

443 
[100] 

1238  
[278]

812
[183]

2078
[467]

1349
[303]

3644
[819]

2366
[532]

Total Rated Grip Force F  
@ 100 psi [7 bar] with Spring Assist

N  
[lbs]

889 
[200]

579  
[130]

1490
[335]

979
[220]

2627
[591]

1708
[384]

4562
[1026]

2967
[667]

Total Stroke
mm  
[in]

4  
[0.16]

8  
[0.32]

6  
[0.24]

12  
[0.47]

8 
[0.31]

16  
[0.63]

10 
[0.39]

20 
[0.79]

Weight kg [lbs] 0.25 [0.6] 1.2 [0.53] 1.08 [2.4] 1.95 [4.3]

Pressure Range w/o Spring bar [psi] 2-7 [30-100]

Pressure Range with Spring bar [psi] 4-7 [60-100] 3.5-7 [50-100] 3-7 [45-100]

Max. Vacuum for Scavenge Port mm Hg [in Hg] 200 [8] 

Max. Pressure for Purge Port bar [psi] 2.1 [30]

Ingress Protection Class (IP) IP55

Displacement
cm3 

[in3]
6.5  

[0.40]
17  

[1.05]
37  

[2.30]
80  

[4.90]
Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec. 0.06 0.07 0.08 0.1

Accuracy mm 
[in]

±0.04 
[±0.002]

±0.06  
[±0.0024]

Repeatability
mm 
[in]

±0.02 
[±0.001]

±0.03 
[±0.0012]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position

Specifications (cont.) Units 5M 5M-L 6M 6M-L 7M 7M-L 8M 8M-L

Total Rated Grip Force F  
@ 100 psi [7 bar] w/o Spring Assist

N  
[lbs]

6353
[1428]

4125
[927]

10202
[2294]

6629
[1490]

17165
[3859]

11102
[2496

35288
[7933]

22784
[5122]

Total Rated Grip Force F  
@ 100 psi [7 bar] with Spring Assist

N  
[lbs]

7877
[1771]

5124
[1152]

13786
[3099]

8971
[2017]

22093
[4967]

14322
[3222]

44354
[9971]

28690
[6450]

Total Stroke
mm  
[in]

13 
[0.51]

26  
[1.02]

16  
[0.63]

32 
[1.26]

25 
[0.98]

50 
[1.97]

35 
[1.38]

70 
[2.76]

Weight kg [lbs] 3.9 [8.6] 7.89 [17.4] 15.7 [34.6] 43.9 [96.8]

Pressure Range w/o Spring bar [psi] 2-7 [30-100]

Pressure Range with Spring bar [psi] 3-7  [45-100] 4-7 [55-100] 3.5-7 [50-100]

Max. Vacuum for Scavenge Port mm Hg [in Hg] 20 [8]

Max. Pressure for Purge Port bar [psi] 2.1 [30]

Ingress Protection Class (IP) IP55

Displacement
cm3 

[in3]
180 

[11.0]
355 
[22]

940 
[57]

2720 
[166]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open/close) sec. 0.19 0.236 0.85 1.7

Accuracy mm 
[in]

±0.06 
[±0.0024]

±0.08 
[±0.0031]

±0.1 
[±0.0039]

Repeatability
mm 
[in]

±0.03 
[±0.0012]

±0.04 
[±0.0016]

±0.05 
[±0.002]

Valve to Actuate Single Acting 3-way, 2-position

Valve to Actuate Double Acting 4-way, 2-position
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FINGER LENGTHS

GRIP FORCE PER FINGER
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0
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3.50 in.
89 mm

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

20° 20°

Stroke [0.118]
3.0

CL

12.0

8.0

[0.472]

B Closed

C Stroke

[0.3150]

[0.315]

8.00

26.0
[1.024]

63
Ø[2.480]

[0.130]3 x Ø
3.3

45
Ø[1.772]

3 x M

[0.47]

[0.236] [0.059]
1.5  SF[0.1969]

14.0

6.0

18.5

[0.453]

A Closed

x5 DP3

36.5
[1.437]

[0.728]

11.5

37.0

[0.965]

M

4

9

[0.551]

[0.35]

[1.457]

24.5

12

Manifold air port
M3 x 4
Supplied plugged

M3x6
3 screws for

9.0
[0.354]

2
0

[0
.7

8
]

31
Ø [1.220]

[1.7717]

7.0 [0.276]

7.0 [0.276]

45.00

port

2 x M5 x 5 DP

15.8
[0.623]

13.4
[0.527]

Purge/Scavenge

[0.768]
19.5

Close Open

3 H7
2 x 

x5 DP5M

[0.1181] SF
Ø

51
Ø[2.008]

[1.693]
43.0

2.5
[0.098]

Sp
ri

ng
 f

or
ce

 3
0

N
 [

7
lb

s]
 t

o 
7

5
N

 [
1

7
lb

s]

-SP: STRIPPER PLATE OPTION

5 h7

RTH-1M Static Dynamic
 Maximum Tensile T 810 N [182 lbs] 89 N [20 lbs]

 Maximum Compressive C 1060 N [238 lbs] 89 N [20 lbs]

 Maximum Moment Mx 22 Nm [195 in-lbs] 2 Nm [18 in-lbs]

 Maximum Moment My 28 Nm [248 in-lbs] 3 Nm [27 in-lbs]

 Maximum Moment Mx 18 Nm [159 in-lbs] 3 Nm [27 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RTH-1M-L Static Dynamic
 Maximum Tensile T 730 N [164 lbs] 57 N [13 lbs] 

 Maximum Compressive C 960 N [216 lbs] 57 N [13 lbs]

 Maximum Moment Mx 20 Nm [177 in-lbs] 1 Nm [9 in-lbs]

 Maximum Moment My 23 Nm [204 in-lbs] 1 Nm [9 in-lbs]

 Maximum Moment Mx 15 Nm [133 in-lbs] 1 Nm [9 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B C

 RTH-1M 9.0 [0.354] 12.0 [0.472] 2.0 [0.08]

 RTH-1M-L 7.0 [0.276] 10.0 [0.394] 4.1 [0.16]
Dimensions in mm [in]

Seal Repair Kits RTH-1M
Buna-N Seal Repair Kit SLKT-347

Buna-N Rear Inlet Seal Repair Kit SLKT-363

Viton® Seal Repair Kit SLKT-347V

Viton® Rear Inlet Seal Repair Kit SLKT-363V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

GR-3JP  |  37 Dimensions and technical information are subject to change without notice

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

RTH-1M, -1M-L 



L

Z

X

Mz

My

F/3

Y

Z

Mx

C
T

F/3
L

Z

X

Mz

My

F/3

Y

Z

Mx

C
T

F/3

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)534

445

356

267

178

89

0
0
0

.50
13

1.00
25

2
51

2.50
64

3.00
76

3.50
89

4.00
102

1.50
38

120

100

80

60

40

20

0

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

356

312

267

223

178

134

89

45

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

3 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

80

70

60

50

40

30

20

10

0
0
0

.50
13

1.00
25

2
51

2.50
64

3.00
76

3.50
89

4.00
102

1.50
38

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

Stroke [0.157]
4.0

20° 20°

[2.244]
57.0

3.0
[0.118]

Sp
ri

ng
 f

or
ce

 4
7

N
 [

1
1

lb
s]

 t
o 

1
2

4
N

 [
2

8
lb

s]

M4x7
3 screws for

11.0
[0.433]

2
4

[0
.9

4
]

36
Ø [1.417]

[0.984]

4

9.0 [0.354]
9.0 [0.354]

25.0

 H7

2 x M5 x 5 DP

20.3
[0.799]

17.2
[0.675]

[2.2047]

2 x 

56.00

37.7

Close Open

[1.484]

port
Purge/Scavenge

x5 DP5M

[0.1575] SF
Ø

64
Ø[2.520]

3 x M

[0.59]

[0.354] [0.059]
1.5  SFØ[0.2362]

16.0

9.0

25.5

[0.610]

A Closed

x6 DP4

48.5
[1.909]

[1.004]

15.5

49.0

[1.280]

M

6

13

[0.630]

[0.51]

[1.929]

32.5

15

Manifold air port
M3 x 4
Supplied plugged

CL [0.591]
15.0

[0.3543]
9.00

10.0
[0.394]

Closed
B

32.5
[1.280]

Ø[3.268]

[0.205]3 x Ø

-SP: STRIPPER PLATE OPTION

6 h7

83

5.2

C Stroke

56
Ø[2.205]

RTH-2M Static Dynamic
 Maximum Tensile T 1200 N [270 lbs] 129 N [29 lbs]

 Maximum Compressive C 1560 N [351 lbs] 129 N [29 lbs]

 Maximum Moment Mx 45 Nm [398 in-lbs] 4 Nm [35 in-lbs]

 Maximum Moment My 64 Nm [566 in-lbs] 6 Nm [53 in-lbs]

 Maximum Moment Mx 41 Nm [363 in-lbs] 6 Nm [53 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RTH-2M-L Static Dynamic
 Maximum Tensile T 1080 N [243 lbs] 84 N [19 lbs]

 Maximum Compressive C 1400 N [315 lbs] 84 N [19 lbs]

 Maximum Moment Mx 40 Nm [354 in-lbs] 3 Nm [27 in-lbs]

 Maximum Moment My 52 Nm [460 in-lbs] 4 Nm [35 in-lbs]

 Maximum Moment Mx 33 Nm [292 in-lbs] 4 Nm [35 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B C

 RTH-2M 13.0 [0.512] 16.5 [0.650] 3.0 [0.12]

 RTH-2M-L 10.0 [0.394] 13.5 [0.531] 6.0 [0.24]
Dimensions in mm [in]

Seal Repair Kits RTH-2M
Buna-N Seal Repair Kit SLKT-348

Buna-N Rear Inlet Seal Repair Kit SLKT-363

Viton® Seal Repair Kit SLKT-4348V

Viton® Rear Inlet Seal Repair Kit SLKT-363V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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7
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[1.260]

5

9.0 [0.354]

32.0

 H7

2 x M5 x 5DP

23.8
[0.937]

23.2
[0.914]

[2.7559]

2 x 

70.00

46.7

Close Open

[1.839]

port
Purge/Scavenge

x5 DP5M

[0.1969] SF
Ø

80
Ø[3.150]

M4x9
3 screws for

12.0
[0.472]

3
0

[1
.1

8
]

46
Ø [1.811]

3 x M8

[0.79]

[0.472]
12.0 [0.079]

2.0  SFØ[0.3150]

20.0

33.5

[0.787]

A Closed

x9 DP5

63.5
[2.500]

[1.319]

20.0

64.0

[1.713]

M

17

[0.787]

[0.67]

[2.520]

43.5

20

8 h7

Manifold air port
M4 x 6
Supplied plugged

CL

[0.591]
15.0

Closed
B

[0.4331]
11.00

12.5
[0.492]

104

40.5
[1.594]

Ø[4.094]

[0.268]3 x Ø

70
Ø[2.756]

-SP: STRIPPER PLATE OPTION

6.8

C Stroke

RTH-3M Static Dynamic
 Maximum Tensile T 1680 N [378 lbs] 302 N [68 lbs]

 Maximum Compressive C 2180 N [490 lbs] 302 N [68 lbs]

 Maximum Moment Mx 72 Nm [637 in-lbs] 11 Nm [97 in-lbs]

 Maximum Moment My 102 Nm [903 in-lbs] 16 Nm [142 in-lbs]

 Maximum Moment Mx 66 Nm [584 in-lbs] 16 Nm [142 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RTH-3M-L Static Dynamic
 Maximum Tensile T 1500 N [337 lbs] 197 N [44 lbs]

 Maximum Compressive C 1940 N [436 lbs] 197 N [44 lbs]

 Maximum Moment Mx 64 Nm [566 in-lbs] 7 Nm [62 in-lbs]

 Maximum Moment My 81 Nm [717 in-lbs] 9 Nm [80 in-lbs]

 Maximum Moment Mx 53 Nm [469 in-lbs] 9 Nm [80 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RTH-3M
Buna-N Seal Repair Kit SLKT-349

Buna-N Rear Inlet Seal Repair Kit SLKT-364

Viton® Seal Repair Kit SLKT-349V

Viton® Rear Inlet Seal Repair Kit SLKT-364V

Loading Information

Model A B C

 RTH-3M 16.0 [0.630] 20.5 [0.807] 3.9 [0.16]

 RTH-3M-L 12.0 [0.742] 16.5 [0.650] 8.0 [0.32]
Dimensions in mm [in]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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0 PSI [0 bar]
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Stroke [0.197]
5.0

15° 15°

3 x M

[0.79]

A Closed

[0.846]

[0.098]
2.5  SFØ0.3937

25.0

[

35.0 6x10 DP

[0.472]
12.0

71.0
[2.795]

[1.378]

21.5

72.0

[1.850]

M

8

17

0.984

[0.67]

[2.835]

47.0

20

10 h7]

Manifold air port
M5 x 6
Supplied plugged

M5x10
3 screws for

12.0
[0.472]
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Ø [2.441]

[3.484]
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 H7

2 x M5 x 5

30.9
[1.216]

29.5
[1.162]

[3.5433]

2 x 

90.00

57.0

Close Open

[2.244]

port
Purge/Scavenge

x5 DP5M

[0.1969] SF
Ø
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Ø[3.937]

CL

[0.591]
15.0

129

[0.5512]
14.00

16.0
[0.630]

Closed
B

50.5
[1.988]

Ø[5.079]

[0.268]3 x Ø

90
Ø[3.543]

-SP: STRIPPER PLATE OPTION

6.8

C Stroke

RTH-4M Static Dynamic
 Maximum Tensile T 2110 N [474 lbs] 425 N [96 lbs]

 Maximum Compressive C 2790 N [627 lbs] 425 N [96 lbs]

 Maximum Moment Mx 92 Nm [814 in-lbs] 16 Nm [142 in-lbs]

 Maximum Moment My 182 Nm [1133 in-lbs] 22 Nm [195 in-lbs]

 Maximum Moment Mx 84 Nm [734 in-lbs] 22 Nm [195 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RTH-4M-L Static Dynamic
 Maximum Tensile T 1880 N [423 lbs] 275 N [62 lbs]

 Maximum Compressive C 2490 N [560 lbs] 275 N [62 lbs]

 Maximum Moment Mx 82 Nm [726 in-lbs] 10 Nm [89 in-lbs]

 Maximum Moment My 102 Nm [903 in-lbs] 13 Nm [115 in-lbs]

 Maximum Moment Mx 67 Nm [593 in-lbs] 13 Nm [115 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RTH-4M
Buna-N Seal Repair Kit SLKT-350

Buna-N Rear Inlet Seal Repair Kit SLKT-365

Viton® Seal Repair Kit SLKT-350V

Viton® Rear Inlet Seal Repair Kit SLKT-365V

Loading Information

Model A B C

 RTH-4M 20.0 [0.787] 25.5 [1.004] 5.0 [0.20]

 RTH-4M-L 15.0 [0.591] 20.5 [0.807] 10.0 [0.40]
Dimensions in mm [in]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

GR-3JP  |  40Dimensions and technical information are subject to change without notice

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

RTH-4M, -4M-L 



L

Z

X

Mz

My

F/3

Y

Z

Mx

C
T

F/3
L

Z

X

Mz

My

F/3

Y

Z

Mx

C
T

F/3

2670

2225

1780

1335

890

445

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

3 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

600

500

400

300

200

100

0
0
0

1.00
15

2.00
30

4.00
60

5.00
75

7.00
178

6.00
90

3.00
45

8.00 in.
203 mm

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

1780

1558

1335

1113

890

668

445

223

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

3 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

400

350

300

250

200

150

100

50

0
0
0

1.00
15

2.00
30

4.00
60

5.00
75

7.00
178

6.00
90

3.00
45

8.00 in.
203 mm

100 PSI [7 bar]
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Stroke [0.236]
6.0

[3.465]

[0.098]
10 h7

3 x M

Ø [0.3937]

2.5

42.0

[0.984]

 SF

x10 DP6

87.0
[3.425]

[1.654]

25.0

88.0

[2.244]

M

10

22

[1.260]

[0.87]

32.0

24 A Closed
[0.94]

[0.551]
14.0

57.0

Manifold air port
M5 x 6
Supplied plugged

[2.087]

6

15.0 [0.591]

15.0 [0.591]

53.0

 H7

2 x G1/8 x 8 [.31]DP

39.5
[1.555]

38.4
[1.512]

[4.4094]

2 x 

112.00

71.0

Close Open

[2.795]

port
Purge/Scavenge

x5 DP5M

[0.2362] SF
Ø

125
Ø[4.921]

CL

[0.709]
18.0

162

[0.7874]
20.00

20.0
[0.787]

Closed
B

63.0
[2.480]

Ø[6.378]

[0.335]3 x Ø
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Ø[4.409]

M6x12
3 screws for
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[0.591]
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Ø [3.071]
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4.0
[0.157]
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-SP: STRIPPER PLATE OPTION

8.5

C Stroke

RTH-5M Static Dynamic
 Maximum Tensile T 2990 N [672 lbs] 674 N [152 lbs]

 Maximum Compressive C 3980 N [895 lbs] 674 N [152 lbs]

 Maximum Moment Mx 127 Nm [1124 in-lbs] 25 Nm [221 in-lbs]

 Maximum Moment My 179 Nm [1584 in-lbs] 35 Nm [310 in-lbs]

 Maximum Moment Mx 117 Nm [1036 in-lbs] 35 Nm [310 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RTH-5M-L Static Dynamic
 Maximum Tensile T 2680 N [602 lbs] 432 N [97 lbs]

 Maximum Compressive C 3570 N [803 lbs] 432 N [97 lbs]

 Maximum Moment Mx 114 Nm [1009 in-lbs] 16 Nm [142 in-lbs]

 Maximum Moment My 144 Nm [1275 in-lbs] 20 Nm [177 in-lbs]

 Maximum Moment Mx 94 Nm [832 in-lbs] 20 Nm [177 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RTH-5 M
Buna-N Seal Repair Kit SLKT-351

Buna-N Rear Inlet Seal Repair Kit SLKT-365

Viton® Seal Repair Kit SLKT-351V

Viton® Rear Inlet Seal Repair Kit SLKT-365V

Model A B C

 RTH-5M 24.5 [0.965] 30.5 [1.201] 6.5 [0.26]

 RTH-5M-L 18.0 [0.709] 24.0 [0.945] 13.0 [0.51]
Dimensions in mm [in]

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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15° 15°

Stroke [0.236]
6.0

[2.657]

6

19 [0.748]

19 [0.748]

67.5

 H7

2 x G1/8 x 8 [.31]DP

50.2
[1.977]

49.0
[1.927]

[5.7480]

2 x 

146.00

87.0

Close Open

[3.425]

port
Purge/Scavenge

x5 DP5M

[0.2362] SF
Ø

160
Ø[6.299]

M6x12
3 screws for

20.0
[0.787]

67
[2.62]

100
Ø [3.937]

[4.331]

[0.118]
12 h7

3 x M

Ø0.4724
3.0

53.0

[1.299]

 SF

x17 DP8

109.0
[4.291]

[2.087]

33.0

110.0

[2.835]

M
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22

[1.575]

[0.87]

40.0

30

A Closed

[1.18]

[0.787]
20.0

72.0

Manifold air port
M5 x 6
Supplied plugged

CL

[0.709]
18.0

205

[0.9843]
25.00

25.0
[0.984]

Closed
B

83.5
[3.287]

Ø[8.071]

[0.335]3 x Ø
8.5
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Ø[5.748]
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5.0
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-SP: STRIPPER PLATE OPTION

C Stroke

RTH-6M Static Dynamic
 Maximum Tensile T 4320 N [971 lbs] 1315 N [296 lbs]

 Maximum Compressive C 5810 N [1306 lbs] 1315 N [296 lbs]

 Maximum Moment Mx 172 Nm [1522 in-lbs] 45 Nm [398 in-lbs]

 Maximum Moment My 250 Nm [2213 in-lbs] 65 Nm [575 in-lbs]

 Maximum Moment Mx 164 Nm [1452 in-lbs] 65 Nm [575 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RTH-6M-L Static Dynamic
 Maximum Tensile T 3860 N [868 lbs] 852 N [192 lbs]

 Maximum Compressive C 5180 N [1165 lbs] 852 N [192 lbs]

 Maximum Moment Mx 154 Nm [1363 in-lbs] 29 Nm [257 in-lbs]

 Maximum Moment My 199 Nm [1761 in-lbs] 37 Nm [327 in-lbs]

 Maximum Moment Mx 131 Nm [1159 in-lbs] 37 Nm [327 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RTH-6M
Buna-N Seal Repair Kit SLKT-352

Buna-N Rear Inlet Seal Repair Kit SLKT-365

Viton® Seal Repair Kit SLKT-352V

Viton® Rear Inlet Seal Repair Kit SLKT-365V

Model A B C

 RTH-6M 32.0 [1.260] 39.5 [1.555] 8.0 [0.32]

 RTH-6M-L 24.0 [0.945] 31.5 [1.240] 16.0 [0.63]
Dimensions in mm [in]

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

GR-3JP  |  42Dimensions and technical information are subject to change without notice

3-Jaw Parallel Grippers | Dimensions and Technical Specifications

RTH-6M, -6M-L 



L

Z

X

Mz

My

F/3

Y

Z

Mx

C
T

F/3
L

Z

X

Mz

My

F/3

Y

Z

Mx

C
T

F/3

8010

7120

6230

5340

4450

3560

2670

1780

890

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

3

0
0

2.00
51

4.00
102

6.00
152

8.00
203

10.00
250

12.00
305

14.00 in.
356 mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

1800

1600

1400

1200

1000

800

600

400

200

0

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

4450

3560

3670

1780

890

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2 WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER
(with Spring Assist Option)

1000

800

600

400

200

0

0
0

2.00
51

4.00
102

6.00
152

8.00
203

10.00
250

12.00
305

14.00 in.
356 mm

100 PSI [7 bar]

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

Stroke [0.236]
6.0

[6.102]
155.0

6.0
[0.236]

Sp
ri

ng
 f

or
ce

 3
0

4
N

 [
6

8
lb

s]
 t

o 
5

8
5

N
 [

1
3

2
lb

s]

[5.630]

[0.157]

16 h7

3 x M

Ø[0.6299]
4.0

70.0

[1.693]

 SF

x17 DP12

142.0
[5.591]

[2.756]

43.0

143.0

[3.622]
M

12

26

[1.693]

[1.02]

43.0

36 A Closed
[1.42]

[0.945]
24.0

92.0

Manifold air port
M5 x 6
Supplied plugged

M8x19
3 screws for

25.0
[0.984]

84
[3.31]

125
Ø [4.921]

CL

[0.827]
21.0

258

[0.9843]
25.00

31.0
[1.220]

Closed
B

105.0
[4.134]

Ø[10.157]

[0.404]3 x Ø
10.3

184
Ø[7.244]

23.0

8

15°

[0.906]

23.0 [0.906]

 H7

2 x G1/8 x 8 [.31]DP

63.7
2.507

64.3
[2.531]

[3.445]

2 x 

184.00
[7.2441]

87.5

106.0

15°

Close Open

[4.173]

port

G1/8 x 8 [.31] DP

Purge/Scavenge

[0.3150] SF
Ø

200
Ø[7.874]

-SP: STRIPPER PLATE OPTION

C Stroke

RTH-7M Static Dynamic
 Maximum Tensile T 5400 N [1214 lbs] 1763 N [396 lbs]

 Maximum Compressive C 7120 N [1601 lbs] 1763 N [396 lbs]

 Maximum Moment Mx 215 Nm [1903 in-lbs] 60 Nm [531 in-lbs]

 Maximum Moment My 305 Nm [2699 in-lbs] 86 Nm [761 in-lbs]

 Maximum Moment Mx 208 Nm [1841 in-lbs] 86 Nm [761 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RTH-7M-L Static Dynamic
 Maximum Tensile T 4690 N [1054 lbs] 1141 N [257 lbs]

 Maximum Compressive C 6180 N [1389 lbs] 1141 N [257 lbs]

 Maximum Moment Mx 186 Nm [1646 in-lbs] 39 Nm [345 in-lbs]

 Maximum Moment My 230 Nm [2036 in-lbs] 48 Nm [425 in-lbs]

 Maximum Moment Mx 156 Nm [1381 in-lbs] 48 Nm [425 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RTH-7M
Buna-N Seal Repair Kit SLKT-353

Buna-N Rear Inlet Seal Repair Kit SLKT-365

Viton® Seal Repair Kit SLKT-353V

Viton® Rear Inlet Seal Repair Kit SLKT-365V

Model A B C

 RTH-7M 42.0 [1.654] 51.0 [2.008] 12.4 [0.49]

 RTH-7M-L 29.5 [1.161] 38.5 [1.516] 25.0 [0.99]
Dimensions in mm [in]

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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15°

[1.260]

32.0[1.260]

2 x G1/4 x 12 [.47] DP

89.2
[3.512]

90.5
[3.564] H7

[4.843]

270.00
[10.6299]

2 x 
10

150.0

15°

nepOesolC

[5.906]

port

G1/8 x .31 [8] DP
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[0.3937] SF
 Ø
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Ø[11.811]

M8x16
3 screws for
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[1.181]
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[4.65]

188
Ø [7.402]

CL

[1.142]
29.0

355

[1.3386]
34.00

46.0
[1.811]

Closed
B

155.0
[6.102]
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0.689]3 x [Ø
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-SP: STRIPPER PLATE OPTION

C Stroke

RTH-8M Static Dynamic
 Maximum Tensile T 8230 N [1850 lbs] 2733 N [614 lbs]

 Maximum Compressive C 10700 N [2405 lbs] 2733 N [614 lbs]

 Maximum Moment Mx 455 Nm [4027 in-lbs] 131 Nm [1159 in-lbs]

 Maximum Moment My 578 Nm [5116 in-lbs] 167 Nm [1478 in-lbs]

 Maximum Moment Mx 362 Nm [3204 in-lbs] 167 Nm [1478 in-lbs]
†Capacities are per set of jaws and are not simultaneous

RTH-8M-L Static Dynamic
 Maximum Tensile T 7080 N [1592 lbs] 1772 N [ 398 lbs]

 Maximum Compressive C 9210 N [2070 lbs] 1772 N [398 lbs]

 Maximum Moment Mx 391 Nm [3461 in-lbs] 85 Nm [752 in-lbs]

 Maximum Moment My 428 Nm [3788 in-lbs] 93 Nm [823 in-lbs]

 Maximum Moment Mx 268 Nm [2372 in-lbs] 93 Nm [823 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits RTH-8M
Buna-N Seal Repair Kit SLKT-354

Buna-N Rear Inlet Seal Repair Kit SLKT-366

Viton® Seal Repair Kit SLKT-354V

Viton® Rear Inlet Seal Repair Kit SLKT-366V

Model A B C

 RTH-8M 57.0 [2.244] 69.0 [2.717] 17.7 [0.70]

 RTH-8M-L 39.5 [1.555] 51.5 [2.028] 35.1 [1.38]
Dimensions in mm [in]

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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Model Stroke  
Range

Grip Force
Range

Operating 
Environment

Special 
Features

Page 
GR-ANG-#

CT 90° per Jaw
272-651
[61-146]

IP43
180 degree Wide  

Jaw Opening Angle. 3

DCT 90° per Jaw
32-157
[7.2-35]

IP43
180 degree Wide Jaw  
Opening, spring assist.

TM

3

RA (CAM)
RA (TOGGLE)

15° per Jaw
71-801

[16-180]
IP43

Low Cost, small  
compact Gripper.  

Rugged Applications.
13

RUA 31.8°- 38.2° 
Total

384-7911
[86-1778]

IP54 Using  
Purge Port

High Force Gripping  
for Harsh & Rugged 

Applications. Spring Assist.
27

GR-ANG  |  1 Dimensions and technical information are subject to change without notice
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angular grippers



Mounting Compatibility ChartTM

DLT Thruster Slide to  
DCT Angular Gripper

 Slide to Gripper

DLB Base Slide to  
DCT Angular Gripper

 Slide to Gripper

DRF Rotary Actuator to  
DCT Angular Gripper

Rotary to Gripper

DLM Thruster Slide to  
DCT Angular Gripper

 Slide to Gripper

Catalog Models

Grippers

DCT-12,  
16, 20 DCT-25

Base 
Slides

DLB-06,08 3R

DLB-10,12,16 5R

DLB-20,25

Thruster 
Slides

DLT-06,08 3R

DLT-10,12,16 3R 5R

DLT-20,25 5R

DLM-07 3R

DLM-9,12 3R 5R

Rotary 
Actuators

DRF-075,094 3R 5R

DRF-106 3R 5R

DRF-131 5R

DESTACO’s DIRECTCONNECT™ technology, allows all components of the 
system–grippers, rotaries and slides—to be mounted together directly. Look  
for matching icons on product datasheets for mounting compatibility.
Note: The numbers in the cell represent the metric screw size and basic mounting pattern.  

S=Square, R=Rectangle. ie; 5S = M5 Screw with square mounting pattern. 5R5S

GR-ANG  |  2Dimensions and technical information are subject to change without notice

angular grippers
Angular Grippers | DIRECTCONNECT™ Mounting Compatibility Chart

TM  Modular Direct Mounting System without Adapter Plates
Products can be mounted in multiple positions. Refer to datasheet for complete info.



Features:
•  180° angular gripper jaw opening for direct feed systems 
•  Shielded design for working in dirty environments 
•  Spring assist option maintains grip in case  

of air pressure loss
•  Adjustable 0 to 180° opening angle option.
•  Side and bottom gripper mounting
•  Multiple air ports, side and top air ports 

for easy installation 

Applications:
• In-line conveying applications
• OEM pick and place machines
• End-of-arm tooling

DCT-12M

DCT-16M

DCT-20M

DCT-25M

CT-50M

CT-40M

CT-32M

(USB key shown 
for scale)

How To Order

Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
NPN Magneto Resistive Sensor with M8 Quick Disconnect All Models OHSN-017 1-2

PNP Magneto Resistive Sensor with M8 Quick Disconnect All Models OHSP-017 1-2

Inductive Sensor Mounting Kit (mounts 2 sensors) See Datasheet 1

4mm NPN Inductive Sensor with M8 Quick Disconnect* 16M, 20M OISN-014 1-2

4mm PNP Inductive Sensor M8 with Quick Disconnect* 16M, 20M OISP-014 1-2

M8 NPN Inductive Sensor with M8 Quick Disconnect* 25M, 32M OISN-011 1-2

M8 PNP Inductive Sensor with M8 Quick Disconnect* 25M, 32M OISP-011 1-2

M12 NPN Inductive Sensor with M12 Quick Disconnect* 40M, 50M OISN-017 1-2

M12 PNP Inductive Sensor with M12 Quick Disconnect* 40M, 50M OISP-017 1-2

M8 Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

M8 Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

M12 Quick Disconnect 2 Meter Cable Length* All Models CABL-014 1-2

M12 Quick Disconnect 5 Meter Cable Length* All Models CABL-018 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Adjustable Flow Control-M5 Elbow-6mm OD Push-in 12M, 16M, 20M, 25M, 32M VLVF-008 1-2

Adjustable Flow Control-G1/8 Elbow-6mm OD Push-in 40M, 50M VLVF-005 1-2
*Sensor and cable sold separately.

 -  -  - 

Size

12M 25M 50M
16M 32M
20M 40M

Spring Description

“Blank” None
RE Spring Closed

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Base Model

DCT (sizes 12-25 only)
CT (sizes 32-50 only)
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Specifications Units 12M 12M-RE 16M 16M-RE 20M 20M-RE 25M 25M-RE

Total Rated Grip Force  
F @ 100 psi [7 bar]

N  
[lb]

32
[7.2]

40
[9]

70
[ 16]

87
[19]

112
[25]

141
[32]

157
[35]

199
[45]

Stroke (degrees per finger) 90° stroke for each finger

Weight
kg  

[lbs]
0.09 

[0.20]
0.12

[0.26]
0.16

[0.35]
0.20

[0.44]
0.28

[0.62]
0.33

[0.73]
0.49

[1.08]
0.57

[1.26]

Pressure Range w/o Spring bar [psia] 3-7 [40-100] CT/DCT

Pressure Range w/ Spring bar [psi] 4-7 [60-100] CT-RE/DCT-RE

Ingress Protection Class (IP) IP43

Displacement
cm3 
[in3]

1.92 
[0.117]

4.12  
[0.251]

7.92  
[0.483]

14.9  
[0.909]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open) sec 0.06 0.08 0.13 0.15 0.16 0.20 0.21 0.25

Actuation (close) sec 0.06 0.05 0.13 0.12 0.16 0.14 0.21 0.19

Accuracy mm [in] ±0.07 [±0.0028] ±0.08 [±0.003]

Repeatability mm [in] ±0.05 [±0.002]

Valve to Actuate Double Acting 4-way, 2-position CT/DCT

Valve to Actuate Double Acting Spring Assist 4-way, 2-position CT-RE/DCT-RE

Valve to Actuate Single Acting 3-way, 2-position CT-RE/DCT-RE

Specifications Units 32M 32M-RE 40M 40M-RE 50M 50M-RE

Total Rated Grip Force  
F @ 100 psi [7 bar]

N  
[lb]

272
[61]

353
[79]

446
[100]

592
[133]

651
[146]

893
[201]

Stroke (degrees per finger) 90° stroke for each finger

Weight
kg  

[lbs]
0.72

[1.59]
0.83

[1.83]
1.18

[2.60]
1.39

[3.06]
1.82

[4.01]
2.21

[4.87]

Pressure Range w/o Spring bar [psi] 3-7 [40-100] CT/DCT

Pressure Range w/ Spring bar [psi] 4-7 [60-100] CT-RE/DCT-RE

Ingress Protection Class (IP) IP43

Displacement
cm3 
[in3]

28.6  
[1.745]

52 

[3.173]
92 

[5.614]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation (open) sec 0.29 0.35 0.41 0.47 0.46 0.54

Actuation (close) sec 0.29 0.26 0.41 0.38 0.46 0.42

Accuracy mm [in]
±0.08 

[±0.003]
±0.09 

[±0.0036]

Repeatability mm [in] ±0.05 [±0.002]

Valve to Actuate Double Acting 4-way, 2-position CT/DCT

Valve to Actuate Double Acting Spring Assist 4-way, 2-position CT-RE/DCT-RE

Valve to Actuate Single Acting 3-way, 2-position CT-RE/DCT-RE
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90°

[1.437]
36.5

90°

[0.35]
9

CL

CL

1.6

g6

10

Ø2.5E7 THRU

6.00

9

[0.31]

[0.39]

16.5

8

D

2 x M3THRU

[0.650]

[0.35]

Side air port

CLOSE
x 6 DP5M 5M

Side air port

OPEN
x 6 DP

[0.063]

0.2362-0.0005
-0.0002

2 Slots to mount
magnetic sensors

A

B

C

CL

CL

x 5.5DP3M

[0.79]
20

[0.9646]
24.50

(supplied plugged)
CLOSE

Top air port

OPEN
(supplied plugged)

Top air port

9
[0.35]

[1.18]
30

8.6
[0.339]

x 7 DP32 x M

[0.5709]
14.50

M3 x 5.5DP

2 x Ø2.5H9 x 4.5DP

Shielded plate

CL

Jaws in
gripping
position

at 0°

CL

[0.71] [0.236]

24.50

25

6.0

E

[0.98]

18

2 x M3 x 7 DP

[0.9646]

14.50
[0.5709]

2 x Ø2.5H7 x 4.5DP

[0.4921]
12.50

[0
.0

3
]

0
.8

[Ø 0.12]
Ø 3

[Ø 0.2]
Ø 5

O-Ring 
[Ø1 x Ø3 ]

Gripper's
top air port

Our grippers are supplied 
with open side air ports and 

top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.

19.05

4 x M3 x 7 DP

Ø3H7x 6 DP
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CT/DCT-12
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS
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100 PSI [7 bar]80 PSI [5.5 bar]60 PSI [4.1 bar]
40 PSI [2.7 bar]
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

2.0
50

2.5
64

CT-RE/DCT-RE-12

100 PSI [7 bar]
80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]20 PSI [1.3 bar]

0 PSI [0 bar]

Loading Information

Static
 Maximum Tensile T 47 N [11 lbs]
 Maximum Compressive C 47 N [11 lbs]
 Maximum Moment Mx 1.1 Nm [10 in-lbs]
 Maximum Moment My 1.1 Nm [10 in-lbs]
 Maximum Moment Mz 1.1 Nm [10 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-159

Viton® Seal Repair Kit SLKT-159V

Mounting Accessories Order #

Adjustment Stop Kit (1 shielded plate, 1 stop) KP-DCT12-BR

L X
F/2F/2

Z
Mz

My

Z

Y
C T

Mx 

 

 

Model A B C D E

 DCT-12 35.5
[1.398]

56.00
[2.2047]

48
[1.89]

20.00
[0.7874]

64
[2.52]

 DCT-12-RE 51.5
[2.028]

72.00
[2.8346]

64
[2.52]

35.00
[1.3780]

80
[3.15]

Dimensions in mm [in]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Angular Grippers | Dimensions and Technical Specifications
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DCT-12, -12-RE

NOTE: Jaws have to be designed for a 0° gripping position 
(parallel jaws).Jaws will close 1.5° past parallel. To limit 
shocks at the end of an opening or closing stroke, it is highly 
recommended to design jaws with minimal inertia (as light 
and short as possible). Flow Controls make it possible to reduce 
the rotation speed and are highly recommended.



[0.453]
11.5

90°

40.5
[1.594]

[0.67]
17

90
°

CL

CL

CLOSE
(supplied plugged)

x 5.5DP
Top air port

10
[0.39]

[1.1417]
29.00

9

x 9 DP]42 x [M

M3 x 5.5DP
OPEN

(supplied plugged)

[0.98]

M3

25

Top air port [1.42]
36

[0.35]

[0.7087]
18.00

2 x Ø3H9 x 5.5 DP

CL CL

CL

5 x 6 DP

D

Side air port

[0.807]

M[0.39]

0.0002

THRU2 x M3

-
0.0006-0.3150

[0.31]

10
[0.39]

g6

10

8

C

Side air port

CLOSE
x 6 DP5M

OPEN

20.5

[0.08]
2

8

Ø2.5 E7THRU

2 Slots to mount
magnetic sensors

B

A

[0.35]
9

4 x M3 x 5.5DP
CL

Shielded plate

Jaws in
gripping
position

at 0°

CL

x 7 DP

[0.7500]
19.05

4 x M3

[0.375]

2 x Ø 3H7 x 6 DP

9.5

29.00

3

[1.1417]

[1.043]
26.5

2 x Ø

E

[0.315]
20

[0.79]

F

8.0

[0.7087]
18.00

H7 x 5.5DP

[0.5512]
14.002 x M4 x 9 DP

[0
.0

3
]

0
.8

[Ø 0.12]
Ø 3

[Ø 0.2]
Ø 5

O-Ring 
[Ø1 x Ø3 ]

Gripper's
top air port

Our grippers are supplied 
with open side air ports and 

top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.

Loading Information

Static
 Maximum Tensile T 90 N [20 lbs]
 Maximum Compressive C 90 N [20 lbs]
 Maximum Moment Mx 2.9 Nm [26 in-lbs]
 Maximum Moment My 2.9 Nm [26 in-lbs]
 Maximum Moment Mz 2.9 Nm [26 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-160

Viton® Seal Repair Kit SLKT-160V

Mounting Accessories Order #

Inductive Sensor Mounting Kit (mounts 2 sensors) SDCT-16-20

Adjustment Stop Kit (1 shielded plate, 1 stop) KP-DCT16-BR

L X
F/2F/2

Z
Mz

My

Z

Y
C T

Mx 

 

 

Model A B C D E F

 DCT-16 23.5
[0.925]

41.5
[1.634]

64.00
[2.5197]

56
[2.20]

20.00
[0.7874]

72
[2.83]

 DCT-16-RE 38.5
[1.516]

56.5
[2.224]

79.00
[3.1102]

71
[2.80]

35.00
[1.3780]

87
[3.43]

Dimensions in mm [in]
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CT-RE/DCT-RE-16

100 PSI [7 bar]

80 PSI [5.5 bar]
60 PSI [4.1 bar]40 PSI [2.7 bar]20 PSI [1.3 bar]

0 PSI [0 bar]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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DCT-16, -16-RE

NOTE: Jaws have to be designed for a 0° gripping position 
(parallel jaws).Jaws will close 1.5° past parallel. To limit 
shocks at the end of an opening or closing stroke, it is highly 
recommended to design jaws with minimal inertia (as light 
and short as possible). Flow Controls make it possible to reduce 
the rotation speed and are highly recommended.



[0
.0

3
]

0
.8

[Ø 0.12]
Ø 3

[Ø 0.2]
Ø 5

O-Ring 
[Ø1 x Ø3 ]

Gripper's
top air port

Our grippers are supplied 
with open side air ports and 

top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.
[0.531]

13.5

90°

[0.87]
22

90
°

[1.949]
49.5

CLCL

CL

10g6

5 11
[0.43]

x 6 DP
Side air port

Side air port

CLOSE

0.3937

D

x 6 DPM

C

24.5

5

[0.31]

0.0002-

M

-0.0006

[0.965]

OPEN

4 THRU2 x M

8

12
[0.47]

[0.102]
2.6

3 E7 THRU

CL

CL

Top air port

x 5.5DP

[1.3189]

Top air port
M

OPEN
(supplied plugged)

30

x 5.5DP3M

[1.18]

3

33.50

CLOSE
(supplied plugged)

[0.43]

42

11

10

x 11 DP52 x M

[0.39]

[1.65]

[0.8465]
21.50

2 x 4H9 x 8 DP

2 Slots to mount
magneticsensors

B

A

[0.35]
9

4 x [M3 x 5.5DP]

CL

Shielded plate

Jaws in
gripping
position

at 0°

CL

2 x M

33

[0.87]
22

5

[1.3189]

10.0

[1.30]

Ø4

33.50

G
H9 x 8 DP

F

2 x

x 6 DP

[0.394]

E

[0.8465]
21.50

[0.7500]

[0.375]

2 x

x 6 DP

3H7 x 6 DP

4 x M3

19.05

9.5

Static
 Maximum Tensile T 150 N [34 lbs]
 Maximum Compressive C 150 N [34 lbs]
 Maximum Moment Mx 6 Nm [53 in-lbs]
 Maximum Moment My 6 Nm [53 in-lbs]
 Maximum Moment Mz 6 Nm [53 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B C D E F G

 DCT-20 29
[1.14]

51.5
[2.028]

79.00
[3.1102]

68
[2.68]

22.00
[0.8661]

18.00
[0.7087]

89
[3.50]

 DCG/CT-20-RE 47
[1.85]

66.5
[2.618]

94.00
[3.7008]

83
[3.27]

39.00
[1.5354

20.00
[0.7874]

104
[4.09]

Dimensions in mm [in]
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Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-161

Viton® Seal Repair Kit SLKT-161V

Mounting Accessories Order #

Inductive Sensor Mounting Kit (mounts 2 sensors) SDCT-16-20

Adjustment Stop Kit (1 shielded plate, 1 stop) KP-DCT20-BR

Angular Grippers | Dimensions and Technical Specifications
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DCT-20, -20-RE   

NOTE: Jaws have to be designed for a 0° gripping position 
(parallel jaws).Jaws will close 1.5° past parallel. To limit 
shocks at the end of an opening or closing stroke, it is highly 
recommended to design jaws with minimal inertia (as light 
and short as possible). Flow Controls make it possible to reduce 
the rotation speed and are highly recommended.



[0.47]
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2 x Ø5H7 x 10 DP

90°
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           2 Slots to mount
           magnetic sensors

[0
.0

5
]

1
.2

[Ø 0.16]
Ø 4

[Ø 0.31]
Ø 8

O-Ring 
[Ø1.5 x Ø5]

Gripper's
top air port

Our grippers are supplied 
with open side air ports and 

top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.

[0.295]
7.5

[1.5000]
(Dowels)

38.10

[0.750]
19.1

4 x M5 x 11 DP

2 x Ø5H7 x 10 DP

CL

Static
 Maximum Tensile T 205 N [46 lbs]
 Maximum Compressive C 205 N [46 lbs]
 Maximum Moment Mx 10 Nm [89 in-lbs]
 Maximum Moment My 10 Nm [89 in-lbs]
 Maximum Moment Mz 10 Nm [89 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B C D E F G

 DCT-25 39.5
[1.555]

20.00
[0.79]

61
[2.40]

93.50
[3.6811]

81
[3.19]

30.00
[1.1811]

106
[4.17]

 DCT-25-RE 60.5
[2.382]

25.00
[0.98]

82
[3.23]

114.50
[4.5079]

102
[4.02]

51.00
[2.0079]

127
[5.00]

Dimensions in mm [in]
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20 PSI [1.3 bar]
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CT-RE/DCT-RE-25

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-162

Viton® Seal Repair Kit SLKT-162V

Mounting Accessories Order #

Inductive Sensor Mounting Kit (mounts 2 sensors) SDCT-25-32

Adjustment Stop Kit (1 shielded plate, 1 stop) KP-DCT25-BR

Angular Grippers | Dimensions and Technical Specifications
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DCT-25, -25-RE 

NOTE: Jaws have to be designed for a 0° gripping position 
(parallel jaws).Jaws will close 1.5° past parallel. To limit 
shocks at the end of an opening or closing stroke, it is highly 
recommended to design jaws with minimal inertia (as light 
and short as possible). Flow Controls make it possible to reduce 
the rotation speed and are highly recommended.



[1.1417±0.0006]
29 ±0.016

F

2 x [Ø 0.2362 0.0000 ]
+0.0012

x [0.47] 12 DP

6 0
+0.03
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[1.10]
28
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CL
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(supplied plugged)

Top air port

M5 x [0.24] 6 DP
CLOS E

(supplied plugged)

Top air port

[1.6929±0.0007]
43 ±0.019

[1.1417±0.0006]
29 ±0.016

2 x [Ø 0.2362 0.0000]
+0.0012

x [0.47] 12 DP

6 0
+0.03

[0.85]
21.5

CL

CL

C

= [0.67] =
17

0.5512-0.0007
-0.0002

14 -0.017
-0.006

2 x M6

0.1969+0.0008
+0.0013

5 +0.020
+0.032

[1.30]
33

[0.47]
12

[0.47]
12

M5 x [0.24] 6 DP
CLOS E

Side air port
M5 x [0.24] 6 DP
OPEN

Side air port

[0.15]
3.9

D

CL

CL

B

[0.30]
7.50

A

[1.24]
31.50

4 x M3 x 7

90°
90°

[2.64]
67

  2 Slots to mount
  magnetic sensors

[0
.0

5
]

1
.2

[Ø 0.16]
Ø 4

[Ø 0.31]
Ø 8

O-Ring 
[Ø1.5 x Ø5]

Gripper's
top air port

Our grippers are supplied 
with open side air ports and 

top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.

Static
 Maximum Tensile T 288 N [65 lbs]
 Maximum Compressive C 288 N [65 lbs]
 Maximum Moment Mx 16 Nm [142 in-lbs]
 Maximum Moment My 16 Nm [142 in-lbs]
 Maximum Moment Mz 16 Nm [142 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B C D E F

 CT-32 51.50
[2.03]

73
[2.87]

110
[4.3307]

95
[3.74]

25
[0.9843]

124
[4.88]

 CT-32-RE 72.50
[2.85]

94
[3.70]

131
[5.1575]

116
[4.57]

30
[1.811]

145
[5.71]

Dimensions in mm [in]

L X
F/2F/2

Z
Mz

My

Z

Y
C T

Mx 
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44

2.25
57

2.75
70

3.25
81

4.25
108

3.75
95

4.75
120

5.25 in.
133mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS100 PSI [7 bar]80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]

CT/DCT-32

40

34
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20

13

7
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30
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GRIP FORCE PER FINGER @ 0°

1.75
44

2.25
57

2.75
70

3.25
81

4.25
108

3.75
95

4.75
120

5.25
133

5.75 in.
146mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]
80 PSI [5.5 bar]
60 PSI [4.1 bar]40 PSI [2.7 bar]20 PSI [1.3 bar]

0 PSI [0 bar]

CT-RE/DCT-RE-32

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-163

Viton® Seal Repair Kit SLKT-163V

Mounting Accessories Order #

Inductive Sensor Mounting Kit (mounts 2 sensors) SDCT-25-32

Adjustment Stop Kit (1 shielded plate, 1 stop) KP-CT32-BR

Angular Grippers | Dimensions and Technical Specifications
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CT-32/ -32-RE   

NOTE: Jaws have to be designed for a 0° gripping 
position (parallel jaws).Jaws will close 1.5° past 
parallel. To limit shocks at the end of an opening  
or closing stroke, it is highly recommended to 
design jaws with minimal inertia (as light and short 
as possible). Flow Controls make it possible to reduce  
the rotation speed and are highly recommended.



Static
 Maximum Tensile T 420 N [94 lbs]
 Maximum Compressive C 420 N [94 lbs]
 Maximum Moment Mx 22 Nm [195 in-lbs]
 Maximum Moment My 22 Nm [195 in-lbs]
 Maximum Moment Mz 22 Nm [195 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B C D E F

 CT-40 50.5
[1.988]

81.5
[3.209]

124.00
[4.8819]

107.5
[4.232]

26.00
[1.0236]

138
[5.43]

 CT-40-RE 78
[3.07]

109
[4.29]

151.50
[5.9646]

135
[5.31]

32.00
[1.2598]

165.5
[6.516]

Dimensions in mm [in]

L X
F/2F/2

Z
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]
80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]

CT/DCT-40
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3
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7 in.
178mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS100 PSI [7 bar]

80 PSI [5.5 bar]
60 PSI [4.1 bar]
20 PSI [1.3 bar]

40 PSI [2.7 bar]

0 PSI [0 bar]

CT-RE/DCT-RE-40

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-164

Viton® Seal Repair Kit SLKT-164V

Mounting Accessories Order #

Inductive Sensor Mounting Kit (mounts 2 sensors) SDCT-40-63

Adjustment Stop Kit (1 shielded plate, 1 stop) KP-CT40-BR

Angular Grippers | Dimensions and Technical Specifications
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CT-40/ -40-RE 

[2.933]
74.5

°09°09

[1.004]
25.5

20
[0.79]

 x 8 DP4

51
[2.01]

B

A

4 x M

                  2 Slots to mount
                  magnetic sensors

CLCL

CL

[0.154]
3.9

D

16
0.0002

[0.67]

C

-

2 x M6

g6
-
0.0007

[Ø0.1969 SF]

39.5
[1.555]

12
[0.47]

18
[0.71]

G 1/8 x 8 DP
CLOSE

G 1/8 x 8 DP
OPEN

17
0.6299

     Ø5E7

CL

[1.5354]

[0.63]

Ø6
2 x 

2 x M

E

Shielded plate

H9       

[1.93]
49

x [0.47] 12 DP
 SF]

39.00

16
[1.34]

[Ø 0.2362

 x 17 DP8

[2.0866]
53.00

34

F

Jaws in
gripping
position

at 0°

CL

CL

[2.0866]
53.00

[1.5354]
39.00

 x 6 DP

 x 6 DP

2 x [Ø

[0.71]

 SF]

 x 17 DP8

18
[0.71]

0.2362

OPEN

x [0.47] 12 DP

(supplied plugged)

5
18

52
[2.05]

66
[2.60]

5M

(supplied plugged)
CLOSE

2 x M

M

Ø 6H9
[0

.0
5
]

1
.2

[Ø 0.16]
Ø 4

[Ø 0.31]
Ø 8

O-Ring 
[Ø1.5 x Ø5]

Gripper's
top air port

Our grippers are supplied 
with open side air ports and 

top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.

NOTE: Jaws have to be designed for a 0° gripping 
position (parallel jaws).Jaws will close 1.5° past 
parallel. To limit shocks at the end of an opening  
or closing stroke, it is highly recommended to 
design jaws with minimal inertia (as light and short 
as possible). Flow Controls make it possible to reduce  
the rotation speed and are highly recommended.



[1.18]
30

90°

[3.54]
90

90°

CL

[1.8110]

[0.71]

H9

E

2 x 

2 x M

8

Shielded plate

[2.36]
60

x [0.63] 16 DP
 SF

46.00

18
[1.57]

Ø0.3150

 x 22 DP10

[2.3622]
60.00

40

F

Jaws in
gripping
position

at 0°

CL

CL

[2.3622]
60.00

[1.8110]
46.00

 x 6 DP]

 x 6 DP

2 x 

[1.18]

 SF

 x 21 DP10

25
[0.98]

0.3150

OPEN

x 0.63 [16] DP

(supplied plugged)

5
30

62
[2.44]

76
[2.99]

5[M

(supplied plugged)
CLOSE

2 x M

M

[ 8H9]       

CL

CL CL

[0.20]
5

[0.59]
15

18
0.0002

[0.83]

C

-

2 x M

g6
-
0.0007

8

 SF]Ø [0.2362

44
[1.73]

[0.98]
25

OPEN
G 1/8 x 8 DPG 1/8 x 8 DP

CLOSE

D

21
0.7087

Ø 6E7

20
[0.79]

 x 8 DP4

60
[2.36]

B

A

4 x M
                2 Slots to mount
                magnetic sensors

[0
.0

5
]

1
.2

[Ø 0.16]
Ø 4

[Ø 0.31]
Ø 8

O-Ring 
[Ø1.5 x Ø5]

Gripper's
top air port

Our grippers are supplied 
with open side air ports and 

top air ports plugged.
When operating top air 
ports, produce manifold 

sealing as shown.

Static
 Maximum Tensile T 490 N [110 lbs]
 Maximum Compressive C 490 N [110 lbs]
 Maximum Moment Mx 30 Nm [266 in-lbs]
 Maximum Moment My 30 Nm [266 in-lbs]
 Maximum Moment Mz 30 Nm [266 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Model A B C D E F

 CT-50 65.5
[2.579]

96
[3.78]

146.00
[5.7480]

126
[4.96]

30.00
[1.1811]

164
[6.46]

 CT-50-RE 102.50
[4.035]

133
[5.24]

183.00
[7.2047]

163
[6.42]

40.00
[1.5748]

201
[7.91]

Dimensions in mm [in]

L X
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Z
Mz
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Z

Y
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Mx 
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216mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]
80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]

CT/DCT-50

101
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45
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0
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2.5
64

3.5
89

4.5
102

5.5
140

6.5
165

7.5
191

8.5
216

9.5 in.
241mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

80 PSI [5.5 bar]

60 PSI [4.1 bar]
40 PSI [2.7 bar]20 PSI [1.3 bar]

0 PSI [0 bar]

CT-RE/DCT-RE-50

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-165

Viton® Seal Repair Kit SLKT-165V

Mounting Accessories Order #

Inductive Sensor Mounting Kit (mounts 2 sensors) SDCT-40-63

Adjustment Stop Kit (1 shielded plate, 1 stop) KP-CT50-BR

Angular Grippers | Dimensions and Technical Specifications
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CT-50/ -50-RE   

NOTE: Jaws have to be designed for a 0° gripping 
position (parallel jaws).Jaws will close 1.5° past 
parallel. To limit shocks at the end of an opening  
or closing stroke, it is highly recommended to 
design jaws with minimal inertia (as light and short 
as possible). Flow Controls make it possible to reduce  
the rotation speed and are highly recommended.
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angular grippers
Notes



Features:
•  Highly reliable rugged general purpose  gripper
•  High grip force to size ratio due to cam driven design
•  Fingers can be mounted on the side or top of jaws. 
•  Optional Viton® seals for high temperatures  

-30°C to +150°C [-20°F to +300°F] 
•  Use up to 2 magneto resistive sensors 

Applications:
•  Industrial assembly machines
•  OEM pick and place machines
•  General purpose gripping

RA-5

RA-8

RA-7

RA-10

RA-6

(USB key shown for scale)

How To Order

Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
NPN Magneto Resistive Sensor with Quick Disconnect* 5, 6, 7, 8 OHSN-017 1-2

PNP Magneto Resistive Sensor with Quick Disconnect* 5, 6, 7, 8 OHSP-017 1-2

NPN Magneto Resistive Sensor 90° with Quick Disconnect* 5, 6, 7, 8 OHSN-011 1-2

PNP Magneto Resistive Sensor 90° with Quick Disconnect* 5, 6, 7, 8 OHSP-011 1-2

Quick Disconnect 2 Meter Cable Length* 5, 6, 7, 8 CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* 5, 6, 7, 8 CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
Fail Safe Valve (Imperial) 5, 6 OFSV-001 1

Fail Safe Valve (Metric) 5, 6 OFSV-004 1

Fail Safe Valve (Imperial) 7, 8 OFSV-002 1

Fail Safe Valve (Metric) 7, 8 OFSV-005 1
*Sensor and cable sold separately.

 -   - 

Base Model

RA

Seals Description

“Blank” Buna-N
V Viton® High Temperature

Size

5 8
6 10
7

Ports & Mounting Description

“Blank” Imperial
M Metric

GR-ANG  |  13 Dimensions and technical information are subject to change without notice

Angular Grippers | Features and Benefits | How To Order

RA (cam driven) Series



Specifications Units 5 6 7

Total Rated Grip Force F @ 7 bar [100 psi] N [lbs] 89 [20] 196 [44] 534 [120]

Total Stroke 15° per finger 15° per finger 15° per finger

Open Stroke Adjustment 15° per finger 15° per finger 10° per finger

Weight kg [lbs] 0.11 [0.25] 0.31 [0.69] 0.8 [1.8]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP43

Displacement
cm3

[in3]
2.1  

[0.13]
4.9 

[0.300]
9.8  

[0.601]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.10 0.11 0.15

Accuracy mm [in] ±0.13 [±0.005]

Repeatability mm [in] ±0.08 [±0.003]

Valve to Actuate 4-way, 2-position

Specifications Units 8 10

Total Rated Grip Force F @ 7 bar [100 psi] N [lbs] 801 [180] 71 [16]

Total Stroke 15° per finger 15° per finger

Open Stroke Adjustment 10° per finger --

Weight kg [lbs] 2.1 [4.6] 0.03 [0.063]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP43

Displacement
cm3

[in3]
21.6 

[1.320]
0.4  

[0.026]

Temperature Range (Buna-N seals) °C [°F] -35°~80° C [-30°~180° F]

Temperature Range (Viton® seals) °C [°F] -30°~150° C [-20°~300° F]

Actuation sec 0.23 0.08

Accuracy mm [in] ±0.13 [±0.005] ±0.08 [±0.003]

Repeatability mm [in] ±0.08 [±0.003] ±0.03 [±0.001]

Valve to Actuate 4-way, 2-position

GR-ANG  |  14Dimensions and technical information are subject to change without notice

Angular Grippers | Technical Specifications

RA (cam driven) Series 



LC

LC

LC LC

LC

LC

STROKE

 3X Ø 3 H7 X 4 DP [Ø .1250 SF X .18DP]

2X M4 X 9 DP [#8-32 X .38 DP]

1.1875
[30.16]

38.1 [1.500]

[1.00]
25.4

CLOSE

2X [#10-32] M5 AIR PORTS (OPEN)

2X M3 X 4 DP [#4-40 X .18 DP]

6.4
[.250]

5 [.19]

13 [.51]

19.1
[.750]

15˚  

2X M3 X 3 DP [#4-40 X .12 DP]

[.499  ±.001]
12.70  ±0.03

35.0
[1.377]

 3.2
[.125]

44.5 [1.750]

STROKE ADJUSTMENT

8X M3 X 4 DP [#4-40 X .18 DP]

6.4 [.250]

3.2 [.125]
9.5 [.375]

22 [.88]

31.8 [1.250]

[1.010]
25.7

[1.187]
30.1 33.4

[1.313]

6.4 [.250]

9.5 [.375]

19.1 [.750]

1.9 [.075]

[.500]
12.7

NOTE: JAWS CLOSE 
1˚ PAST PARALLEL
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50mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

40 PSI [2.7 bar]

80 PSI [5.5 bar]60 PSI [4.1 bar]

Loading Information

RA-5 Static
 Maximum Tensile T 44 N [10 lbs]
 Maximum Compressive C 44 N [10 lbs]
 Maximum Moment Mx 1.1 Nm [10 in-lbs]
 Maximum Moment My 1.1 Nm [10 in-lbs]
 Maximum Moment Mz 1.1 Nm [10 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-022

Viton® Seal Repair Kit SLKT-022V

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Angular Grippers | Dimensions and Technical Specifications
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RA-5   



STROKE

LC

LCLC

LC

LC

LC

3X Ø4H7 X 4DP [Ø.1250SF  X .18DP]

2X M5 X 12DP [#10-32 X .50DP]42.86 [1.6875]

50.8 [2.000]

38.1
[1.500]

7.9 [.312]

30 [1.19]

6 [.24]
15 [.60]CLOSE

2X M5 [#10-32] AIR PORTS(OPEN)

15˚ 

STROKE ADJUSTMENT25.4
[1.000]

9.5 [.375]

8X M4 X 9DP [#8-32 X .38DP]

61.4 [2.418]

2X M4 X 4DP [#8-32 X .19DP]

2X M4 X 9DP [#8-32 X .38DP]

49.6
[1.954]

19.01  ±0.03
[.7485  ±.001]

4.7
[.187]

4.7 [.187]

41.3 [1.626]

12.7 [.500]

44.5
[1.750]

45.5
[1.792]

9.5 [.375]

10.7 [.421]
21.4 [.842]

2X 1.9 [.075]

15.8
[.624]

NOTE: JAWS CLOSE 
1˚ PAST PARALLEL

31.8
[1.250]37.6

[1.482]
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2.5 in.
64mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

40 PSI [2.7 bar]

80 PSI [5.5 bar]
60 PSI [4.1 bar]

Loading Information

RA-6 Static
 Maximum Tensile T 89 N [20 lbs]
 Maximum Compressive C 89 N [20 lbs]
 Maximum Moment Mx 2.3 Nm [20 in-lbs]
 Maximum Moment My 2.3 Nm [20 in-lbs]
 Maximum Moment Mz 2.3 Nm [20 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-023

Viton® Seal Repair Kit SLKT-023V

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Angular Grippers | Dimensions and Technical Specifications
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RA-6 



2X Ø 6H7 X 6DP
[Ø .2500 SF X .25 DP]

2X M8 X 19 DP
[5/16-18 X .75 DP]

OPEN

SENSOR 
MNTG SLOTS

2X G1/8" [1/8NPT]
AIR PORTS (CLOSE)

STROKE ADJUSTMENT

8X M5 X 9 DP
[#10-32 X .375 DP]

2X M5 X 9 DP
[#10-32 X .375 DP]

2X M5 X 6 DP
[#10-32 X .25 DP]

76.2 [3.000]

60.33 [2.3750]

25.4
[1.000] 50.8 [2.000]

64.8 [2.550]

91.4 [3.600]

50.8 [2.000]

8 [.33]

23 [.90]

60.3
[2.375]

60.8
[2.393]

12.7 [.500]

14.0 [.550]

27.9 [1.100]

1.9 [.075]

12.7 [.500]

34.9 [1.375] 15.9 [.625]

6.4 [.250]

25.4
[1.000]

12.7 [.500]

6.4 [.250]

56.8
[2.238]

15˚  STROKE

LC

LC

LC

LC

LC

LC

NOTE: JAWS CLOSE 
1˚ PAST PARALLEL

42.0
[1.653]

50.8
[2.000]

Z Z

XY

F/2F/2
T

C

M

MMX
Y

Z

L
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lbs.N

EFFECTIVE FINGER LENGTH - L
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N

G
ER
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O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

2
51

1
25

3
76

4 in.
102mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

40 PSI [2.7 bar]

80 PSI [5.5 bar]60 PSI [4.1 bar]

RA-7 Static
 Maximum Tensile T 267 N [60 lbs]
 Maximum Compressive C 267 N [60 lbs]
 Maximum Moment Mx 6.8 Nm [60 in-lbs]
 Maximum Moment My 6.8 Nm [60 in-lbs]
 Maximum Moment Mz 6.8 Nm [60 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-118

Viton® Seal Repair Kit SLKT-118V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Angular Grippers | Dimensions and Technical Specifications
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8X M8 X 9DP
[5/16-18 X .375DP]

2X M8 X 13DP
[5/16-18 X .5DP]

2X M8 X 9DP
[5/16-18 X .375DP]

2X G1/8" [1/8NPT]
AIR PORTS (CLOSE)

OPEN

2X Ø10H7 X 9DP
[Ø.3750SF X .375DP]

2X M10 X 19DP
[3/8-16 X .75DP]

STROKE ADJUSTMENT

101.6 [4.000]
85.72 [3.3750]

19.0 [.750]

38.1 [1.500]

1.9 [.075]

76.2 [3.000]

.550 [14.0]
27.9 [1.100]

63.5 [2.500]

10.9 [.429]
29.3

[1.154]

79.4 [3.125]

115.2 [4.535]

9.5 [.375]

19.0 [.750]

22.2 [.875]44.4 [1.750]

73.0
[2.875]

76.2
[3.000]

9.5 [.375]

19.0 [.750]

38.1 [1.500]

15˚  STROKE

LC

LC

LC

LC

LC

LC

SENSOR 
MNTG SLOTS

NOTE: JAWS CLOSE 
1˚ PAST PARALLEL

51.7
[2.037]

63.5
[2.500]

Z Z

XY

F/2F/2
T

C

M

MMX
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Z

L
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70
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lbs.N

EFFECTIVE FINGER LENGTH - L
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E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

3
76

1
25

2
51

4
102

5
127

6 in.
153mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]

40 PSI [2.7 bar]

80 PSI [5.5 bar]60 PSI [4.1 bar]

RA-8 Static
 Maximum Tensile T 400 N [90 lbs]
 Maximum Compressive C 400 N [90 lbs]
 Maximum Moment Mx 10.2 Nm [90 in-lbs]
 Maximum Moment My 10.2 Nm [90 in-lbs]
 Maximum Moment Mz 10.2 Nm [90 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-119

Viton® Seal Repair Kit SLKT-119V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Angular Grippers | Dimensions and Technical Specifications
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STROKE
NOTE: JAWS CLOSE 1˚ PAST PARALLEL

LCLC

LC

LC

LC19.1
[.750]

25.4
[1.000]

19.1
[.750]

25.4
[1.000]

2X M4 X 6 DP
[#6-32 X .25 DP]

36.5
[1.437]

4.7
[.187]

3
[.13]

3.2
[.126]

2X M3 [#3-56] 
AIR PORTS (OPEN)
(FITTINGS SUPPLIED

FOR 2.0 [.06] TUBING ID

CLOSE

4
[.16]

9 [.37]

4X M3 [#6-32] THRU
6.4 [.250]

7.87  ±0.03
 [.310  ±.001]

19.1
[.750]

14.3
[.562]

12.7
[.500]

30˚ 

9
[.34]

2X M4 X 6DP
[#6-32 X .25 DP]

Ø 2 H7 X 2 DP
[Ø .0938 SF X .08 DP]

27.0
[1.062]

20.7
[.813]

Z Z

XY

F/2F/2
T

C

M

MMX
Y

Z

L

8

7

6

5

4

3

2

1

0

36

31

27

22

18

13

9

5

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

R
C

E 
- 

F/
2

GRIP FORCE PER FINGER

0
0

1
25

1.5
38 mm

5
13

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

100 PSI [7 bar]80 PSI [5.5 bar]60 PSI [4.1 bar]40 PSI [2.7 bar]
RA-10 Static

 Maximum Tensile T 22 N [5 lbs]
 Maximum Compressive C 22 N [5 lbs]
 Maximum Moment Mx 0.6 Nm [5 in-lbs]
 Maximum Moment My 0.6 Nm [5 in-lbs]
 Maximum Moment Mz 0.6 Nm [5 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-018

Viton® Seal Repair Kit SLKT-018V

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Angular Grippers | Dimensions and Technical Specifications
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Features:
•  Highly reliable rugged general purpose gripper
•  Very high grip force to size ratio due to toggle mechanism
•  True Failsafe with toggle locking jaws—  

gripper cannot release part without air
•  Optional Viton® seals for high temperatures 

-30°C to +150°C [-20°F to +300°F] 
•  Optional inductive sensors and flow controls

Applications:
•  Applications requiring internal/external gripping  

with toggle locking
•  Internal gripping Applications without locking
•  Industrial assembly machines
•  OEM pick and place machines

RA-15

RA-90

RA-25

(USB key shown for scale)

How To Order

Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
Sensor Mounting Kit, Mounts 2 Inductive Sensors (Imperial/Metric) See Datasheet 1

NPN Inductive Sensor with Quick Disconnect* 15 OISN-019 1-2

PNP Inductive Sensor with Quick Disconnect* 15 OISP-019 1-2

NPN Inductive Sensor with Quick Disconnect* 25 OISN-014 1-2

PNP Inductive Sensor with Quick Disconnect* 25 OISP-014 1-2

NPN Inductive Sensor with Quick Disconnect* 90 OISN-013 1-2

PNP Inductive Sensor with Quick Disconnect* 90 OISP-013 1-2

NPN Magneto Resistive Sensor with Quick Disconnect* 90 OHSN-008 1-2

PNP Magneto Resistive Sensor with Quick Disconnect* 90 OHSP-008 1-2

NPN Magneto Resistive Sensor 90° with Quick Disconnect* 90 OHSN-011 1-2

PNP Magneto Resistive Sensor 90° with Quick Disconnect* 90 OHSP-011 1-2

Quick Disconnect 2 Meter Cable Length* All Models CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* All Models CABL-013 1-2

Pneumatic Accessories Model Numbers Part Number Qty/Unit
#10-32 to 1/4" OD Tube Flow Controls 90 VLVF-007 2

M5 to 6mm OD Tube Flow Controls 90 VLVF-008 2
*Sensor and cable sold separately.

 -   - 

Base Model

RA
Seals Description

“Blank” Buna-N
V Viton® High Temperature

Size

15
25
90

Ports & Mounting Description

“Blank” Imperial
M Metric
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Specifications Units 15 25 90

Total Rated Grip Force F @ 100 psi [7 bar] N [lbs] 311 [70] 1112 [250] 356 [80]

Total Stroke 6° (per finger) 90° (per finger)

Stoke Adjustment -- 45° (per finger)

Weight kg [lbs] 0.14 [0.31] 0.48 [1.06] 0.20 [0.438]

Pressure Range bar [psi] 3-7 [40-100]

Ingress Protection Class (IP) IP43

Displacement cm3 [in3] 1.8 [0.110] 0.8 [0.046] 7.5 [0.460]

Temperature Range (Buna-N seals) °C [°F] -35°~80° [-30°~180°]

Temperature Range (Viton® seals) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.10 0.12 0.16

Accuracy mm [in] ±0.08 [±0.003]

Repeatability mm [in] ±0.03 [±0.0001]

Valve to Required Actuate Double Acting 4-way, 2-position

GR-ANG  |  22Dimensions and technical information are subject to change without notice
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            JAW SHOWN PARALLEL
JAW WILL CLOSE 1˚ PAST PARALLEL

LCLC

LC

LC

2X Ø 6 H7 X 6 DP
 [Ø .2500 X  .24DP]

2X M4 X 6 DP
 [#8-32 X .25DP]

4X M4 [#8-32] THRU 

2X M5 [#10-32]
AIR PORTS (OPEN)

CLOSE

23.01
[.9060]

17.78
[.7000]

31.8 [1.250]

25.4
[1.000]

44.5
[1.750]

62.7
[2.468]

23 [.89]

12 [.46]

35.7
[1.406]

5˚ 

1˚ 

25
[1.00]

[.312 ± .001]
  7.92 ±0.03 [.312 ± .001]

  7.92 ±0.03

10
[.38]

33.3
[1.312]

38.9
[1.531]

19.0
[.750]

8X 0.254 [.01] CHAMFER

48.4
[1.905]

9.5 [.375]

40

35

30

25

20

15

10

5

0

178

158

134

112

89

67

45

22

0

lbs.N

EFFECTIVE FINGER LENGTH - L

FI
N

G
ER

 F
O

RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

1
25

1.5
38

2 in.
50mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

.5
13

100 PSI [7 bar]

40 PSI [2.7 bar]

80 PSI [5.5 bar]
60 PSI [4.1 bar]

RA-15 Static
 Maximum Tensile T 222 N [50 lbs]
 Maximum Compressive C 222 N [50 lbs]
 Maximum Moment Mx 6.8 Nm [60 in-lbs]
 Maximum Moment My 13.6 Nm [120 in-lbs]
 Maximum Moment Mz 6.8 Nm [60 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-019

Viton® Seal Repair Kit SLKT-019V

M

M

Z

F/2 F/2

X

C
T

M

Y

Z

X Y

Z

L

Sensor Accessories Order #

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-018

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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LCLC

LC

LC

           JAW  SHOWN PARALLEL  
 JAW  WILL CLOSE 1˚ PAST PARALLEL

2X  Ø 8 H7 X 4 DP
[Ø .3125 SF X .18 DP]

2X M6 X 7 DP
[1/4-20 X .31 DP]

25.40
[1.0000]

26.99
[1.0625]

50.8 [2.000]

44.5
[1.750]

63.5 [2.500]

2X M5 [#10-32]
 AIR PORTS (OPEN)

CLOSE

92.5
[3.641]

38
[1.50]

9.5
[.375]

5˚ 

1̊  

47.6 [1.875]

10
[.38]

4X M5 [#10-32] THRU

9.5 [.375]

[.375 ±.001]
9.53 ±0.03

48.0
[1.891] 61.9

[2.438]

15 [.58]

8 [.30]

78.2
[3.078]

140

120

100

80

60

40

20

0

623

534

445
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178

89
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lbs.N

EFFECTIVE FINGER LENGTH - L
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G
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RC
E 

- 
F/

2

GRIP FORCE PER FINGER

0
0

1
25

2
50

4 in.
102mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

3
76

100 PSI [7 bar]

40 PSI [2.7 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

RA-25 Static
 Maximum Tensile T 667 N [150 lbs]
 Maximum Compressive C 667 N [150 lbs]
 Maximum Moment Mx 22.6 Nm [200 in-lbs]
 Maximum Moment My 33.9 Nm [300 in-lbs]
 Maximum Moment Mz 22.6 Nm [200 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-020

Viton® Seal Repair Kit SLKT-020V

M

M

Z

F/2 F/2

X

C
T

M

Y

Z

X Y

Z

L

Sensor Accessories Order #

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-019

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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39.0 [1.535]

28.0
[1.102]

18.0
[.708]

29.0
[1.142]

 4X M5 X 8DP
[#10-32 X .32DP]

4X M5 X 8DP
[#10-32 X .32DP]

29.0
[1.142]

67.3
[2.650]

23.5
[.925]

90° 

20 [.77]

ALTERNATE M5 [#10-32] 
AIR PORT (OPEN)

(NORMALLY PLUGGED)

ALTERNATE M5 [#10-32]
AIR PORT (CLOSE)

(NORMALLY PLUGGED)

4X M4 [#8-32] THRU 

M3 X 4DP
[#4-40 X .19DP]
(SENSOR MNTG

HOLE)8.0 [.315]

4.0
[.158]

M5 [#10-32]
AIR PORT (OPEN)

M5 [#10-32]
AIR PORT (CLOSE)

30.0
[1.181]

6
[.25]

17
[.69] 39

[1.53]

STROKE

6 [.25]

17 [.69]

9
 [.37]

STROKE 
ADJUSTMENT

11
[.42]

46.4
[1.825]

LC

LC

LC LC LC

18.5
[.728]

57.2
[2.250]

8.3 [.328]

MAGNETO RESISTIVE
SENSOR SLOTS

DO NOT OPERATE WITHOUT FLOW CONTROLS

Ø.790 x 1 [.04] DPØ20.07
+.001
.000

+0.03
0.00[ ]

.3158.00
+.001
.000

+0.03
0.00[ ]

 JAW  WILL CLOSE 1˚ PAST PARALLEL
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GRIP FORCE PER FINGER

0
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1
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1.5
38

2 in.
50mm

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

.5
13

100 PSI [7 bar]

40 PSI [2.7 bar]

80 PSI [5.5 bar]60 PSI [4.1 bar]

RA-90 Static
 Maximum Tensile T 222 N [50 lbs]
 Maximum Compressive C 222 N [50 lbs]
 Maximum Moment Mx 6.8 Nm [60 in-lbs]
 Maximum Moment My 13.6 Nm [120 in-lbs]
 Maximum Moment Mz 6.8 Nm [60 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Buna-N Seal Repair Kit SLKT-024

Viton® Seal Repair Kit SLKT-024V

M

M

Z

F/2 F/2

X

C
T

M

Y

Z

X Y

Z

L

Sensor Accessories Order #

Inductive Sensor Mounting Kit (mounts 2 sensors) OSMK-003

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]

Angular Grippers | Dimensions and Technical Specifications
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Features:
•  Robust, shielded, high force gripper 
•  Optional springs for part retention in  

case of air loss or increased grip-force 
•  Side or top manifold air ports
•  Viton® seals included for high temperatures 

 -30°C to +150°C [-20°F to +300°F]
•  Boot options available for  

weld splatter applications

Applications:
• Welding and sandblasting applications
• Paintbooth applications
• Heavy part gripping solutions

RUA-62M

RUA-142M

RUA-162M

RUA-82M

RUA-112M

(USB key shown 
for scale)

How To Order

Accessories

Sensor Accessories Model Numbers Part Number Qty/Unit
NPN Magneto Resistive Sensor with Quick Disconnect* ** 62M, 82M, 112M OHSN-017 1-2

PNP Magneto Resistive Sensor with Quick Disconnect* ** 62M, 82M, 112M OHSP-017 1-2

NPN Magneto Resistive Sensor 90° with Quick Disconnect* ** 62M, 82M, 112M OHSN-011 1-2

PNP Magneto Resistive Sensor 90° with Quick Disconnect* ** 62M, 82M, 112M OHSP-011 1-2

Replacement PNP Double Inductive Sensor* † All Models KT15 1

Quick Disconnect 2 Meter Cable Length* 62M, 82M, 112M CABL-010 1-2

Quick Disconnect 5 Meter Cable Length* 62M, 82M, 112M CABL-013 1-2

Quick Disconnect 2 Meter Cable Length (for KT Inductive Sensor)* All Models CABL-014 1-2
*Sensor and cable sold separately.  **Piston magnet standard. †Requires KT1 or KT2 sensor option.

 -  -  -  - 

Base Model

RUA

Size

62M 142M
82M 162M
112M

Spring Description

“Blank” None
RE Spring Closed
RI Spring Open

Power Description

P Pneumatic

Inductive Case Description

“Blank” None
KT1 Sensing Range KT1
KT2 Sensing Range KT2
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Specifications Units 62M 82M 112M

Total Rated Grip Force L=25mm [1 in.] @ 0°

    @ 7 bar [100 psi], w/spring N [lbs] 384 [86] 1228 [276] 2150 [483]

    @ 7 bar [100 psi], w/o spring N [lbs] 313 [70] 922 [207] 1600 [360]

Total Stroke 16.8° (per finger) 15.9° (per finger) 19.1° (per finger)

Weight kg [lbs] 0.39 [0.86] 0.70 [1.55] 1.70 [3.75]

Pressure Range without springs bar [psi] 2-7 [30-100]

Pressure Range with springs -RE, -RI bar [psi] 3-7 [45-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 12 [0.73] 35 [2.14] 85 [5.19]

Temperature Range (Viton® seals standard) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.18 0.10 0.35

Accuracy mm [in] ±0.05 [±0.002] ±0.08 [±0.003]

Repeatability mm [in] ±0.02 [±0.0008] ±0.03 [±0.0008]

Valve to Required Actuate Single Acting 3-way, 2-position

Valve to Required Actuate Double Acting 4-way, 2-position

Specifications Units 142M 162M

Total Rated Grip Force L=25mm [1 in.] @ 0°

    @ 7 bar [100 psi], w/spring N [lbs] 5775 [1298] 5490 [1234]

    @ 7 bar [100 psi], w/o spring N [lbs] 3941 [886] 3790 [853]

Total Stroke 17.6° (per finger) 17.2° (per finger)

Weight kg [lbs] 4.1 [9.05] 6.7 [14.8]

Pressure Range without springs bar [psi] 2-7 [30-100]

Pressure Range with springs -RE, -RI bar [psi] 4-7 [60-100]

Ingress Protection Class (IP) IP54

Displacement cm3 [in3] 215 [13.2] 322 [19.7]

Temperature Range (Viton® seals standard) °C [°F] -30°~150° [-20°~300°]

Actuation sec 0.60 0.80

Accuracy mm [in] ±0.8 [±0.003]

Repeatability mm [in] ±0.03 [±0.0008]

Valve to Required Actuate Single Acting 3-way, 2-position

Valve to Required Actuate Double Acting 4-way, 2-position
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20
°

20°

20°

45°

40
°

40°

30
°

Same attachment
as gripper

Inductive Sensor

[2.992]
76.0

[2.795]
71.0

Opened: 13°

Closed: 3.9°

M5 x 7 DP

Ø 3 h7
[Ø 0.1181 SF]

Close

Open

[0.512]
13.0

[0.5118]
13.00

[0.748]
19.0

[0.3937]
10 f8

Ø 50.8

Close

4 X Ø 4.5

[Ø 2.000]

[4 X Ø 0.177]

[Ø 0.1969 SF x 0.512]
Open Ø 5 H9 x 13 DP

Purge Port

Manifold air port
Supplied plugged

2X G1/8 x 5 DP

Purge / Scavenge
 Port M5 x 6 DP

CL Ø 38.1 h7

[0.846]
21.5

16.0

2.6

Ø 60.0

[0.102]

[1.890]
48.0

53.0

[0.236]

[2.087]

6.0

35.0

[0.394]

[1.378]
[Ø 1.5000 SF]

3.0

[Ø 2.362]

[0.118]

[0.945]
24.0

10.0
[0.630]

[1.476]
37.5

-KT: Inductive sensor

Yellow LED Green LED

KT1 0° to 3.4° 13.4° to 16.8°

KT2 0° to 6.8° 10° to 16.8°

Sensing range
(From close position)

Z
Z

Mx My

X

F/2 F/2

Y

C T

L

0
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135

0

200
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400
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600

0.5 1.0 1.5 2.0 2.5 3.0 3.5 in.
12.7 25.4 38.1 50.8 63.5 76.2 88.9 mm

EFFECTIVE FINGER LENGTH FROM ROTATION AXIS - L
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E 

- 
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2

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(at 0° with Spring Assist)

0 PSI [0 bar]

60 PSI [4.1 bar]

80 PSI [5.5 bar]

100 PSI [7 bar]

lbs.N

RUA-62M Static
 Maximum Tensile T 236 N [53 lbs]
 Maximum Compressive C 236 N [53 lbs]
 Maximum Moment Mx 12.5 Nm [111 in-lbs]
 Maximum Moment My 34.5 Nm [305 in-lbs]
 Maximum Moment Mz 12.5 Nm [111 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Viton® Seal Repair Kit (Pneumatic) SLKT-156V

Protective Boots Order #
PVC Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-367

Kevlar Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-368

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(at 0° with Spring Assist)

RUA-82M Static
 Maximum Tensile T 290 N [65 lbs]
 Maximum Compressive C 290 N [65 lbs]
 Maximum Moment Mx 19 Nm [168 in-lbs]
 Maximum Moment My 121 Nm [1071 in-lbs]
 Maximum Moment Mz 19 Nm [168 in-lbs]
†Capacities are per set of jaws and are not simultaneous

Seal Repair Kits Order #
Viton® Seal Repair Kit (Pneumatic) SLKT-157V

15°

15
°

[1.220]
31.0

20°

40
°

45°

40°

30
°

-KT: Inductive sensor

CL

2X G1/8 x 5 DP

Purge / Scavenge
 Port M5 x 6 DP 50.8

21.0

 h7 

[0.827]

[0.276]
7.0

[0.591]
15.0

[2.244]
57.0

[1.969]
50.0

[1.299]
33.0

[Ø 3.150]
Ø 80.0

3.0
[0.118]

16.0
[0.630]

3.1
[0.122]

[1.457]
37.0

Closed: 2.9°

Opened: 13°

Open
[Ø 0.1969 SF x 0.512]

[4X Ø 0.209]

Close

Ø 69.9
[Ø 2.750]

4X Ø 5.3

Ø 5 H9 x 13 DP
Purge Port

Manifold air port
Supplied plugged

Same attachment
as gripper

Inductive sensor

[3.071]
78.0

[3.346]
85.0

M6 x 12 DP

CL

Ø 4 h7
[Ø 0.1575 SF]

Close

Open

[0.591]
15.00

 f813

29.0
[1.142]

[0.7874]
20.00

[0.5118]

Yellow LE D Green LE D

KT1 0° to 2.4° 13.5° to 15.9°

KT2 0° to 4.8° 11.1° to 19.9°

Sensing range
(F rom close position)

[Ø 2.0000 SF]

Protective Boots Order #
PVC Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-370

Kevlar Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-371

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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RUA-112M Static
 Maximum Tensile T 290 N [65 lbs]
 Maximum Compressive C 290 N [65 lbs]
 Maximum Moment Mx 19 Nm [168 in-lbs]
 Maximum Moment My 121 Nm [1071 in-lbs]
 Maximum Moment Mz 19 Nm [168 in-lbs]
†Capacities are per set of jaws and are not simultaneous

15°

15
°

40
°

45°

40°

30
°

20°

-KT: Inductive sensor

Opened: 13°

Closed: 6.2°

M8 x 13 DP

Open

Close

Ø 5 h7
[Ø 0.1969 SF]

CL

[0.870]
22.1

[1.0000]
25.40

[1.512]
38.4

[0.7480]
19 f8

[Ø 0.3150 SF x 0.512]
Open

Close

[Ø 3.750]
Ø 95.3

[4X Ø 0.335]
4X Ø 8.5

Manifold air port
Supplied plugged

Ø 8 H9 x 13 DP
Purge port

Same attachment
as gripper

Inductive sensor

[4.016]
102.0

[4.370]
111.0

2X G1/8 x 8 DP

Purge / Scavenge
 Port M5 x 6 DP

[Ø 4.331]

[0.354]
9.0

[1.890]
48.0

[1.772]
45.0

3.0
[0.118]

[Ø3.0000 SF]

16.0
[0.630]

3.1
[0.122]

66.0
[2.598]

76.2 h7

32.0
[1.260]

[0.846]
21.5

40.0
[1.575]

Ø 110.0

[2.953]
75.0

Yellow LED Green LED

KT1 0° to 1.9° 17.2° to 19.1°

KT2 0° to 5.7° 13.4° to 19.1°

Sensing range
(F rom close position)

Seal Repair Kits Order #
Viton® Seal Repair Kit (Pneumatic) SLKT-158V

Protective Boots Order #
PVC Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-373
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100 PSI [7 bar]

80 PSI [5.5 bar]

60 PSI [4.1 bar]

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(at 0° with Spring Assist)

0 PSI [0 bar]

Loading Information

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION
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100 PSI [7 bar]

0 PSI [0 bar]

80 PSI [5.5 bar]
60 PSI [4.1 bar]

WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(at 0° with Spring Assist)

RUA-142M Static
 Maximum Tensile T 630 N [142 lbs]
 Maximum Compressive C 630 N [142 lbs]
 Maximum Moment Mx 52 Nm [460 in-lbs]
 Maximum Moment My 696 Nm [6160 in-lbs]
 Maximum Moment Mz 52 Nm [460 in-lbs]
†Capacities are per set of jaws and are not simultaneous

30°

20°

60
°

30°

30
°

-KT: Inductive sensor

[Ø 0.3150 SF x 0.787]

Close

Open
Purge Port

Ø 8 H9 x 20 DP

[6X Ø 0.335]
Ø 8.5

 Ø 122.2 

[Ø 4.811]

Manifold air port
Supplied plugged

Opened: 13°

Closed: 4.6°

2 x M8 x 18 DP

2X 6 m6
[2X Ø 0.2360 SF]

CL

Close

Open

24.0
[0.945]

15°

30
°

[0.8661]
22 f8

[0.945]
24.0

[1.024]
26.0

Inductive sensor

Same attachment
as gripper

[6.004]
152.5

[5.531]
140.5

2X G1/4 x 10 DP

Purge / Scavenge
 Port G1/8 x 8DP [2.598]

66.0

[0.197]
5.0

[Ø 4.2500]

[Ø 5.512]
140.0

Ø 107.95 h7

107.0
[4.213]

43.0
[1.693]

22.0
[0.866]

[1.063]
27.0

55.0

[0.354]

[2.165]

9.0

3.7
[0.146]

71.0
[2.795]

[3.740]
95.0

Inductive sensor

15°

Yellow LED Green LED

KT1 0° to 2.8° 14.8° to 17.6°

KT2 0° to 5.4° 12.2° to 17.6°

Se nsing range
(F rom close position)

Seal Repair Kits Order #
Viton® Seal Repair Kit (Pneumatic) SLKT-333V

Protective Boots Order #
PVC Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-376

Loading Information

THIRD ANGLE
PROJECTION
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FIRST ANGLE
PROJECTION
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RUA-162M Static
 Maximum Tensile T 840 N [189 lbs]
 Maximum Compressive C 840 N [189 lbs]
 Maximum Moment Mx 75 Nm [664 in-lbs]
 Maximum Moment My 1050 Nm [9293 in-lbs]
 Maximum Moment Mz 75 Nm [664 in-lbs]
†Capacities are per set of jaws and are not simultaneous

30°

20°

60
°

30°

30
°

Closed: 4.3°

Opened: 13°

Inductive sensor

15°

-KT: Inductive sensor

Inductive sensor

Same attachment
as gripper

[7.283]
185.0

[6.713]
170.5

2X G1/4 x 10 DP

Purge / Scavenge
 Port G1/8 x 8 DP

[1.969]
50.0

[0.945]
24.0

65.0
[2.559]

119.5

[0.433]

[4.705]

11.0

79.0
[3.110]

71.0
[2.795]

6.0
[0.236]

 h7127.00
[Ø 5.0000]

105.0
[4.134]

Ø 165.0
[Ø 6.496]

[0.146]
3.7

[1.260]
32.0

2X M10 x 22 DP

2X 8 m6
[2X Ø 0.3150 SF]

CL

Close

Open
28.0

[1.102]

15°

30
°

26 f828.0
[1.0236][1.102]

[1.240]
31.5

[Ø 0.3937 SF x 0.866]

Close

Open
Purge port

Ø 10 H9 x 22 DP

[6X Ø 0.433]
6X Ø11

Ø 142.9 
[Ø 5.626]

Manifold air port
Supplied plugged

Yellow LED Green LED

KT1 0° to 2.4° 14.8° to 17.2°

KT2 0° to 4.6° 12.6° to 17.2°

Sensing range
(From close position)

Seal Repair Kits Order #
Viton® Seal Repair Kit (Pneumatic) SLKT-335V

Protective Boots Order #
PVC Sealed Boot Kit (2 interfaces, 1 collar, 1 boot) SLKT-379
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WARNING!
DO NOT EXCEED 

MAXIMUM EFFECTIVE 
FINGER LENGTHS

GRIP FORCE PER FINGER 
(at 0° with Spring Assist)

Loading Information
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PROJECTION
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angular grippers
Notes



Features:
•  Designed for direct product contact in the food zone,  

according to the food industry standard (EN 1672-2)
•  All parts are corrosion resistant, non-toxic,  

non-contaminating, non-porous, non-absorbent  
and non-reactive

•  Stainless steel design resists chemical  
cleaning procedures

•  Electro-polished exterior with no recessed  
or inaccessible zones prevents retention of  
contaminants and simplifies cleaning

•  Sealed motion components (IP69K design) for  
high-pressure and high-temperature daily cleanings

•  Any metal/metal contact protected by gasket to obtain  
a leakproof assembly against bacteria

•  Angular gripper design for easier radial sealing of jaws
•  Optional safety springs for external gripping, in case of 

air supply failure, in single acting or spring assist mode
•  No external fasteners to avoid any foreign matter in food
•  Contains special lubricants suitable for food industry
•  Long maintenance-free service life 

Applications:
•  Food zone and splash zone handling of product
•  Non-food zone applications
•  Other applications requiring a sealed  

and corrosion resistant gripper

(USB key shown 
for scale)

How To Order

 - 

Base Model

FUA-63M

Spring Description

“Blank” None
C Spring Closed

FUA-63M

GR-SPC  |  1 Dimensions and technical information are subject to change without notice
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Gasket

Air Port
OPEN

Ø 6 [0.24[H9] x 10 [0.39] DP

4 x M5 x 11 [0.43] DP

CLOSE
Air Port

B

B

CLOSED GRIPPER

0° Mid-Stroke

SCALE 1 : 1
SECTION B-B 

Gasket (supplied)

O-Ring (supplied)

2 x Air ports

5

1.2 [0.05]

Ø
 8 [0.31]

M

6.7 [0.26]

SECTION A-A 
SCALE 2 : 3

Gasket (supplied)

4 x Jaws

5 [0.20] H
8

2.5 [0.10]

9.5 [0.37]

M
4

0°  Mid-Stroke

Gasket (supplied)

OPEN GRIPPER

Ø 28 [1.10]

A

A
6

2
 [

2
.4

4
]

Ø50 [Ø1.97] h7

3
 [

0
.1

2
]

60 [2.36]

100 [3.94]

Ø 90 [3.54]

12 [0.47]

Specifications Units FUA-63M

Torque, Jaws @ 0° (mid-stroke)

    @ 6 bar [87 psi], w/spring Nm [in-lbs] 32 [283]

    @ 0 bar [0 psi], w/spring Nm [in-lbs] 9 [80]

Total Stroke 70°

Weight (Stainless Steel) kg [lbs] 1.7 [3.75]

Weight (Polymer) kg [lbs] 0.8 [1.76]

Pressure Range without springs bar [psi] 2-7 [30-100]

Pressure Range with springs bar [psi] 3.5-7 [50-100]

Ingress Protection Class (IP) IP69K

Displacement cm3 [in3] 54 [3.30]

Temperature Range °C [°F] -15°~80° [5°~175°]

THIRD ANGLE
PROJECTION

mm [INCH]

FIRST ANGLE
PROJECTION

mm [INCH]
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