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DUAL FACE MAGNETIC BLOCK – BM-EDM 
 

       

 

 

 

 

 

 

 

 

    * CP = stainless steel version   

Use : Grinding, EDM.  

Features :   

• 2 magnetic sides 

• Waterproof design 

• Both side can be turned ON/OFF individually 

• ON/OFF switches on both side faces 

• Fine pitch 1.5 mm 

• 2 x M6 threated holes at each ends 

  

    

 

Active Hold pwr Weight
length N/cm² Kg

2041/13/125 125 52 50 98 80 2,5

2041/13/180 180 52 50 153 80 3,6

2041/13/250 250 52 50 225 80 5

2041/13/125CP* 125 52 50 98 50 2,5

2041/13/180CP* 180 52 50 153 50 3,6

Dimensions (mm)

Part Number Width HeightLength
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LAMINAR V-BLOCKS – CB-VT 
 

       

   

     

   

                                   2041/56/606540P (sold as pair)  

 

 

 

 

 

                 

 

 

Use  :    These laminar blocs are not magnetic but are able to transmit the 

magnetism from the chuck to the workpiece. Pole pitch of the laminar 

blocs must be parallel to those of the magnetic chuck. These blocs are 

silver brazed and can be machined and shaped. Using these blocs will 

avoid damaging the chuck surface when drilling or machining.   

Specification :   

• Transversal pole pitch 3 + 2 mm  

• Silver brazed (steel/brass) 

• Clamping diam 8 to 70 mm 

• Use of these blocs will reduce magnetism flux (approx 20% with a 

25 mm height bloc) 

 

 

Pole Weight
l H pitch Kg

2041/56/606540P 60 65 40 3+2 2,5

Dimensions (mm)

Part Number L
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LONGITUDINAL LAMINAR BLOCKS- CBL 
 

       

   

 

 

 

     

2041/51/1005025P (sold as pair)                  2041/51/1507525 

 

 

 

                2041/51/3007525 

 

 

 

 * Sold as pair 

 

Use  :    These laminar blocs are not magnetic but are able to transmit the 

magnetism from the chuck to the workpiece. Pole pitch of the laminar 

blocs must be parallel to those of the magnetic chuck. These blocs are 

silver brazed and can be machined and shaped. Using these blocs will 

avoid damaging the chuck surface when drilling or machining.   

Specification :   

• Longitudinal pole pitch 3 + 2 mm  

• Silver brazed (steel/brass) 

• Use of these blocs will reduce magnetism flux (approx 20% with a 

25 mm height bloc) 

 

Pole Weight
l H pitch Kg

2041/51/1005025P* 100 50 25 3+2 2
2041/51/1507525 150 75 25 3+2 2,2
2041/51/3007525 300 75 25 3+2 4,4

Dimensions (mm)

Part Number L
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ONE FACE  MAGNETIC BLOCK– BAP1 
 

       

 

 

 

 

 

 

 

 

 . 

   

Use : Grinding, EDM 

  

Features :  Magnetic block with one magnetic face. 

 

• Waterproof design. 

• ON/OFF switch with Allen key. 

  

    

 

Force Weight

Part Number Pitch N Kg

2003/06/115 115 40 40 7,5 105 1,3

2003/06/135 135 60 50 10 400 3,1

Dimensions (mm)

Length Width Height
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TRANSVERSAL LAMINAR BLOCKS - CBT 
 

       

   

     

   

 

                 2041/52/754522P                     2041/61/3007525 

  

 

                 

 

 

 

  * Sold as pair 

 

Use  :    These laminar blocs are not magnetic but are able to transmit the 

magnetism from the chuck to the workpiece. Pole pitch of the laminar 

blocs must be parallel to those of the magnetic chuck. These blocs are 

silver brazed and can be machined and shaped. Using these blocs will 

avoid damaging the chuck surface when drilling or machining.   

Specification :   

• Transversal pole pitch 3 + 2 mm or 1 + 1 mm 

• Silver brazed (steel/brass) 

• Use of these blocs will reduce magnetism flux (approx 20% with a 

25 mm height bloc) 

Pole Weight

l H pitch

2041/52/754522P* 75 45 22 3+2 1
2041/52/1005025P* 100 50 25 3+2 2
2041/52/1507525 150 75 25 3+2 2,2
2041/52/3007525 300 75 25 3+2 4,4
2041/61/1507525 150 75 25 1+1 2,2
2041/61/3007525 300 75 25 1+1 4,4

Dimensions (mm)

Part Number L
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